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PKEFACE 



TO THE FIRST EDITION. 



Thb following pages were drawn up for the use of the 
junior oflSicers of the Royal Engineers, and those of the 
Honourable East India Company's Service, in their course 
of instruction in Trigonometrical Surveying and Practical 
Astronomy at this establishment, of which branch of their 
studies I have for some time had the superintendence. 

My original intention was to have had them lithographed 
for distribution among the ofl&cers ; but I have been since 
led to the resolution of publishing them in their present 
form, from their having swelled to a size beyond what I at 
first contemplated; and also from the total want experi- 
enced, during the period occupied in compiling them, of any 
practical English work on Geodesical Operations, extending 
beyond the mere elementary steps of Land Surveying. Of 
this class there are several very usefril publications, contain- 
ing instruction in all the necessary detail, to some of which 
references are made for information respecting the prelimi- 
nary knowledge of the construction and use of the instru- 
ments most generally employed, as well as to the French 
aruthos on Geodesy, whose works I have consulted. 



ly PREFACE. 



Of the exteiisi7e and scientific Geodesical Operations de- 
scribed in these latter works, the present Treatise professes 
to give nothing beyond a brief outline, as their detailed 
account would be far too voluminous to be condensed in so 
small a compass. 

The cadets at Woolwich and Addiscombe are taught 
the use of the Chain and Theodolite, and to calculate the 
contents of the different portions into which the ground is 
divided by natural and artificial boundaries ; they are also 
rendered conversant with Plane Trigonometry and Mensu- 
ration, and with sufficient Spherical Trigonometry for the 
solution of the ordinary cases of Spherical Triangles. Such 
preliminary knowledge is consequently assumed as being 
already acquired. It is, however, in the power of any indi- 
vidual to make himself master of the necessary theoretical 
part of this knowledge, by the study of one or other of the 
numerous excellent works on Trigonometry and Mensura- 
tion ; and the practice of Land Surveying can be acquired 
in a few weeks in the Field, under any competent Instructor, 
or even without this assistance, by the carefiil study of some 
elementary work on the subject. 



RoTAL Engineer Establishment, Chatham, 

1839. 



PKEFACE 



TO THE THIRD EDITION. 



This work having been for some time out of print, a 
third Edition has been prepared^ with many additions, 
prindpallj to meet the requirements of the Royal Military 
Academy, Woolwich. 



Dublin, 1862. 
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CHAPTER I. 

GENERAL OUTLINE OF THE SYSTEM OF CARBTINa ON A 

TBIGONOMETBICAL BUBYEY. 

The basis of an accurate survey undertaken for any extensive 
geodesicftl operation such as the measurement of an arc of the 
meridian or of a parallel, or for the formation of a geographical or 
territorial map showing the positions of towns, villages, &c., and 
the boundaries of provinces and counties, or a topographical 
plan for military or statistical purposes, must necessarily be an 
extended system of Triangulation, the preliminary step in which is 
the careful measurement of a base line on some level plain : — at 
each extremity of this base, the angles are observed between 
several surrounding objects previously fixed upon as trigono- 
metrical stations, and also, when practicable, those subtended at 
each of these points by the base itself. The distances of these 
stations from the ends of the base line and from each other are 
then calculated and laid down upon paper forming so many fresh 
bases from whence other trigonometrical points are determined, 
until the entire tract of country to be surveyed is covered over 
with a net- work of triangles of as large a size as is proportioned 
to the contemplated extent of the survey, and the quality and 
power of the instruments employed. Within this principal tri- 
angulation secondary triangles are formed and laid down in like 
manner by calculation, and if necessary a series of minor tertiBry 
triangles between them, and the interior detail is filled up between 

B 



2 GENERAL OUTLINE OP THE SYSTEM OF 

these points, either entirely by measurement with the chain and 
theodolite, or by partial measurement [principally of the roads], 
and by sketcliing the remainder with the assistance of some port- 
able instrument. The degree of accuracy and minuteness to be 
observed in this detail, and the scale upon which the work is to be 
laid down, will of course determine which of these methods is to 
be adopted — ^the latter was practised on the Ordnance Survey of 
the South of England, which was plotted on the scale of 2 inches 
to 1 mile, and reduced for publication to that of 1 inch ; but on 
the Survey of Ireland, and that of Scotland and the six Northern 
Counties of England, sketching has been almost entirely super- 
seded by chain measurement, even in the most minute particulars, 
and the undulations of the surface of the ground represented with 
mathematical accuracy by horizontal contour lines, traced by 
actual levelling at equidistant vertical intervals,* the whole 
survey being laid down to the scale of 6 inches to 1 mile. In the 
survey of only a limited extent of country there does not exist the 
same absolute necessity for a triangulation even though a con- 
siderable degree of accuracy should be required ; this will appear 
evident from the consideration that in every practical operation 
some amount of error (independent of the errors of observation) is 
to be expected — sometimes a definite quantity dependent upon the 
means employed ; sometimes a quantity varying in amount with 
the extent of the operation. 

In all angular measurements, the errors to be expected evi- 
dently depend upon the power and quality of the instruments 
made use of, and are altogether irrespective of the space over 
which the work extends. In lineai' measurements, on the contrary, 
the probable error is some proportional part (dependent upon the 
circumstances and the means employed) of the distances measured. 
So long then as the extent of the survey, and the scale upon which 
it is to be laid down, are such that the probable error attendant 
upon ordinai'y chain measurement of the largest figures would be 
imperceptible on the plan, no triangulation is necessary on the 



* Sketching, in place of tracing contour lines, lias been again lately resorted to on 
the Ordnance Survey for the features of the ground, on account of the greater cost 
of the latter more accurate system. 
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score of accuracy alone, though in many cases even of this nature 
it would he found in the end a saving of hoth time and expense. 

In a new and unsettled country, particularly if flat and thickly 
wooded, the outlay that would he required, and the time that 
would be occupied by an accurate triangulation, would probably 
prevent its being attempted, at aU events in the first instance. If 
only a general map upon a very small scale is required, the lati- 
tude and longitude of a number of the most conspicuous stations 
can be determined'by astronomical observations, and the distances 
between them calculated, to allow of their positions being laid 
down as correctly as this method will admit of, within which, as 
within a triangulation, tlie interior .detail can be filled up. In 
surveying an extended line of coast where the interior is not 
triangulated, no other method presents itself, and a knowledge of 
practical astronomy therefore becomes indispensable in this, as 
in all extensive geodesical operations. A topographical survey 
further requires that some of the party employed upon it should 
be practically versed in the general outlines of geology, as a 
correct description of the soil and mineral resources of the 
different parts of every country forms one of its most important 
features. The heights of the principal hills, and of marked points 
along the ridges, plains, valleys, and watercourses above the 
level of the sea should also be determined, which in a survey of 
no great pretensions to correctness in minute detail, may be 
ascertained with tolerable accuracy by means of the mountain 
barometer, or aneroid, or even approximately by observing the 
temperature at which water boils at different stations. 

A sketch of a certain tract of country, on a far larger scale than 

that of most general maps, is constantly required on service for 

the purpose of showing the military features of the ground, the 

relative positions of towns and villages, and the direction and 

nature of the roads and rivers comprised within its limits. This 

species of sketch, termed a ''Military Beconnaissance," approaches 

in accuracy to a regular survey in proportion to the time and 

labour that is bestowed upon it. Having thus adverted briefly to 

the progressive steps in the different species of surveying, they 

will each be treated of more in detail in their proper order. 

The system of forming the ** net*work of triangles *' alluded to, 

b2 



4 GENERAL OUTLIKE OF A TRIGONOMETRICAL SURVEY. 

of as large a size as is consistent with the circumstances under 
which the survey is undertaken, within and dependent upon which 
the secondary land tertiary triangulation and all the interior details 
are included, is to he considered as the working out of a general 
principle to he borne in mind in all topographical and geodesical 
operations, the spirit of which is as much as possible to work from 
whole to part, and not from pa/rt to whole. 

By the former method errors are subdivided, and time and 
labour economised; by the latter, the errors inseparable from 
even the most careful observations are constantiy accumulating, 
and the work drags on at a slower rate and an increasing 
expenditure. 



CHAPTER II. 

MEASUBEMENT OF A BASE LINE* 

In fixing upon an appropriate site for the measurement of a 
base line, a level plain should obviously be selected where both 
ends of the base would be visible from the nearest trigonometrical 
points. Where extreme accuracy has been required, steel chains, 
glass, deal, and platinum rods have at different times been used 
for the purpose of determining its length ; but each of these units 
of measurement, whichever is preferred, must be supported so as 
to ensure its being laid perfectly level.* The whole thus forms a 
portion of a great circle, which has ultimately to be reduced to its 
proper measure at the level of the sea at one mean temperature. 

In measuring a base for the topographical survey of any small 
detached portion of ground, it will be suf&cient for ordinary pur* 
poses to measure its length carefully two or three times with a 
chain which has been compared with a standard t, and if rendered 
necessary by the irregularity of the ground, to take an accurate 
section along the line (which should be laid out with a theodolite 
between marks at each extremity), for the purpose of reducing 
this measurement by calculation to its true horizontal value. The 
length of a base, which has subsequently to be determined with 
the most minute accuracy by means of glass rods, compensation 
bars, or other contrivance, is generally first measured two or 
three times in this manner. 

• Otherwise a correction becomes necessaiy on acconnt of the difference of level of 
the two extremities. 

+ A spiral spring, something like that used in weighing-machines, is attached to 
the end of a chain used for purposes requiring much accuracy ; this indicates the 
power of tension exerted, which should always be the same as when compared with 
the standard. The surveyors under the Tithe Commission Act are ftimished with 
this contrivance. 



e MEASUBEMENT OF A BASE LINE. 

The exact measurement of a base is perhaps the most difficult 
and the most important part of a trigonometrical survey, as upon 
its accuracy that of every subsequent proceeding depends. In 
the account of this operation on the Trigonometrical Survey of 
England and Wales published in 1801, will be found detailed 
accounts of the base measured on Hounslow Heath, in 1784, with 
Bamsden's steel chain, at first intended solely for the purpose 
of connecting by triangulation the Observatories of Paris and 
Oreenwich, but afterwards made the first step in the trigono- 
metrical survey of England. This base was measured a second 
time with prepared deal rods*, and again by a combination of these 
two methods^ the mean of the three valuations being 27404*0187 
feet at the level of the sea. The details of the base of verification 
(?'. e, the actual measurement of the side of a remote triangle, 
whose length had been previously obtained by calculation) in 
Eomney Marsh, in 1787, are also given in the same work, as well 
as the remeasurement of the original base on Hounslow Heath, 
in 1791, and of another base of verification on Salisbury Plain 
in 1794, which is stated to have corresponded exactly with its 
mean length as obtained by calculation in three different 
tiiangles. 

A detailed account was in 1847 1 drawn up by Colonel YoUand, 
B.E., of the mode adopted by General Colby to obtain the 
accurate value of the base measured on the Ordnance Survey of 
Ireland at Loch Foyle in the county of Londonderry, in which 
work will also be found a quantity of scientific information con* 



* The deal rods were first laid, as it is termed, *' in coincidence ; " that Is, lines 
drawn across them, near their extremities, wore made to coincide most accurately by 



fine screws, as in the sketch, ? ■ ■ I J but this method occupying a 



IT 

considerable time, their spherical ends were afterwards brought in contact \ — rr I \ 
and the measurement was continued in this manner, so that no decision was arrived 
at as to the comparative accuracy of the two modes ; that by coincidence would, 
however, appear likely to be more minutely corrtcl than the one adopted. 

t Many years after the 1st edition of this work ; the short popular description of 
the process of using the bars is however retained. Colonel Yolland has likewise given 
a description of these bars, with the method of using them, in the 8rd volume of the 
Woolwich Mathematical Course, under the head of *' Geodesy." 
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nected with the principal triangulation. The principles of the 
contriyance, in which it differs from all other methods that have 
preceded it, consist in always preserving by a mechanical com- 
pensation obtained by the use of two metals having different 
powers of expansion and contraction, exactly the same distance 
between two points at the extremities of the compensation bars, 
instead of allowing, as had been hitherto done, for this expansion 
or contraction according to the temperature at which each rod 
was laid, and also in obtaining a risual instead of an actual 
contact of the rods. This will be explained by the following 
short description of the compensation bars and the method of 
using them. 

Two bars, one of iron and the other of brass, 10 feet long, 
placed parallel to each other 1^ inches apart, were riveted together 
at their centres, it having been previously ascertained by numerous 
experiments, that they expanded and contracted in their tran- 
sitions from cold to heat, and the reverse, in the proportion of 
three to five. The latter was coated with some non-conducting 
substance to equalise the susceptibility of the two metals to 
change of temperature, and across each extremity of these com- 
bined bars was fixed a tongue of iron, with a minute dot of 
platinum almost invisible to the naked eye, and so situated on 
this tongue, that under every degree of expansion or contraction 
of the rods the dots at each end always remained at the constant 
distance of 10 feet. This will be better understood by reference 
to the sketch below« 



A ' . ^ A 



A is the iron bar (about five-eighths of an inch wide and one 
and a half deep), the expansion of which is represented by three ; 
B the brass bar (of the same size), the expansion of which is five, 
the two being riveted together at the centre C ; D E and d e are 
the iron tongues pinned on to the bars so as to admit of their 
expansion, with the platina dots at D and rf. The tongues are by 
construction made perpendicular to the rods at a mean tempe- 
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rature of 60° Fahrenheit, and the expansion taking place from 
their common centre, when A expands any quantity which may he 
expressed by three, B expands at the same time a quantity equal 
to five, and the position of the tongues is changed to D F, df, the 
dots D and d remaining unalterably fixed at the exact distance of 
ten feet. It is evident from this construction, that the dots at the 
extremities of these bars could not, if desired, be brought either 
into actual contact or coincidence ; but a more correct plan was 
adopted, which consisted in laying each rod so that the dot at its 
extremity should always be at a fixed distance from that at the 
end of the next rod. This was effected by means of powerful 
microscopes, attached to the end of similar short compound bars,* 
6 inches long, and mounted on a stand, by which means they 
could be laid perfectly horizontal by a spirit level, the microscopes 
in these bars occupying the position of the dots on the longer 
rods. These dots, after the rods had all been carefully levelled, 
were brought exactly under the microscopes by means of three 
micrometer screws attached to the box in which each rod was laid, 
so that it could be moved to either side, backwards or forwards, 
elevated or depressed, as required, the rods being laid on supports 
equidistant from the centre of the box, that they might always 
have the same bearing. The point of starting was a stone pillar, 
with a platina dot let into its centre, and a transit instrument was 
placed over it by which the line was laid out with the greatest 
precision with the assistance of sights at each end of the bars, an 
average of about 2*50 feet being completed in one day, and five 
boxes, giving a length of 52 feet, being levelled and laid 
together. 

About 400 feet of this measured base was across the river Boe, 
and clumps of pickets were driven at intervals of about 5 feet 
8 inches apart from centre to centre by a small pile engine, on the 



* This was the usual distance between the foci of the microscopes ; but to meet 
cases where the uneven surface rendered it difficult to bring the short bars to a level 
at this distance, it was sometimes diminished to one half. Microscopes of different 
lengths were used where the inclination of the ground rendered it necessary to lay the 
boxes on different levels, so that the platina dots might be brought in the focus to 
each microscope. The old base of verification on Salisbury Plain was afterwards 
remeasured with these compensation bars. 
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heads of which the boxes containing the compound rods rested. 
At the end of each day's work a triangular stone was sunk at the 
end of the last bar laid with a cast-iron block fitting over it, 
haying a. brass plate with a silver disk let into the middle of the 
brass, which was adjustable by means of screws. This disk was 
brought exactly under the focus of the extreme microscope, and 
served as a starting point the following day, a sentinel being 
always left in charge of this stone ^hich was further secured by a 
wooden cover screwed over it. 

The total length of the measurement of this base amounted to 
about 8 miles; 2 miles were subsequently added by a method 
described in page 11, making the entire distance between the two 
extremities rather more than 10 miles. 

Detailed descriptions of the various methods that have been at 
different times adopted to insure the correct measurement of base 
lines on the Continent, may be found in all standard works on 
geodesical operations.* A popular account of the mode of 
conductmg these measurements, and of the nature of the 
rods, &c., used, is also given in Mr. Airy's "Figure of the 
Earth," in the ''Encyclopaedia Metropolitana," commencing at 
page 206. 

A base measured on any elevated plain is thus reduced to its 
proper measure at the level of the sea : 

* **Recneil des Observations G^odesiqnes, par Biot et Arago" — "Puissant, Traits 
de G^odesie"— ''Base du Syst^me M^trique decimal ; " and the works of Cassini, 
Fiancoeur, Colonel Lampton, &c. 

The bases of the original arc of Mechain and Delambre, described in the "Base da 
Syst^me M^triqne," were measured with rods of platinum two toises long ; to each 
bar was attached at one end a rod of brass. The proportion of the expansion of brass 
and platinum being known, the expansion of the platinum rod was inferred from the 
observed difiference of expansion of the two rods. The rods were laid in boxes, and 
placed on trestles ; and their ends not brought into contact, but measured with a 
slider. The temperature was reduced to thirteen degrees of Reaumur. The length of 
the base of Perpignan was 6006*28 toises ; and that of Melun 6075*9 toises. The 
calculation of Perpignan base of verification from that of Melun differed only eleven 
inches from its actual measurement on the ground. 

These platinum bars are described in page 203, vol. i. Pui^sant's ** Geodesic." 
Few bases have ever been measured solely for the determination of the value of an 
arc of the meridian, or of a parallel, but have formed at the same time the foundations 
of the survey of a country. 
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Call AB, the base measured at any elevation'l 
A a above the level of the sea . .J 

. b 
. R 

. A, 



a & its value at this level 
C b the radius of the earth 
And the altitude above the sea A a 
as ascertained by levelling, or by the ba« 
rometer. 
Then B + A ; R :,: B : &. & J =1^ 

And B — 6 the difference of the measured and 

reduced base = B-^;^=g:^. 

The radius of the earth maybe considered =21008000 feet; 
if then, the log of the base in feet, be added to the log of the 
altitude, and the log of the sum of the radius and altitude be 
subtracted therefrom, the remainder will be the log of a number 
to be deducted from the measured base to reduce it to its value at 
the level of the sea. This correction, though generally trifling, is 
not to be neglected when the base is measured upon ground of 
any considerable elevation. 

Mr. Airy, in page 198 of the " Figure of the Earth," in the 
" Encyclopaedia Metropolitana," gives this formula : — " If r be the 
earth's radius, or the radius of the surface of the sea (which is known 
nearly enough), and h the elevation, the measured lengths must 

be multiplied by the fraction ^^ 

or 1-, or they must be diminished 

by the part - of the whole. If the 

surface slopes uniformly, the mean 
height may be taken ; if it is very 
irregular, it may be divided into 
several parts." 

The reduced length ab of the 
base A B is thus found, and if the 
length of the chord* is required, 

A B 

it is found by subtracting ^^. 




* In ordinary smreying the surface of the earth may be considered a plane, a 
degree of 69 } English miles not exceeding its chord by more than 25 feet. 
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Beside tbe marks at the extremities of a base line — which if the 
base is to form the groundwork of a survey of considerable extent, 
should be constructed so as to be permanent, as well as minute^' 
intermediate points should be carefully determined and marked 
during the progress of the measurement, by driving strong pickets, 
or sinking stones, into the ground, with dots upon a plate of metal, 
or some other indication of the exact termination of the chain 
clearly defined upon them. These marks serve for testing the 
accuracy of the different portions, and reciprocally comparing them 
with each other. It has been already remarked, that the length of 
the base on the Ordnance Survey of Ireland was not obtained en- 
tirely by measurement, an addition of two miles having been made 
to its measured length by calculation. This calculation was also 
contrived to answer the purpose of verifying the measurement of 
intermediate portions of the base between marks left for the 
purpose, as previously alluded to, and explained by reference to 
the figure on next page, in which A B represents the portion of 
the base actually measured, and B C that to be added by calcula« 
tion for the purpose of extending the base to C, to obtain a more 
eUgible termination. 

The points E and D have been marked during the measure- 
ment, and are thus made use of : — 

The stations F and G are selected so that the angles at E may 
be nearly right angles, and the points themselves nearly equi- 
distant from the line, and about equal to AE. Similar conditions 
determine the positions of H, I, K, and L. At A the whole of 
tbe objects visible are most accurately observed with a large 
theodolite, which is then taken to the other points on the line, as 
well as those selected on either side of it, where all the angles are 
measured. From AE and the three observed angles, OE and 
E F are determined, from each of which in the triangles G E D and 
D E F the side E D is obtained, the distances thus found forming 
two checks on its measured length ; I D and D H are in like 
manner calculated from A D and also from E D as bases, and each 
of these again furnish data for the determination of D B. Lastly, 
B L and B K are found from A B, and also from E B ; from the 
mean results of which B C, the required addition to the measured 
base, is obtained. 
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Even if the entire base had been measured, the above is an 
excellent method of verifying the accuracy of the intermediate 
component parts, and is also a test of the instrument used for 
measuring the angles. The stations H, K, L, &c., will also answer 
for minor trigonometrical points, and will be found useful in the 
course of the work. 

L 




The next process is the Triangulation, which (combined with 
the measurement of a base line just described) forms the pre- 
liminary step not only in a correct trigonometrical survey, but in 
the more delicate operations of the determination of the difference 
of longitudes between two meridians such as those of the ob- 
servatories of Greenwich and Paris, and the measurement of an 
arc of the meridian to obtain the length of a degree in different 
latitudes, from whence to deduce the figure and magnitude of the 
earth. 



CHAPTER III. 

TRIANGULATION. 

The most conspicuous stations are selected as trigonometrical 
points, and are chosen with reference to their relative positions, 
as the nearer these triangles approach to being equilateral, the 
less will be the error in the calculation of the sides resulting from 
any slight inaccuracy in the observed angles. 

The base being generally of trifling length compared with the 
distances between the points of the principal triangles to be ulti- 
mately deduced from it, the sides of these triangles must be from 
the first gradually increased as rapidly as is consistent with the 
remark in the previous paragraph, till they arrive at their greatest 
limit*, determined in an extensive survey by the distance at which 
these points can be rendered clearly visible. As early as 1822, 
the reflection of the sun from a plane mirror was employed in 
Hanover for the purpose of rendering distant stations visible, and 
this method was adopted by General Colby and Captain Kater in 
verifying General Roy's triangulation for connecting the meridians 
of Paris and Greenwich. The station on Hanger Hill tower could 
not be seen from Shooter's Hill (only 10 miles distant), owing to 
the dense smoke of London, but was rendered clearly visible by tin 
plates attached to the signal post, so as to reflect the sun towards 

* ** Laplace a demontr^ par le calcnl des probabilites qu^il ne faut employer que le 
moins grand nombre possible de triangles du premier ordre couvrant Tetcudue entiere 
du pays, en lenr donnant les pins grandes dimensions permises par les localit^s, et 
par la pnissance des lunettes des instruments.''— jPrancon^r, **0^odesie" page 110. 

The distances between some of the trigonometrical points on the Ordnance Survey 
of Ireland exceed 100 miles (the average being about 60) and have been deduced from 
the original base of about 10 miles. Observations may be made on a station which 
would be hid by intervening high ground were it not elevated above its real place by 
refraction, but periods should always be chosen for observing angles when cxlraordi- 
nary refraction is not remarkable, on account of its very irregular action. 
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the station at stated times on a certain day. The same plan was 
tried the following year at the station on Leith Hill, near Dor- 
king, rendering the station yisible at the distance of 45 miles, 
though the hill itself was never once seen. The utility of thus 
employing the sun*s reflected rays being estalished by these 
results, an instrument was invented by the late Captain Drum- 
mond, Royal Engineers, in lieu of the former temporary expe- 
dients for directing the rays upon the station to be illuminated, 
the description of which will be found in his Paper on the means 
of facilitating the observations of distant stations, published in 
the " Philosophical Transactions " for 1826, and from whence the 
above remarks have been taken. In using this " Heltostat " it is 
only necessary for the assistant to keep the mirror adjusted so as 
to always reflect the rays upon the station from which the obser- 
vation is being made.* But a contrivance was still wanting to 
produce a light sufficiently brilliant to answer for distant stations 
at night. Bengal lights had been used by Oeneral Boy, which 
were succeeded by argand lamps and parabolic reflectors, and 
these again, by a large plano-convex lens prepared by MM. 
Fresnel and Arago, and used by the latter gentleman conjointly 
with General Colby and Captain Kater, by the light of which a 
station distant 48 miles was observed. The light invented by 
Captain Drummond, described in the volume of the " Philo- 
sophical Transactions " alluded to, far surpassed all previous 
contrivances in intensity. A ball of lime, about a quarter of an 
inch in diameter, placed in the focus of a parabolic reflector and 
raised to an intense heat by a stream of oxygen gas directed 
through a flame of alcohol, produced a light eighty times as 
intense as that given by an argand burner. A station on the 
hill in the barony of Ennishowen, of great importance, could not 
be seen from Devis Mountain, near Belfast, and this instrument 
was consequently sent there by General Colby ; and in spite of 

* This was effected by means of a small brass ring placed 50 or 60 feet in front of 
the mirror, adjusted to the proper elevation and in th»line of direction of the station 
previously approximately determined. As long as this ring was kept illuminated it 
was certain that the Heliostat was properly adjusted. For a distance of 40 or 50 
miles a mirror of 4 or 5 inches dia'neter was found sufficient ; for 100 miles, one of 8 
or 10 inches would be required. 
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boisterous and hazy weather, the light was brilliantly visible at 
the distance of 67 miles, and would have been so at a much 
greater distance. Drumtnond's light might be also made avail- 
able in determining the difference of longitudes by signals which 
will be explained hereafter*; but difficulties connected with its 
management, as well as the cost of the apparatus, prevented its 
being brought into general use on the Ordnance Survey. 

It has been 

already stated '^^^=^^ ® 

that the sides 
of the principal 
triangles should 
increase as ra- 
pidly as possi- 
ble from the 
measured base. 
The accompany- 
ing sketch mil 
show how this 
is to be ma- 
naged without 
admitting any 
ill - conditioned 
triangles. 

A B is sup- 
posed to be the 
measured base 
of 3 miles or any 

other length, and C and D the nearest trigonometrical points. All 
the angles being observed, the distances of C and D from the 
extremities of the base are calculated with the greatest accuracy. 




* It is also eminently calcnlated for those liglithouses wliere powerM illumination 
is required. In the ** Philosopliical Transactions*' for 1880 is a paper of Captain 
Drommond's on this subject, containing the results of a course of experiments carried 
on by order of the Trinity Board. The lime in these experiments was exposed to 
streams of oxygen and hydrogen gas from separate gasometers, instead of passing the 
oxygen gas through a flame of alcohol, which was done on the survey for the con- 
venience of carriage, though at an id creased expense. 
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In each of the triangles D A C and D B G, we have then the two 
sides and the contained angles to find T> G, one calculation acting 
as a check upon the correctness of the other. This line, D G, is 
again made the hase from which the distances of the trigono* 
metrical stations E and F are computed from D and G ; and the 
length of E F is afterwards obtained in the two triangles D E F 
and F E 0. In like manner the relative positions of the points 
H G K, &c., are obtained, and this system can be pursued until 
the trigonometrical stations arrive at the required distance apart. 
On the Ordnance Surveys, both of England and Ireland, the 

largest sized instruments, 
8 feet in diameter, were 
used for fixing the princi- 
pal stations.* The angles 
at the vertices of the 
secondary triangles were 
observed with the second- 
class theodolites. The 
sides of these triangles 
were on an average about 
8 or 10 miles long, and 
the intervals between them 
were divided into small 
^^r^iary triangles, with sides 
of from 1 to 3 miles in 
length, smaller theodolites 
of 7, 9, and 10 inches 
diameter being used for 
measuring the angles. All points of the secondary order of 
triangles, which were fixed upon during the progress of the 
principal triangiilation, were observed with the largest instrument ; 
and a number of the nwwr stations, mills, churches, &c., were 
observed with the second-class theodolites from different stations : 
thus the connection between the three classes of triangles was 




* The large class of theodolites used upon an accurato triangulation require some 
protection from the weather. Light portable frame-work erections, covered with 
canvas or boarding, arc used on the Ordnance Survey. — See the article '^Observatoiy, 
Portable" in the iit^ MSmoire, 
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established, and the positions of many of the minor stations, 
which had been determined by calculation from a series of small 
triangles, were checked by being made the vertices of larger 
triangles, based upon sides of those of the second order. 

Thus the point E in the figure is determined irom the base 
B C ; and O from both D C and A D, forming a connection 
between the larger and smaller order of triangles, and consti- 
tuting a series of checks upon the latter. 

The length of the sides of the smallest triangles must depend 
upon the intended method of filling up the interior. If the con- 
tents within the boundaries of parishes, estates, &c., are to be 
calculated, the distances between these points must be diminished 
to one or two miles for an inclosed country, and two or three, 
perhaps for one more open. If no contents are required, and the 
object of the triangnlation is solely to ensure the accuracy of a 
topographical survey, the distances may be augmented according 
to the degree of minutiae required and the scale upon which the 
work is to be laid down. 

The direction of one or more of the sides of the principal 
triangles must also be determined with regard to the meridian. 
The methods of ascertaining this angle, termed its azimuth, will 
be described hereafter. 

It is also advisable not merely to measure the angles between 
the different trigonometrical points, but to observe them all with 
reference to certain stations previously fixed upon for that purpose. 

If for any cause it has been found advisable to commence the 
triangulation before the base has been measured, the sides of the 
triangles may be calculated irom an assumed base, and corrected 
afterwards for the difference between this imaginary quantity and 
the real length of the base line ; or i^ the length of the base is 
subsequently found to have been incorrectly ascertained, the 
triangulation may be corrected in a similar manner. 

Thus, suppose G B the assumed, and ^ 

A B the real length of the base — also 
E B and A E the real distances to 
the trigonometrical point E, and D B 
aud D G those calculated from the as- 
sumed base, then E E evidently = C D. ^? and E B = B D. ^. 
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On the Continent, the instniment that has been generally used 
for measuring the angles of the principal and secondary triangles 
is Borda*s repeating circle*; but the theodolite is universally 
preferred in England, and those of the larger description, in their 
present improved state, are in fact portable Altitude and Azimuth 
instruments. The theodolite possesses the great advantage of 
reducing, instrumentallf/, the angles taken between objects situated 
in a plane oblique to the horizon, to their horizontal values, 
which reduction, in any instrument measuring the exact angular 
(distance between two objects having different zenith distances, is 
a matter of calculation depending upon the zenith distances or 
co-altitudes of the objects observed t . The formula given by Dr. 
Pearson for this correction when the obliquity is inconsiderable. 



* For a detailed account of this instrument, which is so seldom met with in 
England, see pages 89 to 99, ''G^odesie, par Francoeur;" also page 142, vol. i. 
"Puissant, Geodesie.'* There is also a veiy able paper upon the nature of the 
repeating circle by Mr. Troughton in the first volume of the Memoirs of the Astrono' 
mical Society. 

The portability of this instrument is one of its great recommendations ; but it seems 
to be always liable to some constant crroTf which cannot be removed by any number 
of repetitions, and the causes of which are still unknown. With all the skill of the 
most careful and scientific observers, the repeating circle has never been found to give 
the accurate results expected from it, though in Iheory the principle of repetition 
appears calculated to prevent almost the possibility of error ; its accuracy is also 
limited by the small size of the telescopes. 

t This will be evident from the figure below, taken from page 220 of Woodhouse's 
Trigonometry. 

Let be the station of the observer, A 
and B the two objects whose altitudes above 
the horizon are not equal ; then the angle 
subtended by them at is A B measured 
by A B ; but if Z a, Z ft, are each = 90', 
then a b, and not A B, measures the angle 
aZbf which is the horizontal angle required. 
The difference, then, between the observed 
angle A B and a Z 6, is the correction to be 
applied as the reduction to the horizon. The 
horizontal distances between these stations 
of different elevations may be found from 
having the reciprocal angles of elevation and 
depression, and the measured or calculated 
distances, which being considered as the hypotenuse of the trianglt, the distances 
sought are the bases. From these the horizontal angles may be calculated if required. 
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which mnst always be fhe case in angles observed between distant 
objects on the horizon, is as follows : — 

A being the angle of position observed, H and h the altitudes 
of the two objects, and n = sin ' (i H + h). tan. i^ A ^ sin ' 
(^ H — h), cot. ji A . then x (the correction) = n. sec. H. sec. h. 
The value of n is given in tables computed for the purpose of 
facilitating this calculation, for every minute of H and A, and 
for every ten minutes of A. When the altitude differs more 
than 2° or 3^ from zero, the following formula is to be used in 
preference : — 

Sin i Z ) ^ V(siniS-g).sin(iS-y) . 

the reduced angle [ "~ sin 5, sin 2^ 

S being the sum of the angle observed and the two zenith dis- 
tances; and h and V the respective zenith distances of the 
objects.* 

All observed horizontal angles are however essentially spherical 
angles; and in every triangle measured on the surfiEtce of the earth, 
the sum of the three angles must therefore, if taken correctly, be 
more than 180°. The lines containing the observed angles are 
in fact tangents to the sphere (supposing the earth to be one), 
whereas to obtain the three points considered as vertices of a plane 
rianglcj the angles must be reduced to the value of those con- 
tained between the chords of the arcs constitutiDg the sides of 
the spherical triangle. The correction for this spherical excess, 
though too minute to be applied to angles observed with mode- 
rate-sized instruments (being completely lost in the unavoidably 
greater errors of observation) should however be calculated in 
the principal triangles, which is easily done on the supposition 
that the area of a spherical triangle whose sides are immeasurably 
small compared with the whole sphere, may be considered iden- 



* For the investigation and application of these fonniil», see vol. i. *^ Puissant, 
Traits de G^odesie," page 174 ; '^G^odesie, par Francodnr,*' pages 128 and 435 ; and 
Dr. Pearson's "Practical Astronomy," vol. ii. page 505. Hatton's formula is the 
same, except that it is expressed in terms of the altitude instead of the zenith 
distances. See also Woodhonse^s ** Trigonometry/' page 220, and the corrections to 
the observed angles in the first volume of the ** Base M^trique." 

c 2 
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tical with that of a plane triangle whose sicleB are of the same 
length as those of the spherical, and whose angles are each dimi- 
nished by one-third of the spherical excess ; from which theorem, 
demonstrated by Legendre, and known by his name, is deduced 

S • 8 

the form-g-; or for the excess in seconds, ^5- R'' ; where S denotes 

the area of the triangle, and B the radius of the earth.* 

The earth being considered a perfect sphere whose radius is 

21,008,000 feet, one second of space = 101-43 feet* and (101-48) * 

= the square feet in a square second. — B the radius = 206264,8 

, , . , . , area in feet 

seconds, and the expression becomes -, r-: -, :rr-: 

* ^ (101-43)* X (206264,8)* 

X 206264,8; or, in logarithms, Log area 4,0123486—5,3144251 

=s Log area — 93267737 for the spherical excess in seconds.! 

On the Trigonometrical Survey of England, the spherical 

excess was constantly calculated, not solely for the purpose of 

diminishing the observed angles by the amount, but to correct the 

obaervatiom^ Thus in one of the large triangles in Dorsetshire 

the sum of the three angles was 0^^'6 less than 180^, the calculated 

spherical excess amounted to 1'^'29, showing an error of 1'''79 in 

the observation, and in many of the triangles thia error was more 

considerable. One-third of the error thus found added to each of 

the angles, corrects them as angles of a ttpherical triangk, and 

one-third of the spherical excess deducted from each of these 

corrected spherical angles converts them into the angles of a 

plane triangle ready for calculation, the sum of whose angles is 

s 180^, as is seen in the example below. 



Observed Angles. 


One-third 

of 

Brror. 


Corrected Sph. 
Angles. 


One-third 

of 
Sph.£zoe88. 


Beetilinear Angles 
corrected for 
calculation. 




+ -597 

+ -597 
+ -597 




45* 54' sr-ier 

48 89 24 -667 
85 25 58 *16/ 


SSghte } ^^' ^^' ^^^ 
Bolt head 48 39 24*5 
Batterton 85 25 58 


45' 54' 87" '597 

48 89 25 -097 
85 25 58 -597 


- '43 

- -43 

- -43 


179 59 59-6 


|l80 1 -29 
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• R* may be considered identical with ~:~p/. See "Puissant," vol. i. page lOO, 

f Woodhouse arrives at the same result at the termination of a long investlgatioa 
of this correction. — "Trigonometry," page 229. 
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One-third of the spherical excess has here been deducted from 
each angle, but it might have been calculated for each separately, 
by reducing the angles of the spherical triangles to the angles 
formed by the chords. {TToodhause, page 239; Base du SyBtime 
JiUriquey &c.) Thus there are three modes of solving the large 
triangles of a survey, first, by calculating them as spherical tri- 
angles with the corrected spherical angles ; secondly, by computing 
them as rectilinear triangles with the angles of tlie chords ; and 
thirdly, by Legendre*s more expeditious method of reducing each 
angle by one-third of the spherical excess. In the '^ Base du 
Systdme M^trique," the sides of the triangles were computed hy 
all three methods. On the Ordnance Survey they were formerly 
mostly calculated by the second, and checked by the third, but 
latterly the last of these modes, that by Legendre's formula, was 
the only one used. 

This subject is treated at length in Puissant, vol. i. pages 100, 
117, and 223, and also in the account of the Trigonometrical 
Survey, in Professor Young's, and Woodhouse's Spherical Trigo- 
nometry ; and in various other works. 

When the theodolite cannot be placed exactly over the station,* 
a correction for this eccentricity, termed the ** Reduction to the 
Centre^* becomes necessary. 

In the triangle ABC, suppose C the station where the instru- 
ment cannot be set up. If at anj convenient point D, the angles 

* Where mills, churclies, and other marked objects are selected as trigono- 
metrical points, which are otherwise peculiarly well adapted, hut on which the 
theodolite cannot be set up, this reduction 
becomes necessary if angles are required to be 
taken from them. Temporary trigonometrical 
stations are easily formed of three or four pieces 
of scantling, 10 or 12 feet long, framed together 
as in the sketch, with a short pole projecting 
vertically upward from the apex of the pyramid. 
A plummet suspended from this gives the exact 
spot on which to set up the theodolite. Long 
poles, which can be removed when it is required 
to adjust the theodolite over the station, answer 
the same purpose. Two circular discs of iron or 

other metal on the top of a pole, placed at right angles to each other, form very good 
marks for obserration. 
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A D B and A D C are taken, and the distance G D measured, the 
angle A C B can be thos determined. 

AEB=ACB + CAD. 

andAEB=ADB+DBC. 

•.•ACB + CAD=ADB + DBC, and 

ACB = (ADB + I)BC)-CAD. 

But sinDBC = sinBDCxJ|. 

G D 

and sin GADssinADC x j-^f 

and as these angles are exceedingly 
minute^ the sines may be substituted 
for the arcs, and we have A C B = 

A D B + J^- sin B D C - J^. sin 

A D C * or in seconds 

k r^Ty A T\T> . CD/rinBDC anADC\ 
ACB = ADB+^;r^--|p^ j^) 

The necessity for the above correc- 
tion is not of common occurrence, as 
in the principal triangles, stations are generally selected from 
whence observations can be made ; and in those of the secondary 
order, the measurement of the third angle is not considered 
imperative. 

In observing the angles for triangulation, too much care cannot 
be bestowed upon the adjustme&ts of the instrument. These are 
briefly as follows for the 5- or 7 -inch theodolites used in fixing 
points in the interior, and for traversing. The large theodolite 
3 feet in diameter, known by the name of its maker, Eamsden,t 




* Instead of dedacing the angle at the station on which the instrument cannot 
bo set up from that obscryed at any spot convenient to it, it is often found more 
expeditious, particularly if there are many observations made, to correct the other 
angles of the triangles ; this latter method is generally now practised on the Ordnance 
Survey. 

t An instrument of the same size has since been made by Messi*s. Troughton and 
Simms for the survey of India, as also another for the Ordnance Survey. A theodo- 
lite of 18 inches diameter upon a repeating stand was constructed by General Mudge, 
with an idea of its superseding the larger theodolite, the weight and size of which 
rendered its carriage an affair of difficulty ; but the advantage of repetition (so 
desirable in single observations) possessed by moderate-sized instruments does not 
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and liberally lent by the Royal Society to the Ordnance, is fully 
described in the '' Trigonometrical Survey ; " and the peculi- 
arities in the construction and management of the other large 
instruments with which the angles of the principal and secondary 
triangles were observed, are soon understood by any officer con- 
versant with the adjustment of the smaller class, which he most 
generally has to work with, and which is therefore the one 
selected for description. 

The first adjustment is for the line of collimation, and consists 
in making the cross wires* in the diaphragm of the telescope 
coincide with the axis of the supports in which the telescope 
rests; the proof of which is their intersection remaining con- 
stantly fixed upon some minute, well-defined, distant point, 
during an entire revolution of the telescope upon its own axis in 
the Ys, which are left open for the purpose. When this inter- 
section on the contrary forms a circle round the object, the wires 
require adjusting. They are generally placed crossing each other 
at an angle inclined to the horizon of about 45°, and the operation 
is facilitated by first turning the telescope partly round, till they 
appear horizontal and vertical ; half the divergence of each of 

appear to compensate for the diminiBhed aize of the circumference of the horizontal 
circle. Theodolites of 24, 18, 12, 10, 9, and 8 inches diameter are also iLsed on the 
Ordnance Survey, as well as those of smaller dimensions, of 7 and 5 inches. 

* Platinxmi wire is the best adapted for the purpose, though cobwebs are generally 
used by smreyors ; and as they are liable to break &om the slightest touch, it is 
necessary that eyery person using a theodolite should be able to replace them himself. 
They must be stretched tight across the diaphragm, and confined in their places 
(indicated by faint notches on the metal) by gum, or yamish, the latter of which is 
to be preferred on account of its not being affected by the humidity of the atmosphere. 
The following simple and ingenious mode of fixing these cobwebs, which to a noyice 
is often a difficult and tedious operation, was mentioned to me by Mr. Simms, who 
constructs all the mathematical and astronomical instruments for the Ordnance 
Survey. A piece of wire is bent into a shape something like a fork, the opening a b 
being rather larger than the diameter of the diaphragm. i a a j i Ji" 

A cobweb being selected, at "flie extremity of which a V« VVYVI ^ 

spider is suspended, it is wound round the fork in the "• 

manner represented in the sketch, the weight of the 1^ 

insect keeping it constantly tight. The web is thus ^^ 

kept stretched ready for use ; and when it is required to fix on a new hair, it is 
merely necessary to put a little gum or yamish oyer the notches on the diaphragm, 
and adjust one of the threads to its proper position. 
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these lines from the point is then corrected by the screws near 
the eye-piece working in the diaphragm, loosening one screw as 
that opposite to it is tightened. One or two trials will perhaps be 
required, the diaphragm being moved in the contrary direction to 
that which in the inverting eye-piece it appears to require. 

The second adjustment is for the purpose of setting the level 
attached to the telescope parallel to the optical axis, and to the 
surface of the cylindrical rings on which it is supported ; this is 
done by simply levelling the telescope by means of the tangent 
screw to the vertical arc, and then reversing it end for end in the 
Ys. If the air-bubble does not remaia in the centre of the tube 
after this reversion, it must be corrected, one half of the error by 
the screw attached to one end of the level, and the remainder by 
the vertical arc. A few trials will be necessary to obtain this ad* 
justment perfectly; and the level should be at the same time 
adjusted laterally^ so as to be in the same vertical plane as the 
line of coUimation, if it should be found, on moving the telescope 
slightly on either side, that the bubble becomes deranged from its 
central position. 

The object of the third adjustment is to ensure the verticality 
of the axis of the instrument, and consequently the horizontal posi- 
tion of the azimuth circle, which is instrumentally at right angles 
to it. The level of the telescope already adjusted furnishes the 
means of effecting this. The instrument being placed approx- 
imately level, and the lower plate clamped, the upper plate is 
moved till the axis of the telescope is nearly over two of the 
opposite plate screws ; the bubble of the telescope level is then 
adjusted by the vertical arc, and the upper plate turned round 
180°; if the level is not in adjustment, half the error is to be 
corrected by the plate scretca, and half by the tangent screw of the 
vertical arc. The same operation must be repeated with the 
telescope over the other pair of plate screws ; and when, after 
several trials, the air-bubble of the level attached to the telescope 
remains constantly in the centre of the tube in whatever position 
it is turned, it is only necessary to adjust the two small levels on the 
upper plate to correspond, and they will serve to indicate when the 
axis of the instrument is vertical, care being taken to verify their 
adjustment from time to time. 
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The vernier of the vertical arc is the last adjustment ; it should 
indicate zero when all the above corrections have been made. If 
it differs from this point, it can be set to zero by releasing the 
screws by which the arc is held ; but if the difference is small, it 
is better to note it as an index error +, or — , than to make the 
alteration. 

A better plan of obtaining the index error of the vertical arc 
with accuracy is by observing reciprocal angles of depression and 
elevation from two stations about four hundred or five hundred 
yards distant. If none exists the angles will correspond ; other- 
wise the errors will be equal, but in an opposite direction ; and 
half their difference is the index error. 

If the distance selected be too long, it becomes necessary to 
take into account the corrections for refraction and the curvature 
of the earth, depending upon the arc of distance, which subjects 
will be explained hereafter : but for the purpose of ascertaining 
the index error of the vertical arc of a theodolite, the distance 
named is quite sufficient. 

The mean of all the verniers should invariably be taken,* and 
each angle repeated six or eight times. The errors of eccentricity 
and graduation of the instrument are thus almost annihilated, 
and those of observation of course much diminished. The 
repetition of angles is also the only means by which they can be 
measured with an^ degree of minuteness by small instruments : the 
large !^-feet theodolites used on the Ordnance Survey are in fact 



* On the azimuth circle of the large theodolite used on the triangolation of the 
Ordnance Survey, the original veroiers were only at the two 
opposite points A and B, the mean of the readings at which 
were, of course, always taken. Subsequently, the verniers at 
C and D were added, each of them equidistant 120** from A, and 
also from each other. It has since been sometimes the custom, 
first to take the mean of A and B, and afterwards the mean of 
A C and D, and to consider the mean between these two valua- 
ations as the true reading of the angle; this method has, 
however, been objected to as being incorrect in principle, an undue importance being 
given to the reading of the vernier A, and also in a smaller degree to B. The influence 
assigned to each vernier is, in fact, as follows : — A . 5 ; B . 3 ; C and D, 2 each. 
A theodolite of the same size and construction has been since made with four equi- 
distant verniers. 
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portable altitude and azimuth instruments, and a short descrip- 
tion of their construction and adjustments will be found at 
the end of Chapter XI., after the Problems, 

The " Vernier " above alluded to is a subsidiary contrivance for 
measuring minute spaces between the graduated divisions of an 
arc of any instrument (or of any scale, such as that of the 
barometer), and consists of a slide moving with the index easily 
along the arc or scale with which it is in close contact. The 
space occupied by a certain number of the divisions on the limb 
of the instrument is equally divided in the vernier into either one 
more or one less than tiiis number, generally the former, and the 
value of the intermediate space between any divisions on the limb 
is obtained by noting the coincidence of any division on the 
vernier with some other on the limb, which gives the difference 
between one of each of these two divisions multiplied by the 
number, as in each coincidence the zero of the vernier has to be 
moved through a space equal to the difference between one 
division of the instrument and one of the vernier. Gall L the 
length of one division of the limb, and V that of one division of 
the vernier, and n the number of equal parts into which the 
vernier is divided — 

then L (n— i) = Yn 
orLw — L = Vn 
whence L n — V w = L 

andL - V = ^; 

that is the difference between each of the divisions on the 
respective scales is equal to 1 of one of the divisions on the Hmb. 

As the number of divisions on the limb are limited by the size of 
the arc, the subdivisions of the intermediate space between each 
division by means of the vernier is also limited, and for very 
minute readings the micrometer microscope is substituted for it. 
Where the zero of the vernier corresponds with any division on 
the limb of the instrument, of course the observed angle is read 
without the assistance of the vernier. On a 9 -inch sextant 
the arc is generally divided to 20 minutes, and 59 of such 
equal parts are made equal to 60 divisions of the vernier. In 
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20' 

this case L — V = jq = 20'^ which is the limit of the power of 

the yemier, the total length of which must be at least equal to 
19'' 40 . 

The micrometer microscope consists of a system of lenses 
similar to those of an ordinary microscope, having across it a 
rectangular box (whose plane is perpendicular to the optical axis of 
the microscope) in which is placed the diaphragm, consisting of 
two parts, one moving over the other. One of these parts, 
containing the cross wires, is made to move freely with its accom- 
panying index by means of a finely cut screw, the circumference 
of whose outer head is divided into 60 equal parts (or more if 
required), acting against the fixed part of the box and turned by a 
mill head, and the other part of a small comb or set of teeth used 
for noting the number of revolutions of the milled head, and 
capable of adjustment to secure the agreement of the zeros of the 
micrometer and the comb. The micrometer head can also be 
turned round on the screw, to be made to read zero when the 
cross wires bisect any division on a graduated scale or arc. The 
teeth of the comb agree with the divisions on the arc, whether 
they may be 5, 10, or 15 minutes. The micrometer head when 
divided into 60 parts represents by each division one second, and 
5 revolutions of the micrometer are equal to a space of five 
minutes on the divided limb. 

It is frequently necessary to refer to trigonometrical stations 
long after the angles have been observed ; either for the purpose 
of fixing intermediate points, or of rectifying errors that may have 
crept into the work. Large marked stones should therefore be 
always buried under the principal stations which are not other- 
wise identified by permanent erections, and a clear description of 
the relative position of these marks with reference to objects in 
their vicinity should be always recorded. If, however, any station 
should be lost, and its site required to be ascertained for ulterior 
observations, the following method which was adopted by 
General Colby, will be found to answer the purpose with very 
little trouble and with perfect accuracy. 

Let D be the lost station, the position of which is required. 
Assume T as near as possible to the supposed site of the point in 
question (in the figure the distance is much exaggerated to render 
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the process intelligible), and take the angles A T B, B T C ; A, 
B, and C being corresponding stations which have been previously 
fixed, and the distances of which fi:om D are known. If the angle 
ATB be less than the original angle ADB, the point T is 
evidently mthout the circle in the segment of which the stations 
A and B are situated ; if the angle be greater, it is of course 
within the segment. The same holds good with respect to the 
angles BTC and BDG. 




Recompute the triangle A B D, assuming the angle at D to have 
been so sdtered as to have become equal to the angle at T, and 
that the angle at A is the one affected thereby. 

Again, recompute the triangle, supposing the angle at B the one 
affected. In like manner in the triangle B D C recompute the 
triangle, supposing the angles at B and C to be alternately 
affected by the change in B D C. These computations will give 
the triangles A B E, A B E', B C F, B F' calculated with the 
values of T, as observed at the first trial station (in both the 
present cases greater than those originally taken at D), and the 
angles at A, B, and C, alternately increased and diminished in 
proportion. Produce A T and B T, making T 1 and T 1' equal 
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respectiyely to E D and ED, the differences between the distances 
just found and the original distances to the point D ; and through 
the points 1 1^ which fall nearh/y though not exactly^ in the 
circumference of the circle passing through A B D, draw the line 
0^ A repetition of the same process in the triangle BCD gives 
the points 2 2^ through which draw the line N N^ the intersection 
of which with 0' gives the point T^» which is approximateh/ the 
lost station required. Only two triangles are shown in the 
diagram, to prevent confusion, but three at least ought to be 
employed to verify the intersection at the point T^ if the original 
observations afford the means for doing so ; and where the three 
lines are found not to meet» but form a small triangle, the centre 
of this is to be considered . the second trial station, from whence 
the real point D is to be found by repeating the process described 
above, unless the observations taken from it prove the identity of 
the spot by their agreeing exactly with the original angles taken 
during the triangulation. 

If the observed angle T"^ be less than the original angle, the dis* 
tances Tl, Tl^ TS, and T2\ must be set off towards the stations 
Af B, and C, for the point T'; and these stations should be 
selected not far removed from D, and forming triangles approach- 
ing as near as possible to being equilateral, as the smallest errors 
in the angles thus become more apparent. If the observations 
have been made carefully and with due attention to these points, 
the first intersection will probably give very near the exact site of 
the original station, or at all events a third trial will not be 
necessary* 

To save computation on the ground, it is advisable to calculate 
previously the difference in the number of feet that an alteration 
of one minute in the angles at A, B, C, &c., would cause respec- 
tively in the sides AD, DB, DC, &c. The quantities thus 
obtained being multiplied by the errors of the angle at T, will 
give the distances to be laid off from T in the direction AT, BT. 
And in order also to avoid as much as possible any operations of 
measurement to obtain the position of the point T^ the distances 
from the trial station T should be laid down on paper on a large 
scale in the directions TA, TB, &c. (or on their prolongation), to 
obtain the intersection T^ of the lines 1 1' and 2 %' and from this 
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diagram the angle formed at T with this point T', and the line 
drawn in the direction of any of the stations A, B, or G, can be 
taken, as also the distance XT'; the measurement of one angle 
and one short line is all that is required on the ground. 

The triangulation should never be laid down on paper until its 
accuracy has been tested by the actual measurement of one or 
more of the distant sides of the triangles as a base of verification, 
and by the calculation of others from different triangles to prove 
the identity of the results. Beam compasses, of a length propor- 
tioned to the distance between the stations and the scale upon 
which the survey is to be plotted are necessary for this operation ; 
when the skeleton triangulation is completed, the next step is 
the delineation of the roads, &c., and the interior filling in of the 
country, either entirely or partially by measurement, as has been 
already stated. 

The latitude and longitude of each of the trigonometrical 
stations were obtained with the most minute exactness on the 
Ordnance Survey, both by astronomical observations and by com- 
putation. For the latitude a zenith sector was used, which was 
constructed under the directions of the Astronomer Eoyal, and for 
which a portable wooden observatory was contrived. The instru- 
ment is placed in the plane of the meridian, and the axis, which 
has three levels attached, made vertical. In observing, the 
telescope is set nearly for a star, reading the micrometer micro- 
scope to the sector, and the observation is completed by the wire 
micrometer attached to the eye end of the telescope, the level 
readings and the time being also noted. The instrument is then 
turned half round, and the observation repeated, completing the 
bisection on this side by the tangent screw, again noting the 
levels and times, and lastiy, the readings of the micrometer micro- 
scopes. The double zenith distance is thus obtained, from whence 
the latitude is determined, as explained in the Astroi^mical 
Problems. The latitudes and longitudes have lately been adapted 
to the Ordnance Maps publishing on the enormous scale of 6 
inches to 1 mile, to seconds of latitude and longitude, with a very 
trifling maximum error, a triumph of practical science that some 
years since would have been deemed impossible. 



CHAPTER Vf. 

INTEBIOR FHiTiTNG-IN OF SURVEY, EITHER ENTIRELY OR PARTIALLY, 

BY MEASUREMENT. 

The more minutely the triangulation has been carried on, the 
easier and the more correct will be the interior filling-up, whether 
entirely by measurement with the chain and theodolite, or only 
partially so, the remainder being completed by sketching; the 
former of these methods will be first explained.— 

On the Ordnance Survey the sides of the tertiary or minor 
triangles are actually measured with the chain between the 
nearest trigonometrical points (upon the accuracy of which they 
depend), the directions of the lines forming the sides of which 
have been partially selected with reference to the ultimate objects 
of the delineation of the boundaries of woods, estates, parishes, 
&c.* Where it is practicable, these lines should connect conspi- 
cuous permanent objects, such as churches, mills, &c. ; and in all 
cases the old vicious system of measuring field after field, and 
patching these separate little pieces together, should be most 
carefdlly avoided.! The method of keeping the field-book in 

* Great assistance is derived from a rough diagram representLog the proposed 
method of proceeding, with references to the marks left on the measured sides of the 
triangles to be subsequently connected by cross or check lines, either joining two 
sides, or extending ffom one side to the opposite angle ; this may appear at first to 
be a waste of time, but it will soon be found to be the contrary, as the lines will be 
all run in directions advantageous to the filling-up of the interior. These marks 
should be made on the ground, so as to be easily recognised, and should be copied in 
the margin of the field-book. 

i" Very excellent instructions for the guidance of surveyors employed in forming 
plans of estates and parishes are to be found in the report from the late Colonel 
Dawson, Royal Engineers, to the Tithe Ck)mmis8ioner8 of England and Wales, 
November, 1886, from which report Mr. Bruff, in his *' Engineering Field-book," 
has extracted a number of valuable directions. 
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meastiring the interior with the chain * and plotting from its 
contents, is of course similar to the usual mode of surveying 
estates, parishes, &c. ; and, as stated in the Preface, this pre- 
liminary knowledge is supposed to have been already acquired. 
But on an extensive survey one general system must of necessity be 
vigorously enforced, to insure uniformity in all the detached portions 
of detail. 

Previous to commencing any measurement, the ground should 
be carefully walked over for the purpose of laying out the work, 
and marks set up at the average height of a theodolite on the 
highest parts of the different hills, on the necks of the ridges 
jutting out from them, and at the level of lakes and rivers in 
various parts of their course, as well as on the site of permanent 
objects such as churches, &c. These levelling marks should be 
all numbered and entered in a separate book, termed a field- 
levelling book, which also contains reciprocal angles of elevation 
and depression afterwards taken between them for the calculation 
of the horizontal values of the measured lines and of their com- 
parative altitudes ; these quantities are subsequently reduced to 
their actual heights above the level of the sea.t During the 
measurement of the principal lines, suitable points are selected at 

* Qantei's chain is always used for surveying, though for mere lineal measurement 
chains of 50 or 100 feet are more convenient. It is 22 yards or 66 feet long, and 
divided into 100 links, 7*92 inches each ; 10 square chains are equal to one acre, 
hence the area, when expressed in square chains and decimals, is converted into acres 
by merely dividing the amount by 10 ; if any decimals remain they are reduced to 
rods and perches by multiplying first by 4 and then by 40, thus : — 

669*146 square chains => 66*9146 

4 



8*6584 
40 



Giving 66a. dr. 26 '836 p. 26*8860 

The staff for measuring offsets is also divided into links. 

i* Among the advantages of connecting a well-arranged series of levels with the 
plan of any portion of country, is that of rendering it at once available to the 
engineer in selecting the best trial lines for roads, railroads, or canals. The system 
of tracing horizontal contour lines at short vertical intervals, instead of sketching the 
features of the ground, affords not only the means of deciding upon the best trial 
lines, but actually furnishes data for constructing accurate sections across the country 
in any direction. 
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which to connect them by check lines, or on which to base minor 
triangles, of coarse with a view to the determination of the 
nataral and artificial boandaries, so that measured lines running 
near them, the whole of the interior content may be computed 
from the " Register " made out directly from the field book, the 
calculation from the plot being afterwards made simply as a check 
upon the other. All trigonometrical points and levelling marks 
should, if practicable, be measured up to with the chain during the 
progress of the survey, and their distinctive letters or marks 
entered in the field-books. Allowance may be made for short 
distances by holding up one end or portions of the chain till 
it appears horizontal, and dropping a pointed plummet on 
the ground in measuring up or down a slope, or by deducting the 
number of links corresponding to the angle of elevation or de- 
pression as marked on the reverse of the vertical arc of the 
theodolite;* but in all considerable distances this deduction is 
more correctly obtained by calculation from the data in the field- 
levelling book, kept in the following form : 



From 


To 


HoruEontal 
Eeftding. 


Apparent EleTation 
or DepreBsioQ. 


Bemarks. 


1 
! 




• 







The third column, headed " horizontal reading" is the reading 
of the vertical arc when the telescope is levelled, and is in fact the 
index error, which is however best determined by reciprocal angles 
of elevation and depression as before explained ; and under the 
head of remarks are kept horizontal angles to surrounding objects 



* Tlie reduction marked on the reverse of the instrument can be made in the field 
hy drawing the chain forward the stated number of links. It is, however, generally 
the practice upon the Ordnance Survey, to measure horizontal distances at once upon 
the ground, using in steep slopes only short portions of the chain, by which means all 
reductions and subsequent calculations are avoided. Tlie forms given above and 
many of the directions are taken from the original instructions for the Interior 
Survey of Ireland. 
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and other collateral details. From the angles thus observed, and 
the known distances between the places of observation, is made 
out the following table : — 



FOEM OF EEGISTEE OP HOEIZONTAL AND VEETICAL DISTANCES. 
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9,9988041 
3,0982975 



C 984 D 3" 20' 80" De. 



3,0971016 



9,9992609 
2,9929951 



1251,5 



2,9922560 



982,25 



9,8195439 
8,8698680 
3,0982975 



1,7877094 



9,8195439 
8,7655943 
2,9929951 



1,5781888 






<3 



61,83 



855 



Obtained by 

leyellixig. 



416,33 



37,88 



378,45 



This form almost explains itself: the first column refers to the 
plot or plan in which the points or lines are contained; the 
second shows the measured length of the line written between the 
letters marking its extremities; the third gives the mean elevation 
or depression of the second object deduced from the ireciprocal 
angles in the levelling field-book after applying the correction for 
the index error in the third column of the same book, and also 
those for curvature and refraction when very long distances render 
their effect sensible ; the fourth column contains the log. cosine 
of the angle in the preceding one, and the logarithm of the 
distance, the natural number answeiing to the sum of which is 
entered in the fifth column. The sixth contains the logarithm of 
66 = 9'8196439 (the proportion of one link to one foot), the log. 
sine of the angle, and the log. of the distance ; and the number 
answering to the sum of these three logaiithms gives the relative 
altitude in feet, which is entered in the seventh column. The 
eighth colunm shows absolute altitudes above low-water mark, 
those that have been previously determined by levelling being 
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entered in red: the others are obtained by the addition or 
sabtraction of the altitudes in the preceding column. 

The survey of the roads (though for the sake of saving unneces- 
sary labour it is as much connected with them as possible) is 
sometimes quite independent of the measured triangles connecting 
churches or other permanent objects and the minor trigono- 
metrical points, which lines mutually constitute a check upon each 
other. The term traversing is generally applied to this, and 
indeed to all irregular surveying by the chain and theodolite. On 
starting from any point in road surveying, the instrument being 
adjusted and set to zero, the telescope is directed upon one of the 
most conspicuous stations, and after taking two or three angles to 
other fixed points, the forward angle is read off in the direction it 
is intended to pursue, and the upper plate firmly clamped. On 
arriving at the end of this line the theodolite is set on the flag- 
staff or picket left at the back station, the plates remaining still 
clamped to the last angle ; and the reading on the graduated limb 
when the telescope is pointed to the next forward station is not 
the number of degrees contained between these two lines, but the 
angle that this second line forms tcith the first meridian, or t/ie line 
upon which the theodolite was first set. This method, now in general 
use among surveyors, saves the trouble of shifting the protractor 
at every angle when plotting the work and also insures greater 
accuracy, as the bearings being laid down from one meridian ,• a 
trifling error in the direction of one line does not affect the next. 
As the work progresses of course other lines are selected as 
meridians ; and it should be an invariable rule on beginning and 
ending a day's work, always to take the angles between the back 
or forward stations and any two or three fixed points that may be 
visible. 

This rigidly mechanical method of surveying the interior evi- 

♦ The readiest way of plotting lines wliose directions have all reference to one 
meridian is by the nse of a circular pasteboard protractor, with the centre cut out. 
A parallel roler or angle (if the angle and ruler be preferred) is stretched across its 
diameter to the opposite corresponding angle, the zero having been first laid on the 
meridian line and moved forward to the point from whence the bearing is to be 
drawn. For surveys on a veiy large scale, however, the semicircular brass protractor, 
with a vernier, is better adapted, as being more minutely accurate. 

P2 
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dently leaves nothing to be afterwards filled up in the field/ except 
the 'features of the ground, which is effected either by sketching or 
by tracing horizontal contour lines at fixed vertical intervals. 
The comparative heights obtained by levelling with the theodolite 
during the survey, present so many certain points of reference as 
to the relative command of the groimd, and are of course of the 
greatest assistance in the subsequent delineation of the features 
upon the outline plan. Where the boundaries of parishes, town- 
lands> Scc.y are to be ascertained and shown on the plan, there 
must be persons procured whose local knowledge can be depended 
upon, and whose authority to point them out to the sm-veyors is 
acknowledged* 

The most accurate method of calculating the contents contained 
between the various boundaries of parishes, estates, &c.,* has been 
already stated to be firom the data furnished by the field-book, in 
which case eveiy measured figure must be either a triangle or a 
trapezoid. The diagram and the content plot must be first drawn 



* The contents even of the fields and other inclosnros can be calculated from the 
field-book ; but if the parishes and larger figures arc so determined, the minute sub- 
diyisions of the interior may be taken from the plan. On the Ordnance Survey of 
Ireland, the number of acres in tlie different parishes, baronies, &c., were calculated, 
as also those covered by water, and given in a table accompanying the ** Index Map '* 
of each county ; but the contents of the fields were not computed, though the hedges 
and other inclosures are shown on the plot. The contents of inclosures can be veiy 
quickly ascertained from the plan, by drawing lines in pencil about one or two chains 
distant across the paper, both longitudinaUy and transversely, or by laying a piece 
of transparent paper, so ruled, over it ; the number of squares in each field are then 
counted, and the broken portions either estimated by the eye or reduced to triangles 
for calculation. 

Tho " computing scale," upon a principle similar to the pediometer described at 
the end of this work, also affords the means of ascertaining mechanically the acreage 
of inclosures divided into triangles or trapeziums. It has been for many years in use 
at the Tithe Commission Office, for the purpose of calculating and checking tho 
contents of plans surveyed under the Act of Parliament, and is productive of a great 
saving of time and expense. Tho principle of the construction of the pediometer 
depends upon the following equation, combined of the sum and difference of a diago- 
nal of the ti'apezium and the two perpendiculars. Let a represent the diagonal, and 

h the sum of the two perpendiculars ; then the area ?— = (^«+l^)'-(i«--l^)'. 

Acreages of inclosures, &c., are now obtained on the Ordnance Survey by the Com- 
puting Scale to the ^ part of an acre with great rapidity. 
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in outline^ and used as references during the calculation to prevent 
errors and to assist in filling up the content register, and from this 
the acreage of the different portions is taken. The annexed ex- 
ample of the field-book, with the diagram content plot and content 
register, all deduced from it, will better explain the details of thiB 
system. 

In this specimen of a field-book, all offsets, except those having 
relation to the boundary lines (supposed to be of townlands, or any 
division of property, the contents of which are to be calculated 
from the field-book), are purposely omitted to prevent confusion, 
the example being given solely to illustrate the method of calcu- 
lating these larger divisions. The rough diagrams are drawn in 
the field-book not to any scale, but merely bearing some sort of 
resemblance to the lines measured on the ground for the purpose 
of showing at any period of the work their directions and how 
they are to be connected; and also of eventually assisting in laying 
down the diagram and content plot. On these rough diagrams are 
written the distinctive letters by which each line is marked in the 
field-book, and also its length, and the distances between points 
marked upon it, from which other measurements branch off to 
connect the interior. The boundary lines are further distinguished 
from those run merely for the purpose of taking offsets to the 
minute subdivision of the property, &c. (and which, as before 
observed, are omitted in the present instance, both in the field- 
book and the plot), by dotted lines; so tliat in plotting the diagram 
to a scale, their difference is at once perceptible. 

The form of keeping the field-book is similar to that practised 
on the Ordnance Survey, reference to the letters distinguishing 
former measuremejits being always made, the letter of the begin- 
ning and ending of every line by which it is designated in the 
diagram, being also written at the top and bottom of its represen- 
tative in the field-book. 

The construction lines all forming triangles, and offsets having 
reference to the boundaries, are retained in the content plot, and 
tend to prevent mistakes in the calculation. 

In the content plot and diagrams* the trigonometrical points 

* It is now usual on tho Ordnance Survey to combine the information contained in 
the ** Content Plot" and *' Diagram " in on© drawing. 
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A, B, C, D, are on an average rather more than half a mile apart, 
60 that in reality the same number of divisions of townlands 
would not occur in the space comprised within them ; and, instead 
of letters, they would be distinguished by the name of the 
townland or parish. 

The large letter B 2 on the diagram of the triangle ABC refei*s 
to the distinctive mark of the field-book ; and the small figures 
8, 4, 5, &c., written along the construction lines, to the (liferent 
pages of the same book, to which reference can thus be made at 
any moment. 

Tho contents only of the large divisiom are calculated from the 
field-book. Those of the minute inclosures are (if required) 
obtained by the computing scale from the plot, from which the 
contents of townlands and parishes are also computed, for the 
purpose of checking the previous calculations. 

The method of calculating these contents by means of the 
measured triangles and offsets will be easily com;prehended by 
comparing together the field-hook, content plot, and content register, 
for the triangle CAD. That for ABC, being on exactly a 
similar principle, has been omitted, as it could add nothing to the 
explanation of the system. 
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It may perhaps be thought that too much stress has been laid 
upon fonfm in the above description of the details of an extensive 
survey ; but method is a most essential part of an undertaking of 
such magnitude, and without excellent preliminary arrangements 
to insure uniformity in all the most trifling details, the' work 
never could go on creditably. In topographical surveys on a 
smaller scale, where the boundaries of parishes, &c., are not to 
be shown, or the contents of various portions to be calculated, 
the same rigid attention to minutiae is not requisite ; but before 
closing this branch of the subject, it is only necessary, as a proof 
of the mass of valuable statistical and geological information that 
can be collected during the progress of a national trigonome* 
trical survey, and which is quite out of the reach of any indi- 
vidual, to turn to the first volume of " The Ordnance Survey of 
the County of Londonderry." If this valuable accompaniment 
to the field operations could have been continued throughout 
every county, Ireland would be possessed of more available local 
knowledge than is on record in any part of the world. 

The following brief hints may be found useful in filling in the 
detail of a survey with the chain and theodolite. 

The field-book should be kept in ink in the field, and have a 
distinctive letter marked on it as a reference ; every day* a work 
should be dated, and the names of those employed entered. On 
an extensive survey it is also necessary that every book should be 
kept on precisely the same system, in order that no one person 
might find any difficulty in plotting from the book of another. 

The theodolites should be constantly examined and adjusted, 
and the chains compared every day with a standard chain, or with 
marks laid down from one for that puipose, and their errors, if 
any, either corrected or entered in the field-book, to be allowed 
for in plotting. The offsets should be numerous, and minute in 
proportion to the scale upon which the smTcy is to be plotted, * 

* From one to two chains should be the maximum length of offsets where the 
contents of inclosures are to be computed, or even laid down on a lai^e scale. These 
limits must of course be extended in filling in the interior in less accurate surreys, 
or which are to be plotted on a very small scale. As drawing-paper is very much 
stretched when mounted on a board, and partially contracts when cut off, and as it is 
always liable to change from the atmosphere^ it is a good precaution to divide the 
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and the names of all towns, villages, &c., carefully noted, and 
care taken to insure their correct orthography, and to quote the 
authority upon which it rests when different from that sanctioned 
by custom. 

In "measuring long lines between conspicuous objects, marks 
should be left, to be afterwards connected by check lines, or on 
which to base smaller triangles; where impeded by a house or 
any obstacle, the means of avoiding it and returning again to the 
measured line are to be found further on. 

Irregular inclosures and roads, even where triangles cannot be 
measured, can still be surveyed by the chain alone^ but of course 
not so accurately as with the aid of the theodolite. 

This method of " traversing" is managed as follows : — Suppose 
A B the first line, and B C the direction in which the next is 




required to be measured, prolong A B to E, make B F equal to 
B E, and measure the cord E F, from which data the direction of 
B C can be laid down. 

The dimensions in the field-book may be kept either between 
two parallel lines running up the page, with the offsets written on 
the right and left of these lines as in the example facing page 38, 
or on a species of diagram bearing some sort of resemblance to 
the outline of the ground to be surveyed, which latter method is 
supposed to assist in the plotting ; but if references to the starting 
points of the different lines, and their junctions with each other, 
are entered in the field-book kept according to the fii-st system, 



scale for laying off distances from tlie field-book, on tlio paper upon which the plot is 
to be made, as it will then always expand and contract with the outline of the 
survey ; and also to mount the paper hefort commencing plotting, or twt at all. If 
possible, the drawing-room should be kept at the same temperature, and drawing- 
paper should be kept in it for some time before it is used. 
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and the angles forward written on the right or left of the ruled 
lines, according to the direction of the next forward station^ there 
can never be any difficulty in plotting the work, even after a con- 
siderable lapse of time, though it should not be delayed longer 
than is absolutely necessary. It is customary for land-surveyors 
to compute their work from the plot, adding up the contents of 
each inclosiire for the general total, which is perhaps checked by 
the calculation of two or three large triangles ruled in pencil so 
as to correspond nearly to the extreme boundaries whose lengths 
are taken from the scale ; but if the rigid mode of computing 
everything from the field-book is deemed too troublesome, still 
the areas of the large triangles, measured an the ffround, should 
be calculated from their dimemiona taken from the field^hooky and 
the contents of the irregular boundaries added to or subtracted 
from this amount, which constitutes a far more accurate check 
upon the sum of the contents of the various inclosures than the 
method in general use. The calculation of irregular portions 
outside these triangles is much facilitated by the well-known 
method of reducing irregular polygons to triangles having equi* 
valent areas. 

When the contents of fields are to be calculated from the plot, 
which is most rapidly and easily done by the computing scale, 
the scale should not be less than twenty, and may be as much 
as three or four chains to one inch. The former of these two 
last scales is that on which all plans for railroads submitted to 
the House of Commons are required to be drawn, and the latter 
is used for plans of estates, &c. 

To return to the second division of this subject, viz. the filling 
up of the interior partly by measurement and partly by sketching, 
which is generally the mode adopted in the construction of topo- 
graphical maps. 

The roads, with occasional check lines, are measured as already 
described, the field-book being kept in the same method as when 
the entire county is to be laid down by measurement, excepting 
that all conspicuous objects some distance to the right and left of 
the lines are to be fixed by intersections with the theodolite, 
either from the extremities of these lines or from such interme- 
diate points as appear best adapted for determining their posi- 
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tions. These points when plotted, together with the offsets* from 
the field-book, present so many known fixed stations between the 
measured lines, and of course facilitate the operation of sketching 
the boundaries of fields, &c., and also render the work more 
correct, as the errors inseparable from sketchiug will be confined 
within very narrow limits. 

In all cases where the compass is used to assist in filling-in 
the interior {afid it should never he trusted in any more important 
part of the work\ it becomes of course necessary to ascertain its 
variation by one of the methods which will be hereafter explained. 
Independent of the annual change in its deviation, the horizontal 
needle is subject to a small daily variation, which is greatest in 
summer, and least in winter, varying from 15' to l\ Its maxi- 
mum on any day is attained to the eastward about 7 a.m., from 
which time it continues moving west till between 2 and 3 p.m., 
when it returns again towards the east ; t but this oscillation is 
too small to be appreciable, as the prismatic compass used in the 
field cannot be read to within one-half, or at the nearest one- 
quarter, of a degree of the truth. Portions of the work as plotted 
from the field-book, are then transferred to card-board or draw- 
ing-paper, or traced off on thin bank post paper, which latter has 
thi9 advantage that it is capable of being folded over a piece of 
Bristol board fitting into the portfolio, and from its large size, 
it wiU contain on the same sheet distant trigonometrical points 
which will constantly be of use in the field. It can be folded 

♦ Mr. HoltzapfcU's "Engine-divided Scales," engraved on pasteboard, \inll be 
found very useful, and their low price is an additional recommendation. Marquois 
scales are also adapted for plotting and drawing parallel lines at measured intervals, 
as well as for other purposes. The offset and plotting scales, introduced by Major 
Kobe on the Ordnance Survey, are as convenient as any that have been contrived. 
The plotting scale has one bevelled edge ; and the scale, whatever it may be, 
engraved on each side, is numbered each way from a zero line. The offset scale is 
separate, and slides along the other, its zero coinciding with the line representing the 
measured distance ; the dimensions are marked on the bevelled edge of this short 
scale to the right and left of zero, so that offsets on either side of the line can be 
plotted without moving the scales ; and from the two being separate, there is not 
the same chance of their being injured, as in those contrivances where the plotting 
and offset scales are united. 

+ See Colonel Beaufoy^s experiments on the variation of the needle. Also the 
article Observatory (Magnetical), Aide Mimoire, 
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over the pasteboard^ so as to expose any portion that may be 
reqaired, and when the work is drawing jxear to the edge it is 
only necessary to alter its position. In moist weather prepared 
paper, commonly termed asses' skin, is the only thing that can 
be used, as the rain runs off it immediately without producing 
any effect on the sketch. 

The portable instruments generally used in sketching between 
measured lines and fixed points in the interior, as well as in 
military sketches made in the exigency of the moment sometimes 
without any measurement whatever, are a small 4-inch, or box 
sextant, or some other small reflecting instrument,* and the 
azimuth prismatic compass. The box sextant is, in its principle 
and adjustment, nearly similar to the sextant described among 
astronomical instruments in the opening of Chapter XI.. It is, as 
its name indicates, inclosed in a box, with a lid which is un- 
screwed when required for use. The index, instead of moving by 
the hand, and being adjusted when clamped by the tangent screw, 
has a motion given to it by a rack and pinion in the box, moved 
by a milled head. The dark glasses are also within the box, and 
let down out of the way when not required for use. The only 

* In using reJUding instrumcntSf avoid very acuU angles, and do not select any 
object for observation which is closCf on account of the parallax of the instrument. 
The brightest and best defined of the two objects should be the reflected one ; and if 
they form a very obtuse angle, it is measured more correctly by dividing it into two 
portions, and observing the angle each of them makes with some intermediate point. 
Also if the objects are situated in a plane wry oblique to the horizon, an approxima- 
tion to their horizontal angular distance is obtained by observing each of them with 
reference to some distant mark considerably to the right or left, and taking tlie 
difference of these angles for the one required. 

The index error of a sextant must be frequently ascertained. The measure of the 
diameter of the sun is the most correct method ; but for a box sextant, such as is 
used for sketchmg, it is sufficient to bring the direct and reflected image of any well- 
defined line, such as the angle of a building (not very near) into coincidence — the 
reading of the graduated line is then the index error. For the a^'ustment of the box 
sextant, see Simms on Mathematical Instruments. The less the glasses are moved 
about the better. 

A telescope with a wire or prism micrometer is also a most useful instrument in 
sketching, as with it distances can be approximately ascertained by observing the 
angle subtended by any distant object, such as a man, &c. If a measured staff can 
be set up at these points, the distances thus obtained will of course be more accurate. 
For a description of Bochon's micrometer, see page 70. 
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adjustment provided for is that of the horizon glass, Tsrhich can 
be set perpendicular to the plane of the instrument, and the index 
error corrected by a key which is tapped into the box. The small 
telescope which fits into the case, or is made to slide into the 
box, is not necessary for very rough observations, which can be 
made through an aperture in the slide covering the opening for 
the telescope. The divisions are generally graduated to 30', and 
are read by the aid of a magnifying glass, which revolves so as to 
sweep the whole of the arc. 

The Prismatic Azimuth Compass above alluded to is chiefly 
used for taking bearings with the magnetic meridian in sketching 
ground for military purposes, or for filling in the interior details 
of a survey, though it can be made available for observing 
roughly the azimuth of the sun or a star. The box of the com- 
pass is generally about 3 inches diameter, and the divisions 
on the card, graduated to 30 minutes (in instruments of larger 
diameter to 150 are read eastward of the meridian round the 
whole circle of 360^ by means of a prism (whence its name) when 
the perpendicular thread or wire of the sight bisects the object, 
which thread appears when viewed through the prism, to be pro- 
longed across the card, marking the division to be read. To the 
sight is attached a mirror, which slides up and down the frame, 
and can be set to any angle of inclination for the purpose of 
reflecting to the eye of the observer the image of any object 
which is much above or below the horizontal plane, and is indis- 
pensable for measuring the azimuth of the sun, for which one or 
more of the dark glasses attached to the prism must be used. 
The vibrations of the card are checked by means of a spring under 
the sight, and the card, with the needle below it, is thrown alto- 
gether oflf the agate point upon which the latter works by a stop 
at the side, a precaution always to be taken when the instrument 
is not in use. 

In observing, the prism should first be raised or lowered on 
its slide, to obtain distinct vision of the magnified divisions of 
the card, and if horizontal angles between any distant objects 
are required, they are obtained by taking the difference of the 
observed bearings, though not probably within half a degree. 

Few prismatic compasses are found on trial to give precisely 
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Bimilar results, and it is therefore essential that an instrument 
of this kind should be carefully tested by comparison with a 
meridian line, noting the difference between its bearing and the 
known variation as an index error. Any reflecting instrument 
is certainly capable of observing angles between objects nearly 
in the same horizontal plane with more accuracy than the com- 
pass; and from its observations being instantaneous, and not 
affected by the movement of the hand, it is better adapted for 
use on horseback, but it is not so generally useful in filling up 
between roads, or in sketching the course of a ravine or stream, 
or any continuous line. 

Whichever of these instruments is preferred, of course a scale 
of chains, yards, or paces, and also a protractor, are required for 
laying off linear and angular distances in the field. 
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A very convenient method of using the latter for protracting 
bearings observed with the azimuth compass, is to have lines en- 
graved transversely across the face of the protractor at about a 
quarter of an inch apart. The paper upon which the sketch is to 
be made must also be ruled faintly across in pencil <ti short un- 
equal distances, at right angles to the meridian, with which lines 
one or more of those on the protractor can be made to correspond 
by merely turning it round on its zero as a pivot, this point being 
kept in coincidence with the station from whence the bearing is to 
be drawn. The bevelled edge of the protractor is thus evidently 
parallel to the meridian, and the observed bearing being marked 
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and ruled irom tluB point is the angle made by the object with 
the meridiao. 

For instance, the bearing of a distant object upon which it is 
required to place, was observed from X) to be 30". The protractor 
in the sketch is shown in the proper position for l&jing off this 
angle, and the dotted line DE is the direction required. 

In fixiag the position of any point with the compass, by 
bearings taken ^fwi that point to two or three surrounding stations 
whose places are marked on the paper, the zero of the protractor is 
made to coincide with one of these stations, and its position being 
adjusted by means of the lines ruled across its face and on the 
paper, the observed angle is protracted from this station, and pro- 
duced through it. The same operation being repeated at the 
other points, the intersection of these lines gives the required 
place of observation. 

Instead of the above system of ruling east and west lines across 
the paper, lines may be drawn parallel to the meridian for adjust- 
^ ing the place of the protractor. Thus, sup- 
pose from the point D any observed bearing, 
say 40°, is to be laid down. By placing the 
zero C of the protractor on any convenient 
meridian, and turning it upon this point as 
a pivot until the required angle of 40° at E 
coincides also with the same meridian N S, 
it is only necessary to move the protractor, 
held in this position, slightly up and down 
upon this line, until its bevelled edge 
touches the point D ; D F is then at once 
drawn in the required direction. The dis- 
tances may also be set off from a scale gra- 
duated on the edge of the protractor, by merely moving it along 
this line, J) F, until some defined division corresponds with the 
station D. 

By observing with a sextant the angles between three or more 
known stations, the place of the observer can be ascertained both 
instnimentally and by calculation, but not so readily as with the 
compass. The method of thus determining the position of any 
point will be explained hereafter. 
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The plane table is perhaps the best contriyance for sketching 
in the interior detail of a snrvey with accuracy, but its size renders 
it too inconvenient to be termed portable, and its use is now 
almost imiversally superseded by the portfolio and compass. The 
little reflecting semicircle invented by Sir Howard Douglas, is so 
far an improvement on the sextant that it protracU the angles if 
observes by means of a contrivance by which the reflected angle is 
doubled instrumentally, and the angle is protracted upon the 
paper by means of a bevelled projection of the radius. Other 
varieties of small reflecting instruments have also been contrived 
for the same purpose. 

The process of sketching between the fixed points plotted on 
the paper is similar to surveying with the chain and theodolite as 
far as the natural and artificial boundaries are concerned ; the dis- 
tances being obtained by pacing; the offsets {if small) by estimation; 
and the bearings of the lines by the compass or sextants Everything 
is however here drawn at once upon the paper, instead of being 
entered in a field-book. The features of the ground are sketched 
at the same time as the boundaries and other details ; and this 
part of the operation, being less mechanical than the preceding, 
requires far more practice before anything like facility of execu- 
tion can be acquired ; it is, however, more particularly connected 
with the subject of the next chapter, where the different methods 
of delineating ground in the field will be explained. 

The following are the best practical methods of passing ob- 
stacles met with in surveying, and of determining distances which 
do not admit of measurement by means adapted for use in the 
field, most of them requiring no ti*igonometrical calculation. 
Some of these problems are solved without the assistance of any 
instrument for observing angles ; but as a general rule (subject of 
oourse to some few exceptions), it is always better to make use of 
the theodolite, sextant, or other portable instrument, than to 

* A straiglit walking-stick wiU be found Tery nseful in aketching, not only for the 
porpose of getting in line between two objects, which is easily done by laying the 
stick on the ground, in the direction of one of them, and observing by looking from 
the other end to which side of the opposite station it cuts, but also for prolonging a 
line directed on any known point to the rear. A bush or any other mark, observed 
in the line of the stick, answers as well as another known point for pacing on. 

K 2 
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endeayonr by any circuitous process to manage without angular 
measurement. 

The measurement of the line A D, supposed to be run for the 
determination of a boundary, is stopped at B by a river or other 
obstacle. 

The point F is taken up in the line at about the estimated 
breadth of the obstacle from B ; and a mark set up at E at right 
angles to AD from the point B, and about the same distance as 
BF. The theodolite being adjusted at E, the angle BEC is 
made equal to^BEF, and a mark put up at C in the line AD; 
BC is then eyidently equal to the measured distance FB. 
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If the required termination of the line should be at any point 
C\ its distance from B can be determined by merely reversing the 
order of the operation, and making the angle BEF' equal to 
BEC, the distance BF' being subsequently measured. Ther^ is 
no occasion in either case to read the angles. The instrument 
being levelled and clamped at zero or any other marked division 
of the limb, is set on B ; the upper plate is then undamped, and 
the telescope pointed at-F, when being again clamped, it is a 
second time made to bisect B ; releasing the plate, the telescope 
is moved towards D till the vernier indicates zero, or whatever 
number of degrees it was first adjusted to, and the mark at C 
has then only to be placed in the line AD, and bisected by the 
intersection of the cross wires of the telescope. 

If it is impossible to measure a right angle at B owing to some 
local obstruction, lay off any convenient angle ABE, and set up 
the theodolite at E. 

Make the angle BEC equal to one-lialf o/" ABE, and a mark 
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being set up at C in the prolongation of AB, BC is eTidently 
equal to BE, which must be measured, and which may at the 
same time be made subservient to the purpose of delineating the 
boundary of the river. 






The usual way of 
avoiding an obsta- 
cle of only a chain " 
or two in length, 
Buch as a house or barn, is by turning off to the right or 
left at right angles till it is passed, and then returning in the 
same manner to the original line. 
But perhaps a more convenient 
method is to measure on a line 
making an angle of 60^ with the 
original direction, a distance suf- 
ficient to clear the obstacle, and 
to return to the line at the same angle, making C D = B C ; the 
distance B D is then equal to either of these measured lines. 

The distance from B on the line A o, to the trigonometrical point 
o, which is inaccessible, is determined in the manner explained in 
the first method in the last page; 
the point G is taken at right angles 
to BA from the point B, and the 
angle BCD made equal to o C B, 
BD is then equivalent to the dis- 
tance B required. The same object 
is attained by laying down the plan of the building and these 
angles on a large scale, and taking the distance B o from the plot. 

To find the poiQt of intersection of two lines meeting in a lake 
or river, and the distance D B to the point of meeting : — From 
any point F on the line AX draw F D, and from any other point 
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E draw E D, produce both these lines to H and G, making the 
prolongations either equal to the lines themselves, or any aliquot 
part of their length, suppose one-half; join HG, and produce it 




to 0, where it meets the line C B, then O H is one half of E B, 
and D equal to half of D B ; which results give the point of 
intersection B, and the distance to it from D. 

To find the distance to any inaccessible point, on the other side 
of a river for instance, without the use of any instrument to 

A 




measure angles. — {Tliis and the two folloicing are taken from the 
"Aide MemoireJ') A is any inaccessible point the distance of 
which from B is required : produce A B to any point D ; draw 
D rf in any direction bisected in C ; join B C and produce it to i, 
C b being made equal to B C ; join d b and produce it to a, the 
intersection of the prolongation of A C, then 

ab=AB ] 
and a rf= A D ) ^^^ P^^^^ ^^ ^^^^"*- 
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Another metliod — 

Prolong A B to any point 
I>, making B C equal to 
C D ; lay off the same dis- 
tances in any direction D c 
=cb; mark the intersec- 
tion E of the line joining 
B c and c b ; mark also F 
the intersection of D E 
produced, and of A J ; x^ro- 
duce D J, and B F, till they 
meet in a, and 
a6=AB 
a(?=A C 

flD = AD 

To measure the distance be- 
tween A and B, both being in- 
accessible : — From any point C 
draw any line C c bisected in D ; 
take any point E in the pro- 
longation of A C, and join E D, 
producing the line to D ^=E D ; 
in like manner take any poiat F 
in the prolongation of B C, and 
makeD/=FD. 

Produce A D and e c till they 
meet in a, and also B D and/c; 
.till they meet in b\ then ab — 
AB. 

Again, if A B cannot be mea- 
sured, but tlie points A and B 
are accessible, their distances 
from any point O are deter- 
mined ; and by producing these 
lines any aliquot part of their 
length, as P, O Q, the dis- 
tance P Q will bear the same 
proportion to A B. 
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A right angle* can often be laid off when no means of measur* 
ing other divisionB of the circle are at hand. The distance A B 
can then be thus obtained : — 

B C and D E are both perpendicular to A D, and the points E 
and are marked in a line with A ; then 

A T>_ BD. BC 
^•** — (I)B-.BO)' 

The small triangle CdE being similar to A B C. 




Of course with a sextant, or other means of observing the angle 
ACB, AB becomes simply the tangent of that angle to the radius 
B C : a table of natural sines and tangents engraved on the Ud of 
the box-sextant, or on any portable reflecting instrument is often 
of great service, particularly in sketching ground without any 
previous triangulation, and in obtaining the distance to an 
enemy's batteries, &c., on a military reconnaissance. The height 



* A perpendicular can be thns laid off with the chain : suppose a the point at 
which it is required to erect a right-angle : fix an arrow into the ground at a, 
through the ring of the chain, marking twenty links ; measure forty links on the 
line a b, and pin down the end of the chain firmly at that spot, then draw out the 
remaining eighty links as far as the chain will stretch, holding by the centre fifty- 
link brass ring as at c ; the sides of the triangle are then in the proportion of three, 
four, and five, and consequently cab must be a right angle. 



so 



40 



An angle equal to any other angle can also be marked on the ground, with the 
chain only, by measuring equal distances on the sides containing it, and then taking 
the length of the chord : the same distances, or aliquot parts thereof, wiU of course 
measure the same angle. 
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of a point on an inaccessible hill may also be obtained without the 
use of instruments, thus : — 




Drive a picket 8 or 4 feet long at H, and another at L, where 
the top of a long rod FD is in a line with the object S from the 
point A (the heads of these pickets being on the same level); mark 
also the point 0, where the head of the rod is in the same line 
with S, from the top of any other picket B, and measure AF and 
B C ; lay off the distance B C from F to b, and the two triangles 
ADi and AS]^ are evidently similar, as are also AFD and APS, 

whence 5p=^=g^ and j^=j^=gQ. — PS the height therefore 

=DF. g^ ; and AP the di8tance=AF. g^. 

A few other methods of ascertaining distances and heights more 
particularly connected with military reconnaissances, will be found 
in the next chapter. 

Where angles can be taken between three inaccessibk obfects, 
the relative positions of which are known and can be laid down 
on paper, the place of the observer can be ascertained either by 
calculation, by constntction, or by means of an instrument used 
for that purpose, called a *' station pointer;" or, what is better 
still, a piece of thin tracing paper with the observed angles plotted 
upon it can be shifted about until the point falls into the only spot 
from whence the Unes containing these angles pass through the 
three fixed stations. The case is a very common one in maritime 
surveying, where the first two metho^^s of solution, calculation and 
construction, are seldom thought of; and the last, which is the 
most simple and sufficiently correct for the purpose, is generally 
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adopted. In a trigonometrical survey, of course, this method 
would never be thought of for fixing a station, but the calculations 
for the different cases that may occur of the three points being in 
(yne line, or forming a triangle vnthin or xcithotit which the observer 
may happen to be, will be found, with a mass of other information 
on such subjects, in "Adam's Geometrical Essays," pp. 169 
to 177. 

The following is the mode of obtaining the position of the 
observer by construction in the case that most commonly occurs, 
viz. when the three points form a triangle, mthont which the 
place of observation lies : — O, P, and Q represent the three points 




on shore whose positions have been determined by interior tri- 
angulation, and S a rock or anchorage whose place is to be 
determined with relation to the stations above mentioned. Suppose 
the angle QSP is observed 35°, and PS 0=40°, describe a circle 
passing through Q, S, and P, which is thus done :— Double the 
angle QSP which=70°; subtract this from 180, leaving 110°; 
lay off half of this, or 65° at PQR and QPE, and the angle at R 
is evidently =70°, or double QSP; now the angle at the centre 
being double that at the circumference, a circle described from B 
as a centre with the radius RQ, or RP, will pass through the point 
S. In like manner a circle described from V, with the radius 
VP, will also pass through S, and their intersection gives the spot 
required. 

For the analysis of the calculation of this problem, vide 
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" Puissant, Gcotlesie," vol. L p. 233, and p. 432, vol. iii. of the 
Woolwich Course. 

The method of surveying any tract of country through which a 
line of railway is projected or has heen determined upon, is so 
similar to that of measuring roads or other continuous lines by 
" traversing " with the chain and theodoUte, that it does not re- 
quire any peculiar directions. The lines however, being generally 
very long, must be measured with the greatest exactness, and the 
angles be observed with proportionate care. Where practicable, 
also, the work should whilst in progress be tested by reference to 
known fixed points near which it passes, which can in most cases 
be obtained from good maps. The existing Standing Orders of 
Parliament regulate the scale upon which these surveys are 
required to be plotted in England; and the lateral deviation 
allowed from the proposed line of rails, with other local causes, 
determine the breadth required to be embraced in the survey. 

For the methods of laying out the lines of railways, the levels 
of the different portions, and determining the curves, gradients, 
and slopes of embankments and cuttings, &c., every information 
can be obtained from the works of Mr. Hascoll and many others ; 
and it would be out of place here to attempt any description of 
subjects which belong to a most important branch of civil en- 
gineering, and embrace such a multitude of details. A few 
remarks, however, upon the method of taking sections for railways, 
and the scales upon which they should be plotted, will be found 
in the chapter upon Levelling. 

Before concluding this chapter, a few additional remarks are 
considered necessary as to the method of laying down the trigono- 
metrical points upon paper, and also of plotting the interior 
details from the field-book. The sides of the triangles are usually 
laid down from their calculated distances by means of beam com- 
passes, and the trigonometrical points must be transferred to 
every sheet upon which the details are afterwards to be plotted, 
the sides of the minor triangles being on the Ordnance Survey 
actually measured lines, between which check lines have been run, 
and on which offsets have to be plotted. Where the scale is very 
large, — such, for instance, as that adopted for plans of towns, — ^the 
trigonometrical points are more conveniently laid down by means 
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of their distances on and from a common meridian, the accoracy 
of the sides of the triangles thus formed being checked by their 
calculated distances. 

The scales now adopted on the Ordnance Survey are : — 

!• Towns, -riirj or 10-66 feet (126-72 inches) to 1 mile. 

2. Parishes, ttW* or 25*344 inches to 1 mile, in which the 
English acre is represented by 1 square inch. 

8. Counties, rirrro or 6 inches to 1 mile. 

4. Kingdom, -rrfvTy or 1 inch to 1 mile. 

In different stages of the progress of the survey Scales differing 
from the above have been used; but at present they are limited to 
these four, which have been adopted as being best suited to the 
different descriptions of surveys. The first is perhaps rather in 
excess, as an equal amount of detail could be shown on a scale of 
nnnr» or 5 feet to 1 mile. The 6 -inch scale will also admit of 
almost the same amount of detail as that of 25 inches. Of their 
relative cost, the second, that of Parishes, is estimated at lUd. or 
Is. per acre; the third at lOid. for cultivated, and 6i(2» for 
imcultivated districts ; and the last, 1 inch to 1 mile, at 82. 6«. Sd. 
per square mile. 

For plotting from the field-books the lines and offsets measured 
during the progress of the work, '' plotting-scales " of various 
sizes and descriptions are used. One of these contrivances con- 
sists of an ivory scale with a dove-tailed groove in the middle 
running nearly its whole length, in which slides at right angles to 
the principal scale, a shorter one projecting on each side as far as 
necessary; for marking the offset distances right and left both 
have fiducial edges on each side, divided into chains and links 
according to the scale upon which the survey is to be plotted. 
Some surveyors prefer the two scales detached, the offset scale 
merely sliding along the edge of the other. 

The whole of Ireland and the rest of the United Kingdom, with 
the exception of the southern counties of England (surveyed to the 
scale of 2 inches to 1 mile), were plotted on the scale of 6 inches ; 
these plans, as well as those on the ^hr ai^d -^-sVs- scale, had all 
to be reduced (the two latter first to the 6 -inch) to the one 
uniform scale for the kingdom of 1 inch to 1 mile, the methods of 
performing which will be explained in Chapter VIII. 



CHAPTER V. 

MIIilTARY RECONNAISSANCE, AND HINTS ON SKETCHING GROUND. — 
GERMAN SYSTEMS OP DELINEATING GROUND. — HORIZONTAL 
CONTOURS. — GEOLOGICAL MAPS. — CONVENTIONAL SIGNS. 

The sketch of any portion of ground for military purposes 
should in all cases be accompanied by an explanatory statistical 
report, and the combination of these two methods of com- 
municating local information constitutes what is termed a Military 
Beconnaisaancey in which the importance of the sketch, or the report, 
predominates according to circumstances. 

The object for which a reconnaissance is undertaken naturally 
suggests the points to which the attention of the officer should be 
principally directed ; if for example, it is merely to determine the 
best line of march for troops through a friendly or undisputed 
country ; the state of the communications, the facilities of trans- 
port, and possibility of proyisioning a stated number of men upon 
the route, are the first objects for his consideration. If the 
ground in question is to be occupied, either permanently or for 
temporary purposes, or if it is likely to become the seat of war, 
his attention must be directed to its military features, and a 
sketch of tlie ground, with explanatory references, together with a 
full and correct report of all the intelligence he can collect from 
observation, or from such of the inhabitants as are most likely to 
be well acquainted with the localities,* and most worthy of 
credence, will demand the exertion of all his energies, as upon the 
correct information furnished by this reconnaissance may depend, 
in a great measure, the fate of the army. 

* It is almost needless to point ont the incalculable advantages of being a gooil 
modern linguist to an officer einployed on duty of this nature in an enemy's country 
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The principal points for observation in a military sketch and 
report are — 

Roads. — Their direction; nature; liability to injury; facility of 
repair and of destruction ; practicability, in what seasons and for 
what species of troops ; exposure to, and means of security from 
enfilade ; whether bordered or not by hedges, ditches, or banks, or 
passing through defiles, the nature and extent of which require 
most careful description and report as to the means of turning, 
forcing, or defending. Roads are frequently reported impracti- 
cable without due consideration of the resources which may be 
brought to bear upon their improvement, or what difl5culties an 
enterprising enemy may be able to surmount.* 

Rivers. — Their sources, width, depth, velocity of current; 
facilities for watering horses on an extended front ; character of 
water, whether likely to be frozen in winter, and if so whether the 
ice is likely to bear the passage oC troops ; whether subject to 
sudden or periodical floods, and their effects upon the banks and 
adjacent country ; whether dry or nearly so in summer ; facilities 
for inundation or drainage ; profile and nature of banks, whether 
l>oggy or wooded ; size and nature of vessels and boats employed 
in the navigation, and their probable number ; tributary springs 
and rivulets ; bridges, with their dimensions, nature of construc- 
tion, and means of destroying or repairing them ; fords for infantry 
or cavalry ,t whether permanent or only passable at certain seasons 
or times of tide, or if exposed to fire, &c. 

Canals. — Means of destruction, or of rendering them of use ; 
construction ; depth and width of water, size of locks ; how navi- 
gated, and on which side the towing path, &c. 

MiLiTAiiY Features. — Inclination and nature of slopes and 
all irregularities of ground; accessible or not for cavalry or 



• The Austrian staff officers must have reported the passage of the Alps "imprac- 
ticable," and the French that of the Bohemian mountains, but both were forced. 
Napoleon^s maxim, though perhaps an exaggeration, was, that wherever two men 
could "pass abreast an army could follow. 

t A ford should not be deeper than three feet for infantry, four feet for cavalry, 
and two and a half for artillery and ammunition waggons. —Macaulcy's " Field Forti- 
fication." The nature of the soil at the bottom should always be ascertained, and 
also if it is liable to shift, which is the case in a mountainous country. 
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infiuitry; description of country, open or inclosed; relative 
command of hills;* ravines; forests; marshes; inundations; 
barriers; plains; facilities for landing, if on a sea coast with 
nature of beach and roads within reach; military posts, and 
fortified towns; good positions, either offensive or defensive; 
ground suited for encampments ; supply of water, &c. 

Statistical Information. — The population and emplojrment 
of the different towns, villages, and hamlets, contained within the 
limits of the sketch. Agricultural and other produce ; 'commerce ; 
means of transport ; subsistence for men and horses, &c. ; with a 
variety of minute but important details, for which the reader is 
referred to the excellent essay on this subject, in the fourth 
volume of the "Memorial Topographique et Militaire," to the 
**Aide M^moire des Officiers du G^nie," Macauley's "Field 
Fortification," &c. 

The degree of accuracy of which a sketch of this nature is 
susceptible depends upon the time that can be allowed, and the 
means that may be at hand. If a good map of the country can 
be procured (which is generally the case), the positions of several 
conspicuous points, such as churches, mills, &c., can be taken 
from it and laid down on the required scale, and, if the ground to 
be sketched is extensive, transferred to several sheets of paper to 
be filled in simultaneously by any requisite number of ofiicers ; 
or a base may be roughly measured, paced, or otherwise obtained 
by a micrometer or from some known distance, such as that 
between milestones for instance, and angles taken with a sextant 
or other instrument from its extremities to different well- 
defined objects, forming the commencement of a tolerably accurate 
species of triangulation which may be laid down by the protractor 
without calculation, within which the detail can be sketched 
more rapidly and with far more certainty than without such 
assistance. No directions that can possibly be given will render 
an ofiicer expert at this most necessary branch of his profession, as 
practice alone can give him an eye capable of generalising the 
minute features of the ground, and catching their true military 

• If actual differences of lerel cannot be determined for want of time, still relative 
command may be obtained, and numbered 1, 2, 3, &c., accordingly. 
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character, or the power of delineating them with ease, rapidifyr 
and correctness. 

The instruments used in sketching groond have akead; been 
alluded _to when describing the mode of filling in the detail 
between measured hnes on a regular Burvey. In addition to the 
advantages there ascribed to the azimuth compass, it will be 
found peculiarly well adapted for sketching on a continuous line, 
such as the course of a road or river, or a line of coast, which 
reflecting instrvments are not ,- and the angles with the magnetic 
meridian, measored by the compass, can be read off with quite as 
much accuracy as they can-be laid down by the small protractor 
used in the field. This should have a scale of 6, 4, or 3 inches 
to one mile (or whatever other proportion may be preferred) 
engraved on the other bevelled side, and with a sketching port- 
foUo and compass, together with a small sextant and field 
telescope with a micrometer scale in the diaphragm, comprise all 
the instramente that can be required by an officer employed on a 
reconn^sance ; and as they can alaat/a be carried without incon- 
venience about his person, or strapped in front of his saddle, he 
need never be driven to the neceswty of sketching entirely without 
their assistance, though the practice of doing so occasionally is 
decidedly of service, as it teaches him to make use of kia eyes 
and tends to make him a good judge both of linear and angular 
measurement." 

Sketching such parts of the interior detail as have a decidedly 
marked outline is comparatively easy, but the delineation of 
ground, so as to represent the various gentle slopes of the hills 
and undulations and irregularities of the surface is far more 
difficult, and attempts have been made both on the Continent and 
iu this country, to establish recognised systems for expressing 
these features, which should give not merely a general idea of 



* A protractor (for wnnt of a, better) can be made by 
fulding a square or rectangular piieco of paper into 
three, which, when doubled, divides the edge into MX 
portions of BReen degrees each ; these can b« again di- 
vided into three parts, by which angles of five degrees 
can be laid down, or even approximately observed, 
tho iutermediate degrees being judged by the eje. 
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their character, but a mathematical representation of their various 
complicated inclinatioiis ; so that the angle of every slope might 
be evident from a mere inspection of the drawing, or measured 
from a scale, which would furnish data for constructing sections 
of the ground in any required direction. This degree of perfection 
would of course be most desirable in military sketches as well 
as in finished topographical plans, but the labour and difficulty 
attending the execution vdll always prevent its general application 
excepting in surveys of a national character, or of limited detached 
portions of ground. 

The two methods in general use for representing with a pen or 
pencil the slopes of the ground are known as the vertical and the 
horizonfxil. In the first of these the strokes of the pencil follow 
the course that a heavy body or ball would take in running down 
these slopes ; in the second (which is comparatively of late intro- 
duction) they represent horizontal lines traced round them, such 
as would be shown on the grouncl by water flooding the country 
at the different stages of its progressive altitude. This last is the 
mode now generally practised except in very hurried sketches, and 
it certainly produces a more correct representation of the general 
character and features of the ground than the vertical method.* 
Neither of them however when sketched merely by the eye 
between fixed points and measured lines aspires to the mathema- 
tical accuracy which is obtained by tracing with a theodolite or 
spirit level, horizontal contour lines at equidistant vertical dis- 
tances over the surface of the ground, the method of doing which 
will be treated of in the chapter upon Levelling. Systems were 
introduced into Germany, by Major Lehman, for representing the 
slopes of the ground by a scale of shade consisting of a combination 
of vertical and horizontal lines, but they have not been adopted in 
this country. The light in Major Lehman's system, as is gene- 
rally the case in describing ground with a pen, is supposed to 
descend in vertical rays, and the illumination received by each 



* Specimens of both these styles of sketching hills are given. They are also to he 
found in Mr. Burr's "Eractical Surveying." The vertical is best adapted to a 
military sketch if pressed for time, as however roughly it may be scratched down a 
good general idea of the ground is conveyed. 

F 
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slope is diminished in proportion to its divergence from the plane 
of the horizon. As vertical rays falling upon a plane inclined at 
an angle of 45^ are reflected horiwntally^ this slope, which is 
considered the greatest that is ever required to be shown, is also 
considered the maximum in the scale of shade, and is represented 
hj perfect black. A horizontal plane reflects all rays upwards, and 
is, therefore, represented at the other end of the scale by perfect 
white; and the intermediate degrees being divided into nine parts, 
show the proportion of black in the lines to the white spaces 
intervening between them for every 5°; which at 5° is 1 to 8 ; at 
10° 2 to 7; at 15°, 3 to 6, &c. Figure. 1 will explain the con- 
struction of this scale, and the thickness of the strokes drawn on 
this principle must be copied till the hand becomes habituated to 
their formation. In sketching ground the inclinations must be 
measured, or estimated if the eye is experienced enough to be 
trusted, and are to be represented by lines of a proportional 
thickness. To this system is to be objected its extreme difficulty 
of execution, as well as that of estimating correctly by the eye the 
angle intended to be represented by the thickness of the lines ; 
though Mr. Sibom, who published a work in 1822 on " Topogra- 
phical Plan Drawing'' founded on this system of Major Lehman's, 
considers that between 10° and 85° of altitude the slope may be 
read by mere inspection within 1°, more accurately indeed than it 
can possibly be measured on the ground by a clinometer, or any 
portable contrivance of the sort. In Mr. Sibom's work contour 
lines are recommended to be drawn merely as a guide for the 
vertical strokes ; but the system of tracing these horizontal lines 
at fixed vertical intervakf and drawing between the contours 
vertical strokes, without any reference to their thickness but 
merely their direction, presents a far more easy mode of expressing 
correctly the actual surface of the ground, and infinitely more 
intelligible to those who have to make use of the plan. Indeed, if 
the contour lines are traced at short vertical distances, either fixed 
or varying according to the nature of the ground, there is no 
occasion for the vertical strokes whatever, as these always cut 
the horizontal lines at right angles : this was the method recom- 
mended, wherever the ground was required to be shown very 
accurately, by the committee of French officers of engineers. 
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appointed^ in conjanction with some of the most scientific men of 
that period, to establish one general system of topographical plan 
drawing. The combined method of vertical lines and horizontal 
contours, at one fixed difference of levels is described in the German 
work alluded to, and also in Sir J. C. Smyth's '' Topographical 
Memoir." From the vertical distance being a constant quantity, 
the angle formed by the slope of the ground is obtained by taking 
the length of the vertical line between any two of the contours in 
a pair of compasses, and applying it to a scale constructed upon 
a simple principle self-evident from the figure. Above 45 the 




base, or " normalj^ becomes too short to be appreciable if it has 
been constructed to suit moderate inclinations of the ground, 
and if on account of steep declivities the normal is increased 
in length, it becomes quite unmanageable on gently-inclined 
surfaces. 

By way of obviating this difficulty, and also making the same 
scale of normals still universally applicable, the vertical distance, 
where required from the bold nature of particular slopes, is 
doubled or tripled, and these normals distinguished from others of 
the same length by being represented with thicker double or triple 
lines. This contrivance, the invention of Colonel Van Gorkum, 
is most highly extolled by Sir J. C. Smyth in his " Topographical 
Memoii'," in which he strongly recommends the adoption in the 
British service of some part of the detail of this method of 
sketching ground, and purposes to omit the horizontal contours, 
but to take the angles of depressibn of the hills in sketching and 
to represent their slopes, not over the whole plan, but occasionally 
on ground of the most importance, by normals of the proper 
length corresponding to such a vertical distance as may be judged 
best suited to the scale employed. On a scale of 4 inches to 

1 mile. Colonel Van Gorkum fixes his perpendicular at 24 feet : 
Sir J. C. Smyth, in the memoir alluded to, has tabulated what he 
considers best adapted to the four scales in most general use, 
making it at 6 inches to 1 mile 22 feet ; at 4 inches 82 feet ; at 

2 inches 66 feet; and at 1 inch 132 feet. At 13^ in all these 

F 2 
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cases he doubles the perpendicular, and at 50^ triples it. With all 
deference to such authority, it is conceived that horizontal contour 
lines, traced at short known and generally equal vertical distances 
over the ground, afford ample data for the construction of sections 
in any required directions even more accurate than a model of the 
features of the ground. The delineation of ground on the 
Ordnance Survey has been partially effected on this system.* 
The contours are traced with a spirit level or theodolite at 
different vertical intervals suited to the character of the surface, 
but averaging about 100 feet; these are interpolated with inter- 
mediate contour lines traced with a water level as being more 
expeditious, at the constant vertical distance of 25 feet. For the 
method of tracing these instrumental contour lines, see the 
chapter on Levelling, to which this subject more particularly 
belongs. 

For representing the features of the country in a topographical 
plan, on a moderate scale, where the surface of the ground is not 
required to be determined with mathematical precision, the hori- 
zontal system of sketching the hills alluded to in page 36, is 
sufficiently accurate, and has the advantage of being generally 
intelligible. In addition to the sketch of the ground, a represen- 
tation of the geological features of the country can be given 
without at all interfering with or confusing the sketch, by tracing 
on the back of the paper the divisions of the geological features, 
the different portions of which are afterwards coloured according 
to the conventional system of distinguishing the several various 
formations on geological maps. On holding the sketch against 
the light these divisions appear clearly visible, though in any 
other position of the paper they are not in the least perceptible. 
Geological sections should also be shown on the margin of the 
sketch, having reference to lines drawn across it.t 

The inclination of such slopes as are of peculiar moment are 
measured with a '' Clinometer," and the angles written either on 
the slopes themselves or as references. This little instrument 

• Economy alone lias led to the present (it is to be hoped temporary) suspension of 
the system of contouring on the Ordnance Survey. 

t The geological part of the Ordnance Survey is now quite distinct from the 
geodesical. 
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can be made by cuttmg a small quadrant out of pasteboard and 
rongbly graduating the arc. A small shot, suspended by a piece 
of 8ilk> forms the plummet : and inde- 
pendently of its use in measuring ver- 
tical angles, it is of great assistance in 
tracing level lines in sketching the 
contours. The instrument sold under 
this name is made with a spirit level ; 
but the substitute as described above 
answers the purpose equally well, and 
moreover, from its being made merely of pasteboard, fits into the 
pocket of the sketching portfolio. 

The slopes most necessary to note on a military sketch are 
those which relate to the facilities of ascent for artillery, cavalry, 
and infantry. According to the "Aide M^moire," a slope of about 

60°, or of 4 to 7, is inaccessible for infantry. 

46°, or of 1 to 1, difficult. 

80**, about 7 to 4 , inaccessible for cavalry. 

15°, „ 4 to 1, inaccessible for wheel carriages. 
5**, „ 12 to 1, easy for carriages. 

The leading features of ground are the summit ridges of hills 
(termed the water-shed lines), and the lowest parts of the valleys 
down which the rain finds its way to the nearest rivers or pools, 
called water-course lines. These two directing lines if traced 
with care will alone give some idea of the surface of the country, 
and will assist materially in sketching the hills, particularly if 
drawn on the horizontal system, as the contour lines always cut the 
ridges and all lines of greatest inclination at right angles. It is 
a very common error in first beginning to sketch ground to 
regard hills as isolated features as they often appear to the eye. 
Observation and a slight practical knowledge of geology, inevit- 
ably produce more enlarged ideas respecting their combinations, 
and analogy soon points out where to expect the existence of 
fords, springs, defiles, and other important features incidental to 
peculiar formations. Thus appearances that at one time presented 
nothing but confusion and irregularity, will, as the eye becomes 
more experienced, be recognised as the results of general and 
known laws of nature. 
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The representation of the outline of the hills, and their relative 
command, is also materially assisted in a topographical plan, and 
mare particularly in a military reconnaissancey by a few outline 
sketches taken from spots where the best general views can be 
obtained. A series of these topographical sketches running along 
the length of a range of hills, and a few taken perpendicular to 
this direction, supply in some degree the place of longitudinal 
and transverse sections ; and give in addition to the information 
communicated by a mere section, a general idea of the nature of 
the surrounding country.* 

A good judgment of distances is indispensable in sketching 
ground, for filling up the interior of a survey, and more parti- 
cularly in a reconnaissance, where there has not been either 
time or means for measurement or triangulation. Practising for a 
few days will enable an officer to estimate with tolerable accuracy 
the length and average quickness of his ordinary pace, as also that 
of his horse (as on a rapid reconnaissance he must necessarily be 
mounted); and the habit of judging distances, which can afterwards 
be verified will tend to correct his eye.t A micrometrical scale, 
or cross wires in his field telescope, with a table of distances 

* A brush and a few water-colours will be found very useful in rendering the 
various parts of a topographical sketch more intelligible, and save much time and 
labour. Water — woods — buildings (whether stone or brick, or of wood), can be shown 
much more clearly and rapidly with a brush than the pen. 

t Dr. Brewster's micrometrical telescope is fully described in the second volume of 
Pearson's Astronomy, and more portable instruments upon nearly the same principle 
have since been contrived, the best known of which are CaveUo's and Rochon'a 
micrometers. The latter consists of a telescope with a double refracting prism 
attached to a moveable slide working between the object-glass and eye-piece, having 
a graduated scale with a vernier on the outside of the tube, showing the observed 
angle and the ratio of the corresponding distance to some assumed distant base such 
as the height of a man, or any other object the dimensions of which are supposed to 
be known. This scale is graduated to half minutes, and each of these divisions can 
be decimally divided by the vernier, but a table is required for aU the intermediate 
divisions, showing the number of times the assumed base must be multiplied to^ 
obtain the distance. 

If the distance is known the height of any object can be ascertained by reversing 
the process. If the height of the object and the distance are both unknown, an 
approximate result can be obtained, if the object, say a column of men or a ship, is 
advancing or receding, by making two observations, separated by some convenient 
interval of time, and estimating the distance the object has moved in a diftct line tO' 
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corresponding to the angle subtended by some distant object, is 
also a very useful auxiliary. The gradual blending of colours, 

the obseirer within that period, or by moying in a direct line to a stationary object 
any measured distance, and observing the two angles subtended by it. 

A still more portable instrument for measuring distances, by observing by a prism 
micrometer the angle subtended by a distant object (Mr. Porro*s Longue vue 
Napoleon III.) has recently been introduced into the French servicOi and if its results 
could be relied upon for great distances, its extreme portability, and the facility with 
which it is used, would leave little to be desired in an instrument based upon this 
principle, but beyond 500 yards the distances often vaiy considerably from the truth, 
and as it is only constructed for a range of about 1000, it evidently, even if perfectly 
accurate, would not meet the requirements of the service in the present day when 
such extreme ranges are obtained both by infantry and artillery. 

All the above instruments have moreover, from their principle, a source of error 
which (excepting where the object observed has been measured) no accmacy of 
construction can remedy, viz. : that the distance sought to be obtained depends upon 
the correct estimation of the dimensions of a distant object, and an error of only six 
inches in the estimated height of five feet will produce in the result a difference of 
100 yards in a distance of 1000. To obviate the probability of inaccuracy in assuming 
the dimensions of any distant base. Professor Piozzi -Smith invented an instrument 
upon a directly opposite principle, viz., that it was to carry its <non dose, and that 
the angle measured should not be that subtended at the station of the observer by a 
distant uncertain object, but the actual angular measure of the base attached to the 
telescope at the distance at which that object was situated. 

This instrumental base, at right angles to the telescope, has two mirrors or prisms 
at its extremities, one of which is in the line of the axis of the telescope, through 
which the object (a pointy is seen by direct vision through the unsilvered portion of 
the mirror. The same object is reflected from the other mirror, and the coincidence, 
or the amount of separation of the two images, furnishes the means of ascertaining 
the required distance. 

To effect this, the index mirror may be made to turn throu^ the necessary angle ; 
or it may be kept at one fixed angle, and the coincidence effected by sliding it along 
the base ; or both mirrors may remain fixed, and the angle measured by the amount 
of separation of the two images as shown by a wire micrometer and finely divided 
scale, which latter arrangement has been found the most convenient. 

The length of this instrumental base is about two feet, and in a pamphlet by 
Col. Clerk, R.A., it is stated that its results can be depended upon up to 1000 yards, 
and that, if the base were increased to five feet, up to 2000 yards, beyond which he 
conceives it would be necessary to measure a base upon the ground ; and for the 
purpose of obtaining an instrument to be used with artillery for long ranges, he 
constructed a frame, to be used with a telescope, consisting of a mirror placed at an 
angle of 45°, with an index arm seven inches long, the indications of which are 
measured upon an arc graduated to ten seconds. The telescope is fixed upon the 
distant object, and the angle subtended by a measured base .of 100 yards at that 
point is obtained by the coincidence of the image refleeted from the mirror with the 
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and the well-known rate at which sound has been ascertained to 
travel,* will all materially assist him. According to the " Aide 
Memoire," the windows of a large house can generally be counted 
at the distance of 3 miles ; men and horses can just be perceived 
as points at about 2200 yards ; a horse is clearly distinguishable 
at 1300 yards ; the movements of a man at 850 yards; a man's 
head clearly visible at 400 yards ; and partially so between that 
distance and 700 yards. 

These directions however, cannot be considered as infallible, as 
the power of vision differs so materially; but nothing can be more 
easy than for an officer to make a scale of this kind far himself. 

Another easy mode of judging distances is by marking on a 
scale or pencil held at some fixed distance from the eye, the 
apparent diameter or height at different measured distances of 
any objects the dimensions of which may be considered nearly 
constant ; the average height of a man, a house of one or two 
stories, the diameter of a windmill, &c., will famish suitable 
standards; and a short 'piece of string, with a knot to hold 
between the teeth, will serve to keep the pencil always at the 
proper distance. Suppose these scales to have been carefully 

vertical wire in tlie telescope, and measured by the graduated arc, the multiple of 
the base giving the actual distance obtained by inspection firom tables constructed 
for the purpose. If the distance exceeds 4000 yards the base can be increased to 200 
yards, the multiple given by the tables being simply doubled. 

This instrument, and that previously described, though adapted to the use of 
artillery or coast batteries are not applicable to general service in the field, as they 
both require steady level rests, and are not sufficiently portable ; and the want is still 
seriously felt of some description of instrument which shall combine accuracy in the 
estimation of long distances with facility of use and portability. 

* About 1100 feet in one second. • A light breeze will increase or diminish this 
quantity 15 or 20 feet in a second, according as its direction is to or firom the 
observer. In a gale a considerable difference will arise firom the effects of the wind. 
A common watch generally beats five times in one second. See ''Philosophical 

• 

Transactions,*' 1823. The number of pulsations of a man in health is about 75 per 
minute. Either of these expedients will serve as a sort of substitute for a seconds 
watch. The velocity of sound is affected by the state of the atmosphere, indicated 
by the thermometer, hygrometer, and barometer; according to Mr. Goldingham, 
^ of an inch rise in the barometer diminishes the velocity about 9 feet per second. 
Mr. Baily rates the velocity of sound, at 82^ Fahr., at 1090 feet per second, and 
directs the addition of 1 foot for every degree of increase of temperature above the 
fireezing point 
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marked for four or five of these objects, at the distance of 150, 
sot), SOOy &c., yards, they will evidently afford the means of 
obtaining an approximate distance ; but even without this scale, 
if the pencil b be held up to the eye at any distance a, and the 




height or diameter of any oDJect h of known dimensions be 
observed, then the distance from this object is evidently — r-^. 

In reconnoitring the outline of a work which cannot be ap- 
proached closely for the purpose of tracing parallels and deter- 
mining the positions of batteries, the best plan is to mark, if 
possible, the intersection of the prolongations of the faces and 
flanks of the line on which the distances are being paced or 
measured, instead of merely obtaining intersections of the salient 
and re-entering angles with a sextant. Soon after sanrise, or a 
little before sunset, are the best times for these observations, as 
lights and shades are then most strongly marked ; in the middle 
of the day it is often impossible to distinguish anything of the 
outline of a work of low profile, even at the distance of 200 or 800 
yards. 

If the perpendicular distance from the angle, or any other point 
of the face of a work, is required to be ascertained in the field, 
and the line marked on the ground for the purpose of laying out a 
battery, it can be readily done by the following method : — 

Suppose in each of the figures below, A to be the point from 
which the distance is required on a line perpendicular to A B ; 
measure any distance C D, in a direction nearly parallel to A B, 
and take the angles at C and D, formed by the line C D and each 
of the points A and B ; B being some marked object situated 
anywhere on the line of the work, probably a salient or re-entering 
angle. From these data ascertain the values of A B, and the angle 
A B D, either by calculation or by any of the practical methods 
already described ; B E is then the secant of the angle A B D 
to radius AB, and the difference DE between this quantity 
(to be found by means of a table of secants), and the calcu- 
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lated distance B D being laid off either on the line D B from D 
towards B (as in fig. 1), or on the prolongation of this line (as in 
fig. 2), the distance A E becomes the tangent of the same angle 



Fig. 1. 



Fig. 2. 




also to the radius A B ; and the distance required for the battery 
can therefore be laid off on the ground by increasing or diminish^ 
ing the length of this line A E. 

The direction of the capital of a work, and the distance from its 
salient, can be thus determined in the field. 





On any line O Q, mark two points, O and P, in the prolonga- 
tion of the faces, the distance between them being measured or 
paced. Take any other point B, one hundred paces or any con- 
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venient distance from P and make the angle P R T equal to that 
observed at O ; T being in the prolongation of S P. The triangles 
O S P and R T P are therefore similar, and the angle T being 
bisected by the line TV, it results that RP ; P V : : P O : PX; 
which distance, laid down on the line P O, gives the point X 
required in the prolongation of the capital. The sides of the 
small triangle T P R and T Y being all capable of measurements, 
OS, S P, and S X can, if required, be all found by a similar 
simple proportion.* 

It is, however, generally practicable to obtain a plan of any 
attacked works and of its environs, more or less correct ; and on 
this any perceptible errors discovered during the reconnaissance 
are marked. On approaching a place hy day, the officer should 
be ahnSj so as to attract little attention, but supported at a dis- 
tance by troops hid from observation by any cover that can be 
taken advantage of. By night he should be accompanied by a 
strong party; and by advancing as near as possible towards day- 
break, and retiring gradually, he would be enabled to make more 
correct observations as to the outline and state of repair of the 
works than at any other time. 

The numerous conventional signs recommended in most conti- 
nental military works are extremely puzzling, difficult to remem- 
ber, and are mostly unintelligible. In a little work, the " Aide 
M^moire Portatif," published in 1834, there are no less than ten 
pages devoted to these signs. Beyond the few that are absolutely 
necessary and generally understood, it is far better to trust to 
references written on the ftu;e of the sketch, and the explanatory 
report, than by endeavouring to convey so much information by 
these conventional symbols and attempts at mathematical repre- 
sentations of the ground, to render a drawing so confused and 
difficult to comprehend that it really becomes of less value than an 
indifferent sketch with copious and clear remarks. 

* "With a pocket or prismatic compass this operation may be more easily pcr- 
fonned^by taking up a position on the prolongation of each ffice, and observing 
their inclination to the magnetic meridian, that of the line bisecting the salient, or 
the capital of the work, is at once known ; for the mean between the two readings 
will be the bearing of the salient when the observer is upon the capital ; and by 
measuring a base in a convenient situation, the distance may be readily found. 
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Below are given a few conventioiuil signs, applicable only to 
military sketches : — 

t T T-ArtiUery Position. ^ Telegraph, 

ca — Cavalry T Dark line shows QCLr- Post-house. 



Infantry J the front. ??2g Mortar Battery. 



o — Sentinel. V^nrm Gun Battery. 

L3 — Fort. ^^ Site of an Engagement. 

O— Redoubt. -6^ Passable. 

ffitmfflt- Palisades. H — Impassable for Cavalry. 

^[i^fflgffilSSChevaux de Frise. +- Impassable for Infantry. 

■TfSWpyA Abatis. 

The following are those of most general use in topographical 
plan-drawing : the boundary lines are those employed in the Ord- 
nance Survey ; a similar arrangement could of course be adopted 
to mark the divisions of any other country, however they may be 
designated. 

Smithies. A small horse -shoe with the open side, turned 
towards the road. 

Q limekiln. 

Turnpike roads. The side from the light shaded. 
Cross roads. Narrower, and both sides aUkc. 
^— Railroads. Both ride, dark, very narrow, and perfectiy paraUeL 




Canals. Distinguished from roads by the parallelism of the 
sides, the locks, and bridges, and by haying the side next 
the light shaded like rivers. Canals and navigable rivers to 
be coloured blue. 




Ferry. 



A >- Trigonometrical point. 



HINTS ON SKETCHING OBOUND. "^7 

BOUNDARIES. 
> — Counties. 

• — — Baronies. 

— — - Parishes. 

— ■•-- Townlands. 
—————— Connties and Baronies. 

..«»•».....» Counties and Parishes. 

. . ^. ...«-.«. Counties and Townlands. 

....... . Baronies and Parishes. 

... ...... Baronies and Townlands. 

.................... Parishes and Townlands. 

..«»......«.. Counties, Baronies, and Parishes. 

..^..^. .«..._ Counties, Parishes, and Townlands. 
•»—————- Counties, Baronies, and Townlands. 

_- — . Baronies, Parishes, and Townlands. 

................. Coiinties, Baronies, Parishes, and Townlands. 



CHAPTER VI. 

LEVELLING. 

The method of ascertaining the diflference of lerel between 
stations on a trigonometrical survey by means of reciprocal angles 
of elevation and depression has already been alluded to in the 
fourth chapter, and detailed sections of ground can be taken in 
the same manner, though not so conveniently or accurately as with 
a spirit level. It is however necessary before entering upon this 
subject, to explain more fully the two corrections that must be 
applied to all vertical angles when used for the purpose of obtain- 
ing relative altitudes between stations a considerable distance 
apart which were referred to in the chapter upon Triangulation. 
If they are only separated by a few hundred yards, the corrections 
are too trifling to have any appreciable effect upon the result. 

Considering the earth as a sphere, any number of points upon 
its surface equidistant from its centre are on the same trm level; 
but the apparent level (and of course the apparent altitude or 
depression) is vitiated by these two causes of error, curvature and 
terrestrial refraction ; the correction for the first of which depends 
upon the " arc of distance," which is that contained between the 
two stations at the centre of the earth ; and the second upon their 
comparative elevations above the horizon. 

The effect of the curvature of the earth is to depress any object 
below the spectator's sensible horizon. Every horizontal line is 
evidently a tangent to the surface of the globe at that spot ; and 
the difference between the apparent and true level at any distant 
point B (putting the effect of refiraction for the present out of the 
question) will be seen by reference to the accompanying figure, to 
be the excess BD, of the secant of the arc AD, above the 
radius C D. 
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Puttang a for the arc A D, ^ for the tangent A B (the horizontal 
line, or line of apparent level), r for the radius A C, or D C ; and 
a for the excess of the secant B C 
above the radius or the difference 
between the true and apparent 
level. Then (r + ar)* = r^ + f. 
"Whence x (2r + a?) = f ; and 
owing to the small proportion 
that any distance measured on the 
surface must bear to the earth's 
radius, 2 r may be substituted for (2r + x), and the arc a for the 

tangent t; 2rx then becomes = ez*, and x := — which, assuming 

the mean diameter of the earth at 7916 miles, gives x = 8*004 
inches or * 6 67 of a foot for one mile; which quantity increases as 
the square of the distance. Or otherwise, 

2 r + X : t :: t: X, 
or 2 r : a : : a : ip, x being omitted in the expression (2 r + x), 

and a substituted for t ; whence a? = z— as before. 

Zr, 

A very easily remembered formula derived from the above for 
the correction for curvature in feety is two thirds of the square of 
the distance in miles ; and another, for the same in inches, is the 
sqtmre of the distance in chains divided by 800.* 

The second correction, terrestrial refraction, on the contrary, 
has the effect of elevating the apparent place of any object above its 
real place, and consequently above the sensible horizon. The 
rays of light bent from their rectilinear direction in passing from 
a rare into a denser medium, or the reverse, are said to be 
refracted; and this causes an object to be seen in the direction of 




* Tho amount of the correction for curyature at different distances will be found 
by reference to the tables, and farther remarks on Atmospheric Refraction in the 
chapter on the Definitions of Pmctical Astronomy. 
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the tangent to the last curve at which the bent ray enters- 
the eye. 

A is any station on the surface of the earth, the sensible 
horizon of which is A B ; G and D are two stations on the 
summits of hills, of which G is supposed in reality to be situated 
on the horizontal line A B, and D above it, the angle of elevation 
of which is B A S. Owing however to the effects produced on 
the rays from these objects in their passage to the eye, by the 
atmosphere through which they pass, they are seen in the direc- 
tions A s and A i, tangents to the curve described by the rays, 
and B A 6, and S A «, are the measures of the respective terrestrial 
refractions. 

Above eight or ten degrees of altitude, the rate at which the 
effects of refraction decrease as the altitudes increase (varying 
with the temperature and density of the atmosphere), is so well 
ascertained that the refraction of the heavenly bodies for any 
altitude may be obtained with minute accuracy from any of the 
numerous tables compiled for the purpose of facilitating the 
reduction of astronomical observations; but when near the 
horizon, the refraction, then termed terrestrial refraction^ is so 
unequally influenced by the variable state of the atmosphere that 
no dependence can be placed upon the accuracy of any tabulated 
quantities.* The rays are sometimes affected laterally, and they 
have been even seen convex instead of concave. Periods for 
observing angles of depression and elevation, particularly if the 
distances between the stations are long, should therefore be 
selected when this extraordinary refraction is least remarkable : 
morning and evening are the most favourable ; and the heat of the 
day after moist weather, when there is a continued evaporation 
going on, is the least so. 

It is a common custom to estimate the effects of refraction at 
some mean quantity ^ either in terms of the curvature^ or of the arc of 
distance. The general average in the former case is \ of the cur- 
vature, making the correction in feet for curvature and refraction 
combined = -f D', D being tlie distance in miles as before. In the 

* Puissant *' Geodesie,*' voL i. p. 342; and ''Becherches snr lea lUfractiona 
Extraordinaircs, par Biot." Also,. the ** Trigonometrical Survey," voL i. p. 852. 
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latter the proportion varies considerably ; * and Oeneral Roy, in 
the operations of the trigonometrical survey, assumed it at -rVi ^^^ 
sometimes at tV> ^ cases where it had not been ascertained by 
actual observation of reciprocal angles of elevation or depression, 
by the following simple method.! These angles should, to insure 
accuracy, be observed simultaneously, the state of the barometer 
and thermometer being always noted: — 

In the accompanying figure, C represents the centre of the earth, 
A and B the true places of two stations above the surface S S ; 
AD, B O are horizontal lines at right 
angles to the radii A C, B C ; a and b 
are also the apparent places of A and B. 

In the quadrilateral A E B G, the 
angles at A and B are right angles, 
therefore the sum of the angles at E 
and C are equal to two right angles ; 
and also equal to the three angles, A, 
E, and B, of the triangle AEB; 
taking away the angle E common to 
both, the angle C, or the arc S S, re- 
mains = E AB+E B A; or, in other 
words, the sum of the reciprocal depree- 
9ions below the horizontal lines A D, B O, 
represented by AEB + EBA, tcould be 

equal to the contained arc if there were no refraction. But a and b 
being the apparent places of the objects A and B, the observed 
angle of depression will be DA 6, OB a; therefore their sum, 
taken from the angle Gt (the contained arc of distance), will leave 
the angles 6AB, aB A, the sum of the two refractions; hence, 
supposing half that sum to be the true refraction, we have the 
following rule when the objects are reciprocally depressed. Subtract 
the sum of the two depressions from the contained arc, and half the 
remainder is tlw mean refraction : — 




* Carr's ''Synopsis of Practical Philosophy," articles 'LeveUing* and 'Befiuction. 

+ "Trigonometrical Surey/* yoL i. p. 175. See also, on the subject of refraction, 
Woodhoose's "Trigonometry," p. 202. 

t One degree of the earth's drcnmference is, at a mean valuation, equal to 
865,110 feet, or 69 '15 miles ; and one second = 101*42 feet. 

o 
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If one of the points B, instead of being depressed, be elevated 
suppose to the point g, the angle of elevation being ^AD, then 
the sum of the two angles, ^AB and ^B A, will be greater than 
E A B + E B A (the angle G, or the contained arc) b^ the angle of 
elevation, ^ A D ; but if from « A B + ^ B A, we take the depression 
OB a, there will remain ^AB+aBA, the sum of the two re- 
fractions ; the rule for the mean refraction then in this case is, 
subtract the depression from the sum of the contained arc and the 
elevation, and half the remainder is the mean refraction.* 

The refraction thus found must be subtracted from the angle of 
elevation as a correction, each observation being previously reduced 
if necessary to the axis of the instrument, as in the following 
example taken from the Trigonometrical Survey : — At the station 
on Allington Knoll, known to be 329 feet above low watert, the 
top of the staff on Tenterden steeple appeared depressed by ob- 
servation 3' ^V\ and the top of the staff was 3*1 feet higher than 
the axis of the instrument when it was at that station. The dis- 
tance between the stations was 61,777 feet, at which 3*1 feet sub- 
tend an angle of 10''*4J, which, added to 3' 51"', gives 4' l''-4 for 
the depression of the axis of the instrument, instead of the top of 
the staff. On Tenterden steeple, the ground at Allington Knoll 

* The formula giTen in the ** Synopsis of Practical Philosophy" is identical with 
this rule : — 
Refraction"' ^-^ +^/"'-^ • £ being the apparent elevation of any height ; D the 

apparent reciprocal angle of depression ; and A the angle subtended at the earth's 
centre by the distance between the stations. 

f A difference of opinion exists as to the zero from which all altitudes should be 
numbered. What is termed *' Trinity datum " is a mark at the average height of 
high water at spring-tides, fixed by the Trinity Board, a very littie above low-water 
mark at Sheemess. A Trinity high-water mark is also established by the Board at 
the entrance of the London Docks, the low- water mark being about 18 feet below 
this. Again, some engineers reckon from low- water spring-tides ; and as .the rise of 
tide is much affected by local circumstances, this latter must, in harbour, and up 
such rivers as the Severn, where the tide rises to an enormous height, be nearer to 
the general level of the sea. One rule given for obtaining the mean level of the sea, 
by reckoning ^rom low-waAer mark, is to allow one-third of the rise of the tide at the 
place of observation. The datum-level referred to in all the maps of the Ordnance 
Survey of Great Britain is that of the level of mean tide at liverpooL 

t At 206,265 feet distant, 1 foot subtends 1"; or at 1 mile it subtends 89'''06 
nearly. 
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was depressed 8' 85'' ; bat the axis of the instmmenty when at 
this station, was 6*5 feet above the groand, which height sabtends 
an angle of 18"-4 : this, taken from 3' 35", leaves 3' 16"-6 for the 
depression of the axis of the instroment. 

Contained arc 61,777 feet = 10' 6" nearly. 

Sum of depression, 4' r'-4 + 3' 16"-6 .... 7 18 

2 48 
Mean refraction 1 24 



which in this example is nearly -f of the contained arc. 

This, added to the depression at Allington Knoll, 3' 16"'6, gives 
4'40"*6 for the angle corrected for refraction ; which, being 22"*4 
leas than 5' 3", half the contained arc, the place of the axis of the 
instrument at Allington KnoU is evidently above that at the other 
station by 6*7 feet, the amount which this angle 22'''4 subtends. 
This, taken from 329, leaves 322*3 feet for its height when on 
Tenterden steeple, corrected both for refraction and curvature. 
The result would have been the same if these corrections had 
been applied separately^ as before described. 

Correction for curvature. 
D= 61,777 feet=li*7 miles, log. 1-0681869 

2 



136-89 = 2*1363718 
2 



3)273*78 



Curvature = 91*26 

Angle of depression, corrected for refraction : 
Sine 4'40"'6 = log. 7*1336617 
61777 feet 4*7908268 



84*406 1-9244886 



Then + 91*26 
- 84*406 



0*855 feet. 



a 2« 
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By employing the observation from Tenterden steeple, and 
estimating the refraction at 4- of the curvature, or using the ex- 
pression 4 D* for both corrections, the difference of level between 
these stations would appear about 12 feet greater; which shows 
how necessary it is, when accuracy is required, to ascertain the 
refi^action at the time hy reciprocal angles of depression or elevation. 
In another example (page 178, vol. i. "Trigonometrical Survey"), 
where the depression was observed to the horizon of the sea, the 
dip of the horizon* is calculated from the radius of curvature, 
and the known length of a degree. The difference between this 
calculated depression and that actually observed is, of course, due 
to refraction. 

To return to the subject of the different methods of taking 
sections of ground, either — 

By angles of elevation and depression with the theodolite. 

By the spirit, or water-level ; or the theodolite used as a spirit- 
level. 

By the old method of a mason's level and boning-rods, and also 
by the French reflecting level. 

The relative altitude of hills, or their heights above the level of 
the sea, or other datum, can also be ascertained by a mercurial 
mountain barometer; the Aneroid; Bourdon's more recently 
invented metallic barometer ; or approximately by the temperature 
at which water is found to boil at the different stations whose 
altitudes are sought. 

Levelling for sections by angles of elevation and depression with 
the theodolite is thus performed t : — The instrument is set up at 
one extremity of the line, previously marked out by pickets at 
every change of the general inclination of the ground, and a 
levelling-staff with the vane set to the exact height of the optical 



* The dip of the horizon would be equal to the contained arc, when seen fro 
objects on the spherical surfSsuie if there were no refraction, which is therefore equal 
to the difference between the depression and the contained arc. 

i* In taking sections across veiy brolun irregular ground intersected by ravines, 
this system of operation is recommended, as being much more easy and rapid than 
tracing a series of short horizontal datum lines with the spirit level. Where, how- 
ever, this latter instrument can be used with tolerable fiiciHty, it should always be 
preferred 
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axis of the telescope being sent to the first of these marks, its 
angle of depression or elevation is taken ; by way of insuring 
accuracy, the instrument and staff are then made to change places, 
and the vertical arc being clamped to the niean of the two readings^ 
the cross wires are again made to bisect the vane. The distances 
may either be chained before the angles are observed, marks being 
left at every irregularity on the surface where the levelling-staff 
is required to be placed, or both operations may be performed at 
the same time, the vane on the staff being raised or lowered till it 
is bisected by the wires of the telescope, and the height on the 
staff noted at each place. 

The accompanying sketch explains this method : — A and B are 
the places of the instrument and of the first station on the line 




where a mark equal to the height of the instrument is set up ; 
between these points the intermediate positions, rz, 6, c, d, &c., for 
putting up the levelling-staff, are determined by the irregularities 
of the ground. The angle of depression from A to B is observed, 
and if great accuracy is required tlie mean of this and the 
reciprocal angle of elevation from B to A is taken, and the vertical 
arc being clamped to this angle, the telescope is again made to 
bisect the vane at B. On arriving at B, after reading the height 
of the vane at a, 6, c, &c., and measuring the distances A «, &c., 
the instrument must be brought forward, and the angle of 
elevation taken to C ; the same process being repeated to obtain 
the outline of the ground between B and C. In laying the section 
down upon paper, a horizontal line being drawn, the angles of 
elevation and depression can be protracted, and the distances laid 
down on these lines ; the respective height of the vane on each 
staff being then laid off from these points in a vertical direction, 
win give the points a, b, c, &c., marking the outline of the ground 
A more correct way of course is to calculate the difference of level 
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between the stationsy which is the sine of the angle of depression 
or elevation to the hypothenusal distance AB considered as 
radius, allowing in long distances for curvature and refraction, 
which may be ascertained sufficiently near by reference to the 
tables. 

The distances, instead of being measured with the chain, may, 
if only required approximately, be ascertained by means of a 
micrometer, attached to 'the eye-piece of the telescope. 

Instead of only taking the single angle of depression to the 
distant station B, and noting the heights of the vane at the inter- 
mediate stations, a, b, c, &c., angles may be taken to marks the 
same height as the instrument set up at each of t/iese intermediate 
points, which will equally afford data for laying down the section ; 
but the former method is certainly preferable. 

The details may be kept in the form of a field-book * ; but for 
this species of levelling, the measured distances and vertical 
heights can be written without confusion on a diagram, leaving 
the corrections for refraction and curvature (when necessary) to 
be applied when the section is plotted. 

Wh^re a number of cross sections are required, the theodolite is 
particularly useful, as so many can be taken without moving the 
instrument. It is also well adapted for trial sections^ where minute 
accuracy is not looked for, but where economy both of time and 
money is an object. 

The theodolite is likewise used in running cfieck levels to test 
the general accuracy of those taken in detail tcith a spirit level. 
Beciprocal angles of elevation and depression, taken between 
bench marks t whose distances from each other are known, afford 
a proof of the general accuracy of the work ; and if these points 
of reference are proved to be correct, it may safely be inferred that 
the intermediate work is so likewise. 



• Brurs " Engineer Field Work," page 122. 

i* Marks on stumps of trees, mile or boundary stones, &c., or any convenient per- 
manent object on which the staff is placed to obtain the comparative level of these 
intermediate points of reference. They are useful either for the subsequent laying 
out of the detail of work, or for comparison in running check or trial sections. 
Bench marks should be conspicuously marked and clearly described in the field-book, 
that no doubt may arise as to their identity. 
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Instead however of observing reciprocal aQgles of elevation 
and depression between marks at measured distances, levelling for 
sections, where minute accuracy is required, is always performed 
with a spirit level or some instrument capable of tracing hori- 
zantal lines. The different instruments used for the purpose, and 
their adjustments will be first described, and the most approved 
methods of using them, and keeping the field-book, as well as 
plotting the detail on paper, will be afterwards explained. 

The species of level formerly in general use, termed the Y level, 
owes its name to the supports upon which the telescope rests. 
This instrument, as well as Mr. Troughton*s improved level, and 
the dumpy level introduced by Mr. Gravatt, are described at 
length in Mr. Simms' " Treatise on Mathematical Instruments.*' 
It is decidedly inferior to the two last mentioned, its only claim 
to notice when compared with them being the greater ease with 
which its adjustments are made, though this advantage is again 
partially negatived by the equal facility with which they are 
deranged. 

The first adjustment in the Y level is for the Urn of collimation ; 
the method is the same as that described in page 23 for the 
theodolite, half the error being corrected by the screws acting 
upon the diaphragm containing the cross hairs. 

The second adjustment, that of the spirit level attached to the 
telescope, is also similar to that for the theodolite.* After the 
air*bubble has been brought into the centre by the plate-screwsi 
the telescope is reversed in the supports, and if it has moved to 
either end of the level, it is brought back to its central position, 
one half by the screw at one end of the level, and the other half by 
the plate-seretcsy there being no vertical motion as in the theodolite. 
This correction will probably require two or three repetitions. 

The third adjustment is for the purpose of bringing the Y 
supports exactly on the same level when the previous corrections 



* Before adjusting the focus of the object-glass, that of the eye-piece should be 
always attended to, both in the spirit level and theodolite ; it should be drawn out 
till the cross wires are clearly defined, and there is no instrumental parallax ; so that 
on fixing their intersection on some distant object there may be no displacement of 
the contact on moving the eye sideways to the right or left. 
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have been made, so that the optical axis of the telescope may 
always revolve at right angles to the vertical axis of the instru' 
ment. This is effected by first levelling the telescope when 
placed over two o^^posite screws, and then turning it round so that 

p- i the eye-piece and the object-glass may change 

W places. If in this reversed position the bubble is 

no longer in the centre, it must be adjusted, one 




I half being done by turning the milled headed screw 

A, placed directly below one of the Ys, which is 
thereby raised or lowered in its socket, and the 
other half by the piate-serews. This operation must be repeated 
with the other pair of plate-screws, and care must be taken that 
the screw represented by A in the sketch is never touched except 
for the purpose of making this adjustment. 

In Troughton's instrument, the spirit level, being fixed to the 
telescope, has no separate means of adjustment, and the line of 
collimation must therefore be determined by its amatance. The 
telescope also, being bedded in a sort of frame, cannot be reversed 
end for end ; the level is first adjusted by correcting half the 
error when turned round, by the screws which act upon the 
supports, and half by the plate-screws ; the line of collimation is 
then made to agree with the corrected level by noting the height 
of the intersection of the cross wires on a staff about 200 or 300 
yards distant. The instrument and the staff are then made to 
change places, and if the difference of level remains the same, the 
optical axis is already correct; if not, half the difference of the 
results must be applied to the observed height of the vane on the 
staff, and the cross wires adjusted to this height by means of the 
screws of the diaphragm at the eye-piece of the telescope. 

A pool of water furnishes another easy mode of adjusting the 
line of collimation. A mark being set up at any convenient 
distance of exactly the same height above the surface of the water 
as the instrument adjusted for observation, the cross wires have 
only to be made to intersect each other at this point. 

The adjustments of Mr. Gravatt's level (the best of the three) 
are nearly similar ; and will be found described by himself, in Mr. 
Simms* little work, already quoted.* 

• Also in page 187 of Mr. Braff's "Engineering Field Work." 



I 
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The French water level is much used on the Continent in 
taking sections for military purposes. It possesses the great 
advantage of never requiring any adjustmenty and does not cost one- 
twentieth part of the price of a spirit level. From having no 
telescope, it is impossible to take long sights with this instrument, 
and it is not of course susceptible of rert/ minute accuracy ; but, on 
the other hand, no gross errors can creep into the section as 
may be the case with a badly-adjusted spirit level or theodolite, 
the horizontal line being adjusted by nature without the inter- 
vention of any mechanical contrivance. As this species of level 
is not generally known in England, the following description is 
given, which with the assistance of the sketch, will enable any 
person to construct one for himself without farther aid than that 
of common workmen to be found in every village.* 

fl 6 is a hollow tube of R Q 

brass about half an inch in n M^ 

diameter, and about three U t ~ — Hlli* 

feet long, c and d are short 

pieces of brass tube of larger 

diameter, into which the long 

tube is soldered, and are for 

the purpose of receiving the 

two small bottles e and /, 

the ends of which, after the 

bottoms have been cut off by tying a piece of string round them 

when heated, are fixed in their positions with putty or white lead, 

— the projecting short axis g works (in the instrument from which 

the sketch was taken) in a hollow brass cylinder h, which forms 

the top of a stand used for observing with a repeating circle ; but 

it may be made in a variety of ways so as to revolve on any 

light portable stand. The tube, when required for use, is filled 

with water (coloured with lake or indigo), till it nearly reaches to 

* Tlie instrument from which the sketch was made was constructed for me by 
an ironmonger in Chatham ; I have tried it against a very good spirit-level, and 
foimd the results perfectly satisfactory. This water-level is now constantly used on 
the Ordnance Survey for interpolating horizontal contours at vertical intervals of 
25 feet between the more coiTect contours traced at gi*eater distances apart by the 
spirit-level. 
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the necks of the bottles, which are then corked for the con- 
venience of carriage. On setting the stand tolerably level by the 
eye, these corks are both withdrawn,* and the surface of the water 
in the bottles being necessarily on the same level, gives a hori- 
zontal line in whatever direction the tube is turned, by which the 
vane of the levelling-staff is adjusted. A slide could easily be 
attached to the outside of c and d, by which the intersection of 
two cross wires could be made to coincide with the surface of the 
water in each of the bottles ; or floats, with cross hairs made to 
rest on the surface of the fluid in each bottle, the accuracy of their 
intersection being proved by changing the floats from one bottle 
to the other: either of these contrivances would render the 
instrument more accurate as to the determination of the hori- 
zontal line of sight ; though one of its great merits, quickness of 
execution, would be impaired by the first, and its simplicity 
affected by either of them. For detailed sections on rough ground 
where the staff is set up at short distances apart, it is well qualified 
to supersede the spirit-level, and is particularly adapted to tracing 
contour lines: which operation will be described in its proper 
place. 

A mason's level and boning-rods also answer very well for 
taking sections where no better instruments are at hand, and are 
used as described below. 

A horizontal line is obtained by driving two pickets (1 and 2) 
into the ground, and applying a large mason's level to their heads 
which should be previously cut square. The pickets 2 and 3, 
3 and 4, &c., can be levelled in the same manner, as far as may be 
necessary to obtain a correct horizontal line for a short distance ; 

but if any considerable 
length is required, two 
boning - rods, of about 
three feet long, with a 
cross piece at the top, 
are placed on the heads 
of any two of the pickets already levelled, and the vane of a staff 

* Those corks mnst be drawn carefully, and when the tube is nearly level, or the 
water will be ejected with violence. 
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raised or depressed at any required point, till it is on a level with 
the tops of the boning-rods. The reading of the staff will give 
the respective depths below the level of the heads of the rods, the 
heights of which must be subtracted. Boning-rods are chiefly 
used in laying out slopes in military works, and for setting up 
profiles to direct working parties. A slope of 5 to 1, for instance, 
is laid out by measuring 5 feet from a towards i, and driving the 
head of the picket at the end nearest h^ one foot lower than that 

at a; the heads of boning-rods, ^^i :::-r.-»^ 

of equal height, placed on the '*r"^^II^?^^^^^^ 

tops of these pickets, are evi- ""' ^^^f^^^"^^^^^ 
dently on a slope of 6 to 1. ^^^^^^ 

The last description of instrument used for levelling is the 
French " Reflecting Level," invented by Colonel Burel ; a des- 
cription of which is given in the second volume of '' Professional 
Papers of the Royal Engineers." 

The principle upon which this instrument acts is implied by 
its name. In a plane mirror the rays are reflected as though they 
diverged from a point behind the mirror, situated at precisely the 
mme distance in rear of its surfacBy as the object itself is in front. If 
the mirror be vertical, the eye and its image are on the same hori- 
zontal line ; and any object coinciding with these is necessarily on 
the same level. It appears then only requisite to ensure the 
verticality of a small piece of common looking-glass set in a frame 
of wood or metal, to be able without further assistance to trace 
contour Unes in every direction, or to take a section on any given 
line. The mirror A B, described in the paper alluded to, is only 
one inch square, fixed against a vertical plate of metal weighing 
about 1 lb., and suspended from a ring »», by a twisted wire n, so 
that it may hang freely, but not turn round on its axis of 
suspension. It can either be used for sketching in the field, 
being held by this ring at arm's length; or fixed for greater 
accuracy in a frame which fits upon the top of the legs of a 
theodolite, with a bar of metal like a bent lever pressing so 
slightly against it from below, that it may check any tendency to 
oscillation, and at the same time not prevent the mirror from 
adjusting itself vertically by its own weight. The accompanying 
sketch will render this description more intelligible. 
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The required verticality of the plane of the mirror is thus ascer- 
tained : a level spot of ground is chosen, where it is suspended 

in its frame (or any temporary stand) 
40 or 50 yards from a wall, and the 
prolongation of the line of sight Jrom 
the eye to its image, coinciding with a 
fine silk thread across the centre of 
the mirror, is marked on the wall, 
which is visible through a small open- 
ing p, in the metal frame. The mir- 
ror is then turned round, and the 
observer, placed between it and the 
wall, with his back to the latter, notes the spot where the ifnage of 
his eye coincides with the reflected wall above or below the former 
mark. The mean distance between these two points is assumed 
and marked, and by turning the screw r, the centre of gravity of 
the mirror is altered until the image of the eye coinciding as before 
with the silk thread agrees also with this central mark on the 
wall. It would perhaps be a better plan to send an assistant some 
distance behind the mirror with a levelling-staff the vane of which 
could be raised or lowered to coincide with the line of sight ; on 
reversing the mirror (the staff remaining stationary) the vane 
would be again moved, until its reflected zero mark is cut by the 
thread on a level with the image of the eye, and finally, the 
mirror adjusted by the screw to the mean between these two 
heights ; this method admits apparently of greater nicety than a 
chalk mark on a rough wall. 

The reflecting- level is not generally known in this country ; 
but for many purposes it is superior to any other description of 
instrument, particularly for tracing contour lines on the ground in 
a military sketch. It is peculiarly simple in its construction, is 
easily managed, easily adjusted, is not liable to have this adjust- 
ment deranged, or to be injured by a fall ; is from its size, more 
portable than any other instrument, and can be used either held 
at an arm's length, or at a distance of several feet, in which 
position the length of the line of sight ensures the greatest 
accuracy. 

The levelling-staff, a necessary accompaniment to each of the 
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species of levelling instruments described, was formerly made 
with ft sliding vane to move up and down a staff graduated to feet 
and decimals, or feet and inches; this was effected by a string 
and pulley, or the staff itself was made in two or three pieces, 
each of the upper pieces sliding in a groove in the one next below 
it. For any height less than the length of the first piece 
(generally about 6 feet) the vane was slid up or down with the 
hand ; but for a greater height, the second piece, with the vane at 
the top, was moved up bodily till the centre of the vane was cut by 
the line of the optical axis of the instrument, when the height was 
read on another scale graduated downwards from the top on the 
side of the lower joint of the staff. A description of staff was 
however introduced some years ago by Mr. Gravatt, and has been 
since improved upon, on which the divisions (in feet and decimals) 
are marked so distinctly that they can be read by the observer 
icithout the me of a vane, or the necessity of trusting to an 
assistant ; the figures are inverted to suit the inverting telescopes 
now generally used^ and instead of moving about a heavy iron 
tripod on which to rest the staff, a species of shoe with a hinge is 
attached to it which allows the face to be turned round in any 
required direction without the staff being moved off the ground. 
Though much more convenient and less liable to mistakes in 
reading than the old species of staff, the same minute degree of 
accuracy cannot be obtained with it. 

To proceed to the method of using the spirit-level or other 
instrument for tracing horizontal lines, and also of keeping the 
field-book in levelling for sections. In the system formerly pur- 
sued, the instrument was set up at one end of the line A, of which 
a section was required ; and having ascertained the accuracy of 
its adjustments, and levelled it by the plate-screws, an assistant 
was sent forward with the levelling staff to the first station, and 
the difference between the height of the vane when intersected by 
the cross wires of the telescope, and the height of the optical 
axis of the instrument from the ground gave of course the 
difference of level between these two points. The distance was 
then measured and entered in the field-book, and the level moved 
on to the first station, the staff being sent on to the second, where 
the same process was repeated. 
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It is self evident that this manner of levelling is vitiated by the 
errors of curvature and refraction, which, if not allowed for in a 
long section, would in the end produce a considerable error. 




But the necessity for these corrections is avoided by simply 
placing the instrument half-way between the two stations, and 
either in the line of section, or on one side of it. 

Thus the level * being set up, as in the figure at a, the difference 
between the reading on the staff set at the back station A, and at 




the forward station (1), gives at once the difference of level 
between the ground at these points without any correction for 
rejracticn or curvature, and also without taking into account the 
height of the instrument ; a slight error in the line of coUimation 
of the telescope also does not impair the results, as the elevation 
or depression of the optical axis would have the same effect on 
both staves ; whereas in levelling entirely by the fortcard station 
the least error in the adjustment of the instrument is fatal to the 
accuracy of the section, being always carried on, whether additive 
or subtractive. This assertion, however, supposes the instrument 
to be exactiy equidistant from the two stations, which in ground 
having a great inclination is often impossible; nevertheless, by 
good management, any reference to the table of curvature and 
refraction may generally be avoided, and if this correction is 



* By haying two assistants, 'widi levelling-stayes, one for the back and the other 
for the forward station, much time may be sayed. 
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necessary, it should be made merely for the difference between 
the distances. 

In keeping the detail in the field, the horizontal and vertical 
distances are sometimes written on a sort of rough diagram, as 
recommended in levelling by angles of elevation and depression 
with the theodolite ; but the most general and best plan is to 
enter all the dimensions in the field-book, particularly if the 
distance to be levelled is considerable, and references are made to 
bench-marks. There are slight differences in the modes in which 
this field-book is kept, but the following example, with the des- 
cription below, will show the usual method of entering the details, 
so as to render them at once available for transferring to paper :* — 



.9 



250 
200 
250 
270 

200 
250 
B.1L 
300 
250 



Back 
Sight. 



2-85 

8-56 

10-84 

14-55 

0-98 
8-62 
1*28 
2*23 
0-20 



Fore 
Sight. 



48*06 



14-55 
9-58 
6*21 
0*25 

1-67 
14-54 
18-45 
12-05 
18-55 



— I Rise. 



FaU. 



12-20 
6-02 



85-85 
48-06 



87-79 



418, 
14-30 

8*81 



26-4 



10-92 

12-22 

9-82 

18-85 



64-58 
26-74 



87-79 



0-21 
8-82 



12-20 
18*22 
1409 



2-40 
14-62 
24-44 
87*79 
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Commenced at bench-mark A. 

Crones hedge into road. 
Bench-mark on oak tree^ inhedge 
doie to fonrth milestone. 



B.1C. (mnllofeanalloek. 
Mark centre of road. 



This table almost explains itself: the first column headed 
'' Distances," contains the distances measured between each place 
where the staff is put up.t The second and third columns are for 



♦ For more detailed instructiona on the method of levelling for and plotting 
sections see Mr. Simms' work. Where veiy great accuracy is required, the level is 
always read over a second time, the instrument being thrown out of adjustment and 
readjusted— a certain amount of difference only is allowed — about -008 ft. A 
levelling staff, with an improved vane, is also used, instead of the now common staff 
without a vane. 

'^ Where only lineal distances or sectional areas are required, a chain of feet is tlie 
most convenient for use, instead of the Gunter's chain used for determining super- 
ficial aieas in acres. 



n 



96 LEVELLING. 

the readings of the sta£F at each back and forward station, the 
differences between each of which are entered under the foorth 
and fifth columns, headed + and — : under the two last, 
headed ^' Rise " and ^* Fall," are carried out the total rise or fall of 
each place where the staff was placed above or below the starting 
point, — The bench-mark at the end of the fourth station being in 
the line of the section^ the distance is entered as usual ; but that at 
the seventh, being out of this line, and its level merely ascertained 
for a future reference, there is no dimension entered in the 
column of "Distances," so that is not plotted in the section. 
Under the head of '*' Remarks " are noted the bearings* of the 
different lines of the sections if required to be laid down on a 
plan, the references to bench-marks, cross-sections, and other 
information that may subsequently prove useful. If the instru- 
ment is placed in the direct line of the section, it will give an 
intermediate point on the ground between the staves, by measur- 
ing its height ; this requires again another column, and leads to 
confusion, without being of much benefit.^ The difference of the 
sum of all the back and forward sights should of course corre- 
spond with the difference between the quantities under the head 
of + and — , and also with the last reduced level, either rise 
or fall. 

In making trial sections with the spirit-level to ascertain the 
best line for a railway or other work, the same form applies as 
for sections for more particular purposes, either civil or military ; 
but the distances may be longer, as was observed when speaking 
of the theodolite. The same bench-marks should be always 
levelled up to in every trial section. 

In running check sections, to ascertain the accuracy of former 
sections, there is generally no occasion for measuring distances : 
and only a column for " back," and another for " fore " sights, 
with a third for remarks, are required. 



* A sepaiate column is often kept for *' Bearings ;*' and instead of the bearings 
and distance between each staff, the angles with the meridian, and the distances are 
sometimes taken between the instrumetU and each hack ani forward station ; which 
arrangement requires two columns for distances, aud two for bearings ; or instead of 
bearings, angles may be taken to some known object. 
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B.8. 


F.8. 


Bbmamb. 









At each bench-mark these columns may be added up, and their 
difference entered under the column of *' Bemarks." As already 
stated, check sections are more quickly taken with a theodolite 
by reciprocal angles of elevation and depression than by the 
spirit-level. 

In laying down a section on paper, particularly if the ground is 
of gentle slope and the section of considerable length, it is usual 
to exaggerate the vertical heights for the purpose of rendering the 
undulations of the surface perceptible, which necessarily produces 
a distorted representation of the ground. The horizontal scale is 
usually made an aliquot part of the vertical, that the proportions 
between them may be at once obvious. Scales of 25, 50, 100 or 
150 feet to one inch,* are appropriate for the latter, according to 
the degree of detail required in the section ; and the horizontal 
scale may be from i to -^V of either of them ; or even a less pro- 
portion* if the section is of great length, and the ground generally 




isuo' g «w 



VeriioAl acslo, 50 feet to 1 inch. 
Horizontal lOAle, 1000 feet to 1 inch. 




flat, as in the figure above, plotted from the specimen of a level- 
ling field-book in page 95. 



* The plotting scales, already alluded to, are yeiy conyenient for laying down 
sections; and Mr. Holtzapffell*s cardboard Engine-Divided Scales will be fonnd 
useful where a variety of scales are often required ; from their method of construc- 
tion, they can be sold at the low price of nin« shillinffa a dozen, of all descriptions in 
general use. If the paper is stretched on a rectangular board, and two of these 
scales are placed along two of the sides at right angles to each other, the horizontal 
and vertical distances can be laid down with a T ruler and angle without using the 
compasses. 



98 LEVELLINa. 

The horizontal line from which the vertical distances are set off 
may be either on a level with one end, or some one point of the 
section ; or a datum line may be drawn any number of feet above 
or below this line, exceeding the mm of all the vertical heights : this 
latter arrangement makes all the dimensions reduced for plotting 
either plm or minus. Laying off intermediate horizontal and 
vertical distances should be avoided in plotting sections; the 
former ought always to be measured from the commencement of 
the section with as few interruptions as the length of the line will 
allow, and the latter from the datum line. Both horizontal and 
vertical distances should, particularly in a working section, be 
written legibly on the drawing. 

Trial sections that have been run for the purpose of ascertain- 
ing the best of several routes for a railroad, canal, or other work, 
should invariable/ be all plotted on the same scale and paper, and 
from the same datum line; and commencing at, and having 
reference to, tlie same points as bench-marks. By this arrange- 
ment their comparison by the eye is facilitated. 

Cross or transverse sections are sometimes plotted above, and 
sometimes belaiv the longitudinal section : and if only extending 
a few feet to the right and left, they are occasionally plotted on 
the line of section : but, if numerous, this last method causes a 
confused appearance in the drawing. 

A method of combining plan and section has lately been intro- 
duced by Mr. Macneil, for the purpose of giving a popular 
representation of the quantity of excavation and embankment at 
any part of the section of a line of railway, the direction of which 
is shown on the outline plan of the country through which it 
passes by a thick black line, supposed to represent a vertical 
section of the rail. From the accurate section previously drawn, 
the heights of the embankments and depths of excavation at the 
different parts of the line are transferred to this datum line on 
the plan ; and these quantities being tinted with different colours, 
or if engraved, represented the one with vertical, and the other 
with horizontal lines, show at a glance the general relative pro- 
portions of cutting or embankment, as in the annexed figure. 

The dark line in both figures represents the surface of the rail- 
road or embankment. 
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To those nnaccnstomed 
to the use of sections, 
this simple contrivance by 
which they are rendered 
intelligible is particularly 
useful, and has been or- 
dered to be adopted in all 
plans for railways sub- 
mitted to the House of 
Commons. Of course it 
is only intended to give a 
general idea of the quan- 
tity of work on any line of 
road, railroad, or canal, 
and to be explanatory of 
the report and estimate. 

The section which has 
always to accompany this 
species of plan must be 
plotted on a scale, the 
horizontal distances being 
not less than 4 inches to 1 
mile, and the vertical not 
less than 100 feet to 1 inch. 
A line must also be drawn 
on the section represent- 
ing the upper surface of 
the rails. At each change 
of inclination the height 
above some datum plane 
must be shown, and also 
the rates of the slopes, and 
the distances for which 
these gradients are main- 
tained. The height of the 
railway over or under any 
turnpike road, navigable 
river, canal, or other rail- 
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way, is likewise to be marked at the crossing. A variety of pre- 
cautions and regulations are enforced by the ^' Standing Orders " 
relative to the construction of railways ; and there are numerous 
other details connected with them, for which reference must be 
made to some of the numerous excellent practical works devoted 
solely to this branch of civil engineering. 

Numerous transverse sections are required for computing the 
relative proportions of embankment and excavation* on any work, 
which operation is much facilitated by the use of Mr. Macneil's 
ingenious tables, calculated upon the " Prismoidal Formula/* 
which shows the cubic content of any prism to be equal to the 
area of each end + four times the middle area, multiplied hy the 
length and divided by 6 ; whereas the common methods of taking 
half the sum of the extreme heights for a mean height, or of 
taking half the sum of the extreme areas for a mean area, are both 
erroneous ; the first giving too large a result, and the second too 
little. 

Mr. Haskoll also gives very useful tables for the calculation of 
the areas of cross sections in the 2nd vol. of his '* Engineer's 
Railway Guide;'' a book containing full information upon all 
subjects connected with the laying out and construction of railway 
works. 

The last description of levelling by the spirit-level to be noticed, 
is the method of tracing instrumentally horizontal sections termed 
*^ contours/' either round a group of isolated features of ground 
for the formation of plans for drainage, sanitary, railway, or other 
engineering purposes — ^models or plans of comparison for military 
works, &c. ; or over a whole tract of country with the view of 
giving a mathematical representation of the surface of the ground 
in connection with a national, or other extensive and accurate 
survey. 

As regards the first of these, the tracing instrumental contour 
lines round any limited feature, or group of features of ground^ 
the manner of proceeding is very simple. The site must be first 



* Of the greatest possible consequence, both for the sake of avoiding UQnecessary 
expense, and of laying out the work to the best advantage. Valuable infonnation 
upon this subject will be found in Mr. Macneil*s work. 
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eareftilly examined, and those slopes that best define the con- 
figuration of the surface, particularly the ridge and watercourse 
lines, marked out by rods or long pickets at such distances apart 
as may appear suited to the degree of minutise required and the 
variety in the undulations of the ground. Where no such marked 
sensible lines exist, the rods must be placed where they can most 
readily be observed, being necessary as guides for the levelling 
staff during the subsequent operations. An accurate survey of 
the ground on which the positions of these rods are shown is then 
to be made. This should be laid down upon a scale proportioned 
to the purposes for which the plan is required, and to the vertical 
interval by which the contour lines are to be separated. 

The scale for towns now adopted on the Ordnance Survey is 
7^ or 10*56 feet to 1 mile, which is sufiiciently large for most 
engineering and municipal works, but can be increased if necessary 
for illustrating projects for drainage, or for the supply of water by 
pipes, &c. Estates are generally laid down upon a scale of 3 or 4 
chains to 1 inch. For the larger scales the contour lines may be 
traced at equidistant vertical intervals of from 2 to 10 feet where 
the scale of the plan varies from 50 to 500 feet to 1 inch. This 
plan of the ground should be in the hands of the surveyor on 
commencing his contouring, as it will be of considerable assistance 
during the operation, and it is also desirable that sections should 
be run from the level of some fixed plane of comparison along the 
principal and best-defined lines marked out by the rods alluded 
to, leaving pickets at the vertical intervals assigned to the 
contours. These pickets serve as tests of the accuracy of the 
work as it progresses and as starting points for fresh contours. 
The staff is now to be held at one of the pickets, the spirit-level 
(or theodolite used as a spirit-level) being so placed as to command 
the best general view of the line of level, and adjusted so that its 
axis may, when horizontal, cut the staff; and the vane (for a 
levelling staff of this description is required) raised or lowered 
till it is intersected by the cross wires of the instrument. The 
staff with the vane kept to this height is then shifted to a point 
about the same level between the next row of ranging rods not 
more than 12 or 15 chains distant from the spirit-level, on account 
of the correction that would otherwise be required for the curvature 
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of the earth (about one inch in 10 chains), and moved up and 
down the slope till the vane again coincides with the wires, when 
another picket is driven. This process is continued until it is 
found necessary to move the level to carry on the contour line to 
the extent required. 

The same operation takes place with the contours above and 
below that first laid out ; and where any bench-marks or points, 
the level of which may be of importance, come within the scope of 
the spirit-level, they should be invariably determined. 

Where the vertical interval is small, the pickets upon more 
than one line of contours can often be traced without shifting the 
position of the instrument if the levelling stajff is of sufficient 
length. Too much should not however, be attempted at one time. 

With regard to the second division of this subject, the tracing 
instrumental contours in connection with a national survey, the 
best instructions that can be given is a brief outline of the mode 
followed on the Ordnance Survey. 

The ground between each of the trigonometrical stations is 
carefully levelled with a spirit-level, pickets being left at con- 
venient intervals for the contours to start from. The surveyor to 
be employed in tracing these contours is furnished with the 
absolute altitudes of the pickets, or those of bench-marks out of 
the direct line between the trigonometrical points if they have 
been so left in preference, from which he has to level up or down 
to the contour height from whence he is to commence. With a 
theodolite or spirit-level he then traces the contour lines round 
the hill features in the manner already described, levelling to 
certain other bench-marks whose positions have been given to 
him, but of whose altitudes he is not informed in order that a 
check may be established upon his work, the position of the 
contour lines being recorded in a field-book with reference to the 
measured detail of the houses, fences, &c., in a close country ; or 
by transverse lines in open uncultivated ground. 

The whole of the altitudes for the foundation of the contour 
lines are determined by levelling with the spirit-level, the calcu- 
lated heights obtained by angles of elevation and depression 
during the progress of the survey not being considered suffi- 
ciently accurate for the work as it is now performed : — the vertical 
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distances between the contour lines thus traced out on the Ord- 
nance Survey (now published on ^he scale of 6 inches to 1 mile, 
or 880 feet to 1 inch), yary according to the altitude above the 
sea, and as the character of the ground is steep or fiat — from 25 
to 250 feet. These contours are however interpolated with inter* 
ihediate horizontal lines run with the water level generally at the 
constant fixed vertical intervals of 25 feet. 

By assuming the level of the sea as the datum plane from which 
these progressive series of contours are to reckon, the altitudes of 
the several horizontal sections above that point are at once repre- 
sented, which is a more useful and practical arrangement than the 
system adopted by the French (who first introduced this method 
of delineating ground), of fixing upon some imaginary plane of 
comparison above the highest parts of the plan, similar to the 
mode stiU practised with ordinary sections. 

On surveys where pretensions are not made to such extreme 
mathematical precision, horizontal sections at distant vertical 
intervals may be traced with the theodolite or spirit-level, and the 
intermediate contours filled in by the eye ; to perform which with 
tolerable accuracy, with the assistance of the instrumental con- 
tours previously marked by pickets on the ground, becomes after 
a little practice an operation of no great difficulty. 

Even in surveys where the delineation of the surface of the 
ground is to be represented entirely by sketching on the hori- 
zontal system, as described in page G5, a few distant instrumental 
contours very much facilitate the work, and give it a character of 
truth and certainty that could not otherwise be looked for. 

Fig. 1, Plate 8, illustrates the method of tracing and sur- 
veying the contour lines when the operation is carried on between 
the separate secondary triangles on an extensive survey. As has 
been remarked however, there is no necessity for following this 
system of working rigidly within the boundary lines of these 
triangles, as bench-marks established at any convenient spots 
out of the direct line connecting two trigonometrical stations, 
answer just as well for checks upon the progress of the work, and 
for datum points from whence to commence, and upon which to 
close the work. 

Supposing, for instance, the altitudes of the trigonometrical 
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points B, Cy Dy liad been previously ascertained to be respectively 
625, 570, and 282 feet above the level of the sea, and that the 
instrumental contours were required to be marked at equal vertical 
intervals of 50 feet above that level. Starting from either of these 
points, say C, in the direction of C B, mark the level of the nearest 
line of contours, which in this case would be 20 feet below C ; and 
then the points where every difference of altitude of 50 feet would 
cut the line GB (500, 450, &c.). On arriving at B a check is at 
once obtained upon the section that has just been run ; and the 
error, if any, can be corrected upon the spot. The other sides of 
the triangle, B D and D C, are then levelled in the same manner; 
the connection of the corresponding contour lines cutting each 
of them traced out by the spirit-level ; and their position in plan 
laid down, either by traversing, or by reference to points and lines 
already surveyed and plotted. The places of many of these 
contour pickets can generally be ascertained whilst the levelling is 
in progress, by measuring their distances from the instrument 
and observing the angles made by them and the trigonometrical, 
or other known points. For this and other methods of obtaining 
their positions in the readiest manner no fixed directions can be 
given, as they must vaiy in .different localities ; an^ nothing but 
practice will render a surveyor capable of availing himself of the 
many opportimities he will constantly meet with of simplifying 
his operations by the exercise of a little forethought and judgment. 

If, instead of confining the process of contouring within triangles, 
the altitudes of any points, a, b, c, d, &c., had been determined by 
levelling, and given to the surveyor as his starting points ; he has 
only to level from one of them to the required altitude of the 
nearest contour line, either above or below him, and then proceed 
to carry this level round the hill features as in contouring isolated 
surveys. In very hilly or broken ground this system would appear 
preferable to that of working within the limits of regular figures, 
as the whole operation is made to depend more upon the marked 
natural features of the country. 

It is hardly necessary to enumerate the advantages of a system 
of horizontal contours traced thus accurately upon the plans of a 
national survey. Not only can the best general lines of directions 
for roads, canals and railways, conduits for the supply of water, 
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drainage pipes, &c.) be ascertained without the trouble and expense 
of trial sections ; but accurate sections^ for whatever purpose re- 
quired, may be traced to any extent across the country in all 
directions. Had this system been adopted on the Ordnance 
Survey of England thirty years ago, an incalculable saving would 
have been effected on all the trial lines run to ascertain the best 
practicable directions for the railways that now intersect this 
country. 

Another use to which contour lines traced round any limited 
extent of ground can be applied is the formation of models for 
military or other purposes, though the contour plan itself affords 
far more accurate data for reference than can be obtained from the 
model, the dimensions of which being derived from the plan, are 
like all copies more liable to be vitiated by errors than the 
originals. 

To construct these models an outline of the plan is pasted upon 
a flat board of seasoned wood or other material, the points at which 
all the vertical heights have been determined being marked upon 
the orthographic projection. Vertical standards of copper, zinc, or 
any other metal, are then inserted into the board at these points 
and cut off at the proper heights. The level of the board forms 
the lowest horizontal plane — ^that of the sea at low water, if the 
ground to be represented is contiguous to the coast ; — and the tops 
of the highest set of rods the superior plane of contours. The 
intervals between these pieces of wire are filled in with composi- 
tion or modelling clay which is worked carefully to the level of 
the tops of the rods, and then with a small flattening tool or the 
hand, moulded so as to represent as nearly as possible the irregu- 
larities of the surface of the ground ; the representation will be 
more or less perfect in proportion to the smallness of the vertical 
intervals between the successive series of contours. 

In some cases, particularly when the scale of the model is 
small and the character of the country of slight elevation, it is 
found desirable to increase the vertical scale, making it some 
multiple of the horizontal ; this of course produces an unreal, and 
more or less exaggerated representation of the ground. 

Where the contours have been run at considerable vertical 
intervals, and the surface sketched by the eye between them, tho 
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sketch will be found of much assistance in shaping the surface of 
the model. 

From this model, if a mould in plaster of Paris is made, any 
required number of casts can be taken, which if properly prepared 
with isinglass or size, may be coloured and have delineated on 
their surfaces, references, boundary lines, &c., for geological pur- 
poses. These models are eminently useful, but they should be 
made of small detached pieces, representing the different divisions 
and characters of the ^ata. 

By the aid of a contoured plan, many problems can likewise be 
worked out without the aid of vertical sections ; from among 
others the five following are selected as of practical utility : * — 

1. To find the direction of the slope and the inclination of a plane 
passing through three given points ABC, not in the same straight 
line. — Fig, 2, Plate 8. 

Divide the line A C, joining the highest and the lowest of the 
given points, so that the two parts may bear the same proportion 
to each other as the numbers expressing the difference of level 
between the third point and each of the other two ; that is, make 
A D : D C : : A/n/B : B/n/C ; D will then be on the same level as 
B ; and D B will be a horizontal of the plane required. 

2. To find the scale of a plane which shall pass through two given 

points and have a given inclination. 

This inclination determines the interval in plan between the 
contours passing through the two given points. With one of 
these points as a centre, and that interval as radius, describe a 
circle, the tangent drawn to which from the other point is a hori- 
zontal of the plane required. If the distance between the points 
is less than the necessary interval between the contours, this 
problem is of course impossible ; and when possible it admits of 
two solutions. 



• Tlicse problems are taken from a paper on Contour Plans and Defilade, by- 
Colonel Harness, extracted principally from the "Memorial du G^nie." 
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3. To find w/uitpart of a given surface is ekvated above a given plane. 

The intersection of the horizontals of the plane with the 
contour lines at corresponding levels of the surface above, 
denotes, as seen in Fig. 3, the portion of the surface rising above 
the plane. 

4. To find the intersection of two planes. 

Produce until they meet two or more contours, having corre- 
sponding levels of each; the line joining the points of meeting 
will be that of intersection. If the contours of the two planes be 
parallel, their intersections, being a horizontal of each plane, will 
be known if one point in it be found. 

5. To find in aplane, given by its scale of slope ^ a straight linn, which, 
passing through a given point in the plane, shall have a given incli- 
nation less than that of the plane {Fig. 4). 

Trace a contour of the plane having any convenient difference 
of level above or below this point. With that point as a centre, 
and with the base due, with the required inclination of the line to 
the assumed difference of level as a radius, describe an arc cutting 
that contour. The line drawn through their intersections and the 
given point will have the required inclination. 

By the above problem a road up the side of a hill represented 
by contours, can be traced so as not to exceed in any part a given 
inclination. 

The application of contours to the object of defilading a work 
to secure its interior from fire (almost the first use to which they 
were applied) can hardly be entered upon here. The subject is 
fully treated by many French authors on fortification; and 
extracts from Captain Noizet's paper, in the " Memorial du 
Genie," will be found in the sixth volume of the Koyal Engineers* 
Professional Papers.* 

The method of measuiing altitudes by the barometer and the 
temperature of boiling water is reserved for the next chapter. 

* See also^the chapter upon Defilade in Captain Macanlay*s ** Field Fortification/* 



CHAPTER VII. 

LEVELLING CONTINUED. 
MOUNTAIN BABOMETEB, ETC. 

The Mountain Barometer presents a method of determining 
comparative altitudes not susceptible of so much accuracy as 
those already described, but far more expeditious when applied to 
isolated stations separated from each other by considerable 
distances. It is also capable of being used extensively by one 
individual ; and the observations if performed with care will in 
most cases give results very near the truth. The instrument as 
made at present is very portable, though liable to injury in 
travelling if the proper precautions are not invariably taken, the 
most essential of which is that of always carrying the cistern 
inverted, and in this position tightening the screw* at the bottom 
of the cistern to prevent the oscillations of the mercury breaking 
the tube. In barometers considered of the best construction, and 
which are the most expensive, the surface of the mercury in the 
cistern is brought by a screw to the zero of the instrument, which 
marks the height at which it stood there when the scale was first 
graduated.! In others, not furnished with the means of effecting 
this adjustment, and in which the cistern is entirely enclosed from 

* Mr. Hewlett remarks that, in barometers where the bottom of the cistern is 
formed by a leather bag, the mercury should be forced np nearly to the top of the 
tube by the bottom screw, wlulst the instrument is held upright. It should then bo 
carefully inverted, in which position it must always be carried. When required for 
use, it should again be placed upright before the pressure of the screw against the 
bag is relaxed ; otherwise the bag is liable to be burst. 

t It is doubtful if this is any advantage : a barometer of this kind takes a long 
time to acljust and read ; and as a tangent to the surface of the mercur]( is required, 
both in the tube and the cistern, there are more chances of error in the observation. 
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viewy an allowance must be made to reduce the reading on the 
scale to what it would have been if the mercury in the cistern had 
been adjusted to zero. It is evident that this correction of the 
height of the column of mercury must be proportioned to the 
relative capacities of the cistern and the bore of the tube. 

Thus, supposing the interior diameter of the tube to be *1, its 
exterior '3, and the diameter of the cistern *9 inches; the ratio of 
the areas of the surfaces will be (81 — 9) 72 to 1.* The differ- 
ence, then, between the observed reading of the barometer, and 
that of the ^* neutral paint,'* which is the height at which the mer- 
cxiry stood in the tube above the zero mark of the cistern when the 
instrument was first made (and is alwajrs marked N P), is to be 
diminished in this proportion, and the quotient applied to the 
observed reading, additive when it is above this standard, and 
subtractive when below. The small correction for the capillary 
attraction of the glass tube is constant and additive, and is gene- 
rally allowed for by the maker in lajring off the neutral point, in 
which case no further notice need be taken of it. Should air by 
any means have found its way into the tube, it can if this is of 
large bore, be nearly got rid of by holding the barometer upright, 
with the cistern downwards, and turning the screw at the bottom 
as far as it will go without forcing. The instrument must then 
be sloped to an angle of about 45^, when more air will rush into 
the tube. If the screw is now unloosed, and the instrument held 
with the cistern upwards, at an angle of 45^, and gently tapped, 
the air will nearly all escape, the test of which is the mercury 
striking the top with a clear, find not a muffled sound, showing 
that the vacuum is nearly perfect. 

The principle upon which the density of the atmosphere, 
measured by the height of the column of mercury, is applied to 
the determination of comparative altitudes is too generally known 
to need explanation ; but the mere comparison of the observed 
heights of mercury at the places of observation will not suffice for 

* ThiB correction, termed the "eapacUyf" is generally ascertained by trial. A cer* 
tain quantity of mercury is first poured into the tube, which it fills to the height, say 
of 14*4 inches : this same quantity is then transferred to the cistemi and found to 
rise '2 inch. The capacity is therefore as 14*4 to % or 72 to 1 ; and this ratio is 
always marked by the maker on the instrument 
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the purpose, as every change of one. degree of temperature of 
Fahrenheit's thermometer causes an expansion or contraction of 
the fluid of -oW of its bulk, and all observation must be cor- 
rected on this account if made under different degrees of tempera- 
ture. The method of using the mountain barometer is shortly as 
follows : it is carried as before observed inverted until required for 
use, the cistern being always kept above the horizontal at an angle 
of at least 45°, when the screw at the bottom of the cistern being 
first turned until it no longer acts against the end of the tube, the 
instrument is reversed, and the gauge -point (if there is one) is set 
to zero. The index is then moved till its lower edge is a tangent 
to the globular surface of the mercury, the height of which in the 
tube is read off to -rsinr <^f ^^ ii^ch by means of tlie index vernier ; 
the thermometer attached to the imtnmient showing the tempera- 
ture of the fluid, and the detached thermometer that of the 
atmosphere at the time of observation, are also noted, together 
with the heights of the mercury. The following form is conve- 
nient, as containing the observations, and leaving a space for the 
results : — 



N.P. = 30-100 
^P- 68^37 



Lat. 51* 24'. 



Station. 



Higli- water mark 

PaiTide, Brompton Bar- 
racks 

Star urn 



Attd. 
Ther. 



61' 
60** 
67' -5 



Detd. 
Ther. 



58* 



57* 



W 



Observed 
Baro- 
meter. 



80 -405 



30-27^ 



30120 



Correc- 
tion for 
Capacity. 



•004 



•002 



Corrected | Differ- 
ence of 
LeTeL 




B 

80-278 

B 

30 120 



Remarks. 



It is of course preferable to have two barometers, and to 
make simultaneous observations, as during changeable weather 
dependence cannot be placed upon results obtained with only 
one ; particularly if any considerabk interval of time has elapsed 
between the comparison of the heights of mercury at the different 
stations. Even the method that has been suggested by Mr. Hew- 
lett of noting the tifne of each observation, ending the day's work 
at the spot where it was commenced, and then correcting the 
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readings of the barometer and thermometer at each station for the 
proportion of the total change between the first and last reading 
due to the respective intervals of time, cannot of course render 
observations taken with one barometer equal in accuracy to those 
observed simultaneously with two instruments, unless the rise or 
fall of the barometer, and particularly of the thermometer, was 
ascertained to have been uniformly progressive during the whole 
day. Observing however the barometer again at the first station 
at the close of the day has this advantage, that any great change 
during the period will be immediately detected, and the degree of 
dependence to be placed upon the observation made evident. The 
difference of readings, owing to these changes, will also be gene- 
rally subdivided among a number of observations, though instances 
may occur, where this caution, as regards the thermometer, will be 
productive of error in the result. There are several methods of 
calculating altitudes from data thus obtained. That according to 
a formula given by Mr. Bailey, in page 183 of his invaluable 
*' Astronomical Tables and FormulsB," is perhaps the most simple 
when a table of logarithms is at hand — it is deduced from the rule 
given by La Place reducing the French measures to English feet, 
and expressing the temperature by Fahrenheit's thermometer, and 
becomes by the use of the Table* in the next page A+C -l-log D. 
D being = log ^— (log i^'+B) where 

t represents the temperature of the air at the lower station. 

tf that at the upper. 

r the temperature of the mercury at the lower station. 

r' that at the upper. 

A the correction for temperature dependent upon t-k-tf. 

B that for the temperature of the mercury dependent upon 
r— /, and 

G the correction for the latitude of the place. 

* In Mr. Bailey^s table, the column B is calculated on the supposition that the 
thermometer is always the Jvighest at the lowest station, which in grecU altitudes will 
be the case ; but as the barometer may be used with advantage in a comparatively 
flat country, this omission has been remedied in a table published by Mr. Howlett, 
in the '* Professional Papers" of the Boyal Engineers, from which the column B has 
been taken. The more accurate method is to correct the barometer for temperaturef 
independently of the tables. 
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TABLE 



FOB DETEBHININa AIiTITXn>ES WITH THE MOUNTAIN BABOUETEB. 



Thermometer in open air. 


Thermometon to the 
Barometers* 




c 


A 


B 




t + V 




t + (f 




r-^t^ 


Highest 
at Lowest 


Lowest 
at Lowest 


Lati- 
tnde. 














Station. 


Station. 


W^M^Mi^^a 




40 
42 


4-76891 
4-76989 


110 
112 


4*80229 
4-80321 






















44 


4-77089 


114 


4-80412 





0-00000 


0-00000 





0*00117 


46 


4-77187 


116 


4*80504 


1 


000004 


9-99995 


5 


0*00115 


48 


4-77286 


118 


4-80595 


2 


0-00009 


-99998 


10 


0*00111 


50 


4-77888 


120 


4-80687 


8 


0-00013 


•99987 


15 


0-00100 


62 


4-77482 


122 


4*80777 


4 


00017 


•99982 
•99978 


20 


0*00090 


64 


4-77579 


124 


4-80869 


5 


0-00022 


25 


0-00075 


56 


4-77677 


126 


4-80958 


6 


0-00026 


•99974 


80 


0-00058 


58 


4-77774 


128 


4-81048 


7 


00030 


•99970 


85 


0*00040 


60 


4-77871 


130 


4*81138 


8 


0*00035 


*99965 


40 


0*00020 


62 


4-77968 


182 


4-81228 


9 


0-00089 


-99961 


45 


00000 


64 


4-78065 


184 


4-81817 


10 


0-00043 


•99956 


50 


9-99980 


66 


4-78161 


136 


4-81407 


11 


0-00048 


*99952 


65 


9-99960 


68 


478257 


188 


4*81496 


12 


00052 


•99948 


60 


9-99942 


70 


4-78858 


140 


4-81585 


18 


0*00056 


•99948 


65 


9*99925 


72 


4-78449 


142 


4*81675 


14 


0*00061 


•99940 


70 


9*99910 


74 


4-78544 


144 


4*81768 


15 


0*00065 


•99985 


75 


9-99900 


76 


4-78640 


146 


4*81851 


16 


0-00069 


-99980 


80 


9*99890 


78 


4-78785 


148 


4-81940 


17 


0*00074 


•99926 


85 


9*99885 


80 


4-78830 


150 


4-82027 


18 


0*00078 


•99922 


90 


9*99888 


82 
84 


4*78925 
4-79019 


152 
154 


4-82116 
4*82204 


19 
20 


0*00088 
0-00087 


•99917 
•99918 






^'K. I 


86 


4-79118 


156 


4-82291 


21 


0*00091 


•99910 


■2S ^a 


88 


4-79207 


158 


4*82379 


22 


0*00096 


•99904 


ill 


90 


4-79801 


160 


4-82466 


23 


0*00100 


*99900 


92 


4*79895 


162 


4-82553 


24 


0-00104 


•99895 


94 


4*79488 


164 


4-82640 


25 


0-00109 


•99891 




96 


4-79582 


166 


4*82727 


26 


00118 


•99887 


^ «&-i^ 


98 


4-79675 


168 


4*82813 


27 


0*00117 


•99882 


^ S <*4 1 


100 


4-79768 


170 


4*82900 


28 


00122 


•99878 


102 


4-79860 


172 


4*82986 


29 


0*00126 


-99874 


ii'S's + 
« s s + 


104 


4-79953 


174 


4-83072 


80 


0*00180 


•99869 


106 


4-80045 


176 


4*83158 


81 


00184 


•99865 


iK Jm mk 


108 


4-80137 


178 


4*83234 








* 



The following example taken from page 110 will explain the 
method of computation : — 

^=68°-^=57°-r=61''-/=60° 
j3= 30-409 -^'=80-278; latitude 61° 24'. 
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^ + ^ = 115 - from the table, A = 4-80468 
r -^ r' = 1 - „ „ B = 0-00004 

C = 9-99974 

log^ 30-409 . . . 1-48300 

flog /S' 30-278 1-48113-]^ 

L + B -00004/ 



1-48117 



D = 0-00183 



log D - 7-26245 
A — 4-80458 
C - 9-99974 



2-06677 = 116-6 altitude in feet. 



By a section taken with a spirit level, this altitude was found to 
be exactly 115 feet.* 

Altitudes are also very easily (but not always so correctly) 
obtained -by the tables in a pamphlet, entitled " A Companion to 
the Mountain Barometer," published by Mr. Jones, and sold with 
the instruments made by him. The barometrical observations 
are first brought to the same temperature by applying to the 
coldest a correction found in the first table for the difference t of 
the attached thermometers. The approximate height is then 
obtained by inspection, taking the difference between the numbers 



• Ajb a proof, however, that the results given by the barometer are not always to 
be depended upon when extended to very great distances, the observations consequent 
upon which occupy a considerable time ; it may be mentioned that Professor Parrott 
who was employed in determining by barometrical measurement the level of the 
Black Sea above that of the Caspian, made this quantity by a series of the most 
careful nmuUaneous observations in 1811 exactly 300 feet; the same operation 
•repeated by him in 1880 gave a resalt of only 3 or 4 feet. In 1837 this altitude was 
determined geodesically by the Russian Government to be 88*6, and was afterwards 
made by a French observer between 60 and 70 feet. 

i* In Mr. Joneses Pamphlet the centigrade thermometer is supposed to be used (the 
comparison of which with Fahrenheit's is given in Table 1§). The centigrade, or 
centesimal thermometer, derives its name from the interval between freezing and 
boiling water being divided into one hundred parts. It is adapted to the decimal 
system of measurement, and since the Revolution has been very generally used in 
Trance. Its zero, like that of Reaumur's, commences at the freezing point. 

I 
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corresponding to the corrected readings of the barometer from 
the second table. 

Lastly, the correction in the third table opposite to this result, 
multiplied by the mean of the detached thermometers, and added 
to the approximate height, gives the true difference of altitude. 
The same example as before is worked out by means of these 
tables, the temperatures being converted from Fahrenheit to the 
centigrade scale to correspond with the tables. 



Fahr. Cent. 

60 = . . 15-6 

61 = . . 16-1 

•5 
Table first . . . '0060 


Fahr. 

58 = 
67 = 


Cent. 
14-4 

13-9 

2)28-3 

14-15 

•45 From Table III., 

for approximate 

7075 altitude 110 ft. 
5660 


Correction applied "0030 
to coldest barom. 30*276 


30-281 


# 


6-3675 



In Table II. opposite 30-281 is 611 

opposite 30-409 501 



Approximate diff. of alt. . 
Add correction table 

True difference of altitude 



110 
6-3 



116-3 



Dr. Button's rule for the calculation of altitudes by the baro- 
meter is as follows : — First correct the heights of the mercury, or 
reduce them to the same temperature, increasing the colder, or 
diminishing the warmer, by -^Vir part for every degree of differ- 
ence between them as shown by the attached thermometer. 

2nd. Take the difference of the common logarithms of the 
heights of the barometer thus corrected, setting off four figures 
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from the left hand for integers, which will be an approximate 
height in fathoms. 

3rd. Correct the number last found for the atmospheric 
temperature shown by the detached thermometers as follows : — 
For every degree that the mean of the two diflfers from 31^, take 
so many ^^ parts of the fathoms above found, and add them if 
the temperature be above 31°, but subtract them if below, for the 
true difference of altitude in fathoms.* The same example as 
before is thus solved by this rule : 

57 
58 



80,278 
9600 


• 


•003 
30-278 add 


30-409 
80-281 


80281 logs. 
= 1-4830021 
. 1-4811702 



57-5 mean. 
81- subtract. 



26-5 



Approximante alt. fathoms 



18-319 
1116 



18-8x26 '5 
436 



= 1116 



True altitude in fathoms 



19-435 
6 



Or in feet 116,61 



Where no table of logarithms is at hand, the following rule is 

given in Mr. Howlett^s paper for the altitude : — 

,.-» , 48820 H- 58-4 x sum detached thermometers 

a = diff. bar. x ^-r 7 

sum of barometers. 

Approximate altitude m a ^ a (00006 x lat. in degrees). 

This is nearly correct up to 2500 ft. ; for a greater altitude 

apply the following correction : — 

r*« 1 11 t, /diff. bar.V 
True alt. = approx. alt. H- f approx. alt. + ( r — j 



* In this rule of Dr. Hatton*«, as in Jones's tables, there is no correction for 
latitude. One of the latter, I have also been informed, is erroneous ; but they will, 
at all events, give good approximate results, which is all that is generally required of 
the mountain barometer. 

I 2 
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The computation of heights from barometrical ohservations 
without the use of logarithms is also much facilitated by the aid 
of the following tables constructed by Mr. J. O. Farrell of the 
Ordnance Survey, which are applicable to all ordinary <;ases. 



TABLE I. 



Moan Reading of Barometer. 


Proportional Part 




for Hondreda. 
Subtract. 


t 

•8 

a 
25 


Tenths. 


•0 


•1 


'2 

995-0 


•8 


•4 

985-8 


•6 
980-5 


•6 


•7 


•8 


-9 


•02 
1-0 


•04 
1-9 


•06 
2-9 


-08 
3-8 


1004-9 


999-9 


990-1 


976-8 


971-1 


966-5 


961-9 


26 


957*4 


952-9 


948-4 i 944-0 '939-7 


930-4 


981-1 


926-9 


922-8 


918-6 


0-9 


1-7 


26 


3-4 


27 


914-4 910-5 


906-5 902-6 1898-6 


894-7 


890-8 


887-0 


883-3 


879-5 


0-8 


1-5 


2-3 


31 


28 


875-8 


872-1 


868-5 864-9 861-8 


857-8 


854-3 


850-8 


847-4 


844-0 


0-7 


1-4 


2-1 


2-8 


29 


840-6 887-2 


833-9 830-6 827-3 


824-1 


820-9 817-7 


814-5 


811-4 


0-6 


1-3 


1-9 


26 


80 


808- 3* 808-2 

1 


802-1 1 799-0 796-0 

1 


793-0 


790-0 787-0 


784-1 


781-2 


0-6 


1-2 1-8 

1 


2-4 



TABLE IL 



DifTeronce of 

Attached 

Tfaermometera. 


Mean of Detached Thermometera. 


Prop. Parte for Diflforenee of 
Attached Thermometers. 


Corrections in Feet. 


Diflbrenoe, 
Att. Therm. 


Prop. Parts. 


40* 


60' 


80" 


e 

10 
20 
80 
40 
50 
60 


e 

24 
48 
71 
95 
119 
143 


e 

25 
50 
74 
99 
124 
149 


• 

26 

52 

77 

103 

129 

155 


• 

4 
5 
6 
7 
8 
9 


Ft. 

10- 

12-5 

15- 

17-5 

20- 

22-5 



To use these tables add the tabiilar numT)er from Table I. cor- 
responding to the half sum of the readings of the barometers 
(corrected for instrumental errors) to the sum of the readings x>{ 
the detached thermometers, and multiply this sum by the differ- 
ence of the barometers — then from the product thus found 
subtract (or add if the reading of the upper attached thermometer 
be the greater) the correction from Table II. corresponding to the 
difference of the attached thermometers found in the column 
headed " Mean of detached Thermometers " which most nearly 
corresponds with their mean reading. 

The following example being the same as that worked out by 
Mr. Bailey's formula in page 110, shows the application of this 
simple rule. 
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BjUtoxniBfli 

At High-Water Mark 
Parade, Brompton Barracks . 



i Bum 
Difference. Barometers 



Attachu) Thibjcs. DflXAOHiD Tbebmb. 



80409 
50-278 

2)60-687 

30-343 



0-181 



61 
60 



58 
57 



mean 57 '5, 



Diff. !• 
Add from Table I. 797*8 



Sum . . 912*8 
Multiply by . -181 



JHS. Aitaohed Therms. 
Mean I>etached Therms. 



Prodact 



119-5768 



Prodact. 

lO.. \ 

^t.g > Correction, Table II. Subt 2-5 



Altitude 

True altitude by levelling 



117*0 feet. 
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This process is still further simplified by adding or subtracting 
as the case may be, 2i times the difference of the attached 
thermometers in lieu of the correction found in Table II. 

The well-known description of barometer, termed an Aneroid^ 
would if more accuracy and minuteness could be introduced into 
the mode of reading off the graduation of the dial by the indi- 
cation of the hand, be found a most valuable substitute for the 
mercurial barometer in the determination of moderate * altitudes, 
being much more portable, and not subject to the same derange- 
ment and risk of fracture by carriage as the other more delicate 
instrument. The pressure of the atmosphere is also the motive 
power in this, invention ; but its application is totally different 
from that of the barometer, as it is made to act not on the surface 
of a fluid, but upon the top of a shallow cylindrical metal box, 
from which the air has been exhausted and a small quantity of 
gas introduced into what otherwise would have been a vacuum, for 
the purpose of compensating (by its expansion with the increase 
of temperature) for the tendency to collapse consequent upon the 
loss of elasticity thereby caused in the metal. The top and 
bottom of the box are forcibly separated and kept in this state of 
tension by a plate acting as a lever,, the end farthest from the 
central point by which the box is supported resting upon a spiral 
spring. The increase or diminution of the atmospheric pressure 



* The very limited range of the instrument, as at present constructed— only 
2*5 inches below SO** — confines its power of measuring altitudes to about 2000 feet 
above the sea. 
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Upon the Burface of the box depresses or elcTatee tBis end of the 
lever, with which two other levers are connected ; the last acting 
by means of a piece of watch-spring on the roller upon the axis of 
which is fixed the hand that indicates upon the dial the degree of 
pressure ; a flat spiral spring also acts slightly upon this roller, 
always against the levers; and thus keeps the hand, which would 
otherwise remain stationary after being propelled to its &1II 
distance, in constant unison with the varying Suctuations of the 
atmosphere. 

In measuring altitudes by the aneroid' the same rules for calcu- 
lating the heights hold good as with the barometer ; hut in the 
present imperfect state of the instrument the precaution appears 
necessary to be attended to of ascertaining by trial the actual 
value in feet of the graduations on the dial ; and also the effect 
produced upon these results by any change of temperature, as 
different instruments will be found to vary in these particulars. 

The sketch below of the interior of the aneroid, the dial plate 

being supposed to have been removed, is taken from an extract 

from Mr. Dent's treatise on 

the instrument in the "Aide 

M^moire." 

D I> is the cylindrical va- 
cuum box ; C C the lever, 
I to the end of which is at- 
tached the vertical rod t, 
connecting it with the other 
levers acting by means of a 
piece of watch spring npon 
the roller carrying the index 
hand. An alteration in the distcmce of leverage to regulate the 
movement of this hand, bo as to correspond with the scale of a 
mercurial barometer, is managed by means of the screwB e and b. 
The position of the hand is made to coincide with the indica- 
tion of a barometer by means of the screw A {to be touched for no 
other purpose), which effects the object by raising or depressing 
the lever C. 

Hitherto there was no prospect of improvement in this instru- 
ment, as it could only be made by the patentee ; but as the period 



MOUNTAIN BABOMETER. 119 

for which this patent was granted has expired it is to be hoped 
it will be taken in hand by some of our best mathematical instru- 
ment makers, and rendered capable of supplying the place of the 
mercurial mountain barometer, at all events under circumstances 
where the latter would be liable to injury or even destruction* 

Still more recently Mr. Bourdon has introduced another sub- 
stitute for the barometer, now sold imder the name of the 
Metallic Barometer, which is even more sensitive than the 
aneroidy but would probably be more liable to injury in travelling. 
The theory of this instrument is that a bent hollow tube, the. 
transverse section of which is not a perfect circle, cannot expand 
transversely when under pressure from the atmosphere without 
also opening outwards in the whole curve ; one end of this being 
fixed,, the other has a certain amount of play varying with the 
pressure, and to this end is attached the machinery for moving the 
index. This same principle has been also applied most success- 
fully by Mr. Bourdon to the steam gauge and other purposes. 

A contrivance for measuring altitudes was proposed by Sir John 
Bobinson, Secretary to the Boyal Society of Edinburgh, at one of 
the meetings of the British Association at Newcastle.* The 
instrument consisted of a glass tube, about one and a quarter inch 
in diameter and fourteen inches long with a small bulb at the end, 
the capacity of which was three or four times that of the inside of 
the tube, and the graduations on the stem of the tube were 
formed experimentally by the maker in the following manner : — 

The' instrument was suspended witlun the receiver of an air- 
pump over a cup containing water at the temperature of 62^, the 
mercurial barometer standing at 80 inches. The air in the 
receiver being exhausted to a degree of rarefaction correapanding to 
ttpenty-nine inches of the barometer, the lower end of the instru- 
ment was immersed in a cup of water ; and air being admitted 
into the receiver, the exhaustion was repeated untU the barometer 
gauge indicated a pressure equal to twenty-eight inches when a 
corresponding mark was made on the tube, the air being in like 
manner admitted after its re*immersion. By the repetition of this 



* A descriptioi^ of this instnun^nt is given in the "Meclianics' Magaane," for 
October, 1889. 
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process the graduation of the stem was carried on as far as was 
necessary. 

With several tubes thus graduated, an observer in a hilly country 
may ascertain the density of the atmosphere on the summits of 
different elevations, by sending an assistant to each with one of 
these tubes and a tin case containing water. They are taken up 
with tiie stems- opeuy and (the air within each partaking of the 
density of that at the station) the mouth of the tube is put into the 
water, and left in it m the assistant descends. The water will rise in 
.the stem as the density of the atmosphere increases, and will 
indicate by its height tiie degree of rarefaction of the air at the 
upper station — a correction being made for the variation of the 
barometer from the standard height, and also for that of the tem- 
perature of the atmosphere. 

This substitute for the expensive and delicate mercurial moun- 
tain barometer would, from its portability and simplicity, be 
useful in roughly determining comparative altitudes in a moun- 
tainous country, but of course much accuracy cannot be expected 
from it. — Another method of obtaining approximate differences of 
altitude is by a comparison of the temperatures of boiling water 
(which vary with the pressure of the atmosphere), upon which a 
paper was some years since published by Colonel Sykes, who 
practised it extensively in India.* 

As the necessary apparatus is exceedingly simple, and the 
instrument not so liable to injury as the barometer, and much 
more portable and easily replaced, I have taken from this paper, 
(which will be found in the 8th number of the " Geographical 
Journal,") the tables computed by Mr. Prinsep to facilitate the 
computation of altitudes, and also the examples given by Colonel 
Sykes, which render their application evident without further 
explanation. 

- The results deduced from the use of these tables appear aitcays 
rather less than those obtained from careful barometrical obser- 
vations, and also less than those calculated from the different 



* I ascertained lately the approximate altitudes above the sea of a number of places 
in Australia by this method ; many of these were afterwards tested by the triangula- 
tion, and the results proved even more satisfactory than I had anticipated. 
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formulee^ which have been arranged for the determination of 
altitudes by this method, but which do not all agree. The results 
of a number of careful observations made with the thermometer 
compared with those obtained at the same time with the baro- 
meter ; or which have been ascertained by levelling, or trigonome- 
trically, will afford the means of making any necessary corrections 
in the tables, which however, giving so close an approximation, 
deserve to be more generally known and made use of. 

The accompanying sketch and explanation, taken from Col. 
Sykes's pamphlet, show the whole apparatus required : 

A. A common tin pot, 9 inches high by 2 in 
diameter. 

B. A sliding tube of tin, moving up and 
down in the pot: the head of the tube is 
closed, but has a slit in it, C, to admit of the 
thermometer passing through a collar of cork, 
which shuts up the slit where the thermometer 
16 placed. 

D. Thermometer,* with as much of the scale 
left out as may be desirable. 

E. Holes for the escape of steam. 
The pot is filled four or five inches with 

jpure water; the thermometer fitted into the 

aperture in the lid of the sliding tube by 

means of a collar of cork ; and the tin sliding tube pushed up or 

down to admit of the bulb of the thermometer being about two 

inches- from the bottom of the pot. 

Before using a thermometer for this purpose, it is necessary to 
ascertain if iixe boiling point is correctly marked for the level of 
the sea by a number of careful observations, and the difference, if 
any, must be noted as an index error. It is always desirable to have 
two or more thermometers which have been thus tested ; and in all 
observations the temperature of the air at the time should be noted. 







* Thermometers are made expressly for this method of determining altitudes, the 
graduations being on a very large scale, and extending only a limited number of 
degrees above and below 212** Fahrenheit. Any common brewer's thermometer, with 
a metal pot or saucepan, will however answer the purpose when in want of the 
apparatus described above. 
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TABLE L 

TO nWD THI BABOXITKIO PBX8SUBB AJTI) BLEYATION OORRESPONDXHO TO AHT 0B8IBVSD 
TIICPBBATUBB OV BOILDTO WATS& BKTWSBV 214* AMU 180^ 



Boiling 

Point 

of Water. 


Barometer 

Modified from 

Ti«dgold*8 

Formola* 


Logarithmic 

Differences 

or Fathoma. 


Total 

Altitude 

from 80 '00 in. 

or the Level 

of the Sea. 


Yalne of each 

Degree in Feet 

of Altitude. 


Proportional 
Part for one- 
tenth of a 
Degree. 


9 






Feet. 


Feet. 


Feet 


214 


81-19 


00-84-3 


-1013 


-606 


• • ■ 


213 


80-69 


84r-6 


607 


-607 


« • • 


212 


80-00 


84-9 





+ 509 


■ ■ • 


2U 


29-42 


86-2 


+ 609 


511 


61 


210 


28-86 


86-6 


1021 


613 


• •* 


209 


28-29 


86 '8 


1534 


615 


• • • 


208 


27-78 


86-2 


2049 


617 


« ■ V 


207 


27-18 


86-6 


2566 


619 


62 


206 


26-64 


87-1 


8086 


622 


• •• 


205 


26-11 


87-6 


8607 


624 


• • • 


204 


26-69 


87-8 


4131 


626 


« • • 


208 


25-08 


88 1 


4657 


528 


• *• 


202 


24-68 


88-6 


6186 


631 


68 


201 


24-08 


88*9 


6716 


688 


■ •• 


200 


23-69 


89-8 


6260 


536 


»•• 


199 


23-11 . 


89-7 


6786 


638 


■ • • 


198 


22-64 


90-1 


7324 


641 


64 


197 


22-17 


90-6 


7«64 


643 


• ■ V 


196 


21-71 


91 


8407 


646 


• •• 


196 


21-26 


91-4 


8968 


648 


• • • 


194 


20-82 


91-8 


9602 


661 


66 


193 


20-39 


92-2 


10063 


653 


• •• 


192 


19-96 


92-6 


10606 


656 


• •• 


191 


19-54 


93-0 


11161 


658 


• • • 


190 


19-13 


98-4 


11719 


560 


se 


189 


18-72 


93*8 


12280 


6es 


• • • 


188 


18-32 


94-2 


12843 


666 


* • • 


187 


17-93 


94*8 


13408 


669 


67 


186 


17-64 


95*3 


18977 


672 


• • • 


186 


17-16 


96-9 


14548 


676 


68 


184 


16-79 


96-4 


15124 


678 


* ■ • 


183 


16-42 


96-9 


15702 


681 


• • • 


182 


1606 


97-4 


16284 


684 


• • « 


181 


16-70 


97-9 


16868 


687 


• ■ ■ 


180 


16-86 




17456 




69 



The Fonrfch Column giyes the Heighte in Feet. 
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TABLE n. 

TABLl or K17LTIPLI1B8 TO OOBRBOI THB APPBOXHCATB HBIOHT FOS THI TSXPK&ATirBB 

OV THB A2B. 



Temperature 
of tiie Air. 


Multiplier. 


Tefflperatnre 
of the Air. 


Multiplier. 


Temperature 
of the Air. 


Multiplier. 


82 


1000 




52 


1-042 


e 

72 


1-083 


83 


1-002 


53 


1-044 


78 


1-085 


84 


1-004 


54 


1-046 


74 


1-087 


85 


1-006 


55 


1-048 


75 


1-089 


86 


1-008 


56 


1-050 


76 


1-091 


87 


1-010 


57 


1052 


77 


1-094 


8& 


1-012 


58 


1-054 


78 


1-096 


80 


1-015 


59 


1-056 


79 


1-098 


40 


1017 


60 


1-058. 


80 


1100 


41 


1019 


ei 


1-060 


81 


1102 


42^ 


1021 


62 


1-062 


82 


1-104 


48 


1-028 


68 


1-064 


88 


1-106 


44 


1025 


64 


1-066 


84 


1-108 


45 


1-027 


65 


1-069 


85 


1-110 


46 


1-029 


66 


1-071 


86 


1112 


47 


1-081 


67 


1-073 


87 


1-114 


48 


1-038 


68 


1075 


88 


1116 


49 


1-035 


69 


1-077 


89 


1-118 


50 


1-087 


70 


1-079 


90 


1-121 


51 


1-039 


71 


1-081 


91 


1-128 



When the water (with the thermometer immersed) has heen 
boiled at the foot and at the summit of a momitain, nothing more 
is necessary than to deduct the number in the colunm of feet 
opposite the boiling point below, from that opposite the boiling 
point above : this gives an approximate height, to be multiplied by 
the number opposite the mean temperature of the air in Table II., 
for the correct altitude. 



Boiling point at summit of Hill Fort of 

Fiirundhur, near Puna , , ^ . . . 

Boiling point at Hay Cottage, Puna . . 



Feet 

4027 
208-7 = 1690 



204-2 



Approximate height 2337 



Temperature of the air above . 75^ 
ditto ditto below . 83 



Mean 79— Multiplier 1*098 



Correct altitude 2566 feet. 
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When the boiling point at the upper station alone is observed, 
the lower being the level of the sea, or the register of a distinct 
barometer, then the barometric reading had better be converted 
into feet by the usual method of subtracting its logarithm from 
1'47712 (log. of 30 inches) and multiplying by 6, as the differences 
in the colunm of " barometer " vary more rapidly than those in the 
'^feet " column. 

Feet. 

Exampk. — Boiling point at upper station . . . 185°=?14548 
Barometer at Calcutta (at 32°) 29"75' 
Then l"47712-l-47349 = *00363 
Setting off four figures gives 36'3 
fathoms, which x 6 218 

Approximate height . . . 14330 

Temperature, upper station, 76° 
ditto lower, 84 

Mean temperature . - . 80 Multiplier )• 



Table 



lier V 
II.] 



True altitude . ..... 16763 

Assuming 30*00 inches as the average height of the barometer 
at the level of the sea (which is however too much), the altitude 
of the upper station is at once obtained by inspection in Table I., 
correcting for temperature of the stratum of air traversed, by 
Table 11. 

In moderate elevations', the difference of one degree in the 
temperature at which water boils, indicates a change of level of 
about 500 feet^ nearly equivalent to what would be shown by a 
difference of 0*6 of an inch in a mercurial barometer. 



CHAPTER VIIL 

COPTINO, REDUCING, SHADING, AND ENGRAVING TOPOGRAPHICAL 

PLANS. 

Allusion was made at the end of Chapter IV (p. 60), to the 
reduction of the surveys of towns and parishes plotted on the 
larger scales to that of 6 inches to the mile, for their insertion in 
their proper places in the county maps, and also the further general 
reduction of all these to the one-inch scale ; these reductions wer» 
until lately made generally hy the pentagraph, in preference to 
using proportional compasses, or drawing squares in pencil of the 
required proportional size over the original and the paper for tlie 
intended reduced copy,* and it is only very recently that they 
have heen effected by photography, from which a vast saving of 
time and expense has resulted. 

In the pentagraph; the extreme range of reduction is in the 
proportion of 12 to 1, whereas there is hardly any limit to that 
by which plans may be reduced by photography; the reduction 
from the 3-^ to the 6 inch scale is in the proportion of 21 to 1, 
and consequently if made by the pentagraph would require two 
separate processes. 

The plans of ihe towns, parishes, and counties, containing a 
much greater quantity of detail than could be crowded into the 

* Plans may be either reduced or enlarged by means of a sheet of vulcanised India 
rubber. In the former case the sheet is first stretched upon an expanding frame, 
and the plan copied on its surface with prepared ink. It is then allowed to collapse 
to the required scale, and the impression transferred for printing off either upon 
stone or zinc. When an enlarged copy is wanted, the plan is drawn upon the India 
rubber in its normal condition, which is then stretched to the required proportional 
scale, and the expanded copy transferred for printing. Copies of plans upon the 
Mme scale are usually made by the method of equal squares, — ^with proportional 
compasses, — by tracing paper,— or with the tracing.glaas mounted upon a frame. 
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scale of 1 inch to 1 mile, it is usual in the reduction by the 
pentagraph, or any other method, to omit in the reduced drawings 
such portions of this minutiss as appeared necessary or advisable. 
A difficulty on this score arose in the adaptation of photography 
which was met by making tracings of these plans on prepared 
caUco omitting the superfluous detail, from which tracings the 
copy by photography was made ; and more recently by printing 
the whole impression in white ink, and colouring with yellow such 
-portions as were to be retained (which alone are taken up by the 
instrument), exaggerating as is necessary the breadth of the 
roads, buildings, &c. An immense saving of time and labour was 
thus effected, as by the old process three copies or tracings of the 
reduction by hand were requisite, one for the engraver and two on 
which to fill in the features of the ground, contours, &c. ; whereas 
ty the present method it is only necessary to print off two more 
of the photographic impressions. 

The principal use at present made of photography, upon the 
Ordnance Survey is confined to the reduction of the towns on the 
•5-5^ scale, to that of the parishes on the •«7V5'> ai^d of the latter to 
the scale of 6 inches to 1 mile for the counties ; and though it 
may probably be much extended, it is not contemplated to apply 
it to the purpose of multiplying plans for pul)lication, in which 
respect it cannot bear comparison with impressions on copper or 
zinc, either as regards economy or rapidity of execution. 

With respect to accuracy, although theoretically owing to the 
small distortion of the lens, photographic copies and reductions 
of plans ^an never be perfectly true, they are practically more so 
than those obtained by the pentagraph or any known method. 

Another proposal for further reducing labour by means of pho- 
tography has reference to the hill sketching drawn upon one of the 
outline copies on the 6 inch scale, obtained as described above. 

The present mode, as described in his report on the reduction 
of plans, by Capt. Scott, B.E., who states that with the engraver it 
requires three different persons, each possessing a certain amount 
of artistic skill, is as follows : — 

" The first receives a 6 inch impression with contours (if these 
have been traced), which he takes into the field, and sketches on it 
the ground in pen and ink by horizontal shading. 
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" The second receives this hill sketch, and on a 1 inch outline 
impression with contours in pencil, he produces with brush and 
Indian-ink a reduced copy of the 6 inch field sketch. 

" The third engraves on copper the hills from this shaded 
drawing, rendering the character given by the brush by means of 
vertical hachures. It is now proposed to have the field sketch 
made on the ground in so complete a manner, that the second 
process of making a finished drawing with the brush may be 
altogether dispensed with, and the hill sketch on the 6 inch scale 
reduced by photography to the 1 inch scale, as a sufficient guide 
for the engraver. 

Attempts are now being made to substitute a new style of 
engraving more characteristic of the real features of the ground,, 
for that of the vertical hachures, which has been adopted on the 
Ordnance Survey in preference to the horizontal system used in 
the field, partly on account of its greater facility of execution, and 
partly it is believed from the supposed interference of horizontal 
lines with the outline details, particularly of the roads, the 
general directions of which when laid down on a map on a small 
scale run nearly parallel to contour lines; and from specimens 
produced by Mr. Duncan, the Chief Engraver at the Ordnance 
Survey Office in Dublin, it would appear that he has succeeded in 
this altogether new style of engraving, to which he has given the 
name of Trio-tinto, because it combines the effect of the three 
methods of Mezzo-tinto, Aqua-tinto, and Stippling. 

The inventor appears confident of being able to bring this 
method so completely within the control of the en^aver, that the 
same " scale of shade " shall without difficulty be invariably 
adapted to its corresponding angle of inclination, which in a 
contoured plan can be ascertained with mathematical certainty by 
the mere application of a scale to the drawing, the distance 
measured being the base, and the number of contours within that 
distance multiplied by the vertical distance between each contour 
the perpendicular. The establishment of a scale of shade has 
frequently been attempted on the Continent, as before stated, by 
Major Lehman, and several French engineers, as well as by 
Mr. Burr at Sandhurst ; and its realisation in an easy and graphic 
system of hill-engraving would certainly supply a want long felt in 



128 OOPTING, REDUCING, SHADING, AND 

topographical drawing, more particularly if the cost of engraving 
should, as it is supposed, not exceed ^ or ^ of that of the present 
system of vertical hachures. 

It was observed above that it was not proposed to multiply 
plans by photography for publication, that is, not to print off a 
number of photographic copies from a negative upon glass ; but 
most successful attempts have been made by Sir H. James to 
transfer photographic prints of manuscripts, maps, and line 
engravings, to zinc and stone, and to etch in the impression by a 
weak solution of phosphoric acid, copies from which are printed 
off in the usual manner.* 

In a pamphlet -published by him, entitled " Photo-zincography," 
the whole of this (termed the '^ Anastatic") process is described, 
and it will no doubt be extensively applied, not only to the 
multiplication of maps, but of old manuscripts and other 
documents now almost inaccessible,! at a much lower cost than by 
any other method, and with unerring fidelity. 

To return to ^the •subject of representing the features of the 
ground with the brush and Indian-ink upon a topographical plan, 
eitlier for the purpose of producing a drawing giving the physical 
relief of the ground, or for that of guiding the engraver. 

The different disposition of the light affords the means of 
varying the system of shading hills. Where it is supposed to 
descend in parallel vertical rays upon the ground, each slope 
evidently receives less light, or relatively speaking more^ shade 
in proportion to its deviation from a horizontal plane on which 
the maximum of light falls. Mr. Burr, in his "Practical 
Surveying," devotes a chapter to the scale of shade to be applied ta 
plans finished on this supposition, which however he candidly 
acknowledges to be an impracticable theory; but it leads him to the 
very just conclusion, that hills are generally shaded mmh too dark 
to give anything like a natural representation of their various 
slopes, which defect has also iJie additional fault of confusing the 
appearance of the drawing, and impairing the accuracy and 

• The specimens of hill sketching given in plates 7 and 7 « were thus ohtained by 
photography from "pen and ink sketches. 

f The Doomsday Book for instance, which Sir H. James is now printing by photo- 
graphy. 
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distinctness of the outline. The slopes drawn upon this system 
have evidently no light or dark sides, which causes a monotonous 
effect; and yet, on the same plan, hoth trees and houses are 
constantly represented with shadows. 

The other system of supposing the light to fall obliquely upon 
the ground. (as in nature), either at one fixed angle or at an angle 
proportioned to the general character of the slopes,* is decidedly 
favourable to the talent of an artist; but there are two objections 
to its general adoption in plans of an extended survey : first the 
difiSculty of execution ; and secondly, its ambiguity even when 
correctly drawn, except to those accustomed to the style. The 
slopes directly opposed to the light would evidently receive a 
greater portion of illumination than the summits of the highest 
hills ; and, in fact, the whole arrangement of the disposition of 
the shades is quite different from what it would be under a 
vertical light, as is seen by exposing a model of any portion of 
ground to a strong light from a partially-closed window. The 
practice of copying the effects of light and shade from models is 
the best introduction to this system of shading ground, and is in 
fact indispensable before attempting to finish a plan.t 

The method now most generally practised in topographical plan* 
drawing partakes of both these systems ; I the light is considered 
as falling nearly vertical, but sufficiently oblique to allow of a 
decided light and shade to the slopes of the hills, trees, &c. The 
hills are shaded, not as they tcould reaUy appear in nature, but 
on the conventional system of making the slopes darker m proportion 



* Mr. BuxT proposes an angle of about 15° for a flat country, and 40* for moun- 
tainous districts ; the angle of oblique light ranging between those two extremes 
according to the nature of the ground. 

t The late Mr. Dawson, whose talents and energy did so much towardis bringing 
the sketching and shading plans of the Ordnance Survey to its present state of perfec- 
tion, was the principal advocate of this system of oblique light; and some of the 
copies, from models of large tracts of country drawn by Mr. Carrington, at the 
Ordnance Map-office, in the Tower, are hardly to be distinguished from the models 
themselves, when they are both placed in the proper light. 

t These and the preceding remarks apply solely to shading with the brush ; the 
methods of delineating slopes by the pen and pencil having been explained in the last 
chapter. The Ordnance Surveys are finished on this system for thi engraver, even 
though the ground may have been instrumentally contoured. 
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to their steepness ; the summiis of the highest ranges heing left 
white. This arrangement, though obviously incorrect in theory, 
has the advantage of being more generally understood by those 
not accustomed to plan-drawing, and is also easy of execution : it 
is that now adopted in finishing the plans of the Ordnance Survey, 
and from which the features of the ground are engraved on the 
vertical system of etching, as being much the easiest, although not 
BO for sketohing in the field. 

In finishing detailed plans on a large scale, stone or other 
permanent buildings are generally coloured red (lake or carmine). 
Wooden or temporary structures are tinted with a shade of Indian 
ink. Water is always coloured blue. Where distinctions between 
public and private buildings or property are required to be shown, 
different colours must be used and explained by references on the 
drawing; the same remark applies to the distinction between 
buildings erected and those only contemplated. The most usual 
conventional signs have already foeea alluded to in pages 76 
and 77. 

Trials have been made to render the patent process of engraving 
by a machine, known by the name of " Anaglyptograph," which 
answers so beautifully for giving a correct representation of a 
cast, or basso-relievo, available for topographical designs. A 
surprising relief is produced by this method of engraving, but it 
renders the general surface of the plan so dark as to obscure the 
accuracy of the outline, and as it is necessary that a model should 
be previously made of the feature to be represented, it is only 
suited to small portions of irregular ground. 

Any lengthened description of the method of engraving upon 
«opper the plans of the Ordnance Survey would be foreign to the 
objects of this work ; the process is of course nearly similar to that 
■of all copperplate engraving, but a considerable portion of the 
writing, and all flat shades of water, &c., are done by macliine ; the 
parks and sands are also ruled by machinery by a steel dotting 
wheel, the interval between the dots being regulated according to 
the required tint. 

Woods, figures, rocks, &c., are engraved by steel punches, by 
which a vast saving of labour is effected. 

As copperplates will only bear a certain number of impressions 



ENGRAVING TOPOGRAPHICAL PLANS. 181 

being taken off without evincing a deterioration in the impressions, 
the plan of renewing these plates by the electrotype process has 
been resorted to with perfect success. 

Before a plate shows symptoms of wear, generally after a fixed 
number of copies have been taken, it is placed in a large bath of sul- 
phate of copper and diluted sulphuric acid, with a sheet of crude 
copper to supply the waste, and submitted to the action of a very 
strong galvanic battery. A copper matrix is gradually formed 
upon the engraved plate by the decomposition of the copper and 
its deposit on the plate.; and when sufficiently formed the matrix 
itself is removed and submitted to the same process, until a 
fac-simile of the original copper engraving is perfected^ which is 
then used for producing further impressions, which may thus be 
perpetuated for ever. 

Another use to which this {process is applied is that of taking 
impressions of the copperplate at different stages of its progress 
of engraving, so that one copy is obtained with the contours, 
boundaries, &c^ another with the hill ieaturea, a third with geo- 
logical lines, &c. 
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CHAPTER IX. 

COLONIAL SURVEYING. 

The preceding chapters will, it is believed, be found to contain 
all necessary information connected with the survey of any tract 
of country, whatever degree of accuracy or detail may be required; 
but in a newly-established colony, or one only partially settled, 
the primary object in view in commencing an undertaking of this 
nature is not the same as in that of a thickly peopled and 
cultivated country. In the latter case, the surveyor aims at 
obtaining, by the most approved methods consistent with the time 
and means at his disposal, data for the formation of a territorial 
map showing the position and extent of all roads, towns, 
provinces, counties ; and where the scale is large, parishes, and 
even the boundaries of property and cultivated or waste land, as 
well as the features of the surface of the ground, and all natural 
and artificial divisions, together with the collection of a variety of 
other useful geological and statistical information. In a new 
country only the natural lines and features exist ; — ^the rest has all 
to be created. 

The first operations then required in a perfectly new settlement, 
are, the division into sections of such size as may be considered 
best adapted to the wants of settlers, of the land upon which they 
are to be located ; and the marking out the plan of the first town 
or towns, the sizes and positions of which will of course be 
regulated by local circumstances and advantages ; whilst the first 
rural sections will naturally be required either in their immediate 
vicinity, or contiguous to the main lines of communication leading 
to the diflferent portions of the province whose local importance is 
the earliest developed. 

In the case of a small settlement established upon the coast of 
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any country for the immediate reception of settlers who require 
to be put in possession directly upon their arrival of a certain 
stipulated amount of land for agricultural or other purposes, the 
simplest form of survey must necessarily be adopted ; that de- 
scribed in flie late Col. Dawson's Report upon the Survey of New 
Zealand for instance, which consists simply in marking methodi- 
cally upon the ground the angles of a continued series of square 
or rectangular figures, leaving even the roads which are intended 
to surround each block of sections, to be laid off at some future 
period> — ^ywuld answer the purpose of putting impatient emigrants 
in possession of a homestead containing about the number of 
acres to which they might be entitled. But this system could not 
be carried out extensively with any degree of accuracy even in a 
comparatively level country, and not at all in a mountainous or 
irregular one. In fact, it is not a survey ; and though perhaps 
it may sometimes be necessary to adopt what Mr. F. Wakefield, in 
his recently-published pamphlet upon Colonial Surveying, terms 
this " make-shift process," * the sooner a regular survey takes its 
place the better for the colony, even on the score of the ultimate 
saving that would be effected by getting rid of the necessity of 
incessant alterations and corrections ; to say nothing of the 
amount of litigation laid up in store by persevering in a system 
necessarily entaHing an incorrect division of property, upon 
which there is no check during the progress of the survey, and 
for which there is no remedy afterwards. 

Excepting in some isolated instances such as described above, 
where everything is required to give way to the imperative 
necessity of at once locating the first settlers upon land for which 
payment has been received (for by the present system of colo- 
nization no land is alienated from the Crown otherwise than by 
purchase, the greater portion of the proceeds of the sale being 
devoted to the purpose of further emigration), the first step to. 
be undertaken at the commencement of the survey of a new 
country, is a careful and laborious exploration within the limits 



* For an explanation of the details of this species of stirTeying, see Mr. Kingston's 
Statements, page 33, Third Report of the South Australian Commissioners, 1838 ; 
and CoL Dawson's Report on the Survey of Kew Zealand, 1840. 
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over which its operations are to extend ; during which would be 
collected for subsequent use a vast amount of practical informa- 
tion as to the number and physical condition of the aboriginal 
natives (if any) ; the geological character of the soil ; its resources 
of all kinds; sources and directions of rivers; inland lakes and 
springs ; the probable sites of secondary towns ; the most 
apparent, practicable, and necessary main lines of communi- 
cation ; prominent sites for trigonometrical stations, &c., &c. A 
sketch of the country examined, rough and inaccurate doubtless, 
but still sufficient for future guidance, is at the same time 
obtained ; the positions of many of the most important points for 
reference being determined by astronomical observation, and the 
altitudes of some of them by the mountain-barometer or aneroid, 
or by the temperature of boiling water, by methods already 
explained. 

The next step should be (if this question has not been already 
determined by strongly-marked local advantages, or previous 
settlement) the position of the site of the first principal township, 
a nucleus being immediately required where fresh arrivals may be 
concentrated prior to their dispersion over the country. The 
size* and figure of the town will of course vary according to 
circumstances; and the principal general requirements that 
should suggest themselves to any one charged with a decision of 
this nature are,^facilities of drainage ; plentiful supply of good 
water ; easy access both to the interior of the coimtry, and if not 
situated on the coast, to the adjacent port ; the apparent salu- 
brity of the site ; facility of procuring timber and other building 
materials, such as sand, Ume, brick-earth, stone, &c. ; security 
from predatory attacks, and vicinity to sufficient tracts of land 
suited to agricultural and pastoral purposes. 

The site of the town, with its figure and extent, being decided 
upon after a careful investigation of the above and a variety of 
other minor considerations, the best main lines of road diverging 

* The size of the lots into which the township is to be divided may vary from a 
quarter of an acre to one acre ; half an acre would be found generally sufficient. It 
is customary to give to the first purchasers of rural sections one town lot in addition 
for every such section, the remaining lots to be sold either by auction^ or at some 
fixed price. 
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from it in all the palpably-required directions should be marked 
out, and upon these main lines should abut the sections to be 
first laid out for selection. Errors of judgment will doubtless be 
subsequently found to have been made in the directions of some 
of these roads ; but this is certainly productive of less injury to 
the colony than the plan of systematically marking out the land 
without providing for any main lines of communication at all, 
leaving them to be afterwards forced through private property 
under the authority of separate acts of the colonial legislature ; a 
system entailing discontent, litigation, delay, and expense. The 
marked natural features of the ground, such as the lines of the 
coast, or the banks of lakes or rivers of sufficient importance to 
constitute the division of property, and the main lines of roads 
alluded to, will, where practicable, guide the disposition of the 
lines forming the boundaries of the sections to be now marked 
out. Where no such natural or artificial frontages exist, the best 
directions in which these rectangular figures can be laid out are 
perhaps those of the cardinal lines, excepting in cases where the 
nature,^ inclination, and general form of the ground evidently 
point out the advantage of a deviation from this rule. • 

The size of these sections is a question to be determined by 
that of the minimum average number of acres which it is sup- 
posed is best adapted to the means and wants of the settler ; the 
latter being in a great measure regulated by the apparent capa- 
bilities of th6 soil. Land divided into very large farms is placed 
beyond the reach of settlers of moderate capital ; and if subdivided 
into veri/ small portions, the expense of the survey is enormously 
increased, and labourers are tempted to become at once pro- 
prietors of land, very much to their own real disadvantage, as well 
as that of the colony. In South Australia, 80 acres has been 
adopted as the average content. In parts of New Zealand * and 
elsewhere, 100 acres. In Canada,! generally more than double 

• In the Canterbury Settlement, on the Middle Island, New Zealand, 50 acres has 
been fixed as the minimum size ; the maximum is imlimited ; as in South Australia ; 
no reservation is made of coal and other minerals ; the purchaser being put in posses- 
sion of all that is on and under the surface. 

f Tlie rude and inaccurate mode in which land has been marked out in Canada by 
the chain and compass, and the little value that has been set upon waste land which 
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that quantity. Whatever size may be determined upon, it is 
advisable to adhere to as nearly as possible, in all general cases ; 
though, where special application is made for rather larger blocks, 
there has been found no mischief in departing from the average 
size, provided this deviation is not so extreme as to prevent fair 
competition for any peculiarly valuable locality. In such cases, it 
is however always necessary to guard particularly against the 
monopoly of surface water within the area of the section, or of 
any extended valuable frontage ; as well as against any impedi- 
ment that might be placed in the way of forming roads through 
the property. Where the main lines of communication have not 
been previously laid out, it is requisite, especially in lar^ blocks 
of land, to reserve to the government at all events for a limited 
number of years, a right of forming such roads as are evidently 
for the public benefit, making of course compensation for any 
damage that may be thereby done, though this can generally be 
met by a previous allowance of a certain number of acres in 
excess of the proper content of the block.* Indeed, if proper 
precautions could be taken to prevent its being abused, it would 
be advisable to reserve this power of making such general roads 
as are clearly advantageous to the community through all sections 
of land of whatever size; with the right of taking stone and 
timber for making and repairing these roads and the bridges 
erected along their line, though all such interference with private 
rights should as much as possible be obviated by previous careful 
examination of the country. 

The rapid settlement of a newly-formed colony being an object 
always to be fostered, the sections marked out for sale should be 
so arranged as to conduce as much as possible to this desidera- 
tum ; to attain which end the surveys should at all events at first, 
be kept well in advance of the demand for land, for the purpose of 
giving the most ample choice of selection to intended purchasers. 
By the opposite system of selling land in advance of the survey, 

used to be alienated from the Crown in grants of extensive size, renders the survey of 
that country not a fair point of comparison with that of more modem colonies. 

• Two or three i)er cent, upon the average, is proved amply sufficient in small or 
moderate-sized sections. In- very large blocks, one per cent, would perhaps be as 
much as could be required. 
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an unfortunate emigrant not unfrequently finds the greater part of 
his section occupied by the bed of a salt lagoon or swamp, and 
experiences no slight dismay in discovering that he is not even in 
possession of the number of acres for which he has paid, and to 
which perhaps he has no access with any sort of wheeled vehicle, 
in consequence of the occupation roads being marked down upon 
the ground to correspond with straight lines previously drawn 
upon paper ; so that they lead, without any controlling power in 
the surveyor to alter their course, up and down almost inacces- 
sible ravines, or probably for several hundred yards at a stretch 
along the bed of a stream. 

In marking out these sections, the following remarks* will 
direct attention to the different local peculiarities which require a 
deviation from established rules, and to the general system of con* 
ducting the work in the field ; the mechanical practice of survey- 
ing being of course supposed to be already known. 

Sections laid out with frontages upon main lines of road, 
rivers, or wherever increased value is thereby conferred upon the 
land, should have their frontage reduced one-half, or even one- 
third of the depth of the section, so as to distribute this advantage 
among as many as can participate in it without rendering the 
different sections too elongated in figure to be advantageously 
cultivated as a farm. 

In addition to thi& contraction of frontage, easy access by roads 
must be provided from the country in the rear leading to this water 
or main road ; without which precaution the owners of the front 
lots would, by blocking up the land behind them, virtually obtain 
possession of it, for at least pastoral purposes, witliout payment. 
These roads should occur at intervals proportioned to their 
requirement, generally between every third or fourth section. 

Every section should have an available road on one of the four 
sides forming its boundaries, by which the proprietor is secured 
access to the main lines of communication ; ' its breadth may vary 
from half a chain to one chain, according to circumstances ; in 
square or rectangular sections of 80 or 100 acres each, roads 

• Partly extracted from the instnictioDS issued to the surveyors employed iu South 
Australia.- 
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surrounding eaeh block of six or eight sections hare been found 
amply sufficient ; but in a country at all broken or irregular, some 
of the roads so laid out would often be found quite impracticable ; 
in such cases, it is necessary either to trace and mark on the 
ground along the ridges of the secondary features, or wherever 
the ground may offer fewest impediments, cross roads leading 
into the main lines^ and to lay off tlie sections fronting upon 
them ; or to make these by-roads run through the sections ; which 
is to be avoided as much as possible on accoimt of their cutting 
up small properties, and entailing a very considerable expense in 
the increased quantity of fencing required. 

In parts of tlie country where water is scarce, the greatest care 
should be taken to prevent its monopoly by individuals. Springs 
and permanent water-holes should in such localities be enclosed 
within a small block of land (one or two acres), and reserved for 
the use of neighbouring flock-owners and the pubHc generally; 
and practicable roads must be arranged leading to these reserves, 
without which, excellent and extensive tracts of land would often 
be comparatively valueless. 

As it would evidently very much increase the cost of laying 
out sections having broken and irregular frontages, if they were 
required each to contain exactly, the same number of acres ; the 
nearest approximation that can be made to the established size 
by the judgment of the surveyor should be adopted, and the 
section afterwards sold according to the quantity of land it is 
found to measure. 

For the purpose of giving to settlers seeking for land -upon 
which to locate, every facility for acquiring information respecting 
its capabilities, and the positions of the different surveyed por- 
tions, the freest access to the statistical reports of the surveyors, 
and to the plans of the different districts deposited in the Survey 
Office, should be giveur In addition to which, the sections them- 
selves should be marked so distinctly upon the ground by short 
pickets driven at intervals regulated by the comparative open and 
level character of the country, as to enable any person to follow 
up their boundary lines without difficulty. The angular pickets 
should be much larger, and squared at the head, on wliich the 
number of the section, and that of all the contiguous sections. 
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should be marked. Adjacent roads should also be designated 
by the letter B. Independent of the comers of sections being 
pointed out by these pickets^ they should be deeply trenched with 
a small spade or pick, showing not only the angle formed by 
contiguous sections, but also the directions of their boundary lines. 

Such marks remain easily recognised for years, and 




are not injured either by bush fires or by the constant 
passage of herds of cattle, by both of which means many 
of the wooden pickets are soon destroyed. 

It has been generally considered expendient, that roads ^^^ I ^^^ 
should be reserved if not actually marked on the ground, (except- 
ing in cases where they would interfere with the erection of 
wharves, mills, &c.,) along the banks of all navigable rivers, the 
borders of lakes, and along the lines of a coast. This regulation, 
if stringently applied without reference to peculiar circumstances 
in diflferent localities, would often be found oppressive and mis- 
chievous. Very frequently roads laid out with judgment to the 
various points on the margins of these waters which are best 
adapted for the purposes of fisheries, watering flocks, establish- 
ment of ferries, building or launching boats, &c., with a sufficient 
space reserved for the use of the public at these spots, would 
prove of more general utility. 

As a general rule, as many sections as possible should be laid 
out in the same locality, if the land is of a nature to be soon 
brought into cultivation. Whilst greater choice of selection is 
thus given, the comparative cost per acre of the survey is dimi- 
nished ; of course this remark applies only to situations the rapid 
settlement of which is anticipated. 

In marking the boundaries of sections on the ground, all 
natural features crossed by the chain should be invariably noted 
in the field-book, on the outlines plotted from which are drawn 
the general character of the contours of the hills, the different 
lines proposed for roads, directions of native paths, wells^ springs, 
and every other object tending to mark the nature and resources 
of the country. Copies of these plans * should always be trans- 

* Two inches to one mile ifi found a very convenient scale for plans of these sections, 
intended for the information of the public. 
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mitted to the principal Survey Office, accompanied by a rough 
diagram, showing, for future reference, the construction lines of 
the work, and the contents and length of the sides of all sections, 
also the measure of the angles when not right angles, and by an 
explanatory report describing the nature of the soil, description 
of timber, &c., upon each section, and the facilities for making 
and repairing roads and bridges, and peculiar geological forma- 
tions of the different districts. A collection of botanical and 
mineralogical specimens from all parts of the province will also 
contribute materially to the early development of its natural 
resources; and surveyors should not be deterred from giving 
their attention to this subject by ignorance of these sciences, as 
the specimens can be afterwards weeded and arranged, and afford 
invaluable statistical information. 

At the head Survey Office a meteorological register* is of 
course supposed to be kept. It is also very desirable that each of 
the surveyors employed in any large district should be furnished 
with a good thermometer, rain-gauge, and a mountain-barometer 
or aneroid, for the purpose of registering daily observations to be 
forwarded periodically to the general office for comparison with 
those obtained from different parts of the province, between which 
the difference of peculiarities of climate will be thus arrived at. 

Surveyors working on a line of coast should be particular in 
noting all phenomena connected with the rise and fall of the 
tides, and in obtaining soundings, laid down with reference to 
established and easily-recognised marks on shore, of all creeks 
and harbours, whenever this may be in their power. The depths 
and velocities of all rivers should also be noted at different points 
in their course, as well as the periods of floods, and their observed 
influence upon the volume of water in the river. 

In laying out sections up narrow rocky ravines, or in situations 
where creeks or any other natural features present obstacles to 
the continuance of the methodical rectangular form adopted as 
the standard figure, a deviation from this form becomes of course 
necessary, and the contents of some of the sections thus often 
unavoidably differ from the established average. Care should 

* A siinple form adapted for this is given at the end of the Astronomical Tables. 
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however be taken in such cases, to make the outline of these 
irregular figures as simple as the ground will admit of, both on 
account of the additional trouble and time lost in their survey, 
and the increased cost of subsequent fencing by the purchaser. 

• Attention has already been drawn in page 137 to the necessity 
of guarding against the monopoly of road or water frontage. The 
same sort of precaution is also required in marking out land in 
rich narrow valleys, or in spots valuable on account of minerals. 
As a general rule, from which no deviation whatever should be 
dlowed, it may be laid down that no section should ever be per* 
mitted to enclose an undue proportion of land, unusually valuable 
from whatever cause, by extending its length m the direction in which 
that valuable portion of land rum ; whether it be a rich agricultural 
valley, a mineral lode, a stream, or watercourse. 

As regards the actual marking out of the sections upon the 
ground when the figure is of a square or rectangular form, the 
process is a very simple one, whether the true meridian, or the 
direct line of some main road, or a line forming any angle with 
the meridian that may be found better adapted to the local peculi- 
arities of the district, be adopted as the guiding line of direction. 

A spot b^g fixed upon for the starting point, represented by 
A in the accompanying figure,* the normal line A B is carefully 
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marked out by a good theodolite in the re- 
quired direction; if intended to correspond, 
or to form any fixed angle with the meri- 
dian, this must be determined by one of 
the methods explained in the next chapter. 
The right angle BAG is then set ofiF, 
which angle should be observed on both 
sides of A B (produced on purpose to D), 
and the chain measurement along these 
lines A B and A G, and afterwards along 
the .parallels to A C, may, if two parties («—«*=««= ===== 

are employed together which can genefally be managed under the 






♦ This figure represents rectangular sections of 80 acres, as laid out in South 
Australia, the length of which bore to their breadth the proportion of 2 to 1— occupa- 
tion roads one mile apart, enclosing eight sections. They were, liowever, frequently 
laid out square, according to the nature of the ground. 
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charge of one efficient surveyor with an intelligent assistant, be 
<;arried on simultaneously, the points of junction at the angles 
of the blocks forming in some measure checks upon the accuracy 
of the work as it proceeds. The size of these sections, and the 
intervals between the parallel sectional roads, will depend ^f 
'Course upon local regulations. The operation would evidently be 
simplified by running all the measured lines in the middle of these 
Toads, leaving half their breadth to be afterwards set off on each 
side by the proprietors of the land, but the palpable objections to 
this are too serious to be compensated by the trifling saving 
thereby effected. In fact, the real boundaries of no one section 
would by this plan be marked on the ground by the surveyor ; 
find constant disputes and encroachments would be the conse- 
quence of adopting it. 

It must be obvious to every practical surveyor, that it would be 
impossible for him to continue this mechanical system of marking 
:a series of rectangular figures on the ground to any great extent 
without being liable to constantly-increasing errors, which could 
not be guarded against by any degree of care in the operation, 
.and of the amount of which he could never be aware without 
establishing some check altogether independent of the chain 
measurement of the sections themselves, and this is only to be 
accomplished by combining with it a triangulation of the country, 
more or less accurate according to the natu]>e of the survey. 
Whilst then, this methodical division of the land is in progress, it 
is advisable if anything like accuracy is required, and if the 
detached portions of settled country are to be laid down upon a 
general map, that the sites of the trigonometrical stations should 
be decided upon, and the stations themselves (however roughly they 
may be constructed) erected, in order that they may throughout 
be made use of as guides and checks upon the measurements. 
The triangulation indeed would be found of the greatest service, if 
carried on rather in advance of the detail, as in the survey of old 
countries. Any great accumulation of error could be then easily 
guarded against, by the angles observed at different parts of the 
chain survey, subtended by three or more of the trigonometrical 
stations, and in very many instances these stations could be 
actually measured up to, which should be done wherever practi- 
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cable ; by which means the marking out of the sections answers 
the same purpose that is obtained in ordinary surveys by the 
measurement of check lines, and traversing along the roads, by 
which the interior detail is mostly filled in. Angles of depression 
and elevation should also be taken to these trigonometrical points 
(whose altitudes are all obtained by the triangulation), from 
various parts of the chain survey, the heights of which positions 
above the level of the sea are thus obtained with tolerable 
accuracy. 

As to the mode of conducting this triangulation, all necessary 
instructions have already been given in the third chapter. The 
degree of accuracy with which the base is measured, and the 
angles observed, will depend evidently upon various contingencies ; 
for instance — ^the extent over which the triangulation is to be 
carried, the time and expense that can be bestowed upon it, the 
degree of minutisB required in the maps, &c., &c. On the survey 
of South Australia the base was measured upon a nearly level 
plain very little elevated above the sea, with a standard chain, 
the operation being repeated several times, to obtain a more 
correct mean value: the angles were observed with a very 
excellent 7 -inch theodolite and the result was found sufficiently 
accurate for the purpose of connecting all the detached blocks of 
surveyed land, and laying down the work to the scale of 2 inches 
to 1 mile. 

In addition to the above use of the triangulation, it is found, in 
the survey of a wild country, peculiarly serviceable in enabling 
the Government to define, with the aid of marked natural features, 
the boundaries of the extensive tracts of land leased to di£ferent 
individuals for pasturage, until, with the increase of population 
and civilisation, more convenient and better-defined demarcations 
are substituted. Some of the principal natural landmarks of a 
country also, such as chains of mountains and rivers, traverse the 
wildest parts of the land, where chain surveying would never 
penetrate. Many of these landmarks are made the boundaries 
of counties, and other internal territorial divisions; and their 
positions in different parts of their course are often only to be 
determined by reference to the trigonometrical stations, which 
likewise serve as guides for ascertaining and laying down upon 
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paper the directions of roads through extenBive, barren, and 
uninhabited tracts of country. 

Most of the foregoing remarks have been made under the 
supposition that a number of detached surveying parties are 
distributed over different parts of the country, all working under 
the directions of, and reporting to, a central Survey Establish- 
ment. As the population becomes distributed over a wider 
extent, and /applications are constantly made for the survey of 
small inregular blocks of land to complete and consolidate pro* 
perties, some alterations will be required in the method of carrying 
on the measurement of land to meet these new demands.* It 
could evidently be only by an increased expenditure of time and 
money that surveying parties could be kept constantly moving from 
one distant spot to another, to lay out perhaps, only a very limited 
number of acres at each ; and the division of the country into 
Districts^ for >the purposes of the survey, becomes almost impe- 
rative. Copies of the plans of sections open for selection, and 
other information of a umilar character, would be thus placed 
more within reach of distant settlers, and their wants could more 
readily and rapidly be met without augmented expense. 

Portions of the work might also at this advanced stage of 
progress be filled in by contract, subject to careful and rigid 
examination ; the tiiangulation, and the previous chain measure- 
ment connected with it, affording sufficient checks for this 
purpose; without which^ surveying by contract should be most 
carefully avoided, especially in new communities where but little 
competition can be expected, and where it would be unreasonable 
to expect to find competent surveyors distributed over the remote 
parts of the colony. 

The rate of progress and cost per acre of a sectional survey 
«uch as has been described, must vary considerably, according to 



♦ These su'bsequent wants and demands do not affect the first stage of the survey 
•in a new country ; it is only as it becomes gradually settled that they are felt. The 
first survey evidently cannot be a complete one, unless it could embrace every acre of 
•land that might by possibility be required ; it is constantly demanding extension in 
every direction, therefore the more imperatively necessary is it, that the first land 
surveyed and laid down on the maps should be based upon a tiiangulation sufficiently 
accurate to allow of this extension, without the certainty of accumulating error. 
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the nature of the country, the prices of labour and provisions, 
and the minuteness of the divisions. If the size of the sections is 
small, 80 or 100 acres for instance, the number of lineal miles 
to be measured is of course very much greater in proportion than 
would be the case with blocks of a larger area, and the progress 
must bear an inverse ratio to the increased expense. The facility 
of transport is another item that materially influences both these 
questions, as also the system of marking out patches of land in 
whatever locality they may be applied for, instead of carrying 
the survey regularly forward, embracing all the available land in 
its progress. On an average the division of the land in South 
Australia into sections containing generally about 80 acres each, 
costs* including the marking out the roads surrounding the 
different blocks to which each section had access as well as all 
other roads through the settled districts, the close picketing of 
the boundary lines of each section, and marking and trenching 
the comer posts ; with all other details relative to the survey of 
such portions of the natural features of the ground as came 
within the limits of the chain survey, from Sd. to ^d, per acre ; 
and each party, consisting of a non-commissioned ofiicer of 
Sappers, with four or five labourers, according to the difficulties 
of the country, marked out on an average perhaps about d0,000t 
acres per annum ; a very large proportion of their time, parti- 
cularly towards the close of the work, being occupied in moving 
from one distant part of the colony to cmother to meet the varying 
demands for land. 

The triangulation of tne settled parts of the province, and in 
some directions far beyond this, did not amount to id, per acre . 
including, as did also the average of the sectional survey, all 
expenses of transport of men, provisions, and camp equipage, 
with the wear and tear of the latter, and that of the necessary 
instruments ; in fact, all expenses excepting those connected with 
the central establishment, where the plans were drawn and ex- 



* This average has no reference to the first settlement of the province in 1838 ; it 
applies more particularly to the period between the years 1842 and 1848 inclusive. 

i* Occasionally, under favourable circumstances, ihree times this average was pro- 
duced for limited periods. 

L 
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hibited, and where the preliminary business of the land sales 
was conducted. 

Even had this cost been doubled or increased in a still greater 
proportion, it would have been false economy to have shrunk 
from it, and have put the. settlers in possession, or rather to have 
allowed them to take possession, of land the boundaries and 
contents of which could not have been relied upon or subse- 
quently verified. The expense of the surveys in all new colonies 
is now defrayed out of the proceeds of the sales of land ; and 
proof of the recognition of the advantages of the accurate 
delineation of the boundaries of property, features of the ground, 
and main lines of roads, &c., is given by the system adopted by 
the New Zealand Association in the establishment of the "Canter- 
bury Settlement," of charging for all land the un^orm price of 
8/. per acre* (instead of the 1/. fixed as the lowest upset price in 
the other Australian colonies where the plan of selling land by 
auction is in force), to provide funds for a superior nature of 
survey, and a variety of works of a public character ; the pro- 
portions being, lOs, per acre as the price of the waste land, lOs, 
per acre for the cost of the surveys, formation of roads, and other 
miscellaneous expenditure; 208. per acre to be devoted to the 
purposes of emigration ; and another 208. per acre to ecclesiastical 
and educational purposes. 

The boundaries of what in the Australian colonies are termed 
** Rum" for depasturing sheep and cattle, are not generally 
marked out during the survey, but are described by reference to 
the trigonometrical stations or other ^nown fixed points, the 
approximate distances and bearings of the lines being stated. 
As portions of this land are at all times liable to be purchased by 
individuals, after a due stipulated notice to the occupier of the 
run, who pays yearly a trifling sum for his licence, it would of 
course be a waste of labour to mark out such temporary divisions; 



* Formerly land used to be sold in South Anstralia at the uniform fixed price of 11. 
per acre. The syattem of selling by auction was introduced by the Australian Waste 
Lands Act, in the year 1848. There are various opinions as to the comparative merits 
of these opposite systems, the first of which was introduced by Mr. £. G. Wakefield ; 
and its advantages are strongly set forth in the pamphlet upon Colonial Surveying 
published by his brother, Mr. F. Wakefield. 
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but the settlers themselves very frequently define their respective 
limits, either by blazing the trees in a wooded country, or by 
running a plough line across it in an open one. 

As regards the interior division of a colony into Counties, Ac, 
the following general regtdations, established many years since, are 
still in use: — 

Counties are to contsdn, as nearly as may be, 400 miles 
square ; hundreds, 100 square miles ; and parishes, 25 square 
miles. 

Natural divisions, such as rivers, streams, highlands, &c., to 
constitute as much as possible these boundaries; and for the 
purpose of obtaining a well-defined natural boundary, a smaller or 
greater quantity than the above averages is permitted ; but not to 
exceed or fall short of such established areas by more than one- 
third of each. 

Reserves are allowed to be made for all necessary public roads 
and other internal communications, either by land or water ; also 
for the sites of towns, villages, school-houses, churches, and other 
purposes of public utility and convenience. 

When the division between Provinces or Counties, or other lines 
of territorial demarcation, is represented, either altogether or in 
part, by a meridian line, or by a line having any fixed angle with 
the meridian, or by a portion of the arc of a parallel (as is the case 
in many of the Australian provinces) ; it is of course necessarj- 
to be able to determine and mark upon the ground with accuracy 
such meridian or parallel, directions for which are given in the 
last chapter on Practical Astronomy. Most useful practical 
information upon this subject will also be found in the narrative 
of the survey, and marking of the boundary between the British 
possessions in North America and the United States of America, 
in 1842, published by Major Robinson, Royal Engineers, in the 
second and third volumes of the " Corps Papers." 

Operations of this nature, if conducted with the very great 
care and precision that were bestowed upon the boundary alluded 
to, involve the perfect knowledge of the manner of using and 
adjusting the transit, and altitude and azimuth instruments ; 
and also the management of chronometers. The boundary line 
between South Australia and what now constitutes the province 

L 2 
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of Victoria, (the 141st degree of east longitude) was however 
determined (and since marked on the ground for a considerable 
distance), under the New South Wales Government by one 
of their surveyors,* with only a sextant, a pocket chronometer, 
and a small 3j^-inch theodolite; but though the work was 
performed with the greatest care and attention, and with probably 
as great a degree of accuracy as could be obtained with these 
imperfect instruments, the result can of course only be looked 
upon as an approximation far too vague for the determination 
of a division of importance. The North American boundary, 
on the other hand, may perhaps have been defined with more 
precision than was absolutely necessary in a line of demar- 
cation running for its whole length through a wild uncleared 
country. 

Having now gone through the method of dividing the land into 
minute sections for occupation, and its further division for terri- 
torial purposes, this chapter will conclude with a short reference 
to the objects to be held in view in conducting exploring expedi- 
tions beyond the bounds of the settled districts for the purpose of 
adding to the geographical knowledge of the country and 
developing its resources ; which objects are very similar in 
character to those described in page 134, when treating of the 
preliminary operations of a survey in a newly formed colony. 

The nature of the country to be traversed will, as far as this is 
known, indicate the method of travelling that must of necessity be 
adopted. Extensive inland water communication as in the 
Canadas, points to the canoe as the readiest mode of transport ; 
comparatively open and generally grassy land, as in Australia and 
Southern Africa, requires the use of horses and oxen ; whilst in 
many other countries the thick underwood can, in parts, be 
traversed only on foot ; and barren deserts by the aid of camels. 
These different modes of locomotion evidently all require different 
preliminary arrangements. The objects in view, however, are 
much the same in all cases ; t viz. a knowledge of the climate, 



• Mr. Tyere. 

t Expeditions for one single definite object, sucli as tracing the sources of a river, 
&c., are not intended to be here referred ta 
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soil, native population, geological formation, botanical character, 
of the country, and its resources of all kinds; as well as the 
delineation (as perfect as the time and means that are available 
will admit) of the natural features of the ground. 

All points known as portions of the settled country being soon 
left behind, the explorer has to trust to his own judgment as to 
the best directions in which to conduct his party; to his own 
energy in overcoming the natural obstacles that he will be certain 
to encounter; and his own practical skill in fixing at proper 
intervals his different positions by means of astronomical observa- 
tions, and mastering rapidly the general massive features of the 
ground for the purpose of making a rough sketch of the country 
passed over, showing more particularly the directions of the 
principal ranges of hills, and of rivers, and watercourses. 

In a large party these labours may often be subdivided ad- 
vantageously ; but the leader must remember that the entire 
responsibilitt/ still rests with him; and if he does not actually 
participate in every portion of the work, he must nevertheless 
exert a general influence over the whole. 

As regards the fixing, with as much accuracy as may be 
attainable, the various positions of encampments, the directions 
and sources of rivers, and all marked prominent features ; much 
assistance is to be obtained by carrying on, as far as it can be 
done, a species of rough triangulation (with a sextant or other 
portable instrument) from the extreme trigonometrical stations, or 
from any prominent landmarks the positions of which are known 
and represented on the plans. This may however very soon 
become impracticable from the nature of the country or other 
causes, and the traveller then finds himself much in the same 
predicament as at sea, having little beyond his dead reckoning to 
trust to for the delineation on paper of his day's work. In this 
position he must look to the heavens for his guide ; and hence the 
necessity for his becoming himself, or having with him, a good 
and rapid observer. 

At sea, the latitude is always obtained at noon by a meridian 
altitude of the sun* (when visible) ; " sights" as they term observa- 

* For the metliod of ealciUating the latitude from a meridian altitude, see Chapter 
XT. 
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tions of single altitude for time, having been taken three or four 
hours before. The latitude obtained at noon is then reduced by 
dead reckoning to what it would have been at the time and place 
of the morning observation (using the traverse table), and with 
this deduced latitude the hour angle is computed,* and the 
equation of time plus or minus applied for the mean local time ; 
which, when compared with the Greenwich time, shown by the 
chronometer (allowing for its rate and error), gives the longitude 
east or west of Greenwich at the time of the Tnoming observation. 

By applying, by dead reckoning, the change in longitude 
between that time and noon, the longitude of the ship at noon is 
obtained, — ^the latitude has already been found by direct observa- 
tion, — and the two determinations aflford the means of rec<»:ding 
upon tlie chart the position of the ship at noon on that day. 

Somewhat similar to the above proceeding must be that of the 
explorer in a wild unknown tract of country. He would not 
probably find it convenient always to obtain his latitude at noon ; 
but he can generally do so (and more correctly) at night t by the 
meridian altitude of one or more of the stars of the first or second 
magnitude, whose right ascension and declination are given in the 
Nautical Almanac. His local time can, immediately before or 
after, be ascertained by a single altitude of any other star out of 
the meridian (tlie nearer to the prime vertical the better) ; and if 
he carries a pocket chronometer upon which any dependence can 
be placed, he has thus the means, by comparison with his local 
time, of obtaining his approximate longitude^ and of laying down 
his position upon paper. 

In travellings the rate of the chronometer will probably be found 
to vary, and as firequent halts of two or three days are likely to 
occur, these opportunities should never be lost of ascertaining the 
change of rate. The longitude should also be obtained occasion- 
ally by lunar observations on both sides of the meridian ; or by 
some of the other methods given in the last chapter. 

The results deduced from such observations must not be relied 
upon within eight or ten miles, but a careful observer should 
rarely exceed these limits; and his latitude ought always to be 

* See Chapter XI. 

t See Chapter XL on Practical Astronomy. 
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within haK a mile, or under the most mifavourable circumstances, 
one mile of the truth. 

With these all-important data, enabling him to fix with 
approximate accuracy point after point * in his onward course, the 
explorer can have no difficulty in interpolating by angles taken 
with a sextant or with an azimuth compass, all strongly-marked 
prominent features, or in laying down his route upon paper 
correctly enough for the purposes of identifying particular spots, 
and giving a faithful general representation of the features of the 
ground he has travelled over. The value of this sketch will be 
much enhanced by its having recorded on it, as nearly as they can 
be ascertained by the mountain barometer or aneroid,! or by the 
temperature at which water is found to boil,t the altitudes of the 
most important positions, as the summits of hills, the levels of 
plains, and sources of springs and rivers. 

Daily meteorological observations, even of the most simple 
character, such as merely recording the readings of the thermo- 
meter and barometer at stated times, will also prove of essential 
service as illustrative of the cUmate; and these will be of 
additional value if accompanied by a record of the quantity of rain 
£Edlen on different days should any portion of the party be 
stationary for sufficient length of time at any one spot, to make 
these observations. If not provided with a rain gauge of a better 
description, a tin pipe with a large funnel, the area of the top of 
which bears a certain proportion to that of the tube, will _ 
answer perfectly to measure the quantity of water fallen. \^ / 
A light graduated wooden rod is fixed in a cork float, and 
indicates, above the level of the top of the funnel, the 
number of inches ; — the graduations of the rod of course 8 
being proportioned to the ratio between the areas of the 
surface of the funnel and that of the tube. Thus, if the pro- 
portion is ten to one, the measuring rod will be lifted 10 inches for 
every inch of rain. 

* The distances between positions, the latitudes and longitudes of which have heen 
determined, can be easily calculated in the manner described in the next Chapter ; by 
which means they can be laid down with more accuracy, if the extent of ground 
travelled over is not very great. 

t See Chapter XI. % See page 121. 



CHAPTER X. 

OEODESICAL OPERATIONS CONNECTED WITH A TRIGONOMETRICAL 

SURVEY. 

In the words of Sir J. Herschel, " Astronomical Geography has 
for its objects the exact knowledge of the form and dimensions of 
the earth, the parts of its surface occupied by sea and land, and 
the configuration of the surface of the latter regarded as pro- 
tuberant above the ocean, and broken into the various forms of 
mountain, table land, and valley." 

The form of the earth is popularly considered as a sphere, but 
extensive geodesical operations prove its true figure to be that of 
an oblate spheroid, flattened at- the poles, or protuberant at the 
equator; the polar axis being about -3-5^ part shorter than the 
equatorial diameter.* This result is arrived at by the mcBsure- 
ment of arcs of the meridian in different latitudes, by which it is 



* The exact determination of arcs of the meridian measured in France, and also the 
comparison of the three portions into which the arc of the meridian between Clifton 
and Dimnose was divided, presenting the same anomaly of the degrees appearing to 
diminish as they approach the pole, are opposed to the figure of the earth being 
exactly a Jurmogeneoiis or ohUUe ellipsoid ; but its approximation to that figure is so 
close that calculations based upon it are not affected by the supposed slight differ- 
ence. The proximity of the extreme stations to mountainous districts was supposed 
to have been partly the cause of this discrepancy, as the attraction of high land, by 
affecting the plummet of the Zenith Sector, might have vitiated the observations for 
the difference of latitude between two stations. A survey was undertaken by Dr. 
Maskeylene solely to establish the truth of this supposition, the account of which is 
published in the "Philosophical Transactions" for 1775. A distance of upwards of 
4000 feet wiis accurately measured between two stations, one on the north and the 
other on the south side of a mountain in Perthshire. The difference of latitude 
between these extremities of the measured distance was, from a number of most 
careful observations, determined to be 54" '6. Geodesieally this arc ought to have been 
only 42" *9, showing an error of 11 "'7 due to the deflection of the plummet. 
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ascertained beyond the possibility of doubt, that the length of a 
degree at the equator is the kast that can be measured, and that this 
length increases as we advance towards the pole ; whence the 
greater degree of curvature at the former, and the flattening at the 
latter, is directly inferred. 

. Our ^' diminutive measures " can only be applied to compara- 
tively small portions of the surface of the earth in succession ; 
but from thence we are enabled, by geometrical reasoning, to 
deduce the form and dimensions of the whole mass. 

There are two difficulties attending the measurement of any 
definite portion of the earth's circumference (such as one degree, 
for instance*) in the direction of the meridian, independent of 
those caused by the distance along which it is to be carried : the 
first is, the necessity of an undeviating measurement in the trtie 
direction of a great circle ; and the second, the determination of the 
exact »pot where the degree ends. 

The earth having on its surface no landmarks to guide us in 
such an undertaking, we must have recourse to the heavens ; and 
though by the aid of the stars t we can ascertain whet^ we have 
accomplished exactly a degree, it is far more convenient to fix upon 
two stations as the termini of the arc to be measured, having as 
nearly as possible the same longitude, and to calculate the length of the 
arc of the meridian contained between their parallels from a series 
of triangles connected with a measured base, and extending along 
the direction of the arc. From the value thus obtained, compared 
with the difference between the latitudes of the two termini 
determined by a number of accurate astronomical observations. 



* More than an entire degree (about 100 miles) was actoally measnred on the 
ground in Pennsylvania, by Messrs. Mason and Dixon, with wooden rectangular frames, 
20 feet long each, laid perfectly level, without any tri angulation. Page 10, '^Dis- 
cours Preliminaire, Base du Syst&me M^trique," and " Philosophical Transactions " 
for 1768. 

f The stars whose meridional altitudes are observed for the determination of the 
latitude should be selected among those passing through, or near, the zenith of the 
place of observation, that the results may be as free as possible from any uncertainty 
as to the amount of refraction. With proper care and a good instrument, the latitude 
for so important a purpose ought to be determined within one second of space, unless 
local causes interfere to affect the result. 
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can be aseertained of course the length of one degree in the 
required latitude. 

The measurement of an arc of the meridian, or of a parallel, i» 
perhaps the most difficult and the most important of geodesical 
operations, and nothing beyond a brief popular description of the 
modes of proceeding which have been adopted in this country, 
fiJki elsewhere, can be here attempted. For the details of the 
aJl)solute measurement of the bases from which the elements of the 
triangles were deduced, as well aa the various minute but 
necessary preliminary corrections, and the laborious analysis o^ 
the calculations by which the length of the arcs were determined 
from these data, reference must be made to the standard work& 
descriptive of these operations. 

At the end of the second volume of the '^Account of the 
Operations on the Trigonometrical Survey of England and 
Wales," will be found all the details connected with the measure* 
ment of an arc of the meridian, extending from Dunnose in the 
Isle of Wight, to Clifton in Yorkshire. The calculations are 
resumed at page 354 of the third volume > the length of one 
degree of the arc resulting from which, in latitude 52^ 30^ (about 
the centre of England), being equal to 364,938 feet. 

An arc of a parallel was also measured in the course of the 
trigonometrical survey between Beachy Head and Dunnose, in 
1794, but fault has been since found with the triangulation, and 
corrections have been applied to the longitudes deduced therefrom, 
which are alluded to in " The Chronometer Observations for the 
Difference of the Longitudes of Dover and Falmouth," by Dr» 
Tiarks, published in " The Phil. Trans, for 1824," and in Mr. 
Airy*s paper " On the Figure of the Earth." 

The arc measured by Messrs. Mechain and Delambre between 
the parallels of Dunkirk and Barcelona, described in detail in the 
Base du Systeme M^trique Decimal," had for its object (as the 
title of the work implies) not only the determination of the figure 
of the earth, but also that of some certain standard, which, being 
an aliquot part of a degree of the meridian in the mean latitude 
of 45°, might be for ever recognised by all nations as the tmit of 
measurement. To have any idea of the labour and science 
devoted to this purpose, it is necesscoy to refer to the work itself. 
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in which will be found the reasons for preferring a portion of the 
measurement of the surface of the globe involving only the can- 
sideration of apace, to the length of a pendulum vibrating seconds 
having reference both to time and apace. In addition to the 
determination of this standard of linear measurement, which was 
denominated the "metre/' and defined to be the ten-millionth 
part of a quarter of a great circle passing through the poles,* 
the Committee, consisting of all the most distinguished scientific 
men on the Continent, agreed also upon a atandard of weight 
derived from the same source. A cube, each side -^ part of the 
metre, or a ^'decimetre'' (chosen on account of its convenient 
size), was supposed to be filled mth diatilled water of the tempe- 
rature of ice juat malting ; and the weight of the fluid constituted 
the ^^ killogramme*' This temperature was selected as being 
pointed out ly nature^ and independent of any artificial gradations ; 
and also as being the point at which the detmty of water ia nearly 
a maximum, aa it expanda immediately on aolidifying, although down to 
about 40°^ it continues gradually to condense. No other substance 
either liquid or solid combines so many recommendations ; but 
the difficulty that arose was to construct a aolid maaa repreaenttng 
thia weight of water which might be kept as a standard ; their 
method of overcoming this is explained at pp. 563, 626, and the 
following pages of the third volume. " Bodies of unequal specific 
gravities may weigh equally in one state of the atmosphere, but 
not so in one of either greater or less density, and a vacuum was 
therefore of necessity resorted to." In the words of the Beport 



* The French Commissioners, however, having in their calculations employed ^ as 
their value of the earth's compression, now known to be incorrect, the metre, strictly 
speaking, can no longer be so defined. The determination of the value of the English 
tandard, — the yard, — has been recommended by the commissioners appointed in 1841 
for the restoration of the standards of weight and measures after the ipjury done to 
the original standard by the burning of the House of Commons in which it was depo- 
sited, to be effected by joint reference to the three standards extant upon which most 
reliance can be placed ; viz., those belonging to the Royal Society, the Royal Astro- 
nomical Society, and the Board of Ordnance, instead of having recourse to the 
standard previously established by Act of Parliament, of the length of a pendulum 
vibrating seconds at a fixed temperature in the latitude of London. Mr. Baily states 
this length at the level of the sea, in vacuo, at the temperature of 62"* Fahr., by Sir 
G. Shnckburgh's scale, to be 89 '1393 inches. 
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(vol. iii. p. 665,) "C'est au poids du decimetre cube d'eau 
distill6e, k sa plus grande density, qu'on doit faire egal le poids 
d'une masse solide donn6e, tous les deux 6tant supposes dans le 
vide ; voila a quo! se reduisoit la question de la fixation de Tunit^ 
de poids." In the end, cylinders of platinum and of brass were 
constructed, of precisely the same weight as the^ killogramme of 
water, both weighed in a vacuum. These two, from the difference 
of their masses, evidently tcould not weigh alike in the air. A brass 
cylinder (of which several were made) was kept as a standard for 
public use ; the platinum presented to the ^^ Institut," to be 
deposited there as '* le repr6sentatif d'une mass d'eau prise cl son 
maximum de condensation, contenue dans le cube du decimetre, 
et pesee dans le vide." 

During the progress of these operations, observations were 
made by Borda (whose repeating circles of 16 and 16i inches 
diameter were used in triangtdation), on the length of a pendulum 
vibrating seconds at the level of the sea, in the latitude of 45°, at 
one determinate temperature. The length of this pendulum (of 
platina) was ascertained in millimetres, and was declared by the 
Committee to be so accurate, as to serve, in case of any accident 
happening to the standard, to construct again the unit of measure- 
fnent without another reference to an arc of the meridian. 

The prolongation of the measurement of this arc from Bar- 
celona to Formentera, the most southerly of the Balearic Isles, 
and its connection with England and Scotland, was published 
in 1821 by Messrs. Biot and Arago (under whom the operations 
were conducted), in a work entitled "Eecueil des Observations 
G6odesiques, Astronomiques, et Physiques.*' The whole arc 
measured amounted nearly to 12i°, and was crossed at about 
half its length by the mean parallel of 45°. 

The following table, taken from Mr. Airy's "Figure of the 
Earth,** published in the Encyclopaedia Metropolitana," shows 
the length of the principal arcs of meridian and parallel that have 
been measured in different latitudes : 



A TBIGONOMETRICAL SURVEY. 



157 
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PeraTian Arc, calculated by Delambre . 

Maupertais' Swedish Arc 

French Arc, by Lacaille and Caasini 

Roman Arc, by fioscovioh 

Lacaille'B Arc, near the Cape of Qood | 

Hope ( 

American Arc, by Mason and Dixon • 
French Arc, from Pormentera to Dunkirk 

Syanberg^B Swedish Arc 

English Arc, from Dunnose to Burleigh | 

Moor ( 

Lambton's first Indian Arc .... 
Lambton's second Indian Arc, as ex- ) 

tended by Everest { 

Piedmontese Arc, by Ptani and Garlini . 
Hanoverian Arc, by Gaufs .... 
Rossian Arc, by Strnre 



Latitude of 
Hid. Point. 

!• 31' 0" 

66 19 87 

46 52 2 

42 ^9 

38 18 80 

89 12 

44 51 2 

66 20 10 

52 85 45 

12 82 21 

16 8 22 

44 57 80 

52 82 17 

58 17 87 



Amplitude of 
Arc. 



3' 





7' 
57 
8 20 
2 9 



1 28 

12 22 

1 87 

8 57 

1 84 

15 57 

1 7 

2 
8 85 



8"-l 
80*4 
3 
47 



1 18 17-5 



45 

12-6 

19-8 

181 

56-4 

40-2 

31-1 

57-4 

5-2 



Length in 
Bng. ft 



1131057 
351832 

3040605 
787919 

445506 

538100 

4509402 

593273 

1442958 

574868 

5794599 

414657 

736426 

1309742 



▲B08 or PARALLEL. 


Latitude. 


Extent in 
Longitude. 


Length in , 
Sng. ft. 1 


Arc across the mouth of the Rhone, by 
Lacaille and Oassini .... 

General Roy's Arc, between Beachy 
Head and Dunnose 

Arc from Dover to Falmouth .... 

Arc from Padua to Marennes . . . 


48" 81' 50'' 

50 44 24 

50 44 24 
45 48 12 


V 58' 19" 

1 26 47-9 

6 22 6 
12 59 8-8 


508022 

886099 

1474775 
8316976 



The detailed accounts of the measurements of these arcs are to 
be found in the works of Puissant, Cassini, Biot, Arago, Borda ; in 
Colonel Lambton's papers in the " Philosophical Transactions " 
(1818 and 1823) ; and in the works of Captain Everest, published 
in 1839; and a popular description of the different methods 
adopted for the measurement of the bases, in each of these opera- 
tions, is given in the paper " On the Figure of the Earth," in the 
*' Encjclopsedia Metropolitana," from which the foregoing table 
was extracted. 

The conclusion drawn by Professor Airy from the above 
measures is, that " the measured arcs may be represented nearly 
enough on the whole, by supposing the earth's surface at the level 
of the sea, or at the level at which water communicating freely 
with the Bea, would stand, to be an ellipsoid of revolution whose 
polar semi-axis is 20853810 English feet, or 3949*588 miles; 
and whose equatorial radius is 20923713 feet, or 3962*824 miles. 
The ratio of the axis is 298*33 to 299*33 : and the ^Uipticity 
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(measured by the quotient of the diflference of the axis by the 
smaller) is -rsnr-m or •003362. The meridional quadrant is 
82811980 feet, and one minute=6076-2777 feet.*^ 

Mr. Baily assumes the proportion between the polar axis and 
the equatorial diameter to be as 304 to 305, whence the com- 
pression amounts to -^77. 

The most general valuation of tiie compression is -3^, and in 
the numerous tables of compression, given by Dr. Pearson in 
his invaluable work on Practical Astronomy, it varies from ^^ 

3 ft 3* 

Instructions for conducting the measurement of arcs of the 
meridian will be found in Francoeur, page 148, and also in 
Puissant's ^* G6odesie," vol. i. p. 242, and in the 12th chapter of 
" Woodhouse's Trigonometry," Below is given a popular account 
of the methods of procedure. 

The line AX in the figure annexed (Jig. 1) represents a portion 
of an arc of the meridian on which it is required to measure the 
length of one degree. A and L are the two stations selected as 
the extreme points to be connected by a series of triangles ABC, 
BCD, D C E, c&c, running along the direction of the meridian 
which passes through A. The vertices of these triangles, particu- 
larly the station L, are purposely chosen as near as possible to this 
meridian line ; and the distance from A to X, the intersection of ^ 
perpendicular to the meridian drawn through L (the distance LX 
being short), or more correctiy to X', the point of intersection with 
this meridian of the parallel draum through L becomes the distance 
to be attained by calculation. The length of A B, or of any other 
side, is first accurately determined with ref^ence to some measured 
base, and the angles at the vertices of aU the triangles observed 
with the most rigid accuracy ; and after the necessary corrections 
for spherical excess have been made, with the reductions to the 
centre and to the horizon if required,* the sides of the triangles 
are calculated from these data, as if projected on the surface of the 
globCy at the mean level of the sea. The azimuths of all these sides 
also require to be known, that is^ the angles they respectively 
make with the meridian, which can be calculated from CAX, 

• FranooBur^B "G^odesie," p. 182; Airy'B "Figoro of the Earth," p. 199. 
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or any ether azimuth which has been observed, and the latitudes 
of the two extreme stations must be ascertained with all the 
minuteness of which the best instruments are capable* for 
comparison with the distance obtained by calculation between 
them. The jGj?st method that was adopted of ascertaining from 

Fig. 1. 





these data the required length of A X, is termed that of ohlique- 
angled triangles, described in Francoeur's "G6odesie," p. 151; 
in "Puissant," vol. i. p, 243; in the "Base du Systeme 
M6trique;" and in p. 277 of Woodhouse's "Trigonometry." 



• No leas thftn 3900 ol)servations wen nuule for the determinatioii of the latitude 
of Formentera. 
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evidently measured by the difference of their longitude, and P S 
and P S' are their respective latitudes ; the solution of the spherical 
triangle P S S then gives the length of the arc S S'. 

If it is possible, when observing at S and S\ to determine the 
azimuths of these stations from each other, that is, the angles P S S' and 
P S'S, a more accurate result will be obtained, as these angles can 
be determined with precision, whereas the angle P depends upon 
the correctness of the observations for longitude at each station, 
which with portable instruments is always at best but a close 
approximation ; * and the errors in the determination of each may 
lie in the same, or in different directions. In geodesical opera* 
tions, if it be possible, the reciprocal azimuths of stations should 
always be observed, as well as the angles contained between them 
and other trigonometrical points. 

From these reciprocal assimuths, with the astronomical latitudes 
of each station, the difference of their longitudes, or the angle of 
inclination of their meridians, is found by Dalb/s method of solu- 
tion which is applicable to spheroids. This mode of determining 
the difference of longitudes by observations of reciprocal azimuths 
was practised on the Ordnance Survey, and the analysis of the 
theorem is given at length in p. 214 of Airy's " Figure of the 
Earth." In the course of the investigation it is proved, that the 
spherical excess in a spheroidal triangle is equal to that in a 
spherical triangle whose vertices have the same astronomical lati- 
tudes and the same difference of longitude ; from whence results 
the following simple rule — 

tan i diff. longitudes =^M^^^*^ x cot i sum of azimuthal angles. 

Generally, a small error in the latitudes produces no sensible 
error in the determination, but in the azimuths, accuracy is of 
vital importance ; when the latitudes are small, their correctness 
becomes of consequence, and the method is not therefore well 
adapted for stations near the equator. 

The angle at the pole formed by the two meridians being thus 
obtained, the distance S S' between the stations can be found 

• In cases where the difference of longitude "between tlie two stations can be ascer- 
tained by means of signals, or by the interchange of chronometers, as explained in 
the next chapter, the measure of the angle P may be obtained with great accuracy. 
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nearly in the triangle PS S''; this arc, however, mnst he converted 
into its corresponding value in distance on the surface of the earth; 
and if its spheroidal figure he taken into account, the radius of 
curvature must be ascertained for the middle latitude i (/— /')• 

On the other hand, to obtain geodesically the latitudes, longi- 
tudes, and azimuths of stations from others whose positions on the 
surface of the globe have been determined by triangulation, it is 
necessary to be able to convert any measured or calculated dis- 
tances on the earth's surface into arcs; for which purpose the 
radius of curvature of the arc in question is required, to obtain an 
accurate result. In a paper published by Mr. Galbraith, in the 
51st number of the "Edinburgh New Philosophical Journal," 
tables are given to facilitate this preliminary computation, whether 
the arc be in the direction of a meridian, of a perpendicular to the 
meridian, or forming an oblique angle with it — as also those for the 
azimuths, latitudes, and longitudes, and convergence of meridians. 

The formula given in the " Synopsis of Practical Philosophy *' 

for the radius of curvature at any point of the terrestrial meridian^ 

supposing the earth to be an oblate spheroid, is as follows, a and 

h being the equatorial aiid polar semi-axes, / the latitude, e = 

(a— 6) the compression: — 

r = a — 2c + 8c. sin %l. 

or = a— J— gCM^/ 

At page 192 of Mr. Airy's " Figure of the Earth,'* the following 
method is given for determining the radius of curvature : — 

" The latitudes of the places 
P and Q, whether on the same 
meridian or not, are the com- 
plements of the angles pT?s^ 
qQs respectively, which are 
included by the verticals at 
the places, and the lines drawn 
to the celestial pole. And if 
S be any star which can be 
observed at both places, the 
angle » Pjo=« P S + S Pjt?, and 
«Q^ = tfQS + SQs'; consi- 
dering, therefore, the angles S Q 8, « P S as equal, the difference of 

M 2 
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latitudes is the same as the difference of S Pp, S Q ^ ; that is, it 
is the same as the difference of the zemth >distant;es of the same 
star at the two places, and can therefore be easily found. Now, 
if the places P and Q be on ' the same meridian, their verticals 
will intersect in some point D ; and the difference of latitudes, 
which is the difference of « Q ^ and « P j», or (P r being parallel to 
Q^) the difference of «Pr and sFp, is equal to rFp or QDP, 
the angles contained by the verticals. The length P Q being 
known from measurement, and the angle P D Q, or the difference 
of latitude, being found by observations of the zenith distances of 
a star, the length of P D or Q D, or ^A^ radius of curvature, is 

found* 

" Again, if T and V be two places on different meridians, and if 
planes be drawn through these places, and through the axis, A C, 

of the earth, the angle made by these 
planes (or the difference of the longi- 
tudes) may be determined astronomi- 
cally. Now, instead of T we have a 
place t, whose latitude is the same as 
that of V ; and if we draw V W, ^ W 
perpendicular to the axis, the angle 
between the planes will be the same as 
the angle VW^. The distance V^ 
being measured (er otherwise obtained), and the angle Y W ^, or 
the difference of longitude being found, the length of V \V, or 
t W, or the radius of a parallel, will be found. Either of the 
measures will give this line, which will materially assist in 
determining the earth's form and dimensions, but they cannot 
'easily be combined : the difference of latitude can be ascertained 
with so much greater accuracy than the difference of longitude, 
that measures of the former kind have generally been relied 
upon." 

This subject is still further pursued in the work from which 
ilie above extract has been made. 

It may also be required to calculate with the greatest exactness 
ihe azimuths or true bearings of two distant stations from each 
other, the latitudes and difference of longitudes of these points 
having been determined by observation ; as was the case in 
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mmrking the North American boundary in 184-5, when one line 
sixty-four miles in length was cut through the dense Canadian 
forest upon bearings from each of the extremities computed by 
the following directions and formulae furnished by Mr. Airy. 

Convert the difference of longitude found in time into arc. 

From the latitudes of the stations compute the following 
formulae : — 

Tan i sum of spherical azimuths 

cos i diff. colat. ^ i t./* i -^ * 

= , , - X cotan i dinerence Longituaes; 

cos 4 sum colat. ^ 

Tan i difference spherical azimuths 

sine i diff. colat. . i ■•./%. i .^ , 

= -. 1 , - X eotan 4 difference longitudes. 

sine i sum colat. ® 

The larger azimuth (at the place where the latitude is greatest) 

= i sum azimuths + i diff. azimuths. 
The smaller 

= i sum azimuths — i diff. azimuths. 

These azimuths, found for a sphere, are thus corrected for the 
earth's spheroidal form. 

From the above spherical azimuths find the spherical ampli- 
tudes by taking the difference between each of them and 90° ; for 
each case find an angle, a, by the formula* 

sine colatitude 
Bm a = , — . . 

V75 

Then the tangent of each of the true spheroidal amplitudes = 
cos a X tangent spherical amplitude ; the azimuths being 
obtained by applying to these 90°, additive or subtractive, 
according to the case. 

If, instead of determining astronomically and by the transmis- 
sion of chronometers the absolute latitudes and the difference of 
longitudes of these distant stations, they had been connected by 
a series of triangles, and that from this triangulation it was 



* The steps by which this formnla is arrived at are shown at page 346 of the 
" Corps Papers," where also will be found examples of azimuths caloulated by it ou 
the survey of the boundary alluded to. 
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required to obtain the true bearings of each point from the other 
for the purpose of running a straight line between them, the 
following is the simple process : — 

Supposing A and B to be the two stations, connected as in the 
figure by a series of triangles ; assume one side as a standard, say 
A C ; compute C E as in a plane triangle ; from this compute 
CD, D E ; from D E compute D F ; from D F compute D B. 
With the two known sides A C and C D, and the angle A C D, 
compute A D and the angle C D A ; subtract this from the sum 




of the three angles C D E, E D F, and F D B, and you have the 
angle A D B ; with this angle and the two sides, A D and D B, 
compute the angle DBA; this is the difference between the 
bearing of A from B, and that of D from B. The latter is known, 
or can be directly observed ; whence the former is deduced. 

In the same manner the azimuth of the line A B, or the bearing 
of B from A, can be ascertained. 

On the North American boundary the azimuths were laid off 
with an altitude and azimuth instrument, and the line prolonged 
with a portable transit by which the party sent on in front to take 
up the rough alignement for cutting a track through the dense 
forest were directed. A torch of birch bark was moved to the 
right or left as required by concerted signals made from the 
transit, by flashing small quantities of gunpowder in an open pan, 
both the lighted torches and the flashes of gunpowder being 
visible for far greater distances * than were ever required. 

By daylight heliostats were used for keeping the advanced 
party in the right direction. 

* Major Robinson states as much as 40 miles. See the narrative of his operations, 
2nd and 3rd Numbers of the ** Corps Papers.""* 
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The tnie bearings of the line of 64 miles in length were in 
this operation determined so accurately, that when the parties 
employed in marking it out from each extremity met about 
midway, the sum of their joint deviation from the true line was 
exactly 841 feet; equal, as Mr. Airy observes, to **only one- 
qusurter of a second of time in the difference of the longitudes, or 
only one-third of the error which would have been committed if 
the spheroidal farm of the earth had been neglected" This slight 
error was corrected by running offsets at certain points along 
each line, proportioned of course to the distances from the 
extreme end. 

The distances between two places of a ship at sea are generally 
resolved by plane trigonometry; the difference of 
latitude SL, and the azimuth represented by the 
angle S'^ S L and termed the course, forming a right- 
angled triangle, in which S S^ the nautical distance, 
is determined ; the other side S' L, termed the depar- 
ture, being the sum of all the meridional distances 
passed over. 

Again, in the triangle ABC: let A B repre- 
sent the meridian distance (or departure), and 
the angle B A G be equal to the latitude, then 
A C, the hypothenuse, will be equal to the 
difference of longitude. 

Also, if . D B represent the nautical distance, 
and G D the difference of latitudes, then BCD 
will be a right angle, and BC the departure, 
nearly equal to the meridian distance in the 
middle latitude. If then, in the triangle ABC 
the angle A B C be measured by that middle 
latitude, AB the hypothenuse will be nearly 
equal to the difference of longitude between 
D andB. 

For further information on this subject, no 
better work can be consulted than Kiddle's 
" Navigation." 

By the use of " Mercator's Projection," most of these questions 
can be solved without calculation. In this ingenious system the 
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globe is conceived to be so projected on a plane that the 
meridians are aU parallel lineSj and the elementary parts of the 
meridians and parallels bear in all latitudes the same proportion 
to each other that they do upon the globe. The uses to which 
this species of projection can be applied, and the vast benefit its 
invention has proved to the navigator, will be evident by reference 
to any work on navigation. 

The latitude and longitude of any place being known, that of 
y any other station within a short distance can 

be determined by plane trigonometry. Suppose 
the latitude and longitude of G for instance 
to be known, from whence that of O, an adjacent 
station, is to be determined ; the distance O Q 
must be m^sured, or obtained by triangulation, 
and the azimuth NOG observed ; then the 
difference of longitude G L between the stations 
i» the sine of the angle L O G to radius O G ; 
wid O L, the difference of latitude, is the cosine 
to the same angle and radius. The following example will show 
the application of this simple method : — 

The distance of a station O', 238 feet due south of the Rl. 
Engr. Observatory at Chatham from Gillingham Church, was 
ascertained to be 7547*4 feet, and the angle S O G, the supple- 
ment of the azimuth, = 78° 55' 65''; Gillingham Church being 
situated in 61° 23' 24'^- 12 north latitude, and 0° 33' 49'^-41 east 
longitude. 




Then cos 78° 56' 55^^— 9*283243 
log 7647-4— 3-877796 



1448-9— 3-161039 Diff. of latitude (north), in feet. 



And sine 78° 55' 65"— 9-991846 
log 7547-4 — 3*8777% 



7407- —8-869642 Diff. of longitude (west), in feet. 
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The lengths of one second of latitude and longitude in latitude 
51'' 2a' are- 
Latitude 102*02 feet. 
Longitude 63*41 feet. 

1448-9 + 238 ,«,/,« ^.^ -, ,., r - 

-•- Too^Oft — ^ 16 *53. Difference of latitude in arc, 

and —^ = lie''^ = r 66''*8. Difference of longitude in arc. 

Latiiode. Longitude. 

Qillingham Church N. ^V 23' 24''*12 E. O"" 33' 49'^*4l 

Difference N. . . + 16 -53 W. 1' 56 *8 



Observatory . . . 51° 23' 40 '65 0° 31' 62 '0 



It' is always necessary to ascertain the variation of the compass 
before plotting any survey, for the purpose of protracting such 
parts of the interior details as have been filled in by magnetic 
bearings, and also of marking the direction of the magnetic 
meridian upon detached plans. The laws of this variation ai^ 
at present but little known ; and it is only by accumulating a vast 
number of observations at different places, and at different 
periods, that the position of the magnetic poles and the annual 
variation and dip can be ascertained with anything like certainty 

A meridian line beiug once marked on the ground, the bearing 
of this line by the compass is of course the variation east or west. 
It can be traced with an altitude wd azimuth instrument, or even 
a good theodolite, by observing equal altitudes and azimuths of the 
sun, or a star, on different sides of the meridian. With the latter 
object no correction whatever is reqxdred : the cross hairs are made 
to thread the star exactly (by following its motion with the tangent 
screws) two or three hours before its culmination ; the vertical arc 
is then clamped to this altitude, and the azimuth circle- read off. 
On the star descending to the same altitude, at the same interval 
of time after its transit, it is agidn bisected by the cross hairs, and 
the mean between the two readings of the azimuth circle gives the 
direction of the true meridian, which being marked out on the 
ground, its bearing is then read with the compass. 

When the sun is the obj^ect observed,, the altitude taken may be 
that of either the upper or lower, and the azimuth that of the 
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leading or following limb; the mean of the readings of the azi- 
muth circle does not necessarily therefore in this case give 
the true meridian, as correction must be applied for the change in 
the sun's declination during the interval of time between the 
observations* 

If the sun's meridian altitude is increasing, as is the case from 
midwinter to midsummer, his lower limb when descending will 
have the same altitude at a greater distance from the meridian 
than be/ore apparent noon, and the reverse when it is decreasing. 
The following formula for this correction is taken from Dr. 
Pearson : — 

x=i D X sect. lat. x cosect. ^ T, where D is the change of 
declination* in the interval of time expressed by T. 

Example:— In latitude 51° 23' 40'' N. on May 12, 1838,. the 
upper limb of the sun had equal altitudes. 

At 9h. 64m. 26-8s. A.M. 
2 5 46 P. 

And the readings of the azimuth circle at these times were— 

311^ 47' 20" morning observation. 
47 45 50 afternoon do. 

12 o' 6 360° 0" 0"^ 

9 64 26-8 311 47 20 



,-} B, ^^. 



Distance from noon, a.m. 2 5 33'2 48 12 40 



2 5 33'2 AS* 12' 40" azimuth a.m. 
2 5 46 47 46 50 ditto p.m. 



T=4 11 19-2 2)26 50 diflf. 

JT=2 5 39-6 

or in space 31° 24' 54" 13 25 

360 



359 46 35 reading of approximate 
meridian. 

* The sun's change of declination is given for every Jww in the first page of each 
month in the Kautioal Almanac. 
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The son's change of decimation in one hour of mean time on 
May 12 appears, by the Nautical Almanac, =37''*53y therefore 
for ah. 6'6m., the half interval, it is = 78"'5. 

? = 78"-5 log. 1-8948697 

L = 51° 23' 40'' sec. 0-2048465 
I = 81 24 -54 cosec. 0-2829690 



4' l''-37 . . 23826852 



Middle point .... 859° 46' 85" 
Correction .... 4 1*4 



Correct reading of true meridian 359 42 33-6 



The magnetic bearing of the pole star, or of any circumpolar 
star at its upper or lower culmination, gives at once the variation 
of the compass ; a meridian may likewise be traced by observing 
the azimuths of a star at its greatest elongations, and taking the 
mean. 

If only one elongation is observed, the sine of the angular 

,. ^ sin polar distance of star ... j, j x i 

distance = — -. — , ^.^ , , which added to, or sub- 

cosine latitude 

tracted from the observed azimuth, gives the direction of the 

meridian. 

The time at which any star is at its greatest elongation is thus 
found. The cosine of the hour angle in space = tan polar dist. 
X tan lat. This hour angle divided by 15 gives the interval in 
sidereal time. 

The other methods of finding the variation of the compass by 
the amplitude of the sun at sunrise or sunset, and by his azimuth 
at any period of the day, requiring more calculation, will be found 
among the Astronomical Problems. 

A meridian line can be marked on the ground, without the aid 
of any instrument, with sufficient accuracy to obtain the variation 
of the needle for common purposes, by driving a picket ver- 
tically into the ground on a perfectly level surface. At three 
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or four hours before noon, measure the length of its shadow 
on the ground, and from the bottom of the picket, as a centre, 
describe an arc with this distance as radius. Observe when the 
shadow intersects this arc about the same time in the after- 
noon, and the middle point between these and the picket gives 
the line of the meridian. It is of course better to have three 
or four observations at diflferent periods before and after noon ; 
and these several middle points afford means of laying out the Hne* 
more correctly. 

The method hitherto described of laying down stations by tri- 
angulation, or by means of distances calculated from' astronomical 
observation, is however only applicable unthin certain limits; as,, 
on account of the spherical figure of the earth, the relative positions- 
of places on the globe cannot be represented by any projection in. 
geographical maps embracing very large portions of its surface 
except by altering more or less their real distances, the content of 
various tracts of territory, and in {eLct, distorting the whole appear- 
ance, when compared with the different portions of the same 
country represented as plane surfaces. 

Either a true projection or some arbitrary arrangement of the 
meridians and parallels is therefore necessarily adopted, and each 
place is miarked on this skeleton according to its relative latitude 
and longitude. Those projections should be preferred in which the 
geographical lines are most easily traced, and whose arrangemenf 
distorts as little as possible tJhe linear and superficial dimensions,* 

Descriptions of various projections will be found in the works of 
Puissant, Francoeur, and other authors on the subject ; and some 
very useful explanations of the projections of the sf^ere in a 
treatise on " Practical Geometry and Projection,*' published by the 
Society of Useful Knowledge. 

The following short but clear definition of the three species of 
projection commonly used in maps, viz., the orthographic, stereo-- 



• Sir Henry James states that the one-inch maps of the Ordnance Surveys of Scot- 
land and Ireland are laid down on a modification of Flamstead^s projection,, so that the 
sheets of each will, when pat together, form one map. England has not been laid 
down upon any projection, but by the method of parallels and perpendiculars to- 
meridians in different parts of the country. 
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graphic, and Mercator's, is taken from Sir J. F. Herschers 
"Astronomy:" 

" In the orthographic projection every point of the hemisphere 
is referred to its diametral plane or base, by a perpendicular let fall 
on it, so that its representation, thus mapped on its base, is suoh 
as it would actually appear to an eye placed at an infinite distance 
from it It is obvious that in this projection only the central 
portions are represented in their true forms, while the exterior is 
more and more distorted and crowded together as it approaches 
the edges of the map. Owing to this cause, the orthographic 
projection, though very good for small portions of the globe, is o£ 
little service for large ones. 

" The stereographic projection is 
in a great measure free from this 
defect. To understand this method, 
we must conceive an eye to be 
placed at E, one extremity of a 
diameter E C B of the sphere, and 
to view the concave surface of the 
sphere^ every point of which, as P, 
is referred to the diametral plane 
ADF perpendicular to EB by the 
visual line P M E. The stereo- 

^rflrpAwj projection of a sphere, then, is a true perspective repre- 
sentation of its concavity on a diametral plane ; and as such it 
possesses some singular geometrical properties^ of which the 
following are two of the principal : — first, all circles on the sphere 
are represented by circles in the projection ; thus the circle X is 
projected into x : only great circles passing through the vertex B 
are projected into straight lines traversing the centre C; thus 
B P A is projected into C A. 

** Secondly, every very small triangle G H K on the sphere is 
^represented by a similar triangle ghk in the projection. This 
valuable property ensures a general similarity of appearance in 
the map to the reality in all its parts, and enables us to project at 
least a hemisphere in a single map, without any violent distortion 
of the configurations on the surface from their real forms. As in 
wthe orthographic projection, the borders of the hemisphere are 
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unduly crowded together; in the stereographies their projected 
dimensions are, on the contrary, somewhat enlarged in receding 
from the centre." 

Both these projections may be considered natural ones, inasmuch 
as they are really perspective representations of the surface on a 
plane; but Mercator's projection is entirely artificial, repre- 
sentiDg the sphere as it cannot be seen from any one pointy but 
as U mi^bt be seen by an eye carried successively ever every part 
ef it The degrees of longitude are assumed equal, and of the 
value of those at the equator. The degrees of latitude are 
extended each way from the equator, retaining always their 
proper proportion to those of longitude ; consequently the 
intervals between the parallels of latitude increase from the 

equator'^ the pdes. 
The equator is con- 
ceived to be extended 
out into a straight line, 
and the meridians are 
straight lines at right 
angles to it, as in the 
figure. Altogether the 
general character of 
maps on this projec- 
tion is not very dissimilar to what would be produced by 
referring every point in the globe to a circumscribing cylinder, 
by lines drawn from the centre, and then unrolling the cylinder 
into a plane. Like the stereographic projection, it gives a true 
representation as to form of every particular small part, but 
varies greatly in point of scale in its different regions — the polar 
regions, in particular, being extravagantly enlarged; and the 
whole map, even of a single hemisphere, not being compiisable 
within any finite limits. 

The following simple directions aie given by Mr. Arrowsmith 
for a projection adapted to a map to comprehend only a limited 
portion of the globe ; for instance, that between the parallels of 
44'' and 48° 30' north latitude, and longitudes 9° and 18° east of 
Greenwich. — Draw a line A B for a central meridian ; divide it 
into the required number of degrees of latitude (4^^) ; through one 
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of these points of division (say 46^ draw CD intersecting the 
meridian at right angles, and likewise draw lines through the other 
points parallel to C D. 

Take the breadth in minutes of a degree of longitude in lat. 
46° = 41*63 ; from M towards C and D, set off each way one-half 
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of this, 20-84 (M E . M G). Again, from N lay off on each side 
one-half of the length of a degree in lat. 47° = 40-92 -NF, NH. 
Measure the diagonals GH, £F, and putting one point of the 
compasses successively on F, G, H, and E, describe the arcs, 

Take 41*68, the whole measurement of a longitudinal degree in 
lat. 46°, and lay off the distance, G O, E O, intersecting the arcs 
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(txxniOO. Again, take the valae of a degree in latitude 47^ 
40-92, and lay off the distances E P, H P. 

This process continued until the parallels of 46^ and 47^ are 
completed, the whole projection may be carried on in the same 
manner, the two parallels £rst drawn famishing the respective 
points of each meridian. 

It would occupy too much space to pursue the subject further ; 
explanations of all the most useful projections will be found in the j 

sixth chapter of Francoeur's " Qiodesie^^' and in other works of 
the same character. 



CHAPTER XL 

PRACTICAL ASTRONOMY. 

Before proceeding to the solution of the few simple problems by 
which the latitude, longitude, and time, as also the variation of 
the compass and the azimuth of any celestial body can be deter- 
mined under different circumstances, it is considered advisable to 
explain the meaning of such terms as are most constantly met 
with in practical astronomy, and the corrections necessary to be 
applied to aU observations. 

The Sextant,* Eeflecting Circle, or Dollond's Bepeating 
Circle, with the Artificial Horizon and Chronometer, the Baro- 
meter and Thermometer, are the description ot portable instru- 
ments generally used in taking astronomical observations. The 
Nautical Almanac for the year, as well as tables of logarithms 
and refraction are also necessary. In an observatory, or for any 
extensive geodesical operation, instruments are required of firmer 
construction, and admitting firom their size of more minute 
graduation. The principal Observatory Instruments are the 
Transit, Sidereal Clock, Equatorial, Altitude and Azimuth Instru- 
ment ; to which may be added the Zenith Sector and Mural or 
Transit Circle. 

In all reflecting instruments the angle formed by the planes of 
the two mirrors is only half the observed angle, but the arc or 
circle is graduated to meet this effect of the principle of their 
construction ; thus an angle of 60° is marked on the limb of the 
aextant 120°; and the entire circle reads 720°. 



* The altitude and azimuth of any celestial body can also of coune be taken with 
the Theodolite,— indeed a large Theodolite of the best construction is a portable 
Altitude and Azimuth Instrument. 
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Full descriptions, with plates, of the methods of using and adjust- 
ing the sextant and reflecting circle are given in Mr. J. Simms* 
" Treatise on Mathematical Instruments," which little work is, or 
should be, in the hands of every observer ; but a short descriptive 
outline of the management of these instruments is given below, as 
well as of the " repeating circle,"* which is at all events in theory, 
the most perfect of the class of reflecting instruments. 

The Sextant — The arc is generally graduated to 10 minutes, 
and these divisions are subdivided by the vernier to 10 seconds, 
one -half of which can by aid of the reading microscope attached 
to the index arm be easily estimated, so that the instrument 
may be said to read to 6 seconds. The index is clamped to 
the arc when the observation is approximately made, which is 
then perfected by the tangent screw. At the central point of the 
arc on which the index arm revolves is fixed the silvered mirror 
termed the '* index '' glass, perpendicular to the plane of the 
instrument. To the frame is attached a second glass, termed the 
''horizon" glass, the lower half only of which is silvered, the 
upper being left for the purpose of direct sight of the object 
through it, and the plane of this second glass must be parallel to 
that of the index glass, when the index is at zero on the limb, any 
deviation from which constitutes the "index error." The tele- 
scope, also parallel to the plane of the instrument, is carried by a 
ring attached to the other radius part of the frame, and can be 

* The repeating circle here spoken o( is a refleding circle, having the power of 
repetition. For the determination of latitudes and longitudes on sunreys of the mag- 
nitude of the Ordnance Survey of Great Britain, or for very important and delicate 
geodesical operations, the Zenith Sector, Altitude and Azimuth Instrument, and 
Portable Transit are employed. This latter, though properly an observatory instm- 
ment, can be used upon a stand formed by the stump of a large tree, or by three or 
four strong posts driven into the ground, supporting a top on which the transit is 
placed. A rough pedestal of masonry or brick-work of course answers the same pur- 
pose, great care being taken to secure its steadiness, and prevent its being affected by 
the movement of those about it, to ensure which, a sort of detached platform upon 
posts will be found efficient. Solid rock is considered not so suited for the founda* 
tion of this sort of pedestal as sand, or other species of earth, dh account of its more 
readily conveying tremulous vibrations to the instrument. Transits of from 20 to 80 
inches focal length were thus used upon the survey (in 1846) of the North American 
Boundary, a tent made of fine canvas being contrived to protect the lights from the 
wind. 
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raised or lowered bodily m order to enable the observer to make 
the object seen by direct vision and its image by reflection nearly 
equally distinct, and for observations of the sun the shades 
attached to the frame, or one of the dark glasses to the eje-piece, 
must be made use of. 

In observing the altitude of the sun or a star at sea, the eye of 
the observer is directed to the line of the horizon immediately 
below the object, the reflected image of which is brought down to 
the horizon by moving forward the index. With the artificial 
horizon on shore, the two images are brought into contact on the 
surface of the mercury, and the angle observed in this case 
is double that of the former. 

The index glass is but little liable to derangement, and pro- 
vision is seldom made for altering its adjustment, the accuracy of 
which can be tested by moving the index to about the middle of 
the limb, and looking obliquely down the glass by observing if the 
circular arc, as seen by direct vision and by reflection, appears as 
it ought to do in one continuous curve without being broken at 
the point of contact. 

The horizon glass is set perpendicular to the plane of the 
sextant by a small screw at the lower end of the frame, and it is 
known to be in adjustment when the reflected image of the object 
passes directly over that by direct vision when brought into 
contact by the index arm. 

The amount of the index error (caused by the want of paral- 
lelism in the two glasses) is ascertained by observing if when the 
zero of the vernier is set to on the limb, the direct and reflected 
images do or do not coincide. If they do, the index error is 
nothing ; if not, the angle the index has to move through to 
make the coincidence perfect represents the index error. The 
usual and most correct method of ascertaining this error is 
by measuring the diameter of the sun in the following manner : 
clamp the index at about 80 minutes from zero on the graduated 
arc and perfect the contact of the two images of the sun by the 
tangent screw, reading the angle ; then put the index to about the 
same number of minutes on the '^ arc of excess," which is a small 
portion of the arc graduated on the other side of zero, and com- 
plete the contact as before, again reading the number of minutes 

N 2 



180 PRACTICAL ASTRONOMY. 

and seconds. One half of the difference of these two readings is 
the index error, + when that on the arc of excess is the greatest, 
and — when the contrary, thus. 

Beading on the arc ... 33' 20'' 
Do. on the arc of excess . 32 40 



Difference 40 



Index error • — 20 



If these observations have been correctly made, J of the sum of 
the two readings should correspond with the semi-diameter of the 
sun as given in the Nautical Almanac for that day. In most 
instruments there is no means of rectifying the index error, and it 
is necessary frequently to ascertain if it has at all varied and to 
allow for it + or — in every observation. 

The parallelism of the line of collimation of the telescope to the 
plane of the sextant is not often deranged, and is known to be 
correct when two objects having an angular distance of 90° or 
more are brought into contact on the wire nearest the plane of the 
instrument and found to maintain this contact when the position 
of the sextant is altered to make the contact appear on the other 
wire. The adjustment, if any is found necessary, is made by the 
two screws which hold the collar into which the telescope screws. 

The Reflecting Circle is in principle and use the same as the 
sextant, but instead of merely an arc, the observer has an entire 
circle to work upon ; it has three verniers, one of which carries 
the clamp and tangent screw, moving round the same centre as the 
index glass which is situated on the opposite face of the instru- 
ment. There are two handles fixed parallel to the plane and a 
moveable one at right angles, which can be screwed into either of 
the others when observing horizontal angles. 

The advantage of the reflecting circle over the sextant is that 
all index errors are negatived by the observations being taken on 
each side, and also all errors of centering, as the verniers are read 
at three equidistant points of a circle. Its scope is also far 
greater, as angles may be measured with it up to 160®, which will 
allow of the sun's double altitude being taken with it, with an 
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artificial horizon when within 15^ of the zenith. Like the sextant 
these three adjustments are required to be perfect. 

1. The index glass being perpendicular to the plane of the 
circle, which when so fixed by the maker is seldom deranged. 

2. The horizon glass to be also perpendicular in the same plane. 

3. The line of collimation of the telescope parallel to the plane 
of the circle. 

The Bepeating Circle — Set the vernier, which moves on the 
circumference of the inner circle (as do also the horizon glass and 
telescope at the extremities of arms having one common centre), 
to zero (or 720°), on the graduated outer circle, and clamp it. 
Unclamp the vernier at the end of the arm carrying the index 
glass, which, when the two glasses are parallel, should read zero. 
Take the required altitude or angular distance by moving the 
index forwards till a perfect contact is obtained, and clamp it to 
the outer circle, noting the time if required, but merely reading 
approximately the angle. 

Unclamp the arm to which the telescope is attached, and, 
reversing the instrument, make the contact again on the other 
side, by moving forward this arm concentric with that carrying the 
horizon glass, (which can be done very rapidly by setting it nearly 
to the approximate angle already read, but on the other side of the 
zero of the inner circle which is graduated each way to 180°,) and 
perfect the observation by the tangent screw. The angle now 
read on the outer circle is evidently double that observed for the 
mean of the times, freed from any index error by the reversal of 
the instrument. This process may be repeated over and over 
again all round the circle as often as required, and the last angle 
shown by the vernier of the horizon glass is the only one which 
requires to be read, and divided by the number of observations 
for the mean angular measurement answering to the mean of the 
times. 

Instead of setting the vernier at first to 720°, it may be read off 
at any angle as with the theodolite; but the method described 
above is preferable. 

The Artificial Horizon alluded to as being a necessary adjunct to 
the use of all reflecting instruments, consists generally of a smal 
oblong box, with a glass cover (usually made to fold back into the 
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box to render the whole portable), into which mercury strained quite 
free from impurities is poured when required for observation. To 
avoid the use of mercury, which is inconvenient to carry, various 
other contrivances have been tried, among others a circular plate 
of glass blackened behind, adjusted to a horizontal plane by means 
of a spirit level and screws, but it is not to be equally trusted. 
Oil or treacle would answer for the purpose in place of mercuiy, 
but would not give so clear an image. 

The artificial horizon when used must be placed on some solid 
support not liable to vibration, (otherwise the surface of the 
mercury will never be quite at rest,) in such a position that the 
reflected image of the object can be clearly seen ; and when the 
object has a low altitude, it must be raised nearly to the level of 
the eye of the observer. 

In observing, the image of the object reflected from the index to 
the horizon glass must be brought down by a gentle forward 
movement of the index until it is nearly in contact with that seen 
on the surface of the mercury, when the index arm is clamped and 
the observation completed by the tangent screw. 

When the lower limbs of the sun are in apparent contact, the 
image reflected from the index glass appears uppermost ; when the 
upper limb, of course the reverse. With the inverting telescope 
generally used vdth reflecting instruments, the lower limb seen in 
the mercury always appears the upper, and vice versd; and the 
index must be moved in the contrary direction to that the object 
appears to take in order to keep it in the field of view. 

The angle observed with an artificial horizon is, as has been 
before stated, always double the angle of elevation above the 
sensible horizon. 

The terms answering to terrestrial longitude and latitude, when 
referred to the celestial sphere, are right ascension and declination ; 
the former being measured on the equinoctial (or the plane of the 
equator produced to the heavens) commencing from the first point 
of Aries, which for many reasons has been taken as the conven- 
tional point of departure in the celestial sphere ; and the latter on 
great circles perpendicular to the equinoctial and meeting at the 
poles, being reckoned north or south of this plane. 

A confusion is caused, often puzzling to beginners, by the intro« 
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duction of the tenns longitude and latitude in the celestial nomen- 
clature, having a different meaning from the same expressions as 
applied to the situation of places on the earth ; they have refer* 
ence to the ecliptic instead of the equinoctial ; celestial longitudes 
commence also from the intersection of these two planes. 

This point has a constant gradual irregular retrograde motion on 
the ecliptic caused by the combined varying influences of the sun 
and moon upon the bulging equatorial portion of the spheroidal 
form of the earth, whereby the intersection of the planes of the 
equator and ecliptic recedes annually in a direction contrary to the 
signs at the rate of about 50*3^'. The result of this is a slow circular 
motion of the pole of the equator round that of the ecliptic, the 
revolution being completed in about 25,800 years. The influence 
exerted by the sun in this phenomenon is to that of the moon in 
the ratio of nearly 2 to 5, but not always in the same direction, 
and the result given above is due to the combination of those 
disturbing causes teimed solar jHrecession and nutation. A full 
and lucid description of these and all other irregularities in the 
earth's motion will be found in Woodhouse and Sir J. Herschel's 
astronomy. The angle of inclination of the planes of the equator 
and ecliptic, termed the '* obliquity of the ecliptic," is about 
23^ 27' 30", and varies slowly at the rate of 0'4755'' per annum, 
but its maximum variation cannot exceed 2^ 42^ The longitudes 
as well as the right ascensions and declinations, even of the fixed 
stars, are constantly undergoing a slight change, though imper- 
ceptible to measurement in short intervals of time. The correc- 
tions for their places on this account^ as well as on that of their 
aberration^* are allowed for in the "catalogue of the hundred 
principal stars," given in the Nautical Almanac for every tenth 
day, and can easily be calculated for any particular period of time. 



* The light from any celestial body is propagated by a progressire motion at the 
rate of 200, 000 miles per second. If the observer were stationary the result would be 
the same as if it were instantaneous ; but as he participates in the motion of the 
rarolution of the earth, the point in space in which the object is actually situated is 
not that in which it appears at the time of observation in the axis of the telescope 
which has in the interval moved forwards with the rotary motion of the earth. 
This difference between the real and apparent place of the star is term^ its 
**4J)ernition." 



X 
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Great circles perpendicular to the horizon, and meeting in the 
zenith and nadir, are called vertical circles; on these the altitudes 
of objects above the horizon are measured ; the complements to 
these altitudes are termed zenith distances; and the arc of the 
horizon contained between a vertical circle, passing through any 
object and the plane of the meridian, is termed the azimuth of 
that object. The altitude and azimuth of any object being 
known, its place in the visible heavens at that moment is deter- 
mined ; whereas the latitude and longitude, or the right ascension 
and declination, fix its place in the celestial sphere. 

The right ascension and declination of any celestial object can 
evidently be determined from its latitude and longitude, and vice 
versd ; the obliquity of the ecliptic, or the angle it forms with the 
equinoctial, being known. " 

The sensible horizon is an imaginary plane tangential to the 
earth at the place of the observer ; whereas the rational horizon 
(to which all altitudes must be reduced by the correction for 
parallax) is a plane parallel to the former, passing through the 
centre of the globe: altitudes require also another correction 
for the effects of refraction,* which, it has been already explained 
in Chap. YI., causes the apparent place of any object to be always 
elevated above its real place; the correction is therefore sub- 
tractive. 

The first correction alluded to, that for parallax,^ is always 
additive. This term, as applied in its limited sense to altitudes 
of celestial objects, is meant to express the angle subtended by 
the semi-diameter of the earth at the distance of the object 
observed. Altitudes of the moon, from her proximity to the earth, 
are most affected by parallax : it is also always to be taken into 
account in observing altitudes of the sun, or any of the planets ; 
but the fixed stars have no appreciable parallax, owing to their 
immeasurable I distance from our globe. 

• See the tenth chapter of Woodhouse's "Astronomy" for the explanation of the 
method of obtaining the constarU of refraction, and the different yalaes of this 
quantity, generally estimated at 57". 

+ For a further explanation of Parallax in a more general sense, see Sir J. F. 
Herschers "Astronomy," p. 47. 

X At least 5000 million times the diameter of the globe. 
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In the figure below, H O is the sensible, and B L the rational 
horizon ; S the real place of the object, and S^ its apparent place^ 
elevated by refraction ; S' O H is the angle observed ; S O H the 
altitude corrected for refraction, and SLR the same altitude cor- 
rected both for refraction and parallax, being equal to the angle 
S O H + O S L, ih^paraUax. 




It is evident that the equatorial parallax of any object (which is 
that given in the Nautical Almanac), being subtended by the 
semi-diameter of the earth at the equator, is always the greatest^ 
and that at the poles the least. The diminution, according to the 
latitude of the place of observation, can be obtained from tables 
constructed for the purpose. The parallax in any latitude is also 
greatest at the Aorizany and diminishes as the object approaches the 
zenith, where it vanishes. 

Another correction that must be applied to the observed 
altitudes of the sun or moon is that for their semi-diameters, plus 
or minus, according as the upper or lower limb has been taken : * 
this quantity is found for each day of the month in the Nautical 
Almanac. 

When observations are made at sea, an allowance must be made 
for the height of the eye above the horizon : this correction, termed 
the dip, is evidently always subtractive ; and in observing with a 
sextant, it is always necessary to ascertain and apply its index error, 
which term is meant to express the deviation of the reading of the 
instrument from zero, when the direct and reflected images of an 



* When several observations are taken, the necessity for this correction can be 
obviated by observing alternately the upper and lower limb. 
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object are made eamtly to coincide^ in which case the horizon and 
index glasses are parallel. 

The nsual method of ascertaining the amonnt of this error of 
the instrument in astronomical observations, is by measuring the 
diameter of the sun on different sides of the true zero, and is done 
as follows : — set the vernier at about half a degree from zero on 
the graduated limb, and perfect the contact of the ttjoo limbs with 
the tangent screw,* noting the reading : unclamp the index, and 
set the vernier again to about the same distance on the other side 
of zero, termed the arc cf excess (which is divided for a few degrees 
for this purpose), observing also this reading, when the contact has 
been again perfected; half the difference will evidently be the 
index error, + when the reading of the arc of excess is the greatest, 
and — when that of the limb : thus, 

Reading on the arc ^2' 10'' 
On arc of excess 33 20 



2) 1 10 



Index error + 35 



These definitions are rendered more evident by reference to 
the figure opposite, taken from Sir J. HerscheFs Treatise on 
Astronomy, publi^ed in the Cabinet Cyclopedia. 

"Let C be the centre of the earthy NCS its axis; then are 
N and S ii% poles; E Q its equator; A B ihe parallel of latitude of 
the station A on its surface ; A F, parallel to S C n, the direction 
in which an observer at A will see the elevated pole of the heavens ; 
and A Z, the prolongation of the terrestiial radius C A, that of his 
zenith ; N A E S will be his meridian ; N G S that of some fixed 
station, as Greenwich ; and GE, or the spherical angle GNE, his 
lofiffitude, and £A his latitude. Moreover, if ns be a plane 
touching the surface in A, this will be his sensible horizon; nAs, 



* In using the tangent screw, a perceptible difference is found between a progret' 
wive and 9k retrograde motion — ^the latter had better always be ayoidnd.. A difference 
is also found in differemt parte of the length of the screw. 
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marked on that plane by its intersection with his meridian, 
will be his meridian line, and n and 8 the north and south points 
of his horizon." 




B 



''Again, neglecting the size of the earth, or conceiving him 
stationed at its centre, and referring everything to his rational 
horizon, let the next figure represent the sphere of the hea^^ena; 
C the spectator ; Z his zenith ; n e 

and N his nadir; then will 
H A O, a great circle of the 
sphere whose poles are Z and 
N, be his celestial horizan ; 
Vp the elevated and depressed 
poles of the heavens ; H P 
the attitude of the pole ; 
H P Z E O his meridian; 
E T Q, a great circle perpen- 
dicular to Pj9, will be the 
equinoctial; and if r represent 
the equinox, r T will be the right ascension, T S the declination, and 
P S the polar distance of any star or object S, referred to the 
equinoctial by the hour circle P S Tp ; and BSD will be the 
diurnal circle it will appear to describe about the pole. Again, if 
we refer it to the horizon by the vertical circle Z S M ; H M 
will be its azimuth, M S its attitude, and Z S its zenith distance. 
H and O are the north and south, and e and to the east and west 
points of the horizon, or of the heavens. Moreover, if H A, O o. 
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be small circles, or parallels of declination touching the horizon in 
its north and south points, H h will be the circle of perpetual 
apparition, between which and the elevated pole the stars never 
set ; O that of perpetiml oceultation, between which and the 
depressed pole they never rise. In all the zone of the heavens 
between HA and O o they rise and set ; any one of them, as S, 
remaining above the horizon in that part of its diurnal circle 
represented by A B a, and below it throughout all that represented 
by a D A." 

From these figures it is evident that the altitude of the elevated 
pole is equal to the latitude of the spectator's geographical station, 
for the angle P A Z in the first figure, which is the eo-altitude of 
the pole, is equal to N C A ; C N and A P being parallels whose 
vanishing point is the pole. But N C A is the co-latitude of the 
place A, whence the altitude of the pole must be equal to the 
latitude. The equinoctial intersects the horizon in the east and 
west points, and the meridian in a point whose altitude is equal to 
the co-latitude of tlie place. 

The natural standards of the measurement of time are the tropical 
year and the solar day, and these are in a manner forced upon us 
by nature, though, from their " incommensurability and mint of 
perfect uniformity" they occasion great inconvenience, and oblige 
us, while still retaining them as standards, to have recourse to 
other artificial divisions. In all measures of space the subdivisions 
are aliquot parts ; but a year is no exact number of days, or even 
an integer with an exact fractional part ; and before the intro- 
duction of the new style into England in 1752, an error of as much 
as 11 days had thus crept into the calendar. By the present 
arrangement, every year whose niunber is not divisible by 4 
without remainder, consists of 365 days; every year which is 
so divisible, but is not by 100, consists of 366 days ; every year 
again, which is divisible by 100, but not by 400, consists of only 
365 days ; and every year divisible by 400, of 366. The pos- 
sibility of error is thus so far guarded against, that it cannot 
amount to one day in the course of 3000 years, which is sufficient 
for all civil reckoning, of which, however, asti'onomy is perfectly 
independent. 

The three divisions of time for civil and astronomical purposes 
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are the apparent solar, mean solar, and sidereal day. The apparent 
solar day is the interval between two successive transits of the 
sun over the same meridian ; and from the path of the sun lying 
in the ecliptic inclined at an angle to the equator upon the poles 
of which the earth revolves, and the earth's orbit not being 
circular, it follows that the length of this day is constantly 
varying; so that, although it is the only solar time which can 
he verified by observation, it is quite unfit for application to general 
use. 

The mean solar day, which is purely a conventional measure of 
time, is derived from the preceding, and is the average of the 
length of all the apparent solar days in the year, flts nearly as it 
can be divided ; and this is the measure of aU civil reckoning. 
Mean time is in fact that which would be shown by the sun if he 
moved in the equator instead of the ecliptic, with his mean angular 
velocity. 

The difference on any day between apparent and mean time is 
termed the equation of time, and is given for every day of the 
year at mean and apparent noon in the first and second pages of 
each month in the Nautical Almanac, additive or subtractive, 
according to the relative positions of the real, and the imaginary 
mean sun* 

A sidereal day is the time employed by the earth in revolving 
on its own axis from one star to the same star again ; or the 
interval between two successive transits of any fixed star, which is 
always so nearly the same length, that no difference can be per- 
ceived except in long intervals of time,! particularly in stars 
situated near the equator. A sidereal is 3™ 55**91 shorter than a 
mean solar day, and is also less than the shortest apparent solar 
day, as must be evident from the figure in next page, where the 
earth, moving in its orbit, and revolving on its own axis, after any 
point on its surface. A, has by its revolution brought the star S' 



* For a most lucid explanation of this varying equation, see Woodhouse's "Astro- 
nomy," cliap. zxii., commencing at page 587 ; and also yince*s "Astronomy," Ac. 

f For the causes of this almost imperceptible variation in the length of a sidereal 
day, see Woodhouse, page 106 ; there is, in ^act, a mum and an apparent sidereal 
day. 
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again on its meridian, must move also through the angle S'E S, 
before the arrival of the sun S on the same meridian. 




Both sidereal and apparent solar time are measured on the 
equinoctial, the former being at any particular instant the angle 
at the pole between the first point of Aries and the meridian of 
the observer ; and the latter, that contained between this meridian 
and the meridian where the sun is at the moment of observation, both 
reckoned westward ; hence the apparent solar time added to the 
sun's right ascension is the sidereal time, and when any object 
is on the meridian, the sidereal time, and the apparent right 
ascension of that object, are the same. 

It is evident that the difference between the time at any two 
places on the earth's surface is measured by the same arc of the 
equator, which measures the difference of their longitudes, the 
circumference of the circle representing 360 degrees or 24 hours ; 
making 15 degrees of longitude = one hour of time. To find 
the difference of longitude then between any two places, only 
requires us to be able to determine exactly the heal time at each 
place, at the same instant ; for which purpose chronometers whose 
rates are known, and which have been set to, or compared with, 
Greenwich mean time, are used particularly at sea where other 
means more to be depended upon, cannot, from the motion of the 
ship, and the constant change of place, be always resorted to. 

From these explanations it will easily be seen that of the five 
following quantities, any three being given, the other two can be 
found by the solution of a spherical triangle, viz. : 

1. The latitude of the place. 

2. The declination of the celestial object observed. 

3. Its hour angle east or west from the meridian. 

4. Its altitude. 
6. Its azimuth. 
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Thus in the triangle P Z S, named from its universal application 
the astronomical triangle — 

P is the elevated pole, Z the zenith, and S the star or object 
observed ; and the five quantities above mentioned, or their com- 
plements, constitute the sides and angles of the spherical triangle 
Z P S ; P Z being the co-latitude, P S the co-declination, or north 
polar distance, Z S the co-altitude or zenith distance, the angle 
Z P S the hour angle, and P Z S the azimuth. 




The farther application of this triangle will be seen in the 
astronomical problems. 

In all the ordinary observations made for the determination of 
the latitude, local time, &c., the object observed may be either the 
sun, or a star whose declination and right ascension are known : 
the latter is wherever practicable, to be preferred, as the use of 
the sun always involves corrections for semi-diameter and parallax; 
also in many observations of the sun, such as those of equal 
altitudes for time, or for determining the direction of a meridian 
line, or circum meridian altitudes for finding the latitude,— still 
further corrections are requisite on account of the change of the 
sun's declination during the period embraced by the observations; 
which corrections are avoided by using a star. 

The bisection of a star is likewise more to be depended upon 
than the observed tangent of the sun's limb. At sea, where 
minute accuracy is neither sought, nor to be obtained, and where 
at night the horizon is generally obscured, and often not to be 
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discerned at all, this advantage is either not material, or not often 
to be taken advantage of; but on shore an artificial horizon 
is always used with reflecting instruments, and upon this the 
darkness of the night has no effecL 

In all observations of a star, the clock or chronometer, if not 
already so regulated, must be reduced to sidereal time ; with the 
sun on the contrary, the timekeeper must be brought to mean 
solar time whether the local or Greenwich time be required. 



PROBLEMS. 



PROBLEM I. 

TO CONVERT SIDEREAL TIME INTO MEAN SOLAR TIME, AND 

THE REVERSE. 

This problem is of constant use wherever the periods of solar 
observations are noted by a clock regulated to sidereal time, or 
those of the stars by a chronometer showing mean time. A simple 
method of solution is given in the " explanation " at the end of 
the Nautical Almanac, which has the advantage of not requiring 
a reference to any other work, and also of all the quantities being 
additive. 

The three tables used in this method are those of equivalents ; 
the transit of the first point of Aries in the 22nd ; and the sidereal 
time at mean noon^ in the 2nd page of each month. 

To convert sidereal into mean solar time : — 

To the mean time at the preceding sidereal noon, i. e, the transit 
of the first point of Aries, in Table XXII., add the mean interval 
corresponding to the given sidereal time, taken from the table of 
equivalents. 

To convert mean solar into sidereal time : — 

To the sidereal time at the preceding meun noon, found in 
Table II., add the sidereal interval corresponding to the given 
mean time also from the table of equivalents. 

The mean right ascension of the meridian, or the sidereal time 
at mean noon given in the Nautical Almanac, is calculated for the 
meridian of Greentvichy and must, therefore, be corrected for the 
difference of longitudes between that place and the meridian of 
the observer 
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One of Mr. Baily's formulse for the solution of the same 

problem is — 

M = (S - iR) - a 

andS = iR + M + A 

Where M represents the mean solar time at the place of ob- 
servation, S the corresponding sidereal time, JR> the mean right 
ascension of the meridian at the preceding mean noon, found under 
the head of " sidereal time " in page 2 of each month ; a, the 
acceleration of the fixed stars given in Bailj's Table VI. for the 
interval denoted by (S — M) ; and A the acceleration shown in 
his 7th table for the time denoted by M. 

Examples. 

Convert 8^ 1™ 10«» sidereal time, March 6, 1838, longitude 
2m 21*5" east, into mean solar time. 

Mean time at preceding sidereal noon Green- h. m. s. 

wich (Table XXII.) 14 44*19 

Correction for Longitude : 

M. B. B. 

2 21-5 or 141*5 2*1507564 
**0027305 3-4362422 



•3863 1*5869986 J '^^63 



1 4 44*5763 



Table of Equivalents : — 

8 7 68 41-3636^ 

10 59-8362 > 7 59 5ri724 

10 9-9727J 

Mean time required ... 9 4 35*7487 



* '0027305 is the change in time of sidereal noon in one second ; and '0027879 is 
the change in the sun's mean right ascension in one second of time, or 9 '8565 in one 
hour. 
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Again, to convert 9^ 4™ 35'748' mean solar into sidereal time. 
O right ascension at mean noon Greenwich, 
under head of " Sidereal Time," Table II. . . 22^ 56™ 5-18s 



Correction for Longitude E : 

141-5 2-15075641 

*-0027379 3-4374176 I 

•8874 1-5881740 -3874 



22 55 4-7926 
9h 4111 35-7488 golar time, equivalent sidereal . 9 6 521 12 

Sidereal time required ..81 100036 



The same examples by Mr. Baily's formula : — 



H. K. 0. 

S = 8 1 10 
-31 = 22 55 4-79 



9 6 5-21 
A (Table VI., Baily) - 1 29-46 



M = 9 4 35-75 



Again S = -31 -f M + A 



M = 9 4 36-75 
As above, iR = 22 55 479 



7 59 40-54 
A (Table VU., Baily) = + 1 29-46 

S s= 8 1 10-00 



o 2 
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PROBLEM 11. 

TO DETERMINE THE AMOUNT OF THE CORRECTIONS TO BE APPLIED 
TO OBSERVATIONS FOR ALTITUDE, ON ACCOUNT OF THE EFFECTS 
OF ATMOSPHERIC REFRACTION, PARALLAX, SEMI-DIAMETER, DIP 
OF THE HORIZON, AND INDEX ERROR. 

The formula given by Bradley for computing the value of 
atmospheric refraction is r = a. tan (Z— 6r), where Z represents 
the zenith distance of the object, and a and b constants deter- 
mined by observation ; a, the average amount of refraction at an 
apparent zenith distance of 45^ being assumed = 57^'; and 
h = 3"-2. 

The formula of Laplace is 
•99918827 X c tan Z— -001105603 x o tan *Z, where tf is assumed 
= 60''-66. 

The tables constructed from these formulae are of course not 
exactly similar on account of the difference of the constants 
which are also slightly varied in the tables of Bessel, Groom- 
bridge, &c. They all suppose a mean temperature, and mean 
pressure of the atmosphere, corrections being in all cases required 
on account of the deviation of the thermometer and barometer 
from these assumed standards. These corrections are however 
rendered perfectly simple in operation, by the use of any of the 
numerous tables of refraction ; those by Dr. Young being given 
in Table IV. in this volume. 

The rate of the increase of refraction is evidently, from the 
above formula, nearly fis the tangent of the apparent angular 
distance of the object from the zenith in moderate altitudes. In 
very low altitudes (which should always be avoided on this account), 
the refraction increases rapidly and irregularly, being at the horizon 
as much as 33^ — more than the diameter of the sun or moon. 

The next correction is for parallax, the explanation of which 
term has been given in page 184. The sine of its value in any 
altitude decreases as tlie cosine of that altitude ; but the parallax^ 
in altitude may be obtained from the horizontal parallax without 
computation, by the aid of tables. 
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The parallax given in any ephemeris is the equatorial, which 
has been shown in page 186 to be always the greatest. The first 
correction, where great accuracy is required, is on account of the 
latitude of the place of observation, but this is seldom necessary 
except in altitudes of the moon. The mean horizontal parallax 
of the sun is assumed = 8^^'6 ; but as our distance from this 
luminary is always varying in different parts of the earth's orbit, 
this value must be corrected for the period of the year. 
In Table VIII., the sun's horizontal parallax is given for the first 
day of every month, which will facilitate this reduction, the pro- 
portional parts being found for any intermediate day. In the 
Nautical Almanac, however, this quantity is given more correctly 
for every tenth day. The parallax in altitude^ corresponding to 
this horizontal parallax, can also be ascertained by inspection, 
from the same general table. 

The parallaxes of the planets are given for every fifth day, in 
the Nautical Almanac ; but of those likely ever to be found useful 
in observation, Venus and Mars are the only planets to whose 
parallaxes any correction need be applied in observing with small 
instruments. The horizontal equatorial parallax of the moon 
is to be found for mean noon and midnight of every day in the 
year, in the third page of each month, in the Nautical Almanac. 
The corrections for its reduction for the latitude of the place, and 
the moon's altitude, require from their magnitude more care than 
those of any other celestial body ; but in observations at sea the 
former correction is generally neglected, and the latter is much 
facilitated by the use of tables giving the reduction for every 10' of 
the moon's altitude.* The example given in this case will explain 
the method of making these corrections. 

The semidiameterj of the sun is given for mean noon on every 
day of the year, in the second page of every month of the Nautical 
Almanac ; that of the moon in the third page of each month for 

• See Table VIII. of Ltinar Tables, page 188 of Dr. Pearson's " Astronomy." 
Riddle's Table, pLge 154, includes the corrections both for Pamllax and Eefnutumy 
and is nsefiil for " clearing the lunar distance," to be hereafter explained. 

•f All quantities in the Nautical Almanac are calculated for Oreenmeh time ; 
allowance must therefore be made, where necessary, for difference of longitude, 
which is the same as difference of time. 
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both mean noon and midnight ; and those of the planets (which 
are seldom required) in the same table as their parallaxes. The 
correction for semidiameter is obviously to be applied, additiye or 
subtractive, wherever the lower or upper limb of any object has 
been observed, to obtain the apparent altitude of its centre ; — ^the 
moon's semidiameter increasing with her altitude^ from the observer 
being brought nearer to her as she approaches his meridian, must 
be corrected for attUrMky wliich Can be done by the aid of 
Table VII.* 

The dip of the horizon is a correction only to be applied at sea, 
and is necessary on account of the height of the eye above the 



SoKf^^ 




qfUsOeeoM 



sensible horizon (on shore an artificial horizon is always used), 
A larger angle is evidently always observed ; and this correction, 
which can be taken from Table XI., is always subtractive. 
The correction for the index error has already been explained. 



EXAM^L£ I. 

On March 15, 1838, the observed double altitude of the 8un*8 
upper limb, taken with a sextant, was 42^ 37^ 1^", the thermometer 
at the time standing at 42°,f and the barometer at 29'98 inches. 
Bequired the altitude, corrected for semidiameter, refraction, and 
parallax. 



* The augmentation of tKe moon's semidiameter for every degree of altitude is 
given in Table TIL of Dr. Pearson's <* Lunar Tables." Altitudes taken with an 
artificial horizon are obviously douiU those observed above the sensible horizon. 

t In rough altitudes, such as those taken at sea for latitudei, no correction is made 
on accoilnt of the state of the thermometer or barometer. 
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Ifidex Error, 



t m 



Beading on the arc 83 40 

Aio of excess 80 40 



Index Error , 



21*, Table IV. 



Thermometer 



Barometer 



Refmction, 



2)8 





- 1 


30 


2 


80-5 




•2 


2 


80-3 


+ 


2-4 


2 


82-7 




- 1 



Corrected Refraction 



Parailaa. 
At 21*, Martsh 15, Table VIII. — . 



Correction for reficaction and parallax . 



2 82*6 



8-1 



2 24-5 



tt 



Observed double altitude 
Index error 



Apparent altitude 
Semidiameter • 



Apparent altitude 

Correction for refraction and parallax 

Altitude of sun's centre 



42 87 16 
- 1 80 



2)42 


85 45 


21 


17 62-6 
16 5-5 


21 


1 47 

2 24-5 


20 


59 22-5 



EXABCPIiE U. 



On April 6, 1888, at 9 p.m., Greenwich time, in latitude 51° 80', 
the double altitude of the moan's lower limb was observed 
97° 21' 50". Index error of sextant, 50''. Thermometer 54°. 
Barometer, 80*1 inc. Required the correct altitude. 
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I It 

Horizontal, 9 p.m 14 42*8 

Augmentation for 48' 40'-6 + 10*9 

14 63-7 

48* 62-8 

66'-4 - 1-7 

50-6 
Thermometer — '4 

60 -2 
Barometer * + '2 

50*4 

Horizontal equatorial, 9 P.M , , . 53 69-7 
Corr. for Latitude, 61" 80' . — 6-4 

Reduced horizontal parallax 53 53*3 

Sin, 53' 53" '3 =8-1962030 

Cos, 48* 54' -33 =9-8177337 

Parallax in altitude* 86' 26" 8-0129367 

o // 

Observed double altitude . . . . 97 21 50 
Index error — 50 

-2)97 21 

48 40 30 
Senddiameter +14 53*7 

48 55 23-7 

Be&action — 50"4 

■ ■ I— — — ^— ^— ^^^ 

48 54 33-3 
Parallax + 35 25 

Corrected altitude required , . . . 49 29 58*3 



* This might hare been obtained at once by inspection, by using the tables of 
Parallax. 



PROBLEMS. 201 



In these examples no allowance has been made for the dip of 
the horizoHy as the observations were made with an artificial hori- 
zon : with the fixed stars no correction is required for semi- 
diameter or parallax. 



PKOBLEM III. 

TO DETERMINE THE LATITUDE. 

Method Ist. — -By observations of a circumpolar star at the time 

of its upper and lower culminations. 

This method is independent of the declination of the star 
observed : the altitudes are observed with any instrument fixed in 
the plane of the meridian, or (not so accurately of course) with a 
sextant or other reflecting instrument at the moments of both the 
upper and lower transits of the star ; or a number of altitudes 
may be taken immediately before and after its culminations, and 
reduced to the meridian, as will be explained. In either case, let 
Z denote the observed or reduced meridional zenith distance of 
the star at its lower culmination, and r its refraction at that point; 
also let Z' and / denote the zenith distance and refraction at its 
upper culmination. Then the correct zenith distance of the pole, 
or the co-latitude of the place, will be = i (Z -f Z') -f i (r -f r'). 

According to Baily, a difference of about half a second may 
result from using different tables of refraction. 

Method 2nd. — By meridional altitude of the sun, of a star whose 
declination is known, involving, when several observations are made 
on each side of the meridian, a reduction to the meridian. 

The altitude of the sun or star being determined at the moment 
of its superior transit, as before explained, and corrected for 
refraction, and also for parallax and semidiameter when necessary, 
the latitude required will be — 

Z -f D, if the observation is to the south of the zenith. 

D— Z, if to the north above the pole. 

180— (Z -H D) to the north below the pole. 



202 



PROBLEMS. 



Z being put to denote the meridional zenith distance, and D the 
declination (— tchen south). 

This is evident from the figure below, E S, E S', and Q S" being 
the respective declinations of the objects S, S^ and S'^; and 

PO or ZE the latitude of the 
place of observation, which is 
equal to (ZS + ES) in the 
case of the star being to the 
south of the zenith Z ; or 
E S' - Z S', when to the 
north above the pole P; and 
to 180 - (Q S'' + Z S^) when 
to the north below the pole. 
P^haps the rnle given by Professor Young for the two first 
cases is more simply expressed thus : — Call the zenith distance 
north or south, according a& the zenith is north or south of the 
object. If it is of the same name with the declination, their sum 
will be the latitude ; if of different names, their defference ; the 
latitude being of the same name as the greater 




EXAMPLE Ir 



On April 25, 1838, longitude 2* SO* east, the meridional 
double altitude of the sun*s upper limb was observed with a sex- 
tant 104® 8' 67''; index error 1' 62"; thermometer 66°; baro- 
meter 29*04. Required the latitude of the place of observation. 



Refraction and Parallax. 

51* ....... . 47 10 

45' - 1-23 

46-87 
Barometer - 152 

44-35 
Thermometer , * . . — 0-66 

Corrected refraction — 43-79 

Parallax + 529 

- 38-6 
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IkelifuUion, 

Apparent noon at Qreenwicli 13 8 9*30 

Change for 2« 80» longitude — 2*04 

13 8 7-26 
o / // 

Observed doable altitude . 104 3 57 
Index error — 1 52 

Semidiameter . . . . c . 

Apparent altitude 

Correction for refraction and parallax 

True altitude . ^ . ^ 

Zenith distance ...... 

Declination North « 

Latitude North 



2)104 2 


5 


62 1 
15 

• 


2-6 
54-4 


51 45 



81 

38-5 


51 44 
90 


29-6 



88 16 
13 8 


30-4 
7-8 


51 23 


37-7 



EXAMPLE n. 

On March 81, 1838, at ^ 12™ 57* by chronometer, the 
meridian altitude of the moon's upper limb was observed 
67° 1' 6" ; the index error of instrument being — 1' 0" ; baro- 
meter 30*1 inc.; thermometer 51°; the approximate north lati- 
tude was estimated 52° and longitude 2"^ 21' 5" E. Kequired 
the latitude.* 



* The nnmber of corrections required, and the necessary dependence upon Lunar 
tables, render an altitude of the moon less calculated for determining the latitude 
than one either of the sun or a star. 
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Semidiameier, 

Horizontal, noon 15 26*2 

Do. midnight 16 19-8 

Difference in 12 hours 6*9 

Proportion for fi** 12" 57', and 2" 21 "S" long* . . . 8*0 

Horizontal semidiameter at time of observation . 15 28 '2 

Augmentation for altitude + 14 '3 

Corrected semidiameter 15 87*5 

II 

66'*= 25-9 

44'-6= 0-9 

26 

Barometer + '09 

Thermometer — '06 

Refraction 26*03 



Parallax. 

I m 

Horizontal equatorial parallax, noon , , . . .. 56 88*9 

Budnight 56 13*6 

Difference in 12 hours . , 26*3 

Corrected for 6^ 12" 67% and 2" 21*5" E. longitude '. , . 5d 27*9 
Correction for latitude (see 4th Lunar Table, Pearson) . . . 7*1 

Horizontal parallax ^ . 56 20*8 

Log. sin semidiameter 56' 20" *8 . . .8 '21 46006 \ 

Log. cos altitude . 66' 44' 2" '5 . . . .9*59660811 

Parallax in altitude . 22' 15''*5 .... 7*8112087) 

Orby the use of Table VIIL, Dr. Pearson 22 16*1 

VediruUion, 

hv m. s.' 

Time of observation . . . r . . . 5 12 57 

Longitude (in time) 2 21*5 



^'V^a 



Corresponding Greenwich mean time 5 10 86*5 

AtS'' N 28 29 37*7 

10"*5 + a0 16*97 

28 29 54*67 
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o / " 

Apparent altitude j 67 1 6 

Index error — 10 

HI ■ 

67 50 

Semidiameter — 15 37'5 



Apparent altitude 66 44 27*5 

Refraction — 00 260 



66 44 2-5 
Parallax + 22 16-5 



Corrected altitude 67 6 18 

90 



Zenith distance 22 53 42 

Declination 4- 28 29 64-67 



Latitude required 61 23 36-67 



An observer not furnished with a mural circle, or other instru- 
ment fixed in the plane of the meridian with which to" measure 
meridional altitudes, can obtain his latitude more correctly than 
by observing a single approximate meridional altitude with a sex- 
tant or other reflecting instrument, by taking a number of altitudes 
of the sun or a star near to, or on each side of the meridian, and 
from thence determining the correct altitude of the object at the 
time of its culmination. 

This method, termed that of " circum-meridian altitudes," to 
the mean of which altitudes is to be applied a correction for its 
" reduction to the meridian," is susceptible of great accuracy ; and 
the repeating circle, already described, is peculiarly adapted for 
these observations, on account of the rapidity with which they can 
be taken. The distance of the sun or star from the meridian (in 
time) is noted at the moment of each observation, by a chrono- 
meter when the former is the object, and by a sidereal clock (if 
there is one) when the latter, to save the conversion of one 
denomination of time into the other. The formula given by Mr. 
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Baily, freed from the second part of the equation which it is 
seldom necessary to notice, is — 

A^^ C08 L. cos D V 
X — -r-^ — where 

Bin L 

X represents the required correction in seconds. 

L, the latitude (known approximatelj)« 

Dy the declination (minus when south)* 

Z, the meridional zenith distance, also known approximatdj 
from the above. 

A, a quantity depending on the horizontal angle of the 
object, and given in Table XIIL under the head of "Seduc- 
tion to the meridian," being = ^!^ j; where P = the horary 

angle at the pole as shown by a well-regulated clock ; which angle 
will change its sign after the meridional passage of the star. 

Among the instructions drawn up by Mr. Airy for the guidance 
of the officers employed upon the survey of the North American 
Boundary, this method of determining the- latitude with the 
altitude and azimuth instrument is recommended, and was con- 
stantly practised with stars near the meridian. The axis of the 
instrument is to be adjusted nearly vertical, and the cross axis 
nearly horizontal (great accuracy is not required), the telescope 
made to bisect the star upon its middle horizontal wire, and the 
time noted. Then read the large divisions with the pointer, and 
the two microscopes A and B ; read also the level right hand and 
left hand. 

Turn the instrument 180^ in azimuth, and repeat these 
observations — ^revert to the first position, and continue this 
process as often as may be thought necessary — note the barometer 
and thermometer — then add together 

Beading of A. 

Beading of B. 

And equivalent for left-hand level. 

Subtract equivalent for right-hand level. 

Divide the remainder by 2, and apply the pointer reading of A 
for the uncorrected circle reading for the first observation. 

The same process is repeated for the second and all the other 
observations. 
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For each observation correct the chronometer time for rate and 
error, and convert this into (if not already showing) sidereal time; 
take the difference between the sidereal time and the star's right 
ascension for the star*8 hour angle, which reduce to seconds of time 
and call p. 

Then compute for each observation the number 

( 225 . ^ //\ cos Lat. x cos Star's Declioation • 
2 sm 1 ^ X -— ^ Star's Zenith DiBtanoe ^ ' 

which is the correction in seconds of arc to the observed zenith 
distance to' bring it to the true meridian zenith distance, and is 
always subtractive, except the star is below the pole. In applying 
this correction however to the circle readings, it will be additive, 
or subtractive, according as by the construction of the circle, 
increasing readings represent increasing or decreasing zenith 
distances. 

Half the difference of two corrected readings in opposite 
positions of the instrument is the star's apparent zenith distance 
on the meridian ; or the mean of all the observations in one 
position may be compared with the mean of all those in the other, 
and half their sum is the zenith point. 

To this zenith distance add the correction for refraction, taking 
into consideration the readings of the thermometer and barometer, 
and apply the star's declination for the day (from the Nautical 
Almanac) for the latitude. 

The above instructions * apply only to stars observed near the 
meridian. The latitude can, however, be obtained by similar 
observations of stars situated very far from the meridian, though 
this method would very seldom be resorted to. 

When the sun is the object observed^ a further correction must 
be made on account of the change in declination during the time 
occupied by the observation, which is expressed by 

n E-W 

- S X 

n 

* See ''Corps Papers," vol. iii. page 828, where will also be fonnd examples worked 
out in detail, of latitudes thus obtained on the survey of the North American 
Boundary. 
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S being the change of declination in one minute of time, minus 
when decreasing. 

E the sum of the horary angles observed to the east, expressed 
in minutes of time, and considered as integers, 

W their sum to the west, and 

n the number of these observations. 

When a star is the object observed, and the time is noted by a 
chronometer, regulated to mean time, the value of A must be 
multiplied by 1*0054762. Also, if the clock does not keep its rate 
either of sidereal or mean time accurately, a further correction 
is imperative ; and A must be multiplied by 1 + "0002315 r, 
where r denotes the daily rate of the clock in seconds, minus 
when gaining^ and plu^s when losing. 



EXAMPLE. 



On March 8, 1837, the following observations were taken, 
with a sextant, the chronometer being fast 9™ 16*; index error of 
sextant, — 1' 20''; barometer, 29*54; thermometer, 50®. 



1 


D 


2 


g 


3 


o 


4 


o 


5 


o 


6 


o 


7 


o 


8 


o 


9 


o 


10 


o 


11 


o 


12 O 


13 


o 


14 


o 



12 9 48 
10 53 
12 9 
13 15 
14 46 
15 54 
19 
21 
22 25 
23 55 
24 53 
26 54 
27 57 
29 32 



// 



} 
} 

321 
3J 

} 
} 
} 



68 


3 


66 


51 20 


68 


5 


67 


25 


68 


6 10 


67 


1 50 


68 


7 30 


67 


2 10 


68 


7 20 


67 


1 6 


68 


7 10 


67 


40 


68 


5 40 


66 


58 



Sum of altitudes 945 37 20 
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// 



14) 945 37 20 



Index error 

Mean apparent altitude 
•Refraction and parallax 
True mean altitude 



Zenith distance 



Apparent noon ..... 
Equation of time ..... 

Mean time at apparent noon 
Error of chronometer .... 

Time shown by chronometer at apparent noon 



67 


32 


40 


. ^^ 


1 


20 


2) 67 


31 


20 


. 33 


46 


40 


. ^"™ 


1 


18-5 


. 33 


44 


21-6 


90 








66 


16 


38-5 


. 12 








. + 


11 


1-32 


. 12 


11 


1-32 


. + 


9 


16 


I 12 


20 


17-32 



Obserr. 


Difltanoe from boob. 


Value of A, Table XIII. 




V. s. 




1 


10 29-3 E. 


216-1 


2 


9 24-3 


173-8 


3 


8 8-3 


130-2 


4 


7 2-3 


97-3 


6 


6 31-3 


69-9 


6 


4 23-3 


87-9 


7 


46-3 


1-2 


8 


46-7 W. 


1-2 


9 


2 37-7 

■ 


13-6 


10 


3 37-7 


25-9 


11 


4 85-7 


41-3 


12 


6 6-7 


73-4 


13 


7 89-7 


116-2 


14 


9 14-7 


167-8 




7) 1164-7 




2) 164-96 


Mean value of A = 


82-6 



* The process by which this and other corrections are obtained is omittell, haying 
been folly explained by the preceding examples. 
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Approximate zenith distance 
Declination 

Approximate latitude . 

Cos L = . 
Cos D = . 
At. comp. sin. Z = 
Log A, 82-5 = 

(x) - 61''-6 = 



56° 15" 
— 4 60 



61 26 



. . rEast = 
^^8^^nWest= . 



9-7949426 
9-9984465 
0-0800783 
1-9164539 

1-7899212 

m 
45-7 

34-6 



14) 11-1 



•8 



S = - -97 


— 


•8 




— '776 Correction for change of sun's declination. 




• 

Mean observed zenith distance . . . 56 


/ // 
15 38-6 


Correction x — 


1 1-6 


Ditto for declination — 


0-7 


Correct meridian zenith distance . .66 


14 36-2 


Declination south . . • • . . . — 4 


60 34-9 


Latitude 61 


24 1-3 



Method Srd. — Bt/ the altitude of the pole star, at any time of 

the day.* 

If the altitude of the pole star can be taken when on the 
meridian, its polar distance either added to, or subtracted from, 
the altitude, gives at once the latitude ; and when observed out of 

* This of course is only applicable to northern latitudes. In the southern 
hemisphere there is no star sufficiently near to the sonth pole to be made available in 
thus determining the latitude. 
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the meridian, as at the point S or S^ in the figure, the latitude can 
be easily obtained, as follows : — 

Let ZPO represent the meridian, Z the zenith, 
P the pole, and aSa' the circle described by the 
polar star S, at its polar distance P S. The star's 
horary angle Z P S, or Z P S', is evidently the 
difference between its right ascension and the 
sidereal time of observation; and in the spherical 
triangle Z P S (or Z P SO we have Z S, P S, and the angle Z P S; 
to find Z P, the co-latitude. The result may be obtained with 
almost equal accuracy by considering P Sc as a plain right-angled 
triangle, of which Pc is the cosine of the angle cPS to radius PS, 
the distance P c thus found is to be added to, or subtracted from, 
the altitude H S, according as the star is above or below the pole, 
which is thus ascertained : — If the angle Z P S' be less than 6, or 
more than 18 hours, the star is above the pole, as at S^; if between 
6 and 18 hours, it is below the pole, as at S. 

By the tables given in the Nautical Almanac, the solution is 
even more easy, and has the advantage of not requiring any other 
reference. The rule is as follows : 

1st. From the corrected altitude subtract 1'. 

2nd. Beduce the mean time of observation at the place to the 
corresponding sidereal time. 

8rd. With this sidereal time take out the first correction from 
Table I., with its proper sigtiy to be applied to the 
altitude for an approximate latitude. 

4th. With this approximate latitude and sidereal time take out 
from Table II. the second correction ; and with the day 
of the month and the same sidereal time take from 
Table III. the third correction. These are to be always 
added to the approximate latitude for the latitude of the 
place. 

EXAMPLE. 

On Oct. 26, 1838, the double altitude of Polaris, observed with 

a repeating circle, at 11** 56*" 30* mean time, was lOS"* 44' 63'', the 

p 2 
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barometer standing at 29 '8; thermometer, 50^. Required the 
latitude of the place of observation. 

By the method given in the Nautical Almanac, — 

h m 8 

Meantime 11 55 80 

Corresponding sidereal time . • . • 2 15 6*78 

Observed altitude 2) 105 44 53 

52 52 26-5 
Refraction — 44 

Corrected altitude 52 51 42*5 

Subtract , . . 10 

52 50 42-5 
Correction 1st for sidereal time . . . ■ 1 28 21*7 

51 22 20-8 
Correction 2nd + 9 '6 

51 22 30-4 
Correction 3rd + 01 105 

Latitude required 51 23 40*9 



The same example by spherical trigonometry : — 

o / // 

Corrected altitude 52 51 42'5 



Zenith distance 37 8 17-5 Z S 

Declination 88 27 7-6 



N. P. distance 1 82 524 PS 

Sidereal time 2 15 6*78 

R. A. Polaris 12 12*94 



Hour angle past meridian . . . . 1 12 5384 
Equal in space to .18° 13' 27'^ 
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Then in the triangle Z P S, we have — 

Zi !^^^ • . . . . • 



PS= 

Angle P= 

To find Z P, the co-latitude. 

The solution of which triangle gives — 



37 8 17-5 
1 32 62-4 
18 13 27 



// 




ZP= . . . . 38 36 21 

And latitude. . . . 51 23 39 

By considering S P c as a plane right- 
angled triangle, in which Pcy the correc- 
tion to be subtracted, is the cosine of P to 
radius P S, the latitude is found by plane 
trigonometry within a few seconds of the above results. 

Method Uh, — By an altitude of the sun, or of a ataVy out of the 
meridian, the correct time of obseT^^ation being known. 

By reference to the figure, it will be 
seen that this method simply involves 
the solution of the spherical triangle 
Z P S already alluded to, formed by the 
zenith, the pole, and the object at the 
time of observation ; of which Z S, the S 
zenith distance, P S, the polar distance, and the angle at P are 
known, and Z P^ the co-latitude, is the quantity sought. 

The formula given by Baily, for finding the third side, when 

the other two sides and an angle opposite to one of them are 

given, is 

tan a' ^ cos given angle x tan adjacent side 

„ cos a^ X cos side opp. riven ancle 

cos a = ^ — J-. :r^r-^ 1- 

cos side adjacent given angle 

and X = (a' ± a"), which formula is used in the following 
examples : — 

EXAMPLE I. 

On May 4, 1838, the observed altitude of the sun's upper limb 
at 6^ 47"> 16^ by chronometer was 14^ 44' 58''. The index error 
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of the sextant being 28'', and the watch 3™ 34«*4 too fast Baro- 
meter 29*9 ; thermometer 61 ; required the latitude. ^ , 

Apparent altitude o 14 44 

Index error — 

14 44 
Semidiameter — 16 

Apparent altitude 14 28 

Befraction and parallax — 3 

Altitude 14 25 

90 
Zenith distance (Z S) 75 34 

Declination 15 59 14 

90 



// 

58 
28 

30 
52-2 

37-8 
281 

9-7 

50-3 



North Polar distance (P S) 

Mean time of observation . 
Equation of time . 

Apparent time . 



74 46 



m 



. + 



5 43 
3 



8 

40*6 
24-46 



In space 

Angle P . 

Cos P . 
Tan PS . 

Tana^ . 

Cos a' 
CosZS 
Ar. comp. -P. 

Cos a" = 




a 



a 
PZ = 



// 



86 46 15-9 

74 46 

11 7 17 

11 7 17 

75 34 50-3 
74 46 

27 28 58*6 



6 47 5-06 

75 
11 45 
1 15-9 

86 46 15-9 

8-7506671 
0-5428692 

9-2935363 

9-9917668 
9-3962296 
0*5599998 

9-9479962 



Latitude required 



+ 


11 7 17 
27 28 58-6 




38 36 15-6 
90 




51 23 44-4 
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When the son is the object observed, the hour angle P (as in 
the last example) is the apparent time from apparent noon at the 
place of observation, converted into space ; but with a star, it is its 
distance from the meridian, either to the east or west according 
as it has or has not come to its culmination ; and this angle is 
simply the sum or difference of the star's right ascension, and the 
time of the observation converted into sidereal time; to be mul- 
tiplied by 15 for its conversion into space. 

Method 6 th. — By ttoo observed altitudes of the sun, or a star, and 
the interval of time between the observations. 

This problem is of importance,, as its solution, though long, 
does not involve a knowledge of the correct time at the place of 
observation; and the short interval of time can always be measured 
with sufficient accuracy by any tolerable watch. Various methods 
have been devised to shorten the calculation of ''double altitudes" 
by tables formed for the purpose, one of which may be found at 
p. 231 of Riddle's "Navigation;" but the direct method by 
spherical trigonometry is most readily understood and easily 
followed. 

Let S and S' represent the 
places of the object at the times 
of the two several observations,, 
^they may be on different 
sides of the meridian, or, as in 
the figure, both on the same 
side) ; Z S and Z S^ then are 
their respective zenith distances, 
and PS and PS' their polar 
distances ; S P S' being the hour angle observed. 

First— in the triangle P S S', the two sides PS and P S' are 
given with the included angle at P to find S S' and the angle 
P S S'. Again, in the triangle Z S S', we have the three sides to 
find the angle Z S S', which taken from P S S' just found, leaves- 
the remaining angle P S Z. Lastly— in the triangle P S Z we have 
P S, Z S, and the angle P S Z, to find P Z, the co-latitude sought. 
In a similar manner the latitude may be found by simultaneous 
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altitudes of different stars, the difference of their right ascensions 
giving the angle S P S, without the use of a watch. Tables have 
been calculated by Dr. Brinkley, from which the distance S S' 
can be obtained by inspection (allowing for the change in the 
right ascension of the stars after any long interval), and the 
calculation is thus considerably abridged. By an azimuth and 
altitude instrument, the latitude may also be found by the two 
altitudes, and the difference or sum of the observed azimuths of the sun 
or star. 

Equal altitudes of the same star on different sides of the 
meridian, with the interval of sidereal time between the obser- 
vations, also furnish the means of ascertaining the latitude, and 
this method is most useful in a perfectly unknown country. The 
hour angle, east or west, will evidently be measured by half the 
elapsed interval of time ; and in the triangle Z P S, we have this 
hour angle Z P S, the polar distance P S, and the co-altitude Z S^ 
to find ZP the co-latitude; moreover the hour angle being known, 
and also the right ascension of the star, the point of the equi- 
noctial which is on the meridian, and consequently the local 
sidereal time is determined, from which the mean time can be 
deduced. 

The latitude may likewise be ascertained, independently of the 
graduation of the instrument, by placing the axis of the tele- 
scope of an altitude and azimuth circle* due north and south, so 
that the vertical circle shall stand east and west. The obser- 
vations of the two moments T and T^ (in sidereal time), in which 
the star passes the wire of the telescope, will give the latitude 
from the following formula. 

Cot L = cot declination x cos i (T — T') 

If a chronometer set to mean time is used, the interval (T— T') 
must be multiplied by 1*0027379, or the value corresponding to 



* A portable transit placed in the plane of the prime vertical, instead of that of the 
meridian, of course affords the same facility for thus determining the latitude. The 
stars selected should have their declinations less than the latitude of the place, but 
by as small a quantity as possible. 
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the interval, found in the table for converting mean into sidereal 
time, must be added.* 

The accuracy of this method depends upon the correctness of 
the tabulated declination of the star, but a slight error in this will 
not affect the difference of latitude between two places, thus found. 
By observing on following days with the axis reveraedy and taking 
the mean of the observations, any error in the instrument is cor- 
rected ; this method is particularly recommended by Mr. Baily for 
adoption in geodesical operations, as the difference of latitude of 
two stations is obtained almost independently of the declination 
of the star, and the only material precaution to be taken is in 
kcelling the axis of the telescope, which should be one of very 
good quality. 



PROBLEM IV. 

TO FIND THE TIME. 

Method Ut — From single, or absolute, altitudes of the sun, or a star 
whose declination is knoum, as also the latitude of the place. 

This problem is solved by finding the value of the horary angle 
P, in the same '' astronomical triangle " Z P S, whose elements 
have already been described. In this case, the three sides, viz . 
the co-latitude, the zenith, and polar distances, are given to find 
the hour angle P, which, when the sun is the object observed, will 
(as was explained in page 215) be the apparent time from apparent 
noon at the place of observation ; and it is converted into mean 
time by applying to it the equation of time with its proper sign. 
In the case of a star^ it will denote its distance in time from the 
meridian, wliich being added to its right ascension, if the obser- 
vation be made to tlie westward of the meridian, or subtracted from 
the right ascension (increased by 24 hours if necessary) if to the 
eastward, will give the sidereal time, to be converted into mean 
solar time if required. 

* Table VIL Baily's Astronomical Tables and Formulie. 
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A simple formula for finding the angle of a spherical triangle 

- ^, . J . . . . , , ,^ sin (i S — <?) (sin J S — 6) 

whose three sides is given is sm' i F= ; -. — -j 

° sin. c, sin 

where S denotes the sum of the three sides a, b, and c ; of which a 
is assumed as the one opposite the required angle. In the present 
case a represents the co -altitude or zenith distance ; b the co-decli- 
nation, or polar distance ; and o the co-latitude. 



EXAMPLE. 



Observed altitude of the upper limb of the sun on May 4» 
1838, was 14° 44' 58'^ at &" 47" I5» by chronometer; Latitude 
61° 23 40" ; longitude 2"* 21-5» east ; index error of sextant 28''. 



Thermometer . .61° 
Barometer . . 29'9 



Bequired the error of the watch. 



Observed altitude a • • 14" 44' 68 
Index error . . . . — 28 



Semidiameter at 6* 75^ . 

Apparent altitude Q 

Correct, refract*^, and parallax — 8 28*1 

True altitude .... 



Zenith distance (Z S) 
Latitude 



14 


44 


30 





16 


52-2 


14 


28 


37-8 





3 


28-1 


14 


25 


9-7 


90 








76 


34 


60-3 


61° 23' 


40" 


90 








38 


36 


20 



Co-latitude (P Z) . 

Declination 15 69 14*2 

90 



N P. Distance (P S) 74 45'8 
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(a) ZS 


= 


ys^'-ai' 50''-3 






(6) PS 


ss 


74 45 -8 






{c) PZ 


-^ 


38 36 20 






S 


188 11 66 -1 




iS 


= 


94 5 58 






e 


^^ 


38 36 20 


sin. ar. comp. 
sine 


0-2048465 


iS-c 


55 29 38 


9*9159620 


b 


^ 


74 45 '8 


sin. ar comp. 
sine 


0-0171307 


4S-6 


20 5 12 -2 


9-5358540 
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sin"4P . . 2)19-6737932 

i?. 43°23'8^-5 



9-8368960 



2 



•Hour angle P = 86 46 16 -2 

Equivalent in apparent time to 
Equation of time at time of observation 

Mean time 

Time by chronometer 

Chronometer fast .... 



5 47 6-06 
3 24-46 

6 43 40-60 
5 47 15 

3 34-40 



Method 2nd, — From equal altitude of a star ar the sun, and the 
interval of time between the observations. 

If a star is the object observed, it is evident that half the inter* 
val of time elapsed between its returning to any observed altitude 
after its culmination, will give the moment of its passing the 
meridian without any correction, from whence the error of the 
clock or chronometer is at once found. But with regard to the 
sun, there is a correction to be applied to this half interval, 



* The most fayoniable time for obserring single, (or absolute,) altitudes of the sun 
or stars to obtain the local time, is when they are on or near the prime vertical, 
since their motion in altitude is then most rapid, and a slight error in the assumed 
latitude is not of so much consequence. The corrections for the refraction, howeyer, 
an then often considerable. The same observation will of course give the azimuth Z, 
and also the yariation of the needle, if the magnetic bearing of the star or of either 
limb of the sun, is taken by another obsenrer at the same moment as the altitude. 
This will be further explained. 
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on account of his constant change of declination. From 
midwinter to midsummer the sun gradually approaches the 
North Pole, and therefore a longer period will intervene 
after^ than before noon, — ^between the sun*s descent to the same 
altitude in the evening as at the morning observation : and 
the reverse takes place from midsummer to midwinter. The 
amount of this correction depends partly upon the change of 
declination (proportioned to the interval of time on the day of 
observation); and partly upon the latitude of the place. — The 
difference of the sun's horary angles at the morning and afternoon 
observations is easily calculated by the following formula of 
Mr. Beily's : — 

a? = T A. 8 tan L + B 8 tan D, where 

T = the interval of time expressed in hours ; 

L, the latitude of the place, minus when south ; 

D, the declination at noon, also minus when south ; 
h the double daily variation in declination in seconds, deduced 
from the noon of the preceding day to that of the following, minus 
when the sun is proceeding to the south ; and 

a = the required correction in seconds, A* being minus when 
the time of noon is required. 

The result is of course apparent noon, to which must be applied 
the equation of time, in order to compare a chronometer with 
mean noon. 

In an observatory, or wherever a transit or other instrument is 
fixed in the plane of the meridian, the easiest and most accurate 
mode of obtaining the true local time is by observing the transit 
of the sun or a star over the vertical wires of the telescope. 
With the sun, the mean of the times of both leading and following 
limbs gives the transit of the sun's centre, which is apparent 
noon, to which the equation of time + or — has to be applied to 
obtain the mean time. 

When the transit of a star is obtained, the sidereal time at pre- 
ceding mean noon taken from the Nautical Almanac, corrected for 
longitude (see page 194) is to be subtracted from the star's R A 
(to which 24 hours is to be added, should this latter be the smaller 

* The logs of A and B will be found in table 14. 
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quantity), and the difference is the interval of sidereal time after 
mean noon, which interval corrected into its equivalent of mean 
time gives the true local time. For an example of the method of 
recording these transits, see the form pages 248 and 251. 

The same result can be approximately obtained with a sextant 
by noting the moment when the upper or lower limb of the sun, 
or a star, appears to cease rising. — The observation must be com- 
menced before the time of the object's culmination, and the 
reflection of the images kept in contact by the gradual forward 
motion of the tangent screw until the images tend to overlook 
instead of receding. 

If the rate only of a chronometer is required, it can be obtained 
by observing the transits of a star on successive days, or by equal 
altitudes of the same star, on the same side of the meridian, on 
different evenings ; as a star attains the same altitude after each 
interval of a sidereal day, which is 3°° 56*91" less than a mean 
solar day ; but if the refraction is not alike on the days of observa- 
tion, a correction will be required. 

By reading the azimuths^ when the sun or a star has equal alti- 
tudes we obtain the true meridian line, which will be again 
alluded to. Very frequently the afternoon altitude cannot be 
observed on account of intervening clouds, but the time can still 
be calculated from the observed single altitude, as in the last 
problem. 



PROBLEM V. 

TO DETERMINB THE LONGITUDE. 



The usual method of finding the longitude at sea is by com- 
paring the local time, found by observation, with that shown by a 
chronometer whose error and rate for Greenwich mean time are 
known. The accuracy of the result depends of course upon the 
chronometer maintaining a strictly equal rate under all circum- 
stances, which cannot always be relied upon,* and various methods 

* It is usual to have several chronometers on board, and to take the mean of those 
most to be depended upon. If one varies considerably from the others it is rejected. 
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have been resorted to, to render the solution of this most impor. 
tant problem independent of such uncertain data, or at all events 
to afford frequent and certain checks upon its correctness. Any 
celestial phenomenon ^hich should be visible at the same pre- 
dicted instant of time in different parts of the globe would of 
course furnish the necessary standard of comparison, and all the 
methods in use for determining the longitude are based upon this 
foundation ; but they are not generally practicable at sea, with the 
exception of that derived from the observed angular distances 
between the moon and the sun, or certain stars, which are 
calculated for every three hours of Greenwich time, and which 
iunar distance is measured with a sextant, or other reflecting 
instrument. — Artificial signah have been resorted to as a means of 
ascertaining the difference of longitude, with considerable success, 
between places not separated from each other by any very 
considerable distance. 

In the Philosophical Transactions for 1826 is an account 
drawn up by Sir J. Herschel of a series of observations mado in 
the summer of 1825, for the purpose of connecting the royal 
observatories of Greenwich and Paris, undertaken by the Board 
of Longitude, in conjunction with the French Minister of War. 
The signals were made by the explosion of small portions of 
gunpowder* fired at a great elevation by means of rockets, from 
three stations, two on the French, and one on the English side of 
the Channel ; and were observed at Greenwich and Paris, as well 
as at two intermediate places, Legnieres, and Fairlight-Downs 
near Hastings. The difference of longitude thus obtained, 
9' 21*6", is supposed by Sir J. Herschel to be correct within one 
tenth of a second, and the observations were taken with such care 
that those of the French and English observers at the intermediate 
stations only differed one-hundreth part of a second. 

At page 198 also, of Francoeur's " Geod^sie," is a description of 
similar operations for the purpose of ascertaining the difference of 
longitude between Paris and Strasbourg. In operations of this 

* Flashes of gunpowder upon a metal plate are visible at night for a yeiy consider- 
able distance, upwards of 40 nules, — ^this method is far superior to firing rockets, — 
the quantity may be from 4 to 16 drachms or more for moderate distances, and a 
quarter of a pound for long ones. 
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nature, it is only necessary that the rates of the chronometers used 
should be uniform for the short period of time occupied by the 
transmission of the signals. 

Suppose A and B are two places, whose difference of longitude 
is required, and that they are too far distant to allow of one signal 
being seen from each — 

I^l !: ^'^ ^* HTesl 

X C T B 

C and D are taken as intermediate stations, and the first signal 
made at S, is observed from A and C, and the times noted ; the 
second signal at S^ is observed from C and D, some fixed number 
of minutes after ; and then that at S'^ from D and B. Suppose 
these two intervals to have been five minutes each, then the 
difference of longitude is equal to the difference between the local 
time at A + ten minutes, and that observed at B at the moment 
of the last signal. 

Everything in this operation depends upon the correct obser- 
vation of the times, which should be kept in sidereal intervals, or 
reduced to such if observed with a chronometer regulated to mean 
time. When, instead of the two or three chronometers generally 
taken on board every ship, a number of these instruments, whose 
rates and errors have been previously carefully ascertained, are 
conveyed from one meridian to another, the comparison of the 
mean of the time shown by the chronometers with the local time 
at each place, affords the means of determining with considerable 
accuracy the difference of their longitudes ; this mode is much 
practised at present on board surveying vessels,* for measuring 
the respective meridian distances between a number of maritime 
towns, ports, and other places on the sea-coast of distant coun- 
tries. On shore the difference of longitude between two stations 
can also be determined with precision by the transmission of 
pocket chronometers between them ; provided the errors of the box 
chronometers or clocks at these stations on sidereal time, and 

• On board H. M. S. Beagle, employed as a surveying vessel principally on the 
coasts of Australia and Van Diemen's Land, there were at one time as many as 
tweniy-<me iirst-rate chronometers. 
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their rates, have been carefully ascertained by transit observations. 
Where the distance is not very considerable, the operation 
consists simply of comparing several pocket chronometers with 
the standard instrument at one of the stations, and then sending 
them * with the greatest care to be compared with the clock or 
chronometer at the other station, to be returned immediately for 
another comparison at the starting point; which process of trans- 
mission should be repeated several times* 

When the time occupied by this operation is considerable, 
more than four or five days for instance, the accuracy of the result 
will be increased by stationing a careful assistant at a post 
midway between the two extreme stations with a box chronometer 
with which the transmitted pocket chronometers are to be com- 
pared. Mr. Airy recommends commencing from this central 
position, sending the pocket chronometers (divided into two 
batches) simultaneously for comparison to the two principal 
extreme stations, and comparing them again on their return, at 
nearly the same time, at the intermediate point ; by which modi- 
fication, the time through which reliance is placed upon the 
pocket chronometers, is diminished one -half, and very little 
dependence is made to rest upon the steadiness of the performance 
of the box chronometer at the central place of observation. 

This method of obtaining the difference of longitudes of two 
distant places would, it is imagined, seldom be resorted to where 
the distance was very greats and where an intermediate station 
was found necessary. On the North American Boundary Survey 
the second method was never tried, but the first and more simple 
process of direct transmission and comparison between the two 
stations was constantly practised with great success. One 
example has been selected from Major Robinson's report, calcu. 
lated according to the directions drawn up by Mr. Airy, each of 
the three comparisons recorded being the mean of six obser- 
vations. 

* This sbould be done directly after the error of the standard chronometer has 
been tested by observations with the transit instrument. 
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In comparing chronometers, two persons are generally em- 
ployed, one of whom watches the seconds hand of one instrament 
until it arrives at some convenient division, such as the commence- 
ment of a minute, or one of the ten seconds, when he gives the 
signal to *^ stop'' to the other, whose attention has been mean- 
while fixed upon the seconds hand of the other chronometer. 
Where one person alone makes the comparison, his only plan is 
to register the seconds, and then the minutes and hour of one 
instrument, commencing to count the beats 1, 2, 3, &c., from the 
moment selected by him (whilst he is writing down the time 
observed), and then to transfer his eye to the other chronometer, 
continuing to count the beats until he observes its second hand 
opposite some marked number of seconds, when he stops ; writing 
down first the number of beats counted, and then the seconds, 
minutes, and hour of the second chronometer; the number of 
beats is of course to be subtracted from this for the comparison 
of the time shown by the first instrument. 

When a chronometer adjusted to mean solar time is to be com- 
pared with one going sidereal time, or with a sidereal clock, the 
only correct method with one observer is by the coincidence of 
their beats, in the manner described by Mr. Airy. 

When the chronometer going mean solar time has a half-second 
beat, and the other instrument or the clock a second's beat, they 
will appear at the end of every second to beat (after some little 
time) almost simultaneously. Select one that appears perfectly 
coincident, and commence counting the beats 1, 2, 3, &c., of the 
clock or sidereal chronometer, writing down at the same time the 
second, minutes, and hour of the solar one ; then turn your eye 
to the seconds hand of the clock or other chronometer, continuing 
coimting till the seconds hand is at some conspicuous place, and 
then stop. Write down first the number of seconds you have 
counted ; then the seconds on the clock face at which you stopped ; 
and lastly, the minutes and hour; then the comparison will stand 
thus : — the time observed by the first chronometer = time observed 
by th*e second (or the clock as it may be), minm the number of 
beats counted. 

When the solar time chronometer and the sidereal have both 
half-second beats, the process is the same, counting every alternate 
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beat of the sideral instrument. With a chronometer going mean 
Bolar time, and having a beat of five times in two seconds (a very 
common one, particularly in pocket chronometers), the beats will 
only coincide with the divisions upon the dial every alternate 
second^ each beat being equivalent to 0**4 ; the process of com- 
parison is however much the same as that already detailed, but it 
will be £iEu;ilitated by marking distinctly with ink upon the face of 
the chronometer every other second, unless this has been originally 
80 divided as to render the precaution unnecessary. 

The following example shows the method of deducing the error 
of a chronometer going mean solar time, by comparison with a 
sidereal clock whose rate and error are known by transit ob- 
servations. 

R. E. Obserratory, Jan. 24, 1849. 

Clock's error 44»*41 slow. 

Rate '43 losing. 

H. M. 8. 

20 11 40 '90 Sidereal time. Greenwich mean noon. 
0'35 Correction for longitude 2™ 9» east 

20 11 46*55 Sidereal time at mean noon at place of observation. 
17 13 Clock at time of comparison, 

2 68 46-65 



1 59 40-34-^ 
57 50-49 
45-87 
0-54 



Equivalents in mean solar time for above diiSerence. 



2 58 17-24 Mean interval from noon by clock. 
12 



9 .1 42*76 Mean time A-m. by clock. 

9 5 Time by chronometer. 

1 87-76 Chronometer slow (relatively). 
44-41 Clock slow. 



2 22*17 Error of chronometer, slow. 

Q 2 
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The eclipses of Jupiter's satellites are phenomena of very 
frequent occurrence, the precise instants of which can be calcu- 
lated with certainty for Greenwich time * ; but a telescope mag- 
nifying at least forty times is required for their observation ; and 
those of different powers are found to give such different results 
as to the moment of immersion or emersion, that the method is 
not susceptible of the accuracy it would appear to promise, and is 
moreover almost impracticable at sea. In determining the 
longitude by this method, the local time must be found by 
observations of one or more fixed stars, unless it is known from a 
chronometer whose error and rate has been previously ascertained. 

The eclipses of the sun and moon also enable us to determine 
the longitude ; the former with considerable accuracy ; but their 
rare occurrence renders them of little or no practical benefit, and 
the results obtained by the eclipses of the moon are generally 
unsatisfactory, owing to the indistinct outline of the shadow of the 
earth's border. 

The three methods upon which the most dependence can be 
placed, are— 1st, by a ** lunar observation" which, as before stated, 
possesses the great advantage of being easily taken at sea; 2ndly, 
by the meridional transits of the moon, compared with those of 
certain stars previously agreed on, which are given in the 
Nautical Almanac under the head of " Moon Culminating Stars; " 
and 3rdly, by occultations of the fixed stars hy the moon. — The two 
latter methods are the most accurate of any, but the first of them 
requires the use of a transit instrument, and the latter a good 
telescope ; both involve also long and intricate calculations, which 
will be found fiilly detailed in the works of Dr. Pearson, and in 
Chapter XXXVII. of Woodhouse's Astronomy. The methods 



* Tke tivM occupied by light in travelling from the sun to the earth is also ascer- 
tained by means of the eclipses of Jupiter's satellites. 

The diffcrmce of distance the light has to travel from Jupiter to the earth, on the 
occasion of an eclipse of one of the satellites, happening when they are in opposition 
or in conjunction, is evidently tlie major axis of the earth's orbit. This difference has 
been ascertained to be 16" 26**4, which gives 8" 13* '2 for the time occupied by light 
in passing from the sun to the earth. 

The distance of the sun from the earth was determined by means of the transit of 
Venus over the sun's disc. 
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given in the following pages considerably shorten the labour of 
the more accurate computations^ and are the same as those in 
Mr. Kiddle's " Navigation." 

Method let. — By a Lunar Observation. 

The observations for this method of ascertaining the longitude 
of any place can be taken by one individual ; but as there are 
three elements required as data, which, if not obtained simul- 
taneously, must be reduced to what they would have been if taken 
at the same moment of time, it is better, if possible, to have that 
number of observers. 

The lunar distance^ which is of the first importance, is measured 
by bringing the enlightened edge of the moon and the star, or the 
edge of the moon and either limb of the sun, in perfect contact. 
The other observations required are, the altitudes of the moon, 
and that of the other object, whether it be the sun, a fixed star, or 
a planet*; and as these are only taken for the purpose of correcting 
the angular distance, by clearing it from the effects of parallax and 
refraction, they do not require the same accuracy, or an equal 
degree of dexterity in observing. When the observations are made 
consecutively by one person,, the two altitudes are first taken 
(noticing of course the times) ; then the lunar distance repeated 
any number of times, from whence a mean of the times and 
distance is deduced ; and afterwards the altitudes again in reverse 
order, which altitudes are to be reduced to the same time as that 
of the mean of the lunar distances. 

It being of great moment to simplify and render easy the 
solution of this problem which is of the most vital importance at 
sea, a number of celebrated practical astronomers have turned 
their attention to the subject, and tables for '' clearing the lunar 
distance" are to be found in all works on Nautical Astronomy, by 
the use of which the operation is undoubtedly very much 
shortened f; but as none of these methods show the steps by 



* These altitudes, if not obseired, can be calculated when the latitude is known ; 
by which method more accurate results are obtained. 

+ Dr. Pearson enumerates no less than tvjenty-four astronomers who have published 
different methods of facilitating the '* Clearing the Lunar Distance/' 
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which this object is attained, the example given below is worked 
out by spherical trigonometry, and the process will be rendered 
perfectly easy and intelligible by the following description : — 

In the accompanying figure Z represents the zenith, P the pole, 
M the observed place of the moon, and S that of the sun or star. 
The data given are M S, the measured angular distance ; and 
Z M and Z S the two zenith distances (or co-altitudes) from 
whence the angle M Z S is found, the value of which is evidently 




not affected by refraction or parallax, which, acting in vertical 
lines, cause the true place of the moon to be elevated above its 
apparent place (the parallax, from her vicinity to the earth, being 
a greater quantity than the correction for refraction), and that of 
the sun or star, to be depressed beloio its apparent place. Let M' 
and S' represent the corrected places of these bodies, and we have 
then Z M' and Z S' — the zenith distances corrected for refraction 
and parallax — and the angle 7/ before found, to find the true lunar 
distance M'S' in the triangle Z M'S^ The apparent time repre- 
sented by the angle Z P S may be found in the triangle Z P S, 
having S S, P S, and Z P the co-latitude, if the exact error of the 
chronometer at the moment is not already known ; and this time 
compared with the Greenwich time at which the lunar distance is 
found from the Nautical Almanac to be the same, gives the 
difference of longitude east or west of the meridian of that 
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place. The example below will show all the steps of the 
operation. 

On May 4, 1838, at 10*» 41™ 45»'8 by chronometer, the following 
observations were taken in latitude 51^ 23^*40 north, to find the 
longitude ; the chronometer having been previously ascertained 
the same evening to be 3" 34* too fast. 

Double altitude — } 74° 42' 85'', taken with a sextant; index 
error— 22". 

Altitude Spica Virginis 28° 15' 50" — with alt. and az. inst. ; 
index error — 28". 

Distance J—* 31° 25' 55 ' — with repeating circle. 

Barometer standing at 29"'9, and thermometer at 61°. 

Double altitude— 74 42 35 

Index error sextant 22 



Semidiameter .... 
Apparent altitude D 

ZM, Apparent zenith distance . 

Altitude Spica Virginis 
Index error .... 

Apparent altitude 

Z S, Apparent zenit i distance . 



Observed distance * — D 31 25 55 

Moon's semidiam.— lO*' 7"— 14' 45"-31 
Augmentation for 37° 6' • 8' 49 



2) 74 


42 13 


37 



21 6-5 
14 63-8 


37 
90 


6 12-7 



52 


53 47-3 


28 



15 50 
28 


28 
90 


15 22 



61 


44 38 



14 53-8 



M S, Apparent lunar distance . . . « 31. 11 12 
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1st — Then in the triangle Z M S we have the three sides to find 
the angle M Z S. 




o t » 



(fl) M S = 31 11 1-2 

(6) Z S = 61 44 38- ar. comp. sin 0*0551028 

(c) Z M = 52 53 47-3 ar. comp. sin 0'0982439 

S = 145 49 26-5 

4 S = 72 54 43'25 
(J S-6) = 11 10 5-25 sin. 9-2871039 
(i S-c) = 20 55-95 sin. 9-5343750 

2) 18-9748256 

17 53 25 = 9-4874128 

2 

Angle M Z S 35 46 50 

Then to correct the zenith distances for refraction and parallax : 

Apparent zenith distance Z M = . . 52 53 47'3 
Eefraction +1 14*1 

52 55 1-4 
Parallax 43 7*4 

Z M', Corrected zenith distance . . . . 52 11 54* 

Z S, Spica Virginis apparent zenith distance . 61 44 38 
Kefraction + 1 45 

Z S', Corrected zenith distance . . . . 61 46 23 
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Then in the triangle Z M' S\ we have 

ZM' = 62 11 54^ ^ , 

ry csf /»! .1/5 ooL*^ ^^^ ^ S the coiTected lunar 

Z o = (51 4o /«o >• 

, „ 1 distance, 

and angle Z = 35 46 60; ^^^«^^«- 

Formula, tan a' = cos Z x tan Z M' 

rt" = ZS'- ^ 

cos M' S = cosine Z M' x , 

cos a 

cos 35 46 50 9-9091613 

tan 52 11 54 0*1102916 

a = 46 16 58 00194529 

ZS'= 61 46 23 



(Z S' - aO = 15 29 25 = a'' 



n 



COS 52 11 54 9-7874110 

cosa''= 15 29 25 9-9839310 

cos of = 46 16 58 ar. com. 0*1604593 



M'S' = 31 16 34 9-9318013 

The corrected lunar distance. 

By the Nautical Almanac, it appears that the Greenwich mean 
time answering to this distance, must be between 9 p.m. and mid- 
night — the difference of distance answering to this interval of 3 
hours, being ' , . . . 1° 28' 52'' Prop. log. 3065* 

Lunar dist. at 9 p.m. Greenwich 32 3 55 

Corrected distance found above 31 16 34 

— ■-- 

47 21 Prop. log. 5800 



Interval of time past 9 . , 1 35 54 2735 

9 

Greenwich mean time . . 10 35 54 
Mean time at place of observation 10 38 11*8 

Longitude east . . . . 2 17*8 

Or in space . . . . 34 27 



• The interval of time past 9 p.m. might of course have been found by a common 
proportion, without the aid of prop, logarithms. 



234 



PBOBLEMS. 



The difference between the prop. log. at 9 and midnight being 
0, the correction of 2nd differences is nothing. 

Mr. Baily's formula for a lunar observation for longitude is as 
follows : — 



X the true lunar distance required, 



H the apparent! ,.., , -,. 

, -rw .1 . r altitude of the moon, 
andH the true J 

A apparent 1 ... , . 

,, ^ >■ altitudes of sun or star, 

h true J 

and A the apparent distance. 



Make jS = i (A + H + A) 



( 



cos )3 cos (/3 — A) 



cosH 



cos H 



' cos h\ 

L COS h) 



J 



Since = 



cos 4 (H' + A') 
then sin i a? = cos 4 (H' + h) cos a. 



The following example will also show the method of working out 
a lunar observation, by Dr. Yoimg's formula, all the terms of 
which are cosines : — 



Given apparent altitude S K = 


• . 


7 


48 1 


t MH= 


■ . • • I 


35 


46 4 


G J MS = 


' • • • 


95 


60 63 


True altitude S'K 


a . • 1 


7 


41 31 


» M'H 


* . a 


36 


27 64 


o 

S Z =5 . . . 82 


t n 

11 69 






MZ .... 64 


14 66 






S'Z .... 82 


18 29 






M'Z 63 


32 6 







Required M^S the true distance. 
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By Dr. Young's formula, 



,_ | 2o<»i(MH + 8K4- MS) 008 4 (MH + 8g - MS) coa M*H coe y K ) 
-C08(M'H + S'K). 

MS = 95 60 53 

M H = 35 45 4 ar. comp. cos 0-090678 
S^K = 7 48 1 ar. comp. cos 0*004037 



2) 139 23 58 








i Sum 69 41 59 




cos 


9-540254 


i (MH + SK-MS) 26 8 54 




cos 


9-953110 


M'H 36 27 54 




COS 


9-905375 


S'K 7 41 31 




cos 


9-996074 
9-489528 


Log 2 




a 


. 0-301030 
9-790550 
nat. cosine =0*617387 


86 27 54 








7 41 31 








M'H + S'K = 44 9 25 nat. 


cosine 


0-717434 


nat. COS. M'S' 95'' 


44' 


' sr . 


. . 0-100047 



the true lunar distance. 

The same example, by Mr. Riddle's first method, which will be 
found in his "Navigation," gives 95° 44' 29'' for the corrected 
lunar distance. 

By Mrs. Taylor's method, which requires the use of her 
" Tables," the true distance is obtained as follows : — 



Table 1 


O 1-3873 


i '7533 


Table 2 . . . 


- 0-5077 . 


- 1-4997 




— 1-8950 


- 2-2630 


Table 3 j ' 


- 7' 25" 

- 3 16 




„ 4 . . 


+ 4 22 




„ 5 . . . 


- 2 




Total corrections . 


- 6 20 




Appt. distance 


95 50 53 




True distance 


96 44 33 
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The apparent altitudes and distance are first obtained from 
those observed, by correcting them for semidiameter and dip if 
necessary. Then in Table I. find the log of the corrections for 
the altitudes on account of the moon's parallax. 

From Table II. take the logs of the effect of the moon's 
horizontal parallax upon the distance. 

Table III. gives the minutes and seconds answering to these 
logarithms. 

From Table IV., find the effect of the refractions of both objects 
on the observed distance. 

And from Table V., if the sun is one of the objects observed, 
the effect of his parallax. 

These corrections, applied, with their proper signs, to the 
apparent distance, give the true distance as above. Mr. Airy 
makes the following remarks upon the effect of errors of obser- 
vation in taking lunar distances and lunar transits. A certain 
error of time produces that same error in the deduced longitude ; 
and an error in the measure of one second produces about two 
seconds of time in the longitude. 

An error of one second of time in a limar transit produces about 
30 seconds error in the longitude. 

An error of one second of time in a lunar zenith distance will 
produce at least 30 seconds of time error in longitude— sometimes 
considerably more. An error of one second in senith distances 
produces at least two seconds of time in longitude. An error of 
one second of time in an occultation produces one second of time 
in the longitude. 

The same with eclipses of Jupiter's satellites. 

Instead of measuring the distance between the moon and a star, 
for a comparison with the time at which the same distance is ob- 
tained by calculation for the meridian at Greenwich ; altitudes may 
be taken simultaneously of the moon and a star, from the latter of 
which, its right ascension and declination being accurately known, 
the right ascension of the meridian can be computed. This right * 
ascension applied to the moon's distance from the meridian (the 
angle P in the astronomical triangle) gives the right ascension of 
the moon, to be compared with the time at Greenwich at which it 
is identical, for the difference of longitudes. 
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Another method, applicable particularly to low latitudes,* is to 
select, when the moon is on or near the prime vertical, any star 
whose right ascension and declination are known ; it being at the 
time within 8° or 10** of the zenith. 

Take the distance between this star and the moon; also the 
moon's altitude, and apply the mooh*s correction in altitude with a 
contrary sign as the correction in distance ; then, with the cor- 
rected distance as a base, and the co-declinations as containing 
sides, the difference of right ascension, and consequently the 
moon's right ascension, and Greenwich time, are found. 

If a star answering to the above conditions is not available, 
select any star having the same or nearly the same azimuth as 
the moon, and not less than 30^ or 40^ distant; the sum or 
difference of the corrections in altitude would then» evidently 
be the correction in distance. If the star happened to be one of 
those given in the lunar distance, the Greenwich time is at once 
found ; if not, with the corrected distance as a base, the problem 
is worked out as before. 

The objection to both these methods is, that the moon^s declina- 
tion is required to be known accurately as an important part of 
the data, to compute which, it is necessary to know the longitude 
correctly (the very thing sought), except in cases where the moon's 
declination on either side of the equinoctial is nearly a maximum, 
and consequently for some time comparatively stationary. Under 
these circumstances a good result may be expected from the last 
method when the moon is on, or nearly on, the prime vertical. 

BY THE METHOD OP MOON CULMINATING STARS. 

The proper motion of the moon causing a difference in the 
interval of time between her transit, and that of any star, over 
different meridians, affords another method of determining the 
longitude.t The times of transit (or apparent right ascension) of 



• Obtained from Mr. E. K. Horn. 

f The time of the moon's transit compared with that observed at, or calculated for, 
another meridian, would be sufficient data for ascertaining diflerences of longitude; 
but by making a fixed sta/r the point of comparison, we obviate any error in the 
position of the instrument, and also of the clock. 
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tiie moon's enlightened edge, and that of certain stars varying but 
little from her in declination^ are calculated for Greenwich mean 
time, and given among the last tables in the Nantical Almanac. 
The transits of the moon*s limb, and of one or more of thesd 
stars, are observed at the place whose longitude is required, and 
from the comparison of the differences of the intervals of time, 
results a most easy and accurate determination of the difference of 
meridians;^ of which the following example is sufficiently 
explanatory. 

EXAMPLE. 

At Chatham, March 9, 1838, the transit of a Leonis was ob- 
served by chronometer at 10^ 52°^ 46*, and of the moon^s bright 
limb, at Iff" 20** 7" ; the gaining rate of chronometer being 1"5. 

Eastern Meridian Chatham — observed transits. 

b m • 

a Leonis 10 52 46 

>| . . 11 20 7-5 



27 21-5 
On account of rate of chronometer . .— 00 0*03 



27 21-47 
Equivalent in sidereal time .... 27 25*96 



Western Meridian Greenwich — apparent right ascensions, 

h m • 

a Leonis 9 59 46'18 

Jl 10 27 16-76 



27 30-58 
Observed transits . . 27 25-96 



Difference of sidereal time between the intervals 4*62 
Due to change in time of moon's semidiameter 

passing the meridian + 0*01 

Difference in ]> 's right ascension ... 00 4*63 



* For a more rigid method of computing the difference ot meridians hy lunar 
transits, see Baily's Formuls and Prohlems, pp. 239 to 247. 
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The variation of l>*8 right ascension in 1 hour of terrestrial 
longitude is, by the Nautical Almanac, 112*77 seconds. Therefore 
as 112-77' : P : : 4-63» : 147-80, = 2' 27''-8, the difference of 
longitude. 

But when the difference of longitude is considerable, instead of 
using the figures given in the list of moon-culminating stars for 
the variation of the moon's right ascension in one hour of longi" 
tude, the right ascension of her centre at the time of observation 
should be found, by adding to, or subtracting from the right 
ascension of her bright limb at the time of Greenwich transit, the 
observed change of interval, and the sidereal time in which her 
semidiameter passes the meridian. The Greenwich mean time 
corresponding to such right ascension being then taken from the 
Nautical Almanac, and converted into sidereal time will give, 
by its difference from the observed right ascension, the difference 
of longitude required. For instance, in the above example : — 

h «i • 

d Bight ascension at Greenwich transit • . 10 27 16'76 
Sidereal time of semidiameter passing meri- 
dian of place + 01 2*26 

D Eight ascension at Greenwich transit . . 10 28 19*02 

Observed difference . . . 4*62 



D Eight ascension at the time, and sidereal 

time at the place, of observation . . 10 28 14*40 
Greenwich mean time correspond- ^ h m • 
ing to the above right ascension. > 11 17 0*5 
Page 7, Nautical Almanac. ) 

Or sidereal time at Greenwich 10 26 46*6 



Difference of longitude . . 2 27*9 



BY OCCULTATIONS OF FIXED STAES BY THE MOON. 

The rigidly accurate mode of finding the longitude from the 
occultation of a fixed star by the moon, involves a long and 
intricate calculation, an example of which will be found in the 
87th chapter of Woodhouse's "Astronomy:" and the different 



240 PROBLEMS. 

methods of calculating occultationsy are analysed at length by 
Dr. Pearson in his " Practical Astronomy/' commencing at page 

600, vol. ii. 

The following rule, however, taken from Kiddie's " Navigation," 
will give the longitude very nearly, without entering into so long a 
computation : — 

Find the Greenwich mean time from knowing the local time and 
^e approximate longitude, and for that time take, with the 
greatest exactness, from the Nautical Almanac the sun's right 
ascension, and the moon's polar distance, semidiameter, and 
parallax, applying all eorrectiom. 

To the apparent time, add the sun's right ascension, and the 
difference between this sum, and the star's right ascension, will be 
the meridian distance of the latter. Call this distance P ; the star's 
polar distance j?; its right ascension B; the reduced co-latitude /; 
the moon's polar distance m ; her reduced horizontal parallax H ; 
and her semidiameter s. 

Then add together sec , cos --^, and cot — , and the 

sum, rejecting twenty, will be the tangent of arc 0, of the same 
affection as — r— • 

Add together cosec , sin —^j and cot ~, and the sum, 

rejecting twenty, will be the tan of arc h [always acute). When 
/ is greater than p, a + 6 = arc c; and when I is less than p, 
a — b = arc c. 

Add together tan c, cosec /, cosec P, and prop, log H, and the 
sum, rejecting the tens, is prop, log of arc d. When arc c is 
obtuse, p + d = arc e ; and when c is acute, p — d= arc e. 

Add together cosec /, cosec P, prop, log H ; and with the sum 
£>, and j?, take the correction from the subjoined table, and apply- 
ing it with its proper sign to e, call the sum or the remainder e\ 
The difference of m and e^ is arc/. 

To S add sin e\ and the sum, rejecting the tens, is the prop, log 
of arc g. 

To the prop, logs of « +/, and « — /, add twice the sine of arc 
e, and half the sum, rejecting the tens, is tiie prop, log of arc h. 
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Then the moon's right ascension = E ± ^ db A, where g is 
additive west of the meridian, and subtractiye east; and h is 
additive at an emersion^ and subtractive at an immermn. 

Having found the moon's right ascension, the corresponding 
Greenwich time is to be found from the Nautical Ahnanac, the 
comparison of which with the local time gives the longitude of the 
place of observation. 

TABLE FOR CORRECTION OP B. 
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Polar Distance j>. 
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PROBLEM VI. 

TO DETERMINE THE DIRECTION OF A MERIDIAN LINE* AND 

THE VARIATION OF THE COMPASS. 

In the spherical triangle Z P S, already alluded to as the 
astronomical triangk; and in which the co-latitude Z P, and the 

time represented by the angle P, were 
ascertained by the method of absolute 
altitudes in pages 213 and 217; the 
azimuth of any celestial body S is 
measured by the angle Z, which is 
found from knowing either the time, or 
the latitude, in addition to the ob- 
served altitude. This calculated asi- 
muth compared with the magnetic bear- 
ing of the object observed at the same 
instant, and determined with reference to some well-defined 
terrestrial mark, affords the means of laying down a meridian line, 
and gives the variation of the compass. 

Another mode is by calculating the amplitude of the sun at his 
rising or setting for any day in any latitude, and comparing it 
with his observed bearing when on the horizon, or rather when he 
is 34 minutes, or about his own diameter, above it, as his disc is 
elevated that amount above its true place by refraction. 

In the accompanying figure H O is the horizon, P the pole» 
EQ the equator, PA C the six o'clock hour circle, PEC the 
meridian, Z the zenith and d ct or d^d' the circle of declination of 
the sun, either north or ^outh of the equator, and supposed to be 
drawn through his place at the time of sunrise, which is ap- 
proximately known. 

S or S"^ then, the intersection of this declination circle with the 
horizon, is the position of the sun at rising in the first case be/ore 
arriving at the 6 o'clock hour circle, and in the second after 
having passed it. 

* The method of ascertaining the direction of the meridian with an altitnde and 
azimuth instrument, or a Urge theodolite, has been already described at page 169. 
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In the triangles AS^ or ASY then, ^S or ^S^ is the sun's decli- 
nation, and the angle S A ^, S' A ^ the co-latitude of the place ; 
from whence we obtain A S or A S^, the amplitude, and also A ^ or 
A fj the angular distance before or after 6 o'clock for the time of 

z 




sunriee, — ^In the same way can be obtained the sun*s amplitude at 
sunset ; as also the time, allowmg for the change in declination* — 
If the meridian is to be marked on the ground, it is necessary, as 
before stated, to observe some object with reference to the mag- 
netic bearing. 

A transit instrument* placed in the plane of the meridian^ of 
course affords the means of marking out at once a meridian line 
on the ground ; the following short description, abridged from Dr. 
Pearson's "Practical Astronomy," explains the method of ad- 
justing a portable transit approximately in this plane, and of 
verifying its position when so placed. 

1st. The adjustment of the level, and of the axis of the telescope. — 
These two adjustments may be carried on at the same time ; as 
when the level is made horizontal and parallel to the axis, the 
axis must be horizontal also. — ^Apply the level to its proper place 



* In an Observatory, the principal nses to which a transit is applied are the 
obtaining true time^ and the determination of right ascensuma^yery excellent direc- 
tions for nsing and adjusting a portal>le tranmt for the determination of longitudes, 
&c., drawn up by Mr. Airy, will be found in the Narrative of the North American 
Boundary, by Major Robinson, from which one example is given at the end of this 
chapter, to show the form there adopted for recording transit observations. 

s 2 
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on the pivots of the axis, and bring it horizontal by the foot*Bcrews 
of the instrument ; reverse the level, and mark the difference as 
shown on the scale attached to it — half this difference must be 
corrected by the screw of the level, and half by the foot-screws 
which operation will probably want repeating — if by previous 
observation, the level has been ascertained to be correct, the foot- 
screws alone must foe used in the correction, and if on reversing 
the instrument in its Y s, ihe level is still correct, the pivots of 
the axis are of equal size ; if not, the instrument should be 
returned to its maker as imperfect. 

2nd. The next object will be to place the spider lines truly 
vertical^ and to determine the equatorial value of their intervals. 

Suspend a thick white plumb-line on a dark ground, at a 
distance from the telescope ; then the middle wire may be made 
to coincide with it to insure its verticality, and if a motion in 
altitude be given to the telescope, and the coincidence con- 
tinues unaltered by change of elevation, the axis has been truly 
levelled. 

The equatorial value of the intervals between the wires may be 
determined by counting the time in seconds and parts occupied 
by the passage of an equatorial star over all the intervals, taken 
separately and collectively, by several repetitions on or near the 
meridian. If the star observed has any declination, the value of 
an interval obtained from its passage may be reduced to its equa- 
torial value by multiplying the seconds counted, by the cosine of 
the star's declination; before this method can be used, the 
telescope must have been placed nearly on the meridian. 

3rd. Collimation in azimuth. — When the preceding adjust- 
ments have been made, the telescope should be directed t6 a 
distant object, the middle spider line brought to bisect it» and the 
axis then turned end for end. If, after this reversion, the same 
point be again bisected by the wire, it is a proof that a line passing 
from the middle spider line to the optical centre of the object 
glass is at riglit angles to the axis of the telescope's motion. But 
if, after this reversion of the axis, the visible mark be found on 
one side of the middle line, half the error thus found must be cor- 
rected by the screw that moves the Y s in azimuth, and the other 
half by the screw for adjusting the wires ; several reversions must 
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be made to ensure accuracy. — The verification of this adjustment 
may be proved by the passage of the pole star ; — note the time at 
the preceding and at the middle wire, then reverse the axis, and 
note the passage over what teas the preceding, but is now the 
follomng wire ; half the difference of the intervals before and after 
reversion will show how much the position of the centre wire has 
been altered by reversion. 

4th. Collimation in altitude, — When the telescope is directed to 
the pole star at the time of its crossing the meridian, or to any 
well-defined distant point by daylight, read the vernier of the 
altitude circle while the bubble of the level is at zero. The axis 
of the telescope must then be reversed, and the horizontal line 
again brought to bisect the star ; and when the bubble is made to 
stand at zero as before, the reading of the vernier must be again 
noted ; half the sum of these readings will be the true altitude, 
and half the difference the error of collimation in altitude. This 
error may consist of two parts : the spider line may be out of the 
optical centre of the field of view ; and the level (supposing it 
previously adjusted to reverse properly in position) may not be in 
its true position as regards the zero of the circle's divisions ; half» 
therefore, of the error arising from the half difference of altitudes 
must be adjusted by the screws carrying the spider lines, and the 
other half by the screw that alters the level. 

5th. The last and most difficult of all the adjustments is that 
by which the instrument is placed in the plane of the meridian of the 
place of observation. There are many modes of accomplishing 
this, both by direct and indirect means ; but the most convenient 
and most generally practised are those in which a circumpolar 
star is employed; or in which two circumpolar stars, differing 
little in declination, but nearly twelve hours in right ascension ; 
or in which two stars, differing considerably in altitude, and but 
little in right ascension, are successively observed ; but in what- 
ever way the adjustment may be made, the clock that gives the 
times of transit must have its rate previously well determined. 

The approximate position of the instrument may be ascertained 
by calculating tiie solar time of the pole star's passage over the 
meridian for any given day ; and then the telescope levelled and 
pointed at it at the computed time will require but little adjust^ 
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ment Subsequent observataons of circumpolar, or of high and low 
stars, will gradually rectify the position, provided all the adjust- 
ments previously directed continue unaltered for a sufficient 
length of time ; and a meridian mark, capable of adjustment, may 
be placed at a convenient distance nSrth or south, until their 
places are definitely fixed hy some of the following methods. At 
95*49 yards from the object end of the telescope, one inch will 
0ubtend V or 60^', and a scale may be made accordingly, varying 
of course inversely as the distances ; so that when the transit is 
found to be any number of seconds, say thirty, too much to the 
east or west, a corresponding distance on the scale shows how 
much the instrument is to be moved in azimuth, by the proper 
screws, to efiect the correction required. 
Method Ist.-^By a circumpolar star, 

a = — = — cotan o 

2 cos L 

where a =£ azimuthal deviation in seconds at the horizon, 

t =« the time at upper transit, 

^ =^ at lower passage, 

L = the latitude, 

b = the declination : 
by multipl3dng by 15, a is converted into space if required. 

If the tffestem semicircle is passed through in less time than the 
eastern , the object end of the telescope points to the west of the 
true meridian. The clock must be a good one for this method, as 
it supposes no change of rate for twelve hours. 

Method find. — By a pair of circumpolar stars. 

_ (^-^-12b)-(T-T"-12h) sin a sin ^' 
2 cos L— sin (a'— a) 

where a and a' = the starts polar distances, L = the latitude, 
t and f the times of the first star's upper and lower passages, 
T and T' the times of the contrary passages of the second star, 
following the other at an interval of nearly 12 hours in right 
ascension ; or this formula, omitting the 12 hours, 

__ (^-^r)— y— rp sin a sin a ^ 
2 cos L— sin (a'— a) 

when (^—^—12*') is a greater interval than (r—r^— 12*^) the hori- 
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zontal deviation a will be towards the east, and vice versd ; or when 
(^— r') is greater than (^— r) the deviation is also to the east 
Method Zrd. — By high and law stars, 

_ (D-D^ cos g. cos y 
"" cos L sin (5'— 8) 

where D = (t^t^) the difference of the observed times of 
passage, and D'=: (Ra— Rtf') the difference of the apparent right 
ascension of the two given stars, 5' the declination of the higher 
star, and b that of the lower. The stars for this method ought to 
be removed from each other at least 40° in declination. When 
(D— D') is positive, the horizontal deviation is to the east of the 
south point in northern latitudes ; and the contrary when negative. 
Tables are formed to facilitate the computation of the above 
formula. The times are all supposed to be sidereal; if, therefore, 
solar time is used in the observations, the acceleration must be 
added. 

The following example is given of the last method, in which, 
if the difference of the times of the observed passages be exactly 
equal to the difference of the computed right ascensions of the 
two stars, the instrument wiU necessarily be akeady in the plane 
of the meridian. 

On June 20, 1838, in latitude 61° 23' 40", the transits of 
a Corona Borealis, and of Antares, were observed. 







TE1S8IT8. Rt. AflonmoHS. 






H. II. S. B. M. 8. 


a Corona Borealis . 


. * 


9 26 31-6 15 27 52-26 


Antares . 


D 


10 17 17-8 16 19 31-93 




- 61 46-8 - 61 39-68 




D' 


- 51 89-68 




log. 


+ 6-62 


6-62 . . 


•8208580 


Cos V . . 


. 27' 15 


46 9*9488603 


Cos ft . . 


. 26 4 


1 9*9534124 


Cos L . . 


. 51 23 


40 ar. com. 0-2048465 


Sin 6 + 6'. 


. 53 19 


47 ar. com. 0-0957794 



a = 10»-662 1-0237566 
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FORM FOB RECORDING OBSERVATIONS MADE WITH A PORTABLE 

TRANSIT. 

(Date, Place, and Name of Obeerrer.) 



Approximate Solar Time. 


H. K. 

9 47 


H. M. 

10 40 


H. X. 

10 45 


Object. 


12 Canum 
Yenatioomm. 


1? Visa 
Majoris. 


ri Bootis. 


IstWire .... 
2nd 1, .... 
Srd 1, • • • 
4in 1, • • 
5th yy . • • • 

Sum 

Mean of Wires . 
Correction for wires lost . 

True Transit on Instruments 

i + 
Asimnthal Error + 20 x < -- 

( + 

True Transit over Meridian 
Star's Right Ascension 

Error of Chronometer 


• • 

• ■ 

• • 

• • 

• m 
m • 

0-009 

0-008 
0-031 

• • 
• • 

• a 


H. K. 8. 

13 2 41-5 
8 170 
8 51-5 

4 27-0 

5 1-0 


B. X. 8. 

13 55 6-5 

55 49-5 

56 81-0 
Lost 

57 56-0 


H. X. 8. 

14 1 260 

Lost 

2 23 

2 580 

8 21 


19 18-0 


225 23-0 


10 3 


13 3 51-6 


13 45 4-6 
11 26-70 


14 2 0-6 
22-94 


13 3 51-6 
+ 0-18 


13 56 81-30 
- 0-16 


14 2 23-54 
+ 0-62 


13 3 51-78 
12 48 48-97 


18 56 81-14 
13 41 28-49 


' 14 2 24-16 
13 47 21-19 


15 2-81 


15 2-65 


15 2-97 



The above is one of the sets of observations made by Major 
Robinson at St. Helen's Island, Upper Canada, in 1845. Refer- 
ence was also made to the particular transit and chronometer 
used; stating also if the error of collimation had been deter- 
mined, and the transit levelled immediately before the observation, 
and whether the east or west end of the axis was illuminated. 

In the transit books used on this occasion, made of four or five 
quires of letter paper bound up in a strong cover, the right-hand 
page was printed in the above form, leaving the other blank, for 
recording levels, calculating the azimuthal errors, &c., &c- 

The form for registering transit observations in a permanent 
Observatory is of course different from the above : that at present 
in use at the Royal Engineer Observatory at Chatham, taken 
from the " Corps Papers," is given as an example in page 261. 

The altitude and azimuth instrument alluded to in page 177, as 
one of the standard instruments of an Observatory, can be used 
when fixed in the plane of the meridian as a transit, for which 
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purpose the diaphragm is provided with 5 vertical and 5 horizontal 
wires, the central intersection of which in the axis of the telescope 
is used for other observations. An instrument thus placed is of 
itself competent for almost all the requirements of an Obser- 
vatory excepting those requiring an equatorially mounted teles- 
cope, as by it may be obtained right ascensions and true time, as 
well as altitudes or zenith distances and azimuths. When 
constructed to be portable it becomes pre-eminently useful in all 
geodesical operations, more particularly when placed on a repeat- 
ing stand as was done with those made for the Ordnance Survey 
(generally known as 2-feet theodolites). 

This instrument is fully described at page 412 of the 3rd vol. 
of the Woolwich Course, from which the following outline of its 
construction and adjustments has been taken : — The telescope is 
of 2 feet 3 inches focal length; the vertical circle 16 inches 
diameter divided to 5^ and the intervening space between each 
division read by two micrometers. The horizontal circle is of 2 
feet in diameter, also divided to 5', and read by six micrometers. 
The repeating table of three radiating arms is in two parts : the 
lower rests upon three levelling screws, and the upper carries the 
instrument. 

The adjustments are as follows: the repeating table is first 
levelled by the three foot-screws by means of a short spirit level 
screwed on to its upper plate. The table is then turned 180®, 
and the level adjusted, one half by the screw of the spirit level, 
and the other half by the two foot-screws which are parallel to the 
level. The table is then turned 90°, and the air -bubble of the 
spirit level brought to the centre of its tube by the remaining 
screw of the repeating table. This process must be repeated until 
the table is perfectly level. 

The second process is the centering of the repeating table, which 
is effected by removing the spirit level from the upper plate and 
screwing the large centering microscope to the centre of the table. 
A fine circular dot upon a wafer is placed immediately below the 
centre at the level of the bottom of the triangular stand, and 
the cross hairs of the centering microscope made to bisect 
it, one half of the adjustment being made by the centering 
screws, and the other half by altering the collimating screws at 
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the upper end of the microscope. This operation is repeated 
with the table turned 180^, and subsequently again at right 
angles. 

The instrument itself is then placed with its three foot-screws in 
the brass cups at the three arms of the repeating table, and 
levelled by its own screws; it is then centered by the centering 
microscope, so as to be used as a repeating theodolite, the 
operation being repeated with the instrument turned 180^ and 90^ 
from its original position. 

The next adjustment is that of the telescope level. The teles- 
cope is placed in its Ys as nearly horizontal as possible, the verti- 
cal circle clamped, and the air bubble of the suspended level made 
by the tangent screw to bisect the centre of its tube. The level is 
then reversed on its supports, and one half of the error thus 
caused corrected by its adjusting screws and the other half by the 
tangent screw of the vertical arc, repeating the operation untU no 
error exists. 

The last process is the levelling of the horizontal axis. The 
instrument is first carefully levelled by the telescope level, and 
the axis level suspended from the two pivots of the telescope, the 
exact readings of the ends of the air bubbles on the level scale 
being noted. The level is then reversed on the pivots, and the 
difference of the two readings of the ends of the air bubbles on 
the scale is corrected one half by the* adjusting screw of the level, 
and the other half by the screw attached to the moveable^Y that 
receives one of the pivots of the telescope, repeating the operation 
until the adjustment is perfect. The correction of the line of 
coUimation and of the micrometer microscopes are the same as for 
the theodolite. 



261 



O 

EH 
GQ 

pq 

o 



CG 






QQ 



P9 
o 
1^ 



o 



1 










Below the 
Pole. 




••^na JO -o^ 






t^ 


1 


•©»»u 


1 

1 




« 






+ 2 

• 


uous 


IS 


1" 


• 




l" 

o» 




^1 


GO 

• • 
00 kO 


C>1 

CO 

• 

S3 


CO 

■ 

Ok 

to 


■ 

CO 
04 

to 


i 


nnnaipy 


rH 


04 

rH 


eo 

rH 


rH 


'aopvanoni 


IS 

• 


O 






• 




•uoR»ranioo 


1 *0 


1 ^ 






• 


1 ^ 

I 9 


•»j]j^ ojifaoO ox 


1 

1 


1 

1 


^ 








1 




• 

CM 

to 


Ok 

o 


o« 

• 

to 

• 

04 

to 


1 


to 




■ 

eo 


• 




04 
C4 


«iS 


'* 


A »o 


to 

« 


• 




>o 

C4 


^S3 


J 








o» 

o 




to 

04 

to 
to 

«B oo 

>* 


Oil 


■iS 


CO 
CO 


<£ eo 
• oo 


rH 


-s 


to 

»H 


.«o 

a to 

ai'io 
«»o 


moo 


-q^nog ao q^jo^ 


on 


OQ 


iz; 


OQ 


*QoirBfSKI ^nsez 




»H 

to 


o 


o 
to 


1 


Id 


1 

CO 




1 

• 


Inclination of 

Axis. 
E end highest— 
Wend + 


JO i^ipinbeni 


+ 


o 

• 

+ 


+ 


+ 


JO noi^wniioui 


1 


1 


9 r< 
1 1 


to 

fH 

• 

1 


o o 

fi fH 

■ 

1 1 


1 


•^wiijo'tn; 


I •pna pa^vapmini 


H 


P4 


M 


» 


•e»»a 


04 

Oft C4 

oo d 


• 
■ 




• 
• 






■uoi^VAJOiqo JO *ofi 


GO 

eo 
to 


s 




to 


1 


CO 

to 



252 



TABLE I. 



FOR CONVERTING SIDEREAL INTO MEAN SOLAR TIME. 



HOUTB. 


Minutes. 


Seconds. 


1 


li. 




8. 

9-380 


1 


8. 

0164 


81 


B. 

5079 


1 


8. 

0-008 


81 


8. 

0-086 


2 





19*659 


2 


0828 


82 


5-242 


2 


0-005 


82 


0-087 


8 





29-489 


8 


0-491 


33 


6-406 


3 


0-008 


88 


0090 


4 





89-818 


4 


0656 


34 


6-670 


4 


0-011 


34 


0-098 


5 





49-148 


5 


0-819 


36 


6-734 


5 


0-014 


86 


0096 


6 





58 977 


6 


0-988 


36 


6-898 


6 


0016 


86 


0-09S 


7 


1 


8-807 


7 


1147 


37 


6-062 


7 


0-019 


37 


0101 


8 


1 


18-686 


8 


1-311 


88 


6226 


8 


0-022 


88 


0-104 


9 


I 


28-466 


9 


1-474 


39 


6-389 


9 


0-025 


89 


0-lOft 


lo- 


1 


88-296 


10 


1-638 


40 


6-563 


10 


0-027 


40 


0-10$^ 


ll 


1 


48-125 


11 


1-802 


41 


6-717 


11 


0-030 


41 


0112 


12 


1 


57-965 


12 


1-966 


42 


6-881 


12 


0-033 


42 


0-115 


IS 


2 


7-784 


13 


2130 


43 


7-044 


13 


0-086 


48 


0-iia 


14 


2 


17-614 


14 


2*294 


44 


7-208 


14 


0-088 


44 


0-120 


15 


2 


27-448 


15 


2-467 


46 


7-872 


16 


0-041 


46 


012S 


16 


2 


87-27.8 


16 


2-621 


46 


7-636 


16 


0-044 


46 


0-125 


17 


2 


47-108 


17 


2785 


47 


7-700 


17 


0-047 


47 


0-128 


18 


2 


56-932 


18 


2-949 


48 


7-864 


18 


0049 


48 


01 31 


19 


8 


6-762 


19 


, 8-118 


49 


8027 


19 


0-052 


49 


0184 


20 


8 


16-591 


20 


8-277 


50 

1 


8-191 


20 


0-066 


50 


0-187 


21 


8 


26-421 


21 


8-440 


1 
51 


8-856 


21 


0-057 


51 


0'U(y 


22 


8 


36-260 


22 


8-604 


52 


8-519 


22 


0-060 


62 


0-142 


28 


8 


46080 


23 


8-768 


53 


8-683 


28 


0-063 


68 


0145 


24 


a 


56-909 


24 


3-932 


54 


8-847 


24 


0-066 


54 


0148 








26 


4-096 


65 


9010 


25 


0068 


65 


0-150 








26 


4-269 


66 


9-174 


26 


0-071 


66 


0-153 








27 


4-428 


57 


9-838 


27 


0-074 


57 


0156 








28 


4-687 


58 


9-602 


28 


0076 


58 


0159 








29 


4-761 


69 


9-666 


29 


0-079 


69 


0-161 








30 


4-915 


60 

1 


9830 


30 


0-082 


60 


0-164 























The quantities opposite the [different numbers of hours, minutes, and seconds, 
are to be subtracted, to obtain the equiyalent interr^ of mean solar time for any 
period. 
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TABLE II. 



FOR CONVERTING MEAN SOLAR INTO SIDEREAL TIME. 



Hours. 


Idinntes. 


Seconds. 




M. 


8. 




8. 




8. 




s. 




s. 


1 





0-856 


1 


0164 


31 


5-092 


1 


0-003 


81 


0-085 


2 





19-713 


2 


0-329 


32 


5-257 


2 


0-005 


82 


0-087 


3 





29-569 


3 


0-493 


88 


5-421 


8 


0-008 


88 


0-090 


4 





89426 


4 


0-6.57 


34 


5-585 


4 


0011 


84 


0-098 


5 





49282 


5 


0-821 


35 


5-750 


5 


0-014 


85 


0-096 


6 





59-139 


6 


0-986 


36 


5914 


6 


O016 


86 


0098 


7 


1 


8-995 


7 


1-150 


37 


6-078 


7 


0-019 


87 


0-101 


8 


1 


18 852 


8 


1-814 


38 


6-242 


8 


0022 


88 


0-104 


9 


1 


28-708 


9 


1-478 


39 


6-407 


9 


0-025 


39 


0106 


10 


1 


38-565 


10 


1643 


40 


6-571 


10 


0-027 


40 


0-109 


11 


1 


48-421 


11 


1-807 


41 


6-735 


11 


0-030 


41 


0-112 


12 


1 


58-278 


12 


1-971 


42 


6-900 


12 


0033 


48 


0115 


13 


2 


8134 


13 


2-136 


43 


7-064 


18 


0036 


43 


0-118 


14 


2 


17-991 


14 


2-300 


44 


7-228 


14 


0-038 


44 


0-120 


15 


2 


27-847 


15 


2-464 


45 


7-892 


15 


0041 


45 


0-128 


16 


2 


37704 


16 


2628 


46 


7-557 


16 


0044 


46 


0126 


17 


2 


47-560 


17 


2-793 


47 


7 721 


17 


0-047 


47 


0-128 


18 


2 


57-416 


18 


2-957 


48 


7-885 


18 


0-049 


48 


0181 


19 


8 


7-273 


19 


3-121 


49 


8-050 


19 


0052 


49 


0-134 


20 


8 


17129 


20 


3-285 


50 


8-214 


20 


0-055 


50 


0-187 


21 


8 


26-986 


21 


8-450 


51 


8-378 


21 


0067 


51 


0-140 


22 


3 


86-842 


22 


3-614 


52 


8-542 


22 


0060 


52 


0-142 


23 


3 


46-699 


23 


3-778 


53 


8-707 


23 


0-068 


58 


0145 


24 


8 


56-555 


24 


3943 


54 


8-871 


24 


0066 


54 


0-148 








25 


4107 


55 


9035 


25 


O-068 


55 


0-150 








26 


4-271 


56 


9-199 


26 


0-071 


56 


0-153 








27 


4-436 


57 


9-364 


27 


O-074 


57 


0-156 








28 


4-600 


68 


9-528 


28 


0-076 


58 


0-159 








29 


4-764 


59 


9-692 


29 


0-079 


59 


0-161 








30 


4-928 


60 


9-856 


80 


0-082 


60 


0164 



The qnantities opposite the different numbers of hours, minutes, and seconds are 
to be added, to obtain the equivalent interval of sidereal time for any period. — Vide 
Table of Equivalents^ page 489 of the Nautical Almanac. This Table, and the pre- 
ceding, are calculated from the ratio of a sidereal to a mean solar day — twenty-four 
hours of mean time being equivalent to 24^ 8" 56' -5554 sidereal time. 
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TABLE III. 



FOB CONVERTING SPACE INTO TIME, AND VICS VBB8A. 





SPACE INTO TIME. 






TIME INTO SPACE. 




To oonvert degrees and parts of the Equator into 


To oonTert Sidereal Time into degrees and parts 


Sidereal Time : or to convert degrees and parts 


of the Equator ; or to oonTert Time into debees 1 


of Terrestrial Lonsitude into Time. 




and parts of Tenrestiial Loogitode. 




< 


h. m. 


t 


m. s. 


m 


s. 


h. 


• 


m. 


a « 


s. 


t 


1 


4 


I 


4 


1 


0066 


1 


15 


1 


15 


1 


16 


2 


8 


2 


8 


9 


0133 


9 


30 


9 


30 


9 


30 


3 


u 


S 


12 


3 


200 


3 


46 


3 


46 


3 


46 


4 


16 


4 


16 


4 


0-266 


4 


60 


4 


1 


4 


1 


S 


20 


6 


26 


5 


03d3 


6 


75 


5 


1 15 


5 


1 15 


6 


24 


6 


24 


6 


0-400 


6 


90 


6 


1 30 


< 


I 30 


7 


28 


7 


28 


7 


0-466 


7 


105 


7 


1 45 


7 


1 45 


8 


32 


8 


32 


8 


0533 


8 


120 


% 


9 


8 


9 


9 


36 


9 


36 


9 


0-600 


9 


135 


9 


9 IS 


9 


9 15 


10 


40 


10 


40 


10 


0-666 


10 


ISO 


10 


9 90 


10 


9 30 


11 


44 


11 


44 


11 


0-733 


11 


165 


U 


9 45 


11 


9 45 


12 


48 


12 


48 


13 


0-800 


19 


180 


13 


3 


19 


3 


13 


52 


13 


52 


13 


08C6 


IS 


195 


13 


3 15 


13 


3 15 


14 


56 


14 


56 


14 


0933 


14 


210 


14 


3 30 


14 


3 30 


15 


1 


15 


1 


15 


1000 


15 


225 


15 


3 46 


15 


3 46 


16 


1 4 


16 


1 4 


16 


1-066 


16 


240 


16 


4 


16 


4 


If 


1 8 


17 


1 8 


17 


1-133 


17 


255 


17 


4 15 


17 


4 15 


18 


1 12 


18 


1 12 


18 


1200 


18 


270 


18 


4 30 


18 


4 30 


19 


1 16 


19 


1 16 


19 


1-266 


19 


285 


19 


4 46 


19 


4 46 


20 


1 20 


20 


1 20 


90 


1-333 


20 


300 


20 


6 


20 


6 


25 


1 40 


21 


1 94 


21 


1*400 


21 


315 


21 


5 15 


21 


6 15 


30 


S 


22 


1 28 


22 


1-466 


22 


330 


22 


6 30 


29 


6 30 


85 


S 20 


23 


1 32 


93 


1-533 


23 


345 


93 


6 46 


rs 


6 45 


40 
45 


2 40 

3 


24 
25 


1 36 
1 40 


94 

95 


1-600 
1-666 


24 


360 


24 
26 


6 
6 15 


95 


6 
6 15 


TenUis. 


60 


3 20 


26 


1 44 


96 


1-733 


8 


ft 


26 


6 30 


96 


6 30 


66 


3 40 


27 


1 48 


97 


1-800 


•1 


1-6 


27 


6 45 


27 


6 45 


60 


4 


28 


1 52 


28 


1-866 


•9 


3^0 


28 


7 


28 


7 


65 


4 20 


29 


1 66 


29 


1033 


•8 


4-6 


99 


7 15 


99 


7 15 


70 


4 40 


30 


2 


30 


2-000 


•4 


6-0 


30 


7 30 


30 


7 30 


75 


6 


31 


2 4 


31 


2-066 


•6 


7-5 


31 


7 46 


31 


7 45 


80 


6 90 


32 


9 8 


32 


2-133 


•6 


9-0 


32 


8 


33 


8 


90 


6 


33 


9 12 


33 


2-200 


7 


105 


33 


8 15 


33 


8 15 


100 


6 40 


34 


2 16 


34 


2-266 


•8 


12 


34 


8 30 


34 


8 30 


110 


7 90 


35 


2 20 


35 


2-333 


•9 
1*0 


13-5 
15^ 


36 


8 45 


35 


8 46 


190 


8 


38 


2 24 


38 


2-400 


Hundi 




36 


9 


36 


9 


130 
140 


8 40 

9 90 


37 
38 


2 28 
9 32 


37 
38 


2-466 
9-533 


"edtbs. 


37 
38 


9 15 
9 30 


37 
38 


9 15 
9 30 


8 


<r 


160 


10 


39 


2 36 


39 


2-600 


•01 


015 


39 


9 45 


39 


9 45 


160 


10 40 


40 


9 40 


40 


2666 


■02 


0-30 


40 


10 


40 


10 


170 


11 20 


41 


9 44 


41 


2733 


•03 


0-45 


41 


10 15 


41 


10 15 


180 


12 


42 


9 48 


42 


2800 


-04 


0-60 


43 


10 30 


49 


10 30 


190 


12 40 


43 


2 52 


43 


2-866 


•05 


075 


43 


10 45 


43 


10 45 


200 


13 90 


44 


2 66 


44 


2933 


-06 


090 


44 


11 


44 


11 


210 


14 


45 


3 


45 


3000 


•07 


1-05 


45 


11 15 


45 


11 15 


220 


14 40 


46 


3 4 


46 


3-066 


•08 


1-20 


46 


11 30 


46 


11 30 


230 


15 90 


47 


3 8 


47 


3133 


■09 


1-35 


47 


11 45 


47 


11 46 


240 
250 


16 
16 40 


48 
40 


3 12 

3 16 


48 
49 


3-200 
3-266 


-10 


1-50 


48 

49 


19 
19 15 


48 

49 


19 
12 16 


Thonsuidbhs. 


260 


17 90 


60 


3 30 


50 


3-333 


80 


19 30 


50 


12 30 


•001 


ft 
0-015 


270 


18 


51 


3 24 


51 


3-400 


51 


13 45 


61 


19 46 


280 


18 40 


52 


3 28 


52 


3-466 


•002 


•030 


52 


13 


62 


13 


290 


19 90 


63 


3 32 


53 


3633 


-003 


■045 


53 


13 15 


53 


13 15 


300 


90 


54 


3 96 


M 


3-600 


-004 


•060 


54 


13 30 


54 


13 30 


310 


90 40 


55 


3 40 


66 


3666 


•005 


•075 


55 


13 45 


55 


13 46 


320 


21 20 


66 


3 44 


56 


3-733 


-006 


•090 


56 


14 


56 


14 


330 


22 


57 


3 48 


57 


3-800 


•007 


•105 


57 


14 15 


57 


14 15 


340 


22 40 


58 


3 52 


58 


3-866 


•008 


•120 


58 


14 30 


68 


14 30 


390 


23 90 


69 


3 66 


69 


3-933 


•009 


•135 


60 


14 45 


59 


14 45 


360 


94 


60 


4 


60 


4000 


•010 


•150 


60 


15 


60 


16 
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TABLE IV. 



Barometer, 80 in. 
+ when aboTe. 
— when below. 



TABLE OF REFRACTIONS. 



(Thermometer, 50' 
) — when aboTe. 
( + when below. 





Qa 


£- 


Difference to be 




App. 


liexr. 
B 9n 


allowed for. 


App. 


Alt. 


■Dm 

Th. 


50'. 








Alt. 


r Alt. 


^- 1 B 


-l^h 

1 


o / 


i 


« 


N 





« 


e 1 





88 


51 


11-7 


74 


8-1 


8 


5 


82 


58 


11-8 


71 


7-6 


5 


10 


81 


58 


10-9 


69 


7-8 


10 


15 


81 


5 


10-6 


67 


70 


15 


20 


30 


18 


10-1 


65 


6-7 


20 


25 


29 


24 


9-7 


68 


6-4 


25 


80 


28 


87 


94 


61 


61 


80 


85 


27 


51 


90 


59 


5-9 


85 


40 


27 


6 


8-7 


58 


66 


40 


45 


26 


24 


8*4 


56 


5-4 


45 


50 


25 


48 


80 


55 


5-1 


50 


55 


25 


8 


7-7 


58 


4-9 


55 


1 


24 


25 


7-4 


52 


47 


4 


5 


28 


48 


71 


50 


4-6 


10 


10 


23 


18 


6-9 


49 


4*5 


20 


15 


22 


40 


66 


48 


4-4 


80 


20 


22 


8 


6-8 


46 


4-2 


40 


25 


21 
21 


87 
7 


6-1 
5-9 


45 
44 


40 
8-9 


50 


80 


5 


85 


20 


88 


5-7 


48 


8-8 


10 


40 


20 


10 


5-5 


42 


8-6 


20 


45 


19 


48 


5-8 


40 


8-5 


80 


50 


19 


17 


5-1 


89 


3-4 


40 


55 


18 


52 


4*9 


89 


8-8 


50 


2 


18 


29 


4-8 


88 


8-2 


6 


5 


18 


5 


4-6 


87 


81 


10 


10 


17 


48 


4-4 


86 


80 


20 


15 


17 


21 


4-8 


86 


2-9 


80 


to 


17 





41 


85 


2-8 


40 


IS 


16 
16 


40 
21 ' 


4-0 
BO 


84 
88 


2-8 
2-7 


50 


SO 


7 


85 


16 


2 


8-7 


88 


2-6 


10 


40 


15 


48 


8-6 


82 


2-6 


20 


45 


15 


25 


8-5 


32 


2-5 


80 


50 


15 


8 


8-4 


81 


2-4 


40 


55 


14 


58 


8-8 


80 


2-8 


50 



Refr. 

B. 80. 

Th. 50*. 



14 85 

14 19 

14 4 

18 50 

18 85 

18 21 

18 7 

12 58 

12 41 

12 28 

12 16 

12 8 



11 52 

11 80 

11 10 

10 50 

10 82 

10 15 



8 
7 

7 

7 



9 58 

9 42 

9 27 

9 11 

8 58 

8 45 



8 82 

8 20 



9 
58 
47 
87 



7 27 

7 17 

7 8 

6 59 

6 51 

6 48 



Difference to be 
allowed for. 



I'Alt 


+ 1 B 


N 


N 


8-2 


80 


81 


29 


8*0 


29 


2*9 


28 


2-8 


28 


2-7 


27 


2-7 


27 


2-6 


26 


2-5 


26 


2*4 


25 


24 


25 


2-8 


25 


2*2 


241 


21 


28-4 


20 


22-7 


1-9 


220 


1-8 


21-8 


1-7 


20-7 


1-6 


201 


1-5 


19-6 


1-5 


191 


1-4 


18-6 


1-8 


18-1 


1-8 


17-6 


1-2 


17-2 


1-2 


16-8 


11 


16-4 


1-1 


16-0 


1-0 


16-7 


10 


15-8 


1-0 


150 


•9 


14-6 


•9 


14-3 


•8 


141 


•8 


13-8 


•8 


18-5 



- 1" Th, 



2-8 
2*2 
2-2 
21 
21 
2-0 
20 
2*0 
1-9 
1-9 
1-9 
1-8 



1-70 
1-64 
1-58 
1*53 
1-48 
1-48 



1-38 
1-84 
1-30 
1-26 
1-22 
119 



1-15 
1-11 
1-09 
106 
1-08 
100 



0-98 
•95 
•93 
•91 
•89 
•87 



Yonng^s Refractions hare been selected from among those by different eminent 
Astronomers, given in Dr. Peai'son's Tables. 
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TABLE lY ,— continued. 



Barometer, 


SO in. 


) 












( Thermometer, SO**. 


+ when above. 


f 


TABLE OP KEFBAOTIONS. 


] - 


when above. 


— when below. 


) 












( + 


when below. 




•n 


-ff 


Difference to be 




Refr. 

B. 80. 

Th. 50'. 


Difference to be 


App. 
Alt. 


Keir. 

B. 80. 

Th. 50". 


allowed for. 


App. 
Alt. 


allowed for. 


r Alt. 


+ IB. 


-rTh. 


1' Alt. 


+ IB. 


-I'ThJ 


o / 


/ 


H 


u 


11 


u 


o / 


/ 


H 


u 





8 


6 


85 


•7 


13-3 


•85 


14 


3 


499 


•28 


7-70 


•469 


10 


6 


28 


•7 


131 


•83 


10 


8 


47-1 


•28 


7-61 


•464 


20 


6 


^1 


•7 


12-8 


•82 


20 


3 


44-4 


•27 


7-52 


•463 


80 


6 


14 


•7 


12-6 


•80 


80 


8 


41-8 


•26 


7-43 


•453 


40 


6 


7 


•7 


12-3 


•79 


40 


3 


89-2 


•26 


7-34 


•443 


50 


6 





•6 


121 


•77 


50 


3 


86-7 


•25 


7^26 


•444 


9 


5 


54 


•6 


11-9 


•76 


15 


3 


84-3 


•24 


718 


•439 


10 


5 


47 


•6 


1V7 


•74 


30 


3 


27-3 


•22 


6-96 


•424 


20 


5 


41 


•6 


11-5 


•73 


16 


8 


20-6 


•21 


6-73 


•411 


80 


5 


86 


•6 


11-8 


•71 


80 


3 


14^4 


•20 


6^51 


•399 


40 


5 


80 


•5 


IM 


•71 


17 


3 


8-6 


•19 


6-31 


•386 


50 


5 


25 


•5 


110 


•70 


80 


3 


2-9 


•18 


6^12 


•374 


10 


5 


20 


•5 


10-8 


•69 


18 


2 


57^6 


•17 


5-98 


•362 


10 


5 


15 


•5 


10-6 


■67 


19 


2 


47-7 


•16 


5-61 


•840 


20 


5 


10 


•5 


104 


'65 


20 


2 


88-7 


•15 


6-31 


•822 


80 


5 


5 


•5 


10-2 


•64 


21 


2 


30-6 


•13 


504 


•805 


40 


5 





•5 


10-1 


•63 


22 


2 


23^2 


•12 


4-79 


•290 


40 


4 


56 


•4 


9-9 


•62 


23 


2 


16-5 


•11 


4-67 


•276 


11 


4 


51 


•4 


9-8 


•60 


24 


2 


10-1 


•10 


4 36 


•264 


10 


4 


47 


•4 


9*6 


•69 


25 


2 


4-2 


•09 


416 


•252 


20 


4 


48 


•4 


9-5 


•58 


26 


1 


58-8 


•09 


3-97 


•241 


80 


4 


89 


•4 


9^4 


•67 


27 


1 


538 


•08 


8^81 


•230 


40 


4 


85 


•4 


92 


•56 


28 


1 


49-1 


•08 


8-65 


•219 


50 


4 


81 
281 


•4 


9^1 


•55 


29 


1 


44 7 


•07 


8-60 


•209 


12 


4 


•88 


9-00 


•556 


80 


1 


40-5 


•07 


8-86 


•201 


10 


4 


24-4 


•87 


8*86 


•548 


31 


1 


86^6 


•06 


8-23 


•193 


20 


4 


201 


•86 


874 


•541 


82 


1 


83-0 


•06 


«-ll 


•186 


SO 


4 


17-3 


•85 


8-68 


•538 


83 


1 


29-5 


•06 


2-99 


•179 


40 


4 


18-9 


•88 


8-51 


•524 


34 


1 


261 


•05 


2-88 


•173 


50 


4 


10-7 


•32 


«-41 


•517 


85 


1 


20*0 


•05 


2^78 


•167 


18 


4 


7-5 


•81 


8-30 


•509 


36 


1 


200 


•06 


2^68 


•161 


10 


4 


4-4 


•81 


8-20 


•608 


87 


1 


17^1 


•06 


2-58 


•155 


20 


4 


1-4 


•80 


8-10 


•496 


88 


1 


14-4 


•05 


2-49 


•149 


80 


8 


58*4 


•80 


800 


•490 


89 


1 


11-8 


•04 


2*40 


•144 


40 


8 


55-5 


•29 


7-89 


•482 


40 


1 


9-8 


•04 


2*82 


•139 


50 


8 


52-6 


•29 


7-79 


•476 


41 


1 


6-9 


•04 


2-24 


•134 
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TABLE lY.— continued. 













■n 


Barometer, 80 in. 
+ when above. 
— when below. 


1 TABLR OF RBPBACTIONS. 


( Thermometer, 50^ 
< — when aboTe. 
( + when below. 


App. 
Alt 


Befr. 

B. 80. 

Th. 50\ 


IMfferenoe to be 
allowed for. 


App. 
Alt 


Befr. 

B. 80. 

Th. 50°- 


Difference to be 
allowed for. 


V Alt. 


+ 1B. 


-I'Th. 


r Alt 


+ 1B. 


-I'Th. 


e 

40 


1 M 


u 


N 


H 


e 


/ 


n 


M 


M 


M 


1 9-8 


•040 


232 


•139 


70 





21-2 


•020 


•71 


•048 


41 


1 6-9 


•040 


2-24 


•184 


71 





19-9 


•020 


•67 


•040 


42 


1 4-6 


•088 


216 


•180 


1 ^2 





18-8 


•019 


-68 


•038 


43 


1 2-4 


•086 


209 


•125 


1 

1 ^' 





177 


•018 


•59 


•036 


44 


1 0-3 


•084 


202 


•120 


, »* 





16-6 


•018 


•56 


•038 


45 


68-1 


•034 


1-94 


•117 


75 





155 


•01« 


•52 


•081 


46 


56-1 


•033 


1-88 


•112 


76 





14-4 


•018 


•48 


•029 


47 


51*2 


•032 


1-81 


•108 


. 77 





18-4 


-017 


•45 


•027 


48 


528 


•081 


1-75 


•104 


, 78 





12-3 


•017 


•41 


•025 


49 


50-5 


•080 


1-69 


•101 


' '' 





11-2 


•017 


•88 


•028 


50 


48-8 


•029 


1-63 


•097 , 


1 

80 





10-2 


•017 


•34 


•021 


51 


471 


•028 


158 


•094 


81 





9-2 


•017 


•81 


•018 


52 


45-4 


•027 


152 


•090 


82 





8-2 


•017 


•27 


•016 


53 


48-8 


•026 


1-47 


•088 


83 





7-1 


•017 


•24 


•014 


54 


42^2 


•026 


1-41 


•085 


84 





6-1 


•017 


•20 


•012 


55 


40-8 


•026 


1-36 


•082 


85 





51 


•017 


•17 


•010 


56 


39-8 


•025 


131 


•079 


86 





41 


•017 


•14 


•008 


57 


87-8 


•025 


1-26 


•076 
•073 


87 





81 


•017 


•10 


•006 


58 


86-4 


•024 


122 


88 





2-0 


•017 


•07 


•004 


59 


860 


•024 1-17 

1 

! 


•070 


89 - 





10 


•017 


•08 


•002 


60 


83-« 


•028 


112 


1 
•067 












61 


82*8 


•022 


108 


•065 












62 


810 


•022 


104 


•062 , 














68 


29-7 


•021 -99 


•060 








1 




64 


28-4 


■021 


•95 


•057 










1 




65 


27-2 


•020 91 


•055 1 










66 


25-9 


•020 


•87 


•052 , 










1 


67 


24-7 


•020 


•83 


•050 














68 


23-5 


•020 


•79 


•047 




. 










69 


22-4 


•020 -75 


•045 















s 
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TABLE V. 



TABLE VT. 



Contractioxi of SemidiAmeten of O ftnd D 
£rom Befinction. 




:4 








iDclin. of Sen 
to Horizon. 




App. Alt. of or 


D. 


• 
7 

* 



• 
10 

IT 




e 

12 

II 



• 
14 

• 



o 

20 

n 



o 

32 

» 



o 

20 

11 



• 



9 


1 




















15 


2 


1 

















24 


8 


1 


1 


1 











80 


4 


2 


1 


1 










36 


5 


8 


2 


1 










42 


6 


4 


2 


2 










48 


8 


4 


8 


2 










54 


9 


5 


4 


8 









60 


11 


6 


4 


8 


2. 







66 


12 


6 


5 


8 


2 







72 


13 


7 


5 


4 


2 







90 


14 


8 


5 


4 


2 








Sfmiidiameter. 


Days. 


Jan. 


July. 




f n 


/ w 




16 18 


15 46 


11 


16 17 


15 46 


21 


16 17 


15 46 




Feb. 


August. 




16 15 


15 47 


11 


16 18 


15 49 


21 


16 11 


15 51 




March. 


Sept 




16 10 


15 58 


11 


16 7 


15 56 


21 


16 4 


15 58 
Oct. 




April. 




16 1 


16 1 


11 


15 58 


16 8 


21 


15 55 


16 7 




May. 


Not. 




15 53 


16 9 


11 


15 51 


16 12 


21 


15 49 


16 14 




June. 


Deo. 




15 48 


16 16 


11 


15 46 


16 17 


21 


15 46 


16 18 
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TABLE VII. 

AUGMENTATION OF D*" SEMIDIAMETEB AGCOBDING TO HEB 

INCREASE IN ALTITUDB. 

Th« Moon^s horizontal semidiameter is found in page 8 of each month in the 
Nautical Almanac, for eveij day at mean noon and midnight at Greenwich ; and the 
8un*8 in page 2, for every mean noon. 



Moon's 






HorisoDtal Semidiameter. 






app. 
Altitode. 














14' 80" 


15' O' 


15^ 80^ 


16' if 


16' 80" 


Vr 0" 


• 


<r 


ft 


H 


t* 


it 


ti 





000 


000 


0-00 


000 


000 


0-00 


8 


0-71 


0-75 


0-80 


0-86 


0-92 


0-97 


« 


1-41 


1-60 


1-60 


1-71 


1-88 


1-94 


9 


211 


2-25 


2-40 


2-56 


2-78 


2-90 


12 


2-81 


8-00 


8-20 


8-41 


8-68 


8-86 


15 


8-50 


874 


8-99 


4-25 


4-52 


4-80 


18 


4-17 


4-46 


4-76 


5-07 


5-89 


5-78 


21 


4-84 


5-18 


5-52 


5-89 


6-26 


6-65 


24 


5-49 


5-88 


6-27 


6-68 


7-11 


7-54 


27 


618 


» 6-66 


700 


7-46 


7-98 


8-42 


80 


676 


7-28 


7-71 


8*22 


8-74 


9-28 


88 


7-85 


7-88 


8-40 


8-96 


9-52 


1012 


86 


7-98 


8-60 


907 


9-67 


10-28 


10-92 


89 


8-49 


910 


9-72 


10-86 


11-02 


1166 


42 


9-03 


9-68 


10*84 


11-02 


11-72 


12-44 


45 


9-55 


10-28 


10-98 


11-65 


12-89 


1815 


48 


1005 


10-76 


11-49 


12-25 


18-08 


13-88 


51 


10-62 


11-26 


12-02 


1281 


18-68 


14-46 


54 


10-95 


11-72 


12-62 


18-34 


1419 


1506 


67 


11-85 


1216 


12-98 


18-88 


14-72 


15-62 


«0 


11-72 


1265 


1840 


14-29 


15-20 


16-18 


08 


12-06 


12-91 


18-79 


14-70 


15-64 


16-60 


66 


12-87 


18-24 


14-14 


15-08 


16-04 


17-08 


69 


12-64 


18-58 


14-46. 


15-41 


16-89 


17-40 


73 


12-88 


13-79 


14-78 


15-70 


16-70 


17-78 


75 


1808 


1401 


14-96 


15-95 


1696 


18-01 


78 


18-24 


14-18 


1515 


16-15 


17-18 


18-24 


81 


13-87 


1482 


15-80 


16-81 


17-85 


18-42 


84 


18-46 

• 


14-42 


15-41 


16-42 


17-47 


18-55 


87 


18*52 


14-48 


16-47 


16-49 


17-54 


18-62 


90 


18-64 


14-50 


16-49 


16-61 


17-57 


18-65 



8 2 



360 



TABLE Vin. 



PARALLAX OF THE StJN ON THE FtBST DAT OF EACH MONTH, THE 
MEAN HORIZONTAL PARALLAX BEINa 8"'60. 



Altitude. 


Jan. 


Feb. 
Deo. 


March 

Not. 


April 
Oct. 


May 
Sept 


June 
A.W. 


Jm\j. 


o 

90 


000 


* 
0-00 


N 

0-00 


* 
000 


* 
0-00 


0-00 


0-00 


85 


0-76 


0-76 


076 


0-75 


0-74 


0-74 


074 


80 


1-62 


1-52 


1-51 


1-49 


1-48 


1-47 


1-47 


76 


2*26 


2-26 


2-25 


2-23 


2-21 


2-19 


2-19 


70 


2-99 


2*98 


2-97 


2-94 


2-92 


2-90 


2^89 


65 


8-70 


3-69 


8-67 


8-68 


8-60 


8-58 


8-67 


60 


4-87 


4-86 


4-84 


4-80 


4-26 


4-24 


4*28 


55 


502 


5-01 


4-98 


4-93 


/-89 


4-86 


4-85 


50 


5-62 


5*61 


5*58 


5-53 


5-48 


5-45 


5-44 


45 


619 


6-17 


618 


6-08 


6-08 


5-99 


5-98 


40 


6-70 


6-68 


6-64 


6-59 


6-58 


6-49 


6-48 


85 


717 


715 


711 


7-04 


6-99 


6-94 


6-98 


80 


7-58 


7-56 


7-51 


7-45 


7-89 


7-34 


7*38 


25 


7-93 


7-91 


7-86 


7-79 


7-78 


7-68 


r-67 


20 


8*22 


8-20 


815 


8-08 


8-01 


7-97 


7-95 


15 


8-45 


8-48 


8-38 


8-80 


8-24 


8-19 


817 


10 


8-62 


8-59 


8-54 


8-47 


8-40 


8-85 


8-83 


5 


8-78 


8*69 


8-64 


8-56 


8-50 


8-44 


8*42 





8-75 


8-78 


8-67 


8-60 


8*58 


8-48 


8-46 



Tlie Sun's Horizontal Parallax is also given for every ten days, in the Nautical 
Almanac, immediately before the ephemeris of the planets. 

The Sun's Parallax in Altitude, for every degree, is given in the last of Dr. 
Pearson's ** Solar Tables," vol. i. page 180. 
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TABLE IX. 

DEDUCTION OF THE MOON'S EQUATOKIAL HORIZONTAL PARALLAX 



TO THE HORIZONTAL PARALLAX IN 


ANT LATITUDE. 


latitude. 


HORIZONTAL PARALLAX. 


64' 


66' 


68' 


60' 


62' 


e 


/' 


// 


It 


// 


// 





0-0 


0-0 


00 


00 


00 


8 


0-2 


0-2 


0-2 


0*2 


0-2 


16 


0-8 


0-8 


0-9 


0-9 


0-9 


20 


1-8 


1-3 


1-4 


W 


1-6 


24 


1-8 


1-9 


1-9 


2-0 


2-0 


28 


2-4 


26 


2-6 


2-6 


2-7 


82 


80 


81 


8-8 


8*4 


8*5 


86 


8*7 


8*9 


4*0 


4-1 


4*8 


40 


4-5 


4-6 


4*8 


60 


6-1 


44 


6-2 


6-4 


6^ 


6-8 


6-0 


48 


6-0 


6-2 


6-4 


6-6 


6-8 


£2 


6-7 


7-0 


7-2 


7-4 


7-6 


se 


7-4 


7-7 


8-0 


8-2 


8*6 


60 


8-1 


8-4 


8-7 


9-0 . 


9-8 


64 


8-7 


91 


9-4 


9-7 


100 


68 


»-3 


9-6 


10-0 


10-8 


10-6 


72 


9-8 


101 


10^ 


10-8 


11-2 


76 


10-2 


10-6 


10-9 


11-8 


11-7 


84 


10-7 


IM 


11-6 


11-9 


12-0 


90 


10-8 


11-2 


11-6 


120 


12-4 



The Moon's Horizontal Parallftx, given in the third page of each month in the 
Nautical Almanac for noon and midnight, is the equatorial parallax for Greenwich 
mean noon and midnight ; from thence it is to be deduced for the time and place of 
observation. The correction for latitude, on account of the spherical figure of the 
earth, is seldom thought of at sea, but can be made from the table above. Thus, 
supposing the hor. equat. par. to be 68'; the hor. par. in lat 62* would be 68 "'2= 
57^ 52^-8. 

This reduced hor. par. is to be farther corrected for altitude by means of tables for 
that purpose (see Pearson, vol. i. pages 188 to 196 : and Kiddle, pages 166* to 173); 
or by the following rule : — sin hor. pwir. x cos alt. =sin par. in alt. 

* Riddle's tables are for clearing the lunar distance, and the corrections are for 
both parallax and refraction. 
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TABLE X. 



PABALLAX OF THE PLANETS IN ALTITUDE. 







PLANET'S HORIZONTAL PARALLAX. 








App. 
Alt. 


























■ 
































• n 


If 


If 


11 


* 


If 


* 


* 


9 


R 


« 


« 


* 


• 


• 




1 

If 


3 

* 

8 


5 

It 
5 


7 

1) 
7 


9 

n 

9 


11 

II 
11 


18 

« 
18 


15 

m 

15 


17 
17 


19 
19 


21 

II 
21 


28 

n 

23 


25 
25 


27 

» 
27 


29 

* 
29 


31 

9 

81 


o 




10 




3 


5 


7 


9 


11 


18 


15 


17 


19 


21 


28 


25 


27 


29 


80 


20 




3 


5 


7 


9 


10 


12 


14 


16 


18 


20 


22 


24 


25 


27 


29 


25 




3 


5 


6 


8 


10 


12 


14 


15 


17 


19 


21 


23 


24 


26 


28 


80 




3 




6 


8 


10 


11 


13 


15 


16 


18 


20 


22 


23 


25 


27 


83 




2 




6 


8 


9 


11 


18 


14 


16 


18 


19 


21 


23 


24 


26 


86 




2 




6 


7 


9 


11 


12 


14 


15 


17 


19 


20 


22 


23 


25 


89 




2 




5 


7 


9 


10 


12 


13 


15 


16 


18 


19 


21 


28 


24 


42 




2 




5 7 


8 


10 


11 


13 


14 


16 


17 


19 


20 


22 


23 


45 




2 




5 


6 


8 


9 


11 


12 


18 


15 


16 


18 


19 


21 


22 


48 




2 


3 


5 


6 


7 


9 


10 


11 


18 


14 


15 


17 


18 


19 


21 


51 




2 


3 


4 


6 


7 


8 


9 


11 


12 


13 


14 


16 


17 


18 


20 


54 




2 


8 


4 


5 


6 


8 


9 


10 


11 


12 


14 


15 


16 


17 


18 


57 




2 


3 


4 


6 


6 


7 


8 


9 


10 


11 


12 


14 


15 


16 


17 


60 




2 


8 


4 


5 


6 


7 


8 


9 


10 


11 


12 


13 


14 


15 


16 


68 







2 


3 


4 


5 


6 


7 


8 


9 


10 


10 


11 


12 


13 


14 


66 







2 


3 


4 


4 


5 


6 


7 


8 


9 


9 


10 


11 


12 


18 


69 







2 


8 


8 


4 


5 


5 


6 


7 


8 


8 


9 


10 


10 


11 


72 







2 


2 


8 


8 


4 


5 


5 


6 


6 


7 


8 


8 


9 


10 


76 







1 


2 


2 


8 


8 


4 


4 


5 


5 


6 


6 


7 


. 8 


8 


78 







1 


1 


2 


2 


8 


8 


4 


4 


4 


5 


5 


6 


6 


6 


81 








1 


1 


1 


2 


2 


2 


8 


8 


8 


4 


4 


4 


5 


5 


84 








1 


1 


1 


1 


1 


2 


2 


2 


2 


2 


8 


8 


8 


8 


87 

















1 


1 


1 


1 


1 


1 


1 


1 


1 


2 


2 


90 



















































The ParallaxeB and Semidiameters of the Planets are given in the "Kantical 
Almanac." 
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TABLE XI. 



DIP OF THE BEA HORIZON. 



Height of 




Height of 




Height of 




Height of 




the Eye 


Dip. 


the Bye 


Dip. 


the Eye 


Dip. 


the Bye 


Dip. 


in Feet 




in Feet. 




in Feet. 




in Feet 






r n 




t » 




' ■ 4 




t n 


1 


59 


18 


4 11 


35 


5 49 


86 


9 8 


2 


1 24 


19 


4 17 


88 


6 4 


89 


9 17 


S 


I 42 


20 


4 24 


41 


6 18 


92 


9 26 


4 


1 58 


21 


4 81 


44 


6 32 


95 


9 86 


6 


2 12 


22 


4 87 


47 


6 45 


98 


9 45 


6 


2 25 


23 


4 43 


50 


6 58 


101 


9 54 


r 


2 86 


24 


4 49 


58 


7 10 


104 


10 2 


8 


2 47 


25 


4 55 


56 


7 22 


107 


10 11 


9 


2 57 


26 


6 1 


59 


7 84 


110 


10 19 


10 


8 7 


27 


5 7 


62 


7 45 


118 


10 28 


11 


8 16 


28 


5 18 


65 


7 56 


116 


10 86 


12 


8 25 


29 


5 18 


68 


8 7 


119 


10 44 


IS 


8 S3 


80 


5 24 


71 


8 18 


122 


10 52 


14 


8 41 


81 


5 29 


74 


8 28 


125 


11 


15 


8 49 


82 


5 84 


67 


8 88 


128 • 


11 8 


16 


8 56 


88 


5 89 


80 


8 48 


181 


11 16 


17 


4 4 


84 


6 44 


88 


8 58 


184 


11 24 



TABLE XII. 



DIP OF THE SEA HOBIZON AT DIFVEBEMT DISTANCES FBOH IT. 



DLatanoe 
in Miles. 




Height of the Bye in Feet 








5 


10 


15 


20 


25 


80 


/ 


r 


r 


r 


/ 


r 


0-25 


11 


22 


84 


45 


56 


68 


0-5 


6 


11 


17 


22 


28 


84 


0-75 


4 


8 


12 


15 


19 


28 


10 


4 


6 . 


9 


12 


15 


17 


125 


8 


5 


7 


9 


12 


14 


1-5 


. 8 


4 


6 


8 


10 


12 


20 


2 


8 


6 


6 


8 


10 


2-5 


2 


8 


5 


6 


7 


8 


SO 


2 


8 


4 


5 


6 


7 


8-5 


2 


8 


4 


5 


6 


6 


40 


2 


8 


4 


4 


5 


6 


5-0 


2 


8 


4 


4 


5 


5 


60 


2 


8 


4 


4 


5 


5 



26i 



TABLE XIII. 



FOR THE REDUCTION OF THE KERIDIAN*, 



ShawiBff the Taloe of A = — : — -i— . 
• am 1" 



^ 


Om. 


Im. 


tin. 


3in. 


4m. 


6iii. 


ffnu 


7in. 


8m. 


9m. 


lOm. 


11m. 


12rn 


13m. 


14m 





0-0 


m 

8-0 


Mr 

7-8 


17-7 


31-4 


491 


707 


96-8 


1867 


169-0 


196-3 


99 

237-6 


2837 


m 

331-8 


384T 


1 


00 


90 


8-8 


17-9 


317 


49-4 


711 


967 


126-2 


159-6 


197 1 238-3 


383-5 


333-6 


386-» 


3 


00 


31 


8-1 


18-1 


31-9 


497 


71-5 


971 


1267 


160-2 


197-6 1 239-0 


284-3 


3334 


386-6 


3 





3-3 


8-3 


183 


32^ 


50-1 


71-9 


97 6 


127-3 


160-8 


1983 3397 


385-0 


3343 


387-5 


4 


00 


3-3 


8-4 


18-5 


336 


50-4 


72-3 


98-6 


127-8 


161-4 


196D ; 340-4 


285-8 


335^ 


388-4 


6 


00 


3-3 


8-5 


187 


327 


i07 


727 


985 


1283 


163-0 


199 6 241-8 


286-6 


3360 


380^ 


6 


00 


3-4 


87 


18-9 


330 


51-1 


731 


99 


128-8 


1626 


2003 


241-9 


387-4 


336-9 


390-3 


7 


OD 


3-4 


8-8 


191 


333 


514 


73-5 


994 


1293 


1632 


200-9 


242-6 


288^ 


3377 


391-1 


8 


0-0 


8-5 


8D 


19-3 


335 


51-7 


73D 


99D 


129-9 


163-8 


301-6 


2433 


289-0 


338-6 


3921 


9 


00 


36 


91 


195 


338 


581 


74-3 


1004 


130-4 


1644 


2022 


244-1 


289-8 


3394 


30S» 


10 


01 


87 


9-8 


197 


341 


88-4 


747 


100-8 


1310 


166-0 


2029 


244^ 


290-6 


3403 


393-9 


11 


01 


37 


9-4 


19-9 


344 


637 


751 


1013 


131-5 


1656 


2036 


245-5 


291-4 


341-2 


394-8 


13 


01 


38 


95 


301 


346 


63-1 


75-6 


1018 


1320 


166-2 


204-2 


2463 


292-2 


348-0 


395-8 


13 


01 


31> 


9-6 


203 


349 


534 


75-9 


1023 


1326 


166-8 


204-9 


247-0 


293 1) 


348-9 


3967 


14 


01 


30 


9-8 


305 


358 


53-8 


76-3 


1027 


1331 


1674 


205-6 


2477 


2938 


3437 


387-6 


15 


01 


3-1 


9D 


907 


35-5 


541 


76-7 


1033 


133 6 


168-0 


2063 


2485 


294-6 


344-6 


398-6 


Iff 


01 


3-1 


101 


20-9 


357 


54-5 


771 


103-7 


134-2 


1686 


206D 


249-8 


2954 


346-6 


3995 


17 


0^ 


3-8 


10^ 


31-3 


360 


548 


77-5 


104-3 


1347 


169-2 


807-6 


249-9 


396-3 


3464 


4D0-5 


18 


03 


3-3 


104 


814 


363 


55-1 


77-9 


104-6 


1353 


169-8 


2083 


250-7 


397-0 


347-8 


401-4 


19 


0-3 


34 


10-5 


31-6 


38-6 


55-5 


78-3 


105-1 


135-8 


170-4 


208-9 


251-4 


897-8 


3481 


4085 


90 


0*3 


3-5 


107 


31-8 


36D 


66-8 


78-8 


1056 


136-3 


171-0 


209-6 


3533 


298-6 


349-0 


4033 


21 


0-3 


3-6 


10-8 


33-0 


373 


56-3 


79-2 


106-1 


136-9 


171-6 


210-3 


2W0 


299-4 


349-8 


404-9 


S3 


0-3 


37 


110 


88-3 


374 


665 


79-6 


1066 


1374 


172-2 


2110 


253^ 


300-8 


3607 


406-1 


83 


3 


3-8 


11-8 


835 


377 


66*9 


80 


107-0 


1380 


173-9 


2117 


254-4 


301-0 


351-6 


406-O 


34 


03 


38 


U-3 


387 


380 


57-3 


80-4 


107-5 


138-5 


1735 


2123 


2551 


301-8 


353-6 


407-0 


25 


03 


3D 


11-6 


83D 


383 


57-6 


80-8 


108-0 
1085 


1391 


174-1 


2130 


265-9 


303-6 


363-3 


408-0 


36 


0-4 


4-0 


11-6 


33-1 


386 


58-0 


81-3 


139-6 


1747 


213-7 


256^ 


303-6 


354-3 


408-9 


37 


0-4 


4-1 


11-8 


834 


38-9 


53-3 


817 


109-0 


140-2 


175-3 


2144 


257 4 


3043 


365-1 


409-9 


38 


0-4 


4-8 


11-9 


83-6 


393 


587 


83-1 


109-5 


1407 


175-9 


215-1 


2581 


3061 


356-0 


410-a 


29 


0-5 


4-3 


13-1 


338 


39-5 


69 


82-5 


1100 


141-3 


1766 


2158 


258-9 


306-9 


356D 


4117 


30 


05 


4-4 


13-3 


34-0 


39-8 


59-4 


830 


1104 


141-8 


177-8 


2164 


259-6 


3067 


3877 


4117 


31 


0-5 


4-6 


18-4 


943 


401 


69-8 


83-4 


110-9 


148-4 


177-8 


217-1 


3604 


307-5 


368-6 


413-6 


33 


0-6 


4-6 


13-6 


34-6 


403 


60-1 


83-8 


111-4 


1430 


178-4 


317-8 


2611 


3084 


359-6 


4146 


33 


0-6 


47 


13-8 


847 


406 


60-5 


84 3 


111-9 


143 5 


179-0 


818-5 


2619 


3098 


3604 


415-5 


34 


0-6 


4-8 


13D 


35-0 


40-9 


60-8 


847 


118-4 


1441 


1797 


219-2 


263-6 


3100 


361-3 


4166 


36 


07 


4-9 


131 


85-8 


413 


612 


851 


118-9 


144-6 


1803 


219-9 


363-4 


310-8 


363-3 


417-6 


38 


07 


5-0 


13-3 


854 


41-5 


616 


86-6 


113-4 


145-2 


1809 


220-6 


2641 


311-6 


983-1 


418-4 


37 


07 


6-1 


134 


857 


41-8 


61-9 


86-0 


113-9 


146-8 


181-6 


221-3 


264-9 


3185 


364-0 


419-3 


38 


0-8 


5-8 


13-6 


859 


421 


623 


86-4 


114-4 


146-3 


1822 


222H) 


2657 


313-3 


3648 


490-3 


39 


0-8 


6-3 


13-8 


36-3 


426 


627 


86-8 


114-9 


146-9 


182-8 


2227 


266-4 


314-1 


3667 


481-3 


40 


0-9 


5-4 


140 


364 


42-8 


63-0 


87-3 


115-4 


147-5 


183-5 


223-4 


2672 


315 


366-6 


433*8 


41 


0-9 


6-6 


14-1 


86-6 


43-1 


634 


877 


115D 


1480 


184-1 


2241 


267-9 


315-8 


367-6 


433-3 


43 


10 


57 


14-3 


269 


434 


63-8 


88-1 


116-4 


148-6 


1847 


224-8 


2687 


316-6 


3684 


494-3 


43 


10 


5*8 


14-5 


871 


437 


64^ 


88-6 


116-9 


1492 


185-4 


225 5 


2695 


317-4 


3693 


485-1 


44 


11 


6-9 


147 


274 


44-0 


645 


89 


117-4 


1497 


186-0 


226-2 


270-3 


318-3 


370^ 


4861 


46 


1-1 


6-0 


14-8 


87-6 


443 


64-9 


89-5 


117 9 


1503 


186-6 


2269 


271-0 


3191 


371-1 


487-0 


46 


13 


61 


16-0 


27-9 


446 


653 


899 


1184 


1509 


1873 


227-6 


271-8 


3199 


373-0 


438-0 


47 


1-3 


8-8 


15-3 


881 


449 


657 


90-3 


118^ 


151-5 


187-9 


228-3 2726 


3308 


373-9 


439-0 


48 


1-3 


6-4 


15-4 


88-3 


453 


66 


90-8 


119-5 


1520 


188-5 


2290 


2733 


321-6 


3738 


429-9 


49 


13 


6-6 


156 


886 


455 


664 


91-3 


120 


152-6 


189^ 


2297 


274-1 


332^ 


3747 


430-9 


60 


1-4 


6-6 


15-8 


38-8 


46-9 


668 


917 


1205 


1532 


1898 


230-4 


274D 


323-3 


375 6 


431-9 


61 


1-4 


67 


159 


391 


46^ 


67-3 


921 


1210 


153-8 


1905 


231-1 


275-6 


3341 


376-5 


438-» 


68 


1-6 


6-8 


16-1 


894 


46-5 


67-6 


936 


121-5 


1544 


1911 


231-8 


2764 


325-0 


377-4 


433S 


63 


1-5 


70 


16-3 


89-6 


46-8 


68D 


93-0 


122 


164D 


191-8 


232-5 


277-2 


325-8 


378-3 


434 -S 


54 


1-6 


71 


16-5 


39-9 


471 


683 


93-6 


122-5 


155-5 


193-4 


233-2 


278-0 


3867 


379-3 


436-S 


56 


1-6 


7-3 


167 


301 


47-6 


687 


93-9 


1231 


156-1 


J9J1 


234-0 


278-8 


327-5 


380-8 


4387 


56 


17 


7-3 


16-9 


30-4 


47-8 


69-1 


94-4 


123-6 


1667 


193-7 


2347 


2/9-5 


328-4 


3811 


4377 


67 


1-8 


7-6 


171 


30-6 


48-1 


69-5 


948 


124-1 


1573 


194-4 


235-4 


2803 


329^ 


388-0 


4387 


58 


1-9 


7-6 


17-3 


309 


48-4 


699 


953 


1246 


157-8 


1950 3361 


2811 


3300 


383D 


439-7 


59 


1-9 


77 


17-5 


311 


48-8 


703 


957 


125-1 


1584 


195-7 2368 


2819 


330D 


383-8 


440-6 



Table XYIII. of Mr. Baily extends to 36 miuutes from the meridian. 
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TABLE XIV. 



TO COMPUTE THE EQUATION OP EQUAL ALTITUDES. 



Inter- 
raL 


Log. A Log. B. 


Intar- 
val. 


Log. A 


Log. B. 


Inter- 
raL 


Tkv.A 


Log.B. 


Intei^ 

Til. 


Log. A 


It^b. 


H. M. 






H. K. 






H. K. 






H. M. 






3 


7-7897 


7^n46 


4 


7-7447 


7-6883 


6 


7-7703 


7-6198 


8 


7-8073 


78O08 


3 


7898 


7143 


3 


•7451 


■6816 


3 


7708 


•6184 


3 


-8079 


•6036 


4 


7800 


7139 


4 


7454 


'6807 


4 


7713 


•6170 


4 


-8086 


•6010 


6 


7308 


•7136 


6 


7468 


6800 


6 


•7719 


'6U6 


! 6 


•8094 


•4083 


8 


7304 


•nss 


8 


'7461 


'6798 


8 


•7734 


•6143 


> 8 


•8101 


•4967 


10 


7806 


7188 


10 


•7464 


-6784 


10 


7789 


•6137 


10 


•8108 


-4830 


13 


7307 


7136 


13 


7468 


•6776 


13 


•7736 


'6113 


13 


•8116 


•49(S 


14 


7309 


•7131 


14 


7478 


'6768 


14 


•7740 


-6098 


14 


•8133 


•4874 


16 


7311 


7117 


16 


•7476 


-6769 


16 


•7746 


•6083 


1 16 


•8130 


•4846 


18 


7313 


7113 


18 


7479 


'6751 


18 


•7761 


•6068 


18 


•8138 


•4818 


30 


7316 


7109 


30 


•7483 


-6743 


30 


•7756 


-6063 


30 


•8146 


•4789 


38 


7317 


7105 


33 


•7486 


'6734 


32 


•7763 


-6038 


38 


•8163 


•4760 


34 


7319 


7101 


34 


•7490 


'6726 


34 


•7767 


•6023 


34 


•8160 


•4731 


36 


7381 


7097 


86 


•7494 


6717 


36 


7773 


•6007 


36 


•8168 


•4701 


38 


7333 


7093 


38 


•7497 


•6708 


88 


•7779 


•6001 


38 


•8176 


•4en 


30 


7336 


•7088 


30 


7601 


•6700 


30 


•7784 


•6076 


30 


•8183 


•4640 


33 


7387 


7083 


33 


7506 


•6691 


38 


7790 


•HMCA 


38 


•8191 


•4609 


34 


7389 


7079 


34 


•7509 


•6688 


34 


•n96 


•8943 


34 


'8199 


•4678 


36 


7331 


•7075 


36 


•7613 


•6673 


36 


•7801 


•6937 


36 


•8206 


•4646 


38 


•7333 


•7070 


38 


•7517 


•6663 


38 


•7807 


•6910 


38 


•8814 


•4614 


40 


7336 


•7066 


40 


7681 


•6664 


40 


•7813 


•6894 


40 


•8238 


•4483 


43 


7338 


7061 


43 


•7536 


•6646 


43 


7819 


•6877 


43 


•8830 


•4449 


44 


•7340 


7066 


44 


7689 


•6636 


44 


7836 


•6860 


44 


•8838 


'4415 


46 


7343 


•7061 


46 


7533 


'6636 


46 


•7831 


•6843 


46 


•8346 


•4381 


48 


7346 


•7046 


48 


•7537 


•6616 


48 


•7836 


•6836 


48 


•8364 


•4Si7 


60 


•7347 


7041 


60 


•7541 


•6606 


60 


•7843 


•6808 


60 


•8868 


•4313 


G3 


7349 


7036 


63 


•7646 


•6697 


63 


'7848 


•5790 


63 


•8870 


•4377 


64 


7368 


■7031 


64 


•7649 


•6687 


64 


■7854 


•6778 


64 


-8878 


•4341 


66 


7364 


7026 


66 


•7563 


•6677 


66 


•7860 


'6764 


66 


-8886 


•4306 


68 


•7367 


•7081 


68 


•7667 


•6667 


68 


7867 


•5736 


68 


'8894 


•4168 


3 


7369 


7015 


6 


'7563 


•6656 


7 


'7873 


•6717 


9 


•8308 


•4131 


3 


•7363 


7010 


3 


7566 


'6646 


3 


7879 


OOtfV 


3 


•8311 


•4093 


4 


7364 


•7006 


4 


•7570 


•6636 


4 


'7886 


-6680 


4 


•8319 


•4066 


6 


•7367 


•AOQQ 


6 


•7675 


•6636 


< 


7891 


•6661 


6 


•8388 


•4010 


8 


•7369 


•6993 


8 


•7679 


•6614 


8 


7898 


•6641 


8 


-8336 


•3977 


10 


7373 


•6988 


10 


•7683 


'6604 


10 


•7904 


•5633 


10 


•8344 


•3037 


13 


•7374 


•69ia 


13 


•7688 


•6493 


13 


•7910 


•5603 


13 


•8363 


'3lfvD 


14 


•7377 


•6976 


14 


•7698 


•6488 


14 


7916 


•6583 


14 


•8361 


•3866 


16 


7380 


•6970 


16 


7897 


•6471 


16 


7983 


•6663 


16 


•8370 


•3813 


18 


'7383 


•6964 


18 


7601 


-6460 


18 


7939 


•5643 


18 


•8378 


•3771 


80 


7386 


•6958 


30 


7606 


'6448 


30 


•7936 


•6633 


30 


•8387 


•3788 


38 


•7388 


•6968 


S3 


•7610 


•6437 


33 


7943 


•6601 


38 


•8306 


•3684 


34 


7391 


-6946 


84 


•7616 


•6435 


34 


•7949 


•6480 


34 


•8404 


•3638 


36 


7394 


'6940 


36 


7630 


•6414 


86 


•7956 


•6460 


36 


'8413 


•3594 


38 


■7397 


■6034 


38 


•7634 


•6403 


88 


•7963 


•6437 


88 


•8483 


•8548 


30 


•7400 


•6887 


30 


7629 


•6390 


30 


•7969 


•6416 


30 


•8430 


•3501 


33 


7403 


'6031 


33 


•7634 


'6378 


38 


•7975 


•6394 


32 


•8439 


'3454 


34 


7406 


■6914 


34 


7638 


'6366 


34 


7988 


•6373 


34 




•3406 


36 


•7409 


•6908 


36 


-7643 


'6364 


36 


•7989 


•6350 


36 


-8457 


'3367 


38 


7413 


•6901 


38 


•7648 


'6343 


38 


•7995 


•6327 


38 


•8466 


•3007 


40 


■7416 


-6894 


40 


7653 


'6339 


40 


•8003 


•6304 


40 


•8475 


•3366 


43 


•7418 


•6888 


43 


•7668 


•6317 


43 


•8009 


•5381 


43 


•8484 


•3906 


44 


•7431 


•6881 


44 


•7663 


'6304 


44 


•8016 


•6368 


44 


•8498 


•3168 


46 


•7434 


'6874 


46 


•7668 


•6891 


46 


■8083 


•6834 


46 


•8603 


•3099 


48 


•7488 


'6867 


48 


•7673 


•6878 


48 


•8090 


•6311 


48 


•8511 


•8046 


60 


7431 


'6899 


60 


•7678 


•6266 


60 


•8037 


•6186 


60 


•8630 


•3989 


68 


•7434 


•6863 


68 


7683 


•6863 


63 


•8044 


•6168 


63 


•8830 


•3933 


64 


7437 


•6846 


64 


7688 


•6339 


64 


•8061 


•6137 


64 


•8638 


•8878 


66 


■7441 


•6838 


66 


•7693 


•6336 


66 


•8068 


•6113 


66 


•8648 


•3817 


68 


7444 


•6830 


68 


7696 


•6313 


68 


•8066 


•6067 


68 


•8668 


■3768 


4 


77447 


7-6883 


6 


7-7703 


7-6198 


8 


7^8073 


7-6068 


1 10 


7-8667 


7^3e97 



In Table XY I. of Mr. Baily, the Equation of equal Altitudes is given for tlie entire 
interval of 24 hours, but it is seldom required beyond the above limits. 
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TABLE XV. 

LENGTH OF A SECOND OF LATITUDE AND LONGITUDE IN FEET 
ON THE SURFACE OF THE EABTH, THE COMPRESSION BEING 
♦ TAKEN AS -g-J-^. 



Ut. 


Seconds - 

of Longi- ; 

tude. . 


Seconds 

of 
Latitude. 


Ut. 


Seconds 
of Longi- 
tude. 


Seconds 

of 

Latitude. [ 


Lat. 


Seconds 
of Longi- 
tude. 


SecondjB 

of 
Latitude. 





101-42 


10142 


25 


91-97 


101-60 


50 


65-32 


102-02 


1 


101-40 




26 


91-21 




61 


63-95 




2 


101-36 




27 


90-43 




62 


62-57 




8 


101-28 




28 


89-62 




63 


61-17 




4 


10117 




29 


88-77 




64 


69-75 




5 


lOl'OS 


101-43 


SO 


87-90 


101-67 


65 


68-80 


10211 


6 


100-87 




81 


87-01 




66 


56-84 




7 


100-67 




32 


86-09 




67 


55-37 




8 


100-44 




33 


85-14 




68 


63-87 




9 


10018 




34 


8417 




69 


62-36 




10 


99 89 


101-45 


! 35 


83-17 


101-76 


60 


50-84 


102-19 


11 


99-67 




36 


82-15 




61 


49-30 




12 


99-22 




37 


81-10 




68 


47-74 




13 


98-84 




38 


80-02 




63 


46-17 




14 


98-48 




: 89 


78-92 




64 


44-68 




15 


97-99 


101-49 


40 


77-80 


101-84 


66 


42-98 


102-26 ; 


16 


97-52 




41 


76-65 




^^ 


41-37 




17 


97 02 




42 


75-48 




67 


89-74 




18 


96-49 




43 


74 29 




68 


38-10 




19 


95-44 




44 


73-07 




69 


36-46 




20 


95-86 


101-54 


45 

1 


71-83 


101-93 


70 


34-80 


102*40 


21 


94-74 




46 


70-57 




71 


3312 




22 


9409 




, 47 


69-29 




72 


31-48 




23 


93-41 




48 


67-99 




73 


29-74 




24 


. 92-70 




49 


66-66 




74 


28-04 





One second of time, at the Equator = 1621 '3 feet, or 507 yards. 

Puissant, calculating the compression from the measurement of the great arc in 
France, obtains different results on different sides of the Meridian of Paris, making 
it as low as ,^ on the side of the Atlantic, and ^ to the Eastward ; which latter 
quantity is generally assumed on the Continent. 
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TABLE XVI. 



CORRECTIONS FOR CURVATURE AND REFRACTION. 

Showing the difference of the Apparent and True Level in Feet, and Decimal parts 

of Feet, for Distances in Feet, Chains, and Miles. 





r 

Correction in Feet. 


9i 


CorJbection in Feet. 


Miles. 


Correction in 


Feet. 


PE| 


• 


• 

a 


« 0* '• 




• 


S§ 


2 


1 


si 


.a 

100 


M 




Curyatu 
Refractii 


.9 


1 


^ 


Caryatn 
Refracti 


1 


1 




Caryatn 
Refracti 


1 


1 




1-0 


(4 




11 




1 


11 


-00024 


•00004 


•00020 


-00010 


00001 


•00009 


•0417 


•0060 


-0867 


150,-00054 


-00008 1 -00046 


1-5 


•00024 


•00003 


•00021 


1 


•1663 


•0238 


•1480 


200 -00096 


•00013 •00083 ' 


2-0 


•00042 


•00006 


-00036 


1 


-3752 


•0536 


-8216 


2501-00149 


•00021 -00128 


2-6 


-00065 


•00009 -00056 


1 


•6670 


•0953 


-5717 


800 -00216 


-00031 -00184 


3-0 


•00094 


•00013 


-00081 


n 


1-5008 


•2144 


1-2864 


860-00293 


-00042 00251 : 


8-5 


•00128 


•00018 -00110 1 


2 


2*6680 


•3811 


2-2869 


400 -00383 


•00066 -00328 


4^0 


•00167 


•00024 -00143 i 


24 


4^1688 


•6956 


8-5733 


450-00484 


•00069 f00415 


4-5 


•00211 


•00080 


•00181 


' 8 


60030 


•8661 


6-1469 


600!-00598 


•00085 •00513 


5-0 


-00261 


•00037 


•00224 


3i 


8^1708 


M673 


70036 


650,00724 


•00103 '-00621 1 


6-6 


•00315 


-00045 


•00270 


4 


106720 


1^5246 


9^1474 


600-00361 


-00123 |-00738 


6-0 


-00376 


•00064 00321 1 


; H 


135468 


1^9295 


115773 


660-01010 


•00144 i -00866 


6-5 


•00440 


•00063 


-00377 


: 6 


16-6750 


2-8821 


14^2929 


700-01172 


-00167 ^01005 


7-0 


-00611 


•00073 


-00438 


Si 


20^1769 


2-8824 


17^2946 


760 -01346 


•00192 -01163 


7-6 


•00686 


-00084 


•00502 


6 


240120 


8-4803 


20^6817 


800 -01631 


•00219 01812 


80 


•00667 


-00096 


•00572 


6} 


28^1809 


4-0268 


241651 


860 -01728 


•00247 j -01481 


8^6 


•00753 


-00108 


-00645 


7 


82^6880 


4*6690 


280143 


900-01938 


•00277 -01661 


9^0 


•00844 


-00121 


-00723 


74 


87-5190 


6-3599 


82^1691 


950 02159 


•00308 -01851 


9-5 


•00940 


•00134 


•00806 


8 


42^6880 


6-0997 


86-6883 


1000 1-02392 


•00333 ^02069 


10-0 


•01042 


•00149 


•00893 


. 84 


48-1910 


6-8844 


41-8066 


1050 -02638 


•00377 1-02261 


10^5 


•01149 


•00164 00986 


9 


64^0270 


7-7181 


46-3089 


1100,'02895 


•00414 -02481 


iro 


01261 


•00180 


•01081 


! 94 


60^1971 


8-5996 


61-6975 


1160 03164 


•00452 02712 


(11^5 


•01378 


-00197 


-01181 


10 


66*7000 


9-5286 


57-1714 


1200 


■03445 


-00492 1 -02953 


12^0 


•01501 


•00214 


•01287 


11 


80-7070 


ir6296 


69-1774 


1250 


•03738 


•00534 ^03204 


!l2-5 


•01628 


•00238 


•01395 


12 


96^0480 


187211 


82-3269 


1300,-04048 


•00578 •03465 


13-0 


•01761 


•00252 


•01509 


, 13 


1127230 


16-1083 


96-6197 


1360 -04361 


•00623 '•03738 


;i3-5 


-01899 


•00271 


•01628 


14 


1307320 


18-6760 


112-0560 


1400 


-04689 


•00670 ^04019 


14-0 


•02043 


•00292 


-01761 


' 16 


150^0750 


21-4393 


128-6367 


1460 


•05030 


•00719 04311 


14-5 


•02191 


•00313 


•01878 


, 16 


170-7520 


24-8931 


146'8689 


1600 


•06388 


•00769 04614 


15-0 


■02345 


•00836 


•02010 


17 


192-7630 


27-6376 


165-2264 


1660 


•06748 


•00821 


•04927 


16-5 


-02504 


•00368 


•02146 


18 


2161086 


30-8727 


186-2369 


1600 


•06125 


•00875 


•06260 


16-0 


•02668 


•00881 


•02287 


, 1» 


240-7870 


34-3981 


206-8889 


1660 


-06614 


-00931 


-06583 


16-6 


•02887 


•00406 


•02432 


20 


266-8000 


381143 


228-6867 


1700 


•06914 


•00988 


•05926 


17-0 


-03012 


•00430 


•02682 


1 








1750 


-07827 


•01047 


•06280 


17-6 


•03192 


•00466 


-02786 










1800 


•07762 


•01107 


-06645 


18-0 


•03377 


•00482 


-02895 










1850 


•08188 


•01170 


•07018 : 


18^6 


-03567 


•00609 


•03058 










1900 


■08637 


•01234 


•07403 ' 


190 


•03762 


■00637 


-08226 










1950 


•09098 


•01300 


•07798 


,19^6 


•03963 


•00566 


-03397 


" 








2000 


•09670 


•01367 


-08203 


20-0 


•04169 


•00596 


-03578 
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TABLE XVII. 

REDUCTION IN LINKS AND DECIMALS UPON EACH CHAIn's LENGTS 

FOR THE FOLLOWING VERTICAL ANGLES. 



Angle. 


Redac- 
tion. 


Angle. 


Rednc- 
tion. 


' Angle. 

1 


1 
Reduc- : 
tion. 


Angle. 


Reduc- 
tion. 


8 


•137 


e / 

7 15 


•800 


1 • ' 
11 45 


2-096 


16 


8-874 


8 15 


•161 


7 80 


•856 


12 


2-185 


16 15 


8-995 


8 80 


•187 


7 45 


•913 


12 16 


2-277 


16 30 


4-118 


8 45 


•214 


8 


•973 


12 30 


2-370 


16 45 


4 248 


4 


-244 


8 15 


1^035 


12 45 


2-466 


17 


4-370 


4 15 


•275 


8 80 


1-098 


13 


2-668 1 


17 15 


4-498 


4 80 


•308 


8 45 


1-164 


13 15 


2662 


17 SO 


4-628 


4 45 


•343 


9 


1-231 


18 80 


2-768 1 


17 45 


4-760 


5 


•381 


9 15 


1-300 


13 45 


2-866 


18 


4-894 


5 15 


•420 


9 30 


1-371 


14 


2-970 


18 16 


5-030 


5 SO 


•460 


9 45 


1-444 


14 15 


8-077 


18 80 


6-168 


5 45 


•503 


10 


1-519 


14 30 


S-186 


18 45 


6-307 


6 


•548 


10 15 


1-596 


, 14 45 


3-295 


19 


5-448 


6 15 


•594 


10 30 


1-675 


16 


8-407 


19 16 


6-691 


6 80 


•648 


10 45 


1-755 


15 16 


8-521 i 


19 80 


5-786 


6 45 


•698 


11 


1-837 


15 SO 


8-687 


19 46 


5^882 


7 


•745 


11 15 


1-921 


15 45 


8754 


20 


6-081 






11 80 


2008 


i 


1 







TABLE XVIII. 



RATIO OF BtX)PES FOB THE FOLLOWINQ TERTIOAL AKOLSS. 





To one 




To one 


1 
1 


To one 




To one 


Angle. 


per]>en- 


Angle. 


perpen- 


Angle. 


perpen- 


Angle. 


perpen- 




dicular. 




dicnlar. 




dicular. 




dicular. 


e / 




o / 




O f 




e / 




15 


229 


8 86 


16 


8 8 


7 


18 26 


8 


80 


115 


3 49 


16 


8 45 


H 


19 59 


2i 


46 


76 


4 6 


14 


1 9 27 


6 


21 48 


24 


1 


67 


4 24 


18 


9 62 


5i 


23 68 


24 


1 15 


46 


4 45 


12 


1 10 18 


64 


26 34 


2 


1 30 


89 


5 


Hi 


; 10 47 


H 


29 44 


1| 


1 45 


83 


5 12 


11 


11 19 


5 


83 42 


H 


2 


28 


6 27 


104 


1 11 63 


H 


38 40 


14 


2 15 


25 


5 42 


10 


1 12 82 


H 


45,0 


1 


2 80 


23 


6 


H 


18 16 


44 


53 8 


i 


2 45 


21 


6 21 


9 


14 2 


4 


63 28 


4 


8 


19 


6 43 


8i 


14 55 


8} 


75 58 


4 


8 15 


18 


7 7 


8 


15 66 


84 


78 41 


i 


8 28 


17 


7 86 


7* 


17 6 


H 
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TABLE XIX. 



COMPARATIVE SCALE OF FAHBENHEIT'S, REAUMUR'S, AND THE 

CENTESIHAIi THERMOMETERS. 



Fah. 

e 


Beau. 


Gent. 


Fah. 

• 


Reao. 


Cent 


Fah. 


Bean. 

+ 


Oent. 

+ 


Fab. 


Bean. 

+ 


Cent. 

+ 


w 


II 


n 


N 


V 


n 


II 


w 





14-2 


17-8 


25 


81 


3-9 


50 


8-0 


100 


75 


191 


28-9 


1 


18-8 


17-2 


26 


2-7 


8-8 


51 


8-4 


10-6 


76 


19-6 


24-4 


2 


18-8 


16-7 ' 


27 


2*2 


2-8 


52 


8*9 


HI 


>^ 


200 


250 


8 


12-9 


161 


28 


1-8 


2-2 


58 


9*8 


11-7 


= 78 


20-4 


25-6 


4 

5 


12-6 


15-6 


29 
80 


1-3 


1-7 


54 
55 


9-8 


12-2 


79 
80 


20-9 


26*1 


12-0 


16-0 


0-9 


11 


10-2 


12-8 


21-3 


267 


6 


11-6 


14-4 


31 


0-4 


0-6 


56 


10-7 


18-8 


81 


21-8 


27-2 


' 7 

8 


111 
10-7 


18-9 
18-8 


32 
33 


0-0 

+ 
0-4 


0-0 

+ 
0-6 


57 

58 


111 
11-6 


13-9 
14-4 


82 
83 


22-2 
22-7 


27-8 
28-8 


9 

10 


10-2 


12-8 


84 
85 


0-9 


11 


59 
60 


120 


150 


84 
85 


281 


289 


9-8 


12-2 


1-8 


1-7 


12-4 


15-6 


23-6 


29-4 


11 


9-3 


11-7 


86 


1-8 


2-2 


61 


12-9 


16-1 


86 


24-0 


80-0 


12 


8-9 


11-1 


87 


2-2 


2-8 


62 


183 


16-7 


87 


24-4 


80-6 


18 


8-4 


10-6 


88 


2-7 


8-8 


63 


13-8 


17-2 


88 


24*9 


81-1 


14 
15 


8-0 


100 


89 
40 


31 


8-9 


64 
65 


14-2 


17-8 


89 
90 


25-8 


81-7 


7-6 


9-4 


8-6 


4-4 


14-7 


18-3 


25*8 


82*2 


16 


71 


8-9 


41 


4-0 


50 


66 


15-1 


18-9 


91 


26-2 


82-8 


17 


6-7 


8-8 


42 


4-4 


5 6 


67 


15-6 


19-4 


92 


26-7 


888 


18 


6-2 


7-8 


48 


4-9 


61 


68 


16-0 


200 


98 


27-1 


88-9 


19 
20 


5-8 


72 


44 
45 


5-8 


6-7 


69 
70 


16*4 


20-6 


94 
95 


27-6 


34-4 


6-3 


6-7 


5*8 


7-2 


16-9 


21-1 


28-0 


35-0 


21 


4-9 


61 


46 


6-2 


7-8 


71 


17-8 


21-7 


96 


28-4 


85-6 


22 


4-4 


6-6 


47 


6-7 


8-8 


72 


17-8 


22-2 


97 


28-9 


861 


28 


4-0 


6-0 


48 


7*1 


8-9 


73 


18-2 


22-8 


98 


29-8 


36*7 


24 


8-6 


4*4 


49 


7-6 


9-4 


74 


18-7 


28-8 


99 


29*8 


87-2 



The following formula will serve for the comparison of these Thermometers : — 

Fs|C+82 sfR + 32 
C =:J(F -82) = |R 
5 = I (F - 82) = I C 

Freezing point. 
. 



Boiling point. 
. 212^ 



Fahrenheit 

Reaumur 

Centigrade 

The Logarithms answering to every degree of the graduations of the above Thermo- 
meters will be found at page 296, vol. i., of Dr. Pearson's *' Practical Astronomy." 
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TABLE XX. 



COMPABATIVE SCALE OF BAROMETERS. 



Bnglisb. 


French. 


Inchefl. 


Inches. 


Lines. 


Millimdtrea. 


29-0 


27 


2-63 


786-6 


29-1 


27 


865 


789*1 


29*2 


27 


4-78 


741-7 


29-8 


27 


5-90 


744-2 


29-4 


27 


7-03 


746*8 


29*5 


27 


8-16 


749*8 


29-6 


27 


9-28 


751*8 


29-7 


2? 


10-41 


754*4 


29-8 


27 


11-58 


756*9 


29*9 


28 


0-66 


759*6 


800 


28 


1-79 


762*0 


80-1 


28 


2-91 


764-5 


80-2 


28 


404 


767-1 


80-8 


28 


516 


769*6 


80*4 


28 


6-29 


772-2 


80-5 


28 


7-42 


774-7 


80-6 


28 


8-55 


777*8 


80-7 


28 


9-67 


779*8 


80-8 


28 


10-80 


782-8 


80-9 


28 


11*98 


784-8 


81-0 


29 


1*05 


787*4 
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DESCRIPTION OF THE PEDIOMETER AND 
COMPUTING SCALE. 

These instraments are used for determining the areas of Plans 
without calculation — whereby a saving is efTeoted of more than 
half the time consumed in computation, and the liability to error 
is very materially diminished. 

TH£ PEDIOMETER. 



The instrument consists of a square, and a graduated scale, 
corresponding with that of the survey. 

a — The milled head, by turning which, motion is given to the 
brass slider B, and the two pointers K and W. 

I — The index to be placed in coincidence with the — division 
upon the scale. 
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"When the brass slider B is in contact with A, I coinciding with 
-* division, and B and W pointing to O upon their respective 
scales, the instrument is in adjustment. 

When deranged, restore it, by opening B and W to the proper 
distance, and then moving A and I, the former into contact with 
B, and the latter into coincidence with «- 

Bequired the content of the trapezium E G F D. 

Ist — ^Place the edge A upon the point E, and open B to the 
point F. 

2nd. — Press the square firmly down with the right hand, and 
with the left place the scale against the edge of it, as shown in the 
figure. 

3rd* — ^Now press the scale firmly, and slide the square tip, until 
the edge A B is upon the point C. 

4th. — Press the square firmly, and slide the scale against its 
edge until ^ coincides with I. 

Finally. — Press the scale and slide the square datcn until the 
edge A B is upon the point D, and taking out the numbers to 
which W and B point, subtract the latter from the former, and 
the contents in acres and decimal parts of an acre will at once be 
given. 

The red pointer directs to the numbers that are to be taken 
from the red scale, and the white one to those upon the white 
scale. 

When the pointers fall exactly upon the line engraved on the 
ivory edge of the scale, the folding leaf is to be doubled down to 
the left hand ; but when the pointers fall between any two of the 
lines on the ivory edge, the folding leaf must then be doubled over 
to the right hand before the numbers are read off. 

For instance, when the leaf is turned to the left and the red 
pointer falls between the two lines which refer to *008 and '013, 
turn the foldiog leaf to the right hand, and the pointer will 
read 010. 

It will be found most convenient and most accurate in practice 
to take the shortest diagonal for the line E F. 
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THE COMPUnNG SCALE. 

This instrument answers the same purpose of giving mechani- 
cally the contents of enclosures as the Pediometer, but is more 
simple in its construction and principle of operation. 

It consists of a scale divided for its whole length from the zero 
point into divisions, each representing 2i chains^ and is used with 
a sheet of transparent tracing paper, ruled with parallel lines at 
equidistant intervals of one chain. 
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The slider B, which moves along the scale, has a wire drawn 
across its centre at right angles to its line of motion ; and on each 
side of this wire a distance equal to one of the primary divisions 
of 2i chains is laid off, and divided into 40 parts. It is evident, 
then, that during the passage of the slider over one of the divi- 
sions of 2i chains, one roodhBB been measured between two of the 
parallel lines on the tracing paper; and that one of the smaller 
divisions would measure between the same parallels one perch. 
Four of the larger divisions give one acre; and the scale itself, 
generally made long enough to measure at once five acres, is thus 
used. Lay the transparent paper over the enclosure the content 
of which is required, in such a position that two of the ruled lines 
shall touch two of the exterior points of the boundaries, as at 
a and b. 

Lay the scale, with the slider set to zero, over the tracing 
paper, in a direction parallel to the lines, and so placed that the 
portions e and d are estimated by the eye as equal to each other. 
Holding the scale steady, move on the sliding frame until the 
equality of the portions ^ and / are also estimated. With the 
sUder kept at this mark, move the scale bodily down the space of 
one of the ruled lines (one chain), and commencing again at 
the left hand, estimate the equal areas of g and A, sliding the 
frame on to k and l. When the whole length of the scale, denoting 
6 acres, is run out, commence at the right hand side, and work 
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backwards to the left, reading the lower divisions, by which 
the instrument is made to measure up to 10 acres. By a 
continuation of this process, the contents of any sized enclosures 
can be obtained without calculation, and with sufficient accuracy 




for general purposes if the scale is tolerably large. It would, 
however, expedite the measurement if the tracing paper was 
divided into squares of one chain each ; the application of the com- 
puting scale need then only be made to the portions outside the 
squares, and the content added to that of the squares them- 
selves, which is obtained by simply counting them. Where 
the wire of the slider coincides with any portion of the boundary 
between two of the parallels, no equalisation is of course necessary 
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This form is nearly similar to that used by the Quartermaster-General's department 
in the Peninsula. Where more information is required to be tabulated, columns can be 
added ; but generally it is better to embody all other statistical details in the Report 
that accompanies the sketch of the road. On a hasty reconnaisance, the object of which 
is principally to ascertain the practicability of any route for different arms of the service, 
the five last columns can be omitted. In a sketch of this nature, the Road is evidently 
the feature of paramount importance, and the ground contiguous to it is only of material 
consequence in those spots that present positions for disputing its passage or embarras- 
sing its free occupation. In calculating the number of men a village or hamlet would 
contain for mit nighty five men may be allowed per house ; for a longer period a con- 
siderable reduction must be made. In the oountiy the best guides from whom to 
obtain information are obviously those who, from their pursuits, must be possessed of 
much local knowledge, such as shepherds, pedlars, poachers, <&c. In towns, reference 
should be made to the local authorities for all statistical information. In addition to 
the field sketch of the road, a few outline sketches of the principal marked positions, 
with references to the spot from which they were taken, would often prove of great 
service. These positions would, if of importance, require a separate sketch and report. 

When the routes for different columns to arrive at any fixed spot at any required 
time have been decided upon, separate sketches of the ground will be requisite for 
their guidance. The annexed form for the *' Detail of March " is taken from Captain 
Macauley's *' Treatise on Field Fortifications.*' 
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Sketch of ground, 
showing, by a dotted 
line, theronte. 



GKNEBAL INSTRUCTIONS. 



State the hour of 
roarddng, the forma- 
tion ; and describe the 
roate by reference to 
letters on the sketch. 

Give the distances 
in infantry or cavalry 
paces, the times allowed 
for halts, and the time 
at which the column 
should arrive. 

State also the em- 
ployment of the troops 
on arrival, &c. 
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A RECORD OF THE PROGRESS OF MODERN ENGINEERING, 1865, com- 
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this, the third volume ; and the publishers have entire confidence that it is not sur- 
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Thames Embankment, together with articles on the Formation of Harbours, Ports, 
and Breakwaters, Fortifications, Rolling Stock, and Armour Plates. 
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HVKBBK'B BIOORD (XF XOBEBJT EVQINESBXBrfi, 1864. 

Imp. 4io. with 86 Double Flates, drawn to a large scale, and Portrait of Robert 

Stephenson, 2L S«. half-morocco. 

A RECORD OF THE PROGRESS OF MODERN ENQINEERINQ, 1864: 
Comprising Civil, Mechanical, Marine, Hydraulic, Railway, Bridge, and other 
Engineering Works. By Williabc Huubbb, Assoc. lost CE. and M. Inst. M.E., 
Author of 'A Complete and Practical Treatise on Cast and Wrought-Iron Bridge 
Construction.' 

"The engineering annual before us fUlly maintains Mr. Humber's reputation as an author. It 
is, as it professes to bo, a risumi of all the most interesting and imiMrtant works lately completed 
in Great Britain ; and containing, as it does, carefiilly-oxecnted drawings, wiUi fUU working 
detaUs, will be foimd a valuable accessory to the profession at \ax%i6"^Bng%Mer, Nov. ^ 1865. 

*' T^ entire work gives evidence of the display of a large amount of care and judgment by the 
author, both In the selection and arrangement of the materials. The book is one which cannot 
fail to be most favourably received, from its inherent worth and great value to the engineering 
Iirofession." — Mining Journal. 

*' A v«7 excellent record of public works In pKMtress, or completed in 1804."— i^rtfam. 

" Mr. Humber has done the profession good and true service by the fine collection of examples 
be has here brought before them." — Pra/cttMl Meehanic'g JowruU. 



PIB£ ESGDrEEKISO. 

Now ready, with numerous illustrationii, diagrams, etc., handsomely printed, 64 i pp.i 

demy 8to, price £1 4«., cloth. 

FIRES, FIRE- ENGINES, AND FIRE-BRIQADES ; with a History of Manual 
and Steam Fire-Engines, their Construction, Use, and Manngement ; Remarks 
on Fire-Proof Buildings, and the Preservation of life from Fire ; Statistics of the 
Fire Appliances in English Towns; Foreign Fire Systems; Hints for the formation 
of, and Rules for, Fire-Brigades ; and an Account of American Steam Fire- Engines. 
By Charles F. T. Touno, C.E., Author of ** The Economy of Steam Power on 
Common Roads, etc. 

"A large, well-filled, and useful book upon a subject which possesses a wide and Increasing 
public interest .... To such of our readers as are interested in the subject of fires and fire- 
apparatus we can most heartily commend this book .... It is really the only English work wo 
now have upon the subject." — Engineering. 

** Mr. Young has proved by his present work that ho Is a good engineer, and possessed of 
sufiBcient literary ener^^ to produce a very readable and interesting volume." — Engineer. 

" Fire is now in fsi«aion. It always has a singular fascination for most human beings. It 
appeals to many emotions ; It provides danger for the brave, novelty for the trifler, lights and 
shades for artists, excitement for alL But now it may be said that there is in London a n>etiie8 
of fire-worship, of which Mr. Young may be said to be the Hierarch. Prince and peasant alike 




hearty 
_ . exposition ho 

has brotitfht td bear upon the subioct ; and his substantial book shoiild meet with substantial 
success, for it concerns everyone wno has even a skin which is not fireproof." — mv4trated London 
Newa. 

*'The protection of life and property Arom fire each day receives increasing attention, and 
Mr. Young's book is in every way entitled to bo closely studied by all who would claim a thorough 
knowledge of the subject." — Mining Journal. 

" A volume which must be regarded as the text-book of its subject, and which in point of 
interciit and intrinsic value is second to no contribution to a si>ccinl dci»rtmcnt of hiHtory with 
which we are acquainted. 'Fires, Firo-Engines, and Fire-Brigades' is the production * of an 
earnest and diligent writer who comos tu the task ho bos uudertikon with a thorough love of it, 
and a firm determination to do it justice .... The style of the work is admirnhlo .... It hivs 
the surpassing merit of being thoroughly reliable." — Insuranct Record. 

•* We recommend the work, as it concerns everybody, to everybody's perusal. "—C*<;urt Journal. 

" A useful compendium on all branches of the exciting subject of fire." — BviikUr. 

"Mr. Yoimg has produced a really exhaustive work."— fir^r PreM. 



ENGINEER S AND CONTEAGTORS OFFICE 8HEET. 

In preparation for 1867, on a large sheet, for hanging or mounting. Price 2s. 6(2. 

THE ENGINEER'S AND CONTRACTOR'S OFFICE SHEET AND ALMANACK. 
Containing, beside the usual Almanack matter, a laige yariety of uiformfttion 
seful in an Engineer's Office, with very numerous formnlsB, data, &c., Ac. 
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V0JU>*8 VruUESW TEXT-BOOK OF ELECTRICITT. 

Now ready, post 8vo, nearly 000 pp. and 400 illustnitions, price 12f. 6<2. cloth. 

THE STUDENTS TEXT-BOOK OP ELBCTRICITT; including Magnetism, 
Yoltaio Electricity, Eleotro-Magnetiim, DUmagnetism, Hagneto>E1octricity, 
ThermO'Eleotricity, and Electric Telegraphy; being a condensed rSsum^ of the 
Theory and Applications of Electrical Science ; including its latest practical Develop- 
ments, particularly as relating to Aerial and Submarine Telegraphy, and every recent 
Discovery. By Hbnrt M. Noad, Ph.D., F.R.8., Lecturer on Chemistry at St. QeorRe's 
Hospital, Author of " A ICanual of Chemical Analysis," *' A Manual of Electricity." 

In this work it has boen the autiior's endeavour to present a faithful reflex of the preaent aiiato 
of electrical science. The work being specially Intended for the use of students, much con- 
densation was necessary in order to bring it within the limits of a moderate rised volume. It 
will, nevertheless, it is hoped, be found to include the latest important discoveries, and the chief 
prootieal applications of the science. In carrying out the design of the book, the author hss 
availed himself ft^elv both in the nuitter (in a condensed form), and of the illustrations, of his 
" Manual of Electricity," but the present volume will be found to contain much additional and 
important information, which has become available since the publication of that work. 

HASKOLL'S FIELB.BOOK, EKLABOED. 

Now ready, with numerous wood-outs, 12mo, price 12«. cloth. 

THE ENQINEBR'S, MINING SURVEYOR'S AND CONTRACTOR'S FIELD- 
BOOK. By W. Datis Haskoll, Civil Engineer. Second edition, much 
enlaiiged, consisting of a Series of Tables, with Rules, EhEplanations of Systems, and 
Use of Theodolite for Traverse Surveying and Plotting the Work with minute aeeuracy 
by means of Straight Edge and Set Square only ; Levelling with the Theodolite, Cast- 
ing out and Reducing Leveb to Datum, and Plotting Sections in the ordinary manner ; 
Siting out Curves with the Theodolite by Tangential Angles and Multiples with 
Right and Left-hand Readings of the Instrument; Setting out Curves without 
Theodolite on the System of Tangential Angles by Sets of Tangents and Ofisete; and 
Earthwork Tables to 80 feet deep calculated for every 6 inches in depth. 

KOTICXS or THS VIBR SDITIOK. 

" A veiy usefiil work for the praotical engineer and survevor."— ilailway Netn. 

" The book is very handy, and the author might have added that the separate tables of sines 
and tangents to every minute will make it useful for many other purposes, the genuine transverse 
tables existing all the same.**— i4(A«iM8um. 

*' The work forms a handsome pocket volume, and canndt fall, from its portability and utility, 
t3 be extensively patronised by the engineerlog profession.** — Mining JourneU. 

" We know of no better flald-book of reference or ooUeotion of tables than Chat Mr. Hsskoll has 
given. " — AHiMan. 

" A series of tables likely to be very usefUl to many civil engineers. "^J9ttiMmj7 Newt. 



nrwoos's tables, qssltly enlabo-ed avd imbboved. 

Just published, 12mo, St., cloth. 

TABLES FOR THE PURCHASINQ OP ESTATES, Freehold, Copyhold, or 
Leasehold ; Annuities, Advowsons, ftc, and for the Renewing of Leases held 
under Cathedral Churches, Colleges, or other corporate bodies ; for Terms of Years 
certain, and for Lives ; also for Valuing Reversionary Estates, Deferred Annuities, 
Next Presentations, &c., together with Smart's Five Tables of Compound IntereBt, 
and an Extension of the Same to lower and intermediate Rates. By William In wood, 
Architect. The 1 8th edition, with considerable additions, and new and valuable 
Tables of Logarithms for the more Difficult Computations of the Interest of Monejf, 
Discount, Annuities, ftc, by M. Fbdor Thoman, of the Soci^td Credit Mobilier of Paris. 

This edition (the 18th) differs in many important particulars trova former ones. The 
changes consist, first, in a more ocmven&ent and systematic arrangement of the original Tables, 
and m the removal of certain numerical errors which a very careful revision of the whole has 
enabled the present editor to discover ; and MconcUy, in the extension of practical utility conferred 
on the work l^ the introduction of Tables now inserted for the first time. This new and 
important matter is all so much actually added to iNwooiys Tablcs ; nothing has been abstracted 
from the original collection : so that tho5te who have been long in the habit of consulting IirwooD 
for any special professional purpose will, as heretofore, find the information sought still in its 
pages. The aim of the publishers has been to preserve the characteristic features of the book, 
and, regardless of exiMnse, to give that extension to ilic original work which the autiior himself, 
had he been Uvtog, would, no doubt, have seen to be demanded by the exigencies of exinting 
commercial and professionai undertakings. 
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AIDE-MEMOIRE TO THE MII.ITARY SCIENCES. 

Framed from Contributions of Officers and others connected with the different 
Services. Originally edited by a Committee of the Corps of Royal Engineers. 
Second edition, most carefully revised by an officer of the Corps, with many 
additions. Containing nearly 850 engravings and many hundred woodcuts. 
8 vols., royal Svo, extra cloth boards, and lettered, price il. IQt. 

*«* A List of the subjects amply and practically treated of, and of the principal 

contributors, will be forwarded on application. 

"A compendioua encyclopeedia of militaiy knowledge, to which we are greatly indebted."— • 
Edinburgh, RetrieWy April, 1864. 

"The moat comprehensiTO work of reference to the military and collateral sciences. Among the 
list of conhibutors, some seventy-seven in number, will be found names of the highest distinction 
in the services. . . . The work claims and possesses the great merit tliat by far the larger portion 
of its subjects have been treated originally by the practical men who have been its contributors." 
— Volunteer Service Qazetie. 

ALBAN, Dr. ERNST. 

THE HIGH-PRESSURE STEAK ENGINE : an Exposition of its Compa- 
rative Merits, and an Essay towards an Improved System of Construction, 
adapted especially to secure Safety and Economy. By Dr. Ebnst Alban, 
Pral^ical Machine Maker, Plau. Mecklenberg. Translated from the German, 
with Notes, by Wu. Pole, C.£.^ F.R.A.S., Assoc. Inst. C.£. With 28 fine 
plates, 8vo, 16s. 6(2. cloth. 

ARUNDELL, W. 

A PRACTICAL TREATISE on THE LAW RELATING to MINES and 
MINING COMPANIES. By Whittok Abundell, Attomey-at-Law. Crown 
8vO| As, doth. 

BEAZELEY, ALEX. 

TABLES OF TANGENTIAL ANGLES AND MULTIPLES for setting out 
curves from 5 to 200 radius. By Alexandeb Beazelet, M. Inst. C.E. 
Printed on 48 cards, and sold in a cloth box, waistcoat- pocket sise, price 3«. 6d, 

** Each table is printed on a small card« which, being placed on the theodolite, leaves the hands 
ft'ee to manipulate the instrument — ^no small advantage as regards the rapidity of work. They are 
olearly printed, and compactly fitted into a small case for the pocket— «n arrangement that will 
recommend them to all practical mea"— Engineer. 

** Very handy : a man may know that all his day's work must fall on two of these cards which 
he puts into his own card-case, and leaves the rest behind." — Athejuieum, 



BUCK, GEO. W. 

A PRACTICAL AND THEORETICAL ESSAY ON OBLIQUE BRIDGES, 
with 18 large folding Plates. Bt Geo. Waxson Buck, M. Inst. C.E. Second 
edition, corrected, by W. H. Barlow, M. Inst. C.K Imperial Svo, 12«. doth. 

BUILDER'S AND CONTRACTOR'S PRICE BOOK. 

LOCKWOOD and CO.'S (formeriy WEALE'S) BUILDER'S and CON- 
TRACTOR'S PRICE BOOK, published annually. ConUining the latest 
Prices for Work in all branches of the Building Trade, with Items numbered 
for easy reference, and an Appendix of Tables, Notes, aud Memoranda, 
arranged to afford detailed information commonly required in preparing 
Estimates, &c. Edited by Geoboi R. Bubnbll, F.G.s1, F.S.A.y kc, Civil 
Engineer and Architect. 12mo, it, cloth, lettered. 

*»* This Book is now the universally recognised arbitrator in tho settlement of disputed 
accounts. The present Edition has been thoroughly revised ; everjr line and flgiira has been 
carefully considered and compared with existing Price Lists. Not bemg printed from stcreotyxw 
plates year after vear, as is the case with other books of tho kind, errors arc not perpetuated, 
and the opportunity is taken in every reprint to introduce current prices and other desirable 
improvements. 

CARR, JOHN, M.A. 

A SYNOPSIS of PRACTICAL PHILOSOPHY. By the Rev. John Cahb, 
M.A., late fellow of Trin. ColL, Cambridge. Second edition. 18mo, 6s, cloth. 



WORKS PUBLISHED BY LOCKWOOD & CO. 



BURN, R. SCOTT. 

THE LESSONS OF HT FARM; a Book for Amateur AgriculturiatB, being 
an Introduction to Farm Practice, in the Culture of Crops, the Feeding of 
Cattle, Management of the Dairy, Poultry, and Pigs, and in the Keeping of 
Farm-work Records. By Robsbt Scott Burn, Editor of *'The Tear Book 
of Agricultural Facts," and one of the Authors of " Book of Farm Imple- 
ments and Machines," and ''Book of Farm Buildings." With numerouB 
illustrations, fcap., 6f. cloth. 

'* A very lueAil little book, written in the livolv style which will attract the amateiir daa to 
whom it iB dedicated, and contains much sound advice and accurate description." — Athencaun. 
** A most complete introduction to the whole round of fanning practice."— /oAn 3uU. 

CARPENTER'S (THE) NEW GUIDE, 

Or, BOOK OF LINES FOR CARPENTERS, comprising all the Elementary 
Principles essential for acquiring a knowledge of Carpentry, founded on the 
late Pbteb Niohoiaon's standard work. A new edition, revised by Arthur 
AsHFiTBL, Aroh. F.S.A., together with Practical Rules on Drawing, by Qjeorqb 
Pynx, Artist With 74 plates, 4to, I^. U. cloth. 

CHAMBERS' CIVIL ARCHITECTURE, by GWILT. 

A TREATISE ON THE DECORATIVE PART OF CIVIL ARCHI- 
TECTURE. By Sir William Chambers, K.P.S., F.R.S., FRA.. F.R.aS. 
With Illustrations, Notes, and [an Examination of Grecian Architecture. 
By Joseph Qwilt, F.S.A. New and Cheap Edition, revised and edited 
by W. H. Leeds. With 65 PUtes and Portrait of the Author. Royal 4to, 
11, la cloth. 

*«* A new edition of this standard architectural work (which has already 
passed through several high-priced issues), so cheap as to place it within the 
reach of the humbler classes of students and practical men, and at the same 
time BO carefully edited and well executed as to make it worthy of a place on 
the shelves of the more opulent, cannot fail to be received as a boon by tht 
professional public at large. 

COMPLETE GRAZIER, The, 

AND FARMER'S AND CATTLE BREEDER'S ASSISTANT. A Compen- 
dium of Husbandry, especially in the departments connected with the breed- 
ing, rearing, feeding and general management of stock, the management of 
the dairy, etc. ; with directions for the culture and management of grass land, 
of grain and root crops, the arrangement of farm offices, the use of implements 
and machines ; and on draining, irrigation, warping, &c., and the application 
and relative value of manures. By WILLIAM YOUATT, Esq., V.S., Member 
of the Royal Agricultural Society of England ; Author of *' The Horse,** 
'' Cattle," &c. Eleventh Edition, enlarged, and brought down to the present 
requirements of agricultural practice, by ROBERT SCOTT BURN, one of the 
Authors of "The Book of Farm Implements and Machines," and of *'The 
Book of Farm Buildings," Author of " The Lessons of My Farm," and Editor 
of *' The Year-Book of Agricultural Facts." In one large 8vo volume, 784 pp., 
with 215 Illustrations. Price 1/. 1«., strongly half-bound. 

" The standard, and toxt-book, with the farmer and graxlor." — Farmer's Magaxim. 

"A treatise which will remain a standard work on the subjeot as long as British agriculture 
endures." — Mark Lane Bxpren. 

" It il^ in fact, a compendium of modem husbandry, embracing a condse accouut of all the 
leading Loaprovements of the day." — IXeui Sporting Magazine. 

COTTAGES, VILLAS, AND COUNTRY HOUSES. 

DESIGNS and EXAliPLES of; bemg the Studies of several eminent Archi- 
tects and Builders, consisting of plans, elevations, and perspective views ; 
with approximate estimates of the cost of each. In 4 to, 67 plates^ price 
1^. la doth. 
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DELAMOTTE, F. 

A PBIMSa OF TH£ ART OF ILLUMIlirATION ; for the use of be^en, 
with a mdimentary treatise on the art, pmotioal directioiui for ite esberoise, and 
numerouB examplei^ taken from illuminated MSB., and printed in QOLD and 
COLOURS. By F. Delahotth. Small 4Ao» prioe 9li. Elegantly boundt doth 
antique. 

'* A handy book, beautifully OluBtrated ; the text of which is well writian, and calculated to be 
useful. . . . The exunples of ancient MSB. reoommended to the student, which, with much 
good sense, the author chooses from collections accessible to oil, are selected with judgment and 
knowledge, as well as taato."-^^Athmceum. 

" Modestly called a Primer, this little book has a good title to be esteemed a maniud and guide 
book in tiie study and practice of the different styles of ornamental lettering, used by the araatic 
transcribers of jtaai centuries. . . . An amateur may with this silent precc^itor learn the whole 
art and mystery of illimiination."— Spectator. 

** The volume, very beautifully got up, is as ornamental as it is useful, and we can heartily 
recommend it to the notice of those who wish to become proficient in the Art"— .By^uA CJkurck- 
num. 

<* Wo are able to recommend Mr. Delamotte's Treatise on Illumination to aU who desire to 
become practically acquainted with the Art. The letter-press is modestly but judiciously written ; 
and the illustrations, which are niuncrous and well chosen, are beautinilly printed in gold and 
colomn. " — Bceletioloffut. 

DELAMOTTE, F. 

ORNAMENTAL ALPHABETS, ANCIENT ANP MEDIEVAL, from 
the eighth century, with numerals. Including Gk>thic, Church-Tezt, lai^e and 
small ; Qerman, Italian, Arabesque, Initials for Illumination, Monograms, 
Crosses, &c., &c., for the use of Architectural and EngineenngDraughtemen, 
Missal Painters, Masons, DecoratiTe Painters, Lithographers, EngraTers, Car- 
vers, &c., &c., &c Collected and Engraved by F. Dilauottb, and printed 
in Colours. Royal 8vo, oblong, price is. cloth. 

" A well-known engraver and draughtsman has enrolled in this useilil book the result of many 
years' study and research. < For those who insert enamelled sentences round gilded cbalioea, who 
bla«m shop legends over shop-doors, who letter church walla with pitk^ sentences fktnn the Deca- 
logue, this book will be useful. Mr. Delamotte's book waa wanted.*^— AttoKwtet. 

DELAMOTTE, F. 

EXAMPLES OF MODERN ALPHABETS, PLAIN AND ORNAMENTAL, 
Including German, Old English, Saxon, Italic, Perspective, Qreek, Hebrew, 
Court Hand, Engrossing, Tuscan, Riband, Gothic, Rustic, and Arabesque, 
with several Original Designs, and an Analysis of the Roman and Old Engliah 
Alphabets, Large and Small, and Numerals, for the use of Draughtsmen, Sur* 
veyors, Masons, Decorative Painters, Lithographers, Engravers, Carvers, &c. 
Collected and Engraved by F. Dblamotte, and printed in Colours. Royal 
8vo, oblong, prioe i». cloth. 

*'To artists of all classes, but more especially to architects and engravers, this very handsome 
book will be invaluable. There is comprised in It every possible e£ape into which the letters 
of the alphabet and numenJs can be fbrmed, and the talent which has been expended in the 
conception of the various plain and ornamental letters is wonderful,"— iStatictoi^. 

DELAMOTTE, F. 

MEDIEVAL ALPHABETS AND INITIALS FOR ILLUMINATORa By 
F. Dblauotts, Illuminator, Designer, and Engraver on Wood. Coutainiug 
21 Plates, and Illuminated Title, printed in Gold and Colours. With an In- 
troduction by J. Willis Bbooks. Small 4to, 6s, cloth, gilt. 

"A volume in which the letters of the alphabet come forth glorified in gilding and all the 
ooloiu« of the piism interwoven and intertwined and intermingled, sometimes with a sort of 
rainbow arabesque. A poem emblaaoned in these ohaxaoten would be only comparable to 
one of those dehdous love letters aymboUsed in a bundi of floweoca wqU selected and deverly 
arranged. "'^Uun. 

DELAMOTTE, F. 

THE EMBROIDEREB'S BOOK OF DESIGN, containing Initials, Emblems, 
Cyphers, Monograms, Ornamental Borders, Eoolesiaatioal Devices, Medieval 
and Modem Alphabete and National Emblems^ Collected and Engraved by 
F. Delakotte, and printed in Colours, oblong royal 8yo, price 2«» td. in 
ornamental boards. 
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DEMPSEY, G. D. 

THB PRACTICAL RAILWAY ENGINEER. A Concise Description of the 
Engineering and Mechanical Operations and Stmctores which are combined 
in the Formation of Railways for Public Traffic ; embracing an Account of 
the Principal Works executed in the oonstruction of Railways ; with Fkcts, 
Figures, and Data, intended to assist the Civil Engineer in designing and 
executing the important Details required. By Q. Dbtbdaui Djemfsbt, CE. 
Fourth Edition, revised and greatly extended. With 71 double quarto plates, 
72 woodcuts, and Portrait of Qeobgb SsBTHiMaoM. 1 laige toL 4to, 
21. 128. 6d. cloth. 

DOWLING, C. H. 

A SERIES OF METRIC TABLES, in which the British Standard Measures 
and Weights are compared with those of the Metric system at present in use 
on the Continent By C. H. DowLUia, C.E. 8vo, 10s. 6d., stirongly bound. 

'* Mr. Dowling's Tftblos. which are well put toffother, come Jiist In time as a ready reckoner for 
the oonTersion of one system into the other." — Aihenaum. 

** Their accuracy has been certified By Professor Airy, the Ajstronomer RoyaL^^-JhtUcbr. 

" Resolution S, — That advanta^^e -will be derived from the recent publication of Metrlo l^nbles, bj* 
C. H. Dowling, C.IR.*'— Report of Section. F. Brituk Attociation, Bath. 

"We believe these Tables to be thorougnly reliable." — Cit>U Bnffineer and ArthiUctt^ Journal. 

DOWSING, WM. 

THE TIMBER MERCHANT'S AND BUILDER'S COMPANION, contain. 

ing New and Copious Tables of the Reduced Weight and Measurement of 

Deals and Battens, of all siaes, from One to a Thousand pieces^ and the relative 

price that each size bears per Lineal Foot to any given price per Petersburg 

Standard Hundred; the price per Cube Foot of square Timber to any g^ven 

price per Load of 50 feet; the proportionate value of Deals and Battens by the 

Standard, to Square Timber by the Load of 50 feet, the readiest mode of 

ascertaining the price of Scantling per Lineal Foot of any sue, to any given 

figure per Cube Foot. Also, a variety of other valuable information, useful to 

all parties concerned or interested in the buying or selling of Foreign Timber. 

By William Dowsing, Timber Merchant. Second Edition. Crown 8vo, Sv. cloth. 

" Bvery timber merchant and builder, all persons engaged in cairying wood, where it is 
requinite to ascertain its weight, — ^indeed^ every person who has to do wiUi wood,--ouglU; to have 
this Companion." — HuU Advertiter. 

EVERY MAN'S OWN LAWYER : 

A HANDY BOOK OF THE PRINCIPLES OP LAW AND EQUITY. 
By a Barrister. Fifth Edition, much enlarged, and brought down to end 
of 1866 session. 12mo, price 6t.Sd. (saved at every consultation), strongly 
bound in cloth. Comprising the Rights and Wrongs of Individuals, Mercan- 
tile and Commercial Law, Criminal Law, Parish Law, County Court Law, 
Qame Laws, the Laws Of 



Bakkbuptcv. 
Bets ani} Wagers. 

BiLIfi OF EXCUAXtrE. 
COMTILACTB. 

CoPYRioHT, Patents, Etc. 
Elbctionu. 



iKSxnjANCR, Marino, Fire, ^ Lifo. 
Libel and Slander. 
Marriaob and Divorce. 
Merchant Buippino. 
mortoaoes. 
Settlements. 



Stock Exchanoz Practice. 
Trespabs, MuiaAjccKB. Etc. 
Transfer of Land, Etc. 
Warranty. 

WiLiA and Aorkeuents. 
Etc. Etc. 

Also Law for 

Landlord and Tenant— Master and Servant — Husband and Wife— BzecutorB and Trustees— 
Guardian and Ward— Married Women and Infants— Partnera and Agents — Lender and Borrower 
— Debtor and Creditor— Purchaser and Vendor — Companies and Associations — Friendly Societies — 
Cleraymen, Churchwardens, Etc.-*Medical Practitioners, Etc.— Bankers— FsnuerB—uontractors — 
Stock and Share Brokers—Sportsmen — Gamekeepers— Finrriers and Horse-dealeirs— Auctioneers, 
House-Agents— Innkeepers, Etc. — ^Bakers, Millers, Etc. — ^Pawnbroken— Surveyors, Catrlers—Con- 
stables— Labourers— Seamen, Soldiers, Etc. 

OPINIONS OP THE PRESS. 

"What it professes to be, a complete epitome of the laws of this country."— ^&ir« L^e. 

" A clearly-wurded and explicit manual, containing information that must be useful to every- 
body." — Meehanicif Maacuine. 

"This is a work which hss long been wanted, which is tborou^y well done, and which we 
most cordially recommend to our re&ders."-^Sunday Timtt. 
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FAIEBAIRN, WM. 

IRON ; its History, Properties, and Proceoses of Manufacture. By Williav 

Faibbairn, C.E., LL.D.; F.R.S., &c. With numerous Woodcuts. Post Svo, 

price 6«. cloth. 

" A scientific work of the first class, whose chief merit lies in brinfi;in£f the more important facta 
coxmected with iron into a small compass, and within tho comprehension and the means of all 
persons engaged in its manufiicturo, sale, or uso." — Mechanics' Magcuine. 

GRAHAM, ALEX. J. S. 

A MANUAL ON EARTHWORK. By Alex. J. S. Gbaham, C.E., Resident 
Engineer, Forest of Bean Central Railway. With numerous Diag^nuns, 18mo, 
28. 6d. cloth. 

" Wo can cordially recommend the work to the notice of our readers."— >5ia/(fifu;r News. 

" As a rcallv handy book for reference, we know of no work equal to it ; and the Railway Engi- 
neers and others employed in tho measurement and calculation of earthwork will find a great 
amount of practical information very admirably arranged, and available for general or rou^h esti- 
mates, as woU as for the more exact calculations requJrea in the Engineers' Offices."— ^rfuan. 

GRAND Y, R. E. 

THE TIMBER IMPORTER'S, TIMBER MERCHANrS, and BUILDER'S 
STANDARD GUIDE. By Rxchabd E. Grandy, 12mo. price 7*. 6d. cloth. 
Comprising — For the Timber Importer arid Merchant : An Analysis of Deal 
Standards, Home and Foreign, with comparative Values and Tabular Arrange- 
ments for Fixing Nett Landed Cost on Baltic and North American Deals 
including all intermediate Expenses, Freight, Insurance, Duty, kc ; also 
Practical Methods and Examples for Reduction, embracing Solid, Lineal, 
Numerical and Superficial Quantities, Prices, &c. A Complete Exposition of 
the Square Timber Trade, North American and Baltic; with Percentage 
Differences on String, Caliper, Cubic, and Running Measurements. Also 
Tabular Matter, with Nett Landed Cost, including all intermediate Expenses, 
constructed on the data of a progi*e8siye Rate for First Cost in Dollars, 
Currency, or Sterling. American and Baltic Lath wood, StaTes, &a, with 
particulars of Freights, Duties, Expenses, and Measurements, United States 
Exchange and Canadian Currency ; with Examples. For the Retailer and 
JBudlder : Copious Information, with Tables setting forth Nett Cost of Mate- 
rial and Workmanship to Builder or Manufacturer on Flooring, Sheeting, 
Joistiug, Skirting, Doors, Windows, Architraves, &c. per Square, Piece, 
Superficial or Lineal Measurement, Brickwork, Stonework, Excavations, 
Slating, Tiling, Metal Pillars, Lead, Zinc, Corrugated Iron, Roofing FeU, 
Cisterns, Painting, Papering, Builders' Ironmongery, &c. 

** This very useful volume." — Builder. 

" The tables comprised in this work must afford matenal assistance to the timber merchant." 
— Mechanic's Magaxine. 

** A vast number of very valuable tables for the timber importer and consumer/' 

Practical Mechanics^ Journal, 

** A handy little guide to the timber trade. . . . The information is very complete." 

JhU>lin Builder. 

" Everything it pretends to be : built up gradually, it leads one from a forest to a trenail, and 
throws in as a makeweight, a host of material concerning bricks, columns, cisterns, &c. — all that 
the class to whom it appeals requires." — English Mechanic. 

** Tho only dilficulty we have is as to what is mot in its paires. What we have tested of the 
contents, taken at random, is invariably correct."— /^{iM^rtKeot Builder's Jowjial. 

GRANTHAM, JOHN, C.E. and Naval Architect. 

ON IRON SHIP-BUILDING, with Practical Examples and Details, in 
twenty-four plates, together with separate text containing Descriptions, Expla- 
nations, and General Remarks, for the use of Ship-owners and Ship-builders. 
By John Grantham, C.E., Consulting Engineer and Naval Architect. Fourth 
Edition. The plates of the present Work have been prepared, and the subjects 
drawn, in elevatioD, plan, and detail, to a scale useful for immediate practice, 
in a folio size, with figui'ed dimensions, and accompanied by a small Volume 
of text (which may be had separately, price 2s. 6d). Price 1^ 5s. complete 
— the plates in wrapper, folio, and the text in 12mo, red cloth limp. 
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GREGOEY, Dr. OLINTHUS. 

MATHEMATICS for PRACTICAL MEN ; being a Common Place Book of 
Pure and Mixed MathematioB> designed chiefly for the use of Civil Engineers, 
Architects, and Surveyors. By Olinthub Qbioobt, LL.D., F.R.A.S. Enlaiged 
by HcNBT Law, Civil Engineer. Fourth Edition, carefully revised and cor- 
rected by J. R. YouKQ, formerly Profefsor of Mathematics, Belfiut College ; 
Author of "A Course of Mathematics," &c. With 13 plates, medium 8vo, 
11. If. cloth. 

CONTENTB. 



PART I.— PURB MATHEMATICS. 

Chapter I.— >Arithmbtic. 1. Definition of nota- 
tion — 3. Addition of whole nvimbera — 3. Sub- 
traction of whole numbers — 4. Multiplication 
of whole niunbem — 5. Division of whole num- 
bers — proof of the first four rules of arithme- 
tic — 5. Vulgar fractions ; reduction of vulgar 
fVactions ; addition and subtraction of vulgar 
fractions ; multiplication and division of vul- 
gar fractions — 7. Decimal (hkctlons ; reduction 
of decimals ; addition and subtraction of deci- 
mals : multiplication and division of decimals 
— 8. Complex fractions used in the arts and 
commerce ; reduction ; addition ; subtraction 
and multiplication; division; duodecimals^ 
9. Powers and roots; evolution — 10. Propor- 
tion ; rule of three ; determination of ratios— 
11. Logarithmic arithmetic ; use of the tables ; 
multi^cation and division by Ic^iarlthms ; 
proportion, or the rule of three by logarithms ; 
evolution and involution by logarithms — 12. 
Properties of numbers. 

Chap. II. — Alobbra. 1. Definitions and notation 
— 2. Addition and subtraction — 3. Multiplica- 
tion — i. Division — 6. Involution— 6. Evolution 

7. Surds ; reduction ; addition, subtraction, 
and multiplication ; division, involution, and 
evolution — S. Simple equations ; extermina- 
tion ; solution of goneral problems ; 9. Quad- 
ratic equations — ^10. Equations in goneral — 11. 
Progression; arithmetical progrMsion; goo- 
metrical progression — 12. Fractional and nega- 
tive oxponents^lS. Logarithms — 14. Compu- 
tation of formulsa. 

Chap. III.— Oeometry. 1. Definition— 3. Of 
angles and right lines, and their rectangles — 

8. Of triangles— 4. Of quadrilaterals andpoly- 
gons — 5. Of the circle, and inscribed ana cir- 
cumscribed figures — 0. Of planes and solids — 
7. Practical Geometry. 

Chap. IV. — Mensdratiok. 1. Weights and Mea- 
sures— i. Measures of length ; it Measiu«s of 
surface ; lil. Measures of solidity and capacity : 
iv. Measure of weight ; v. Angular measure ; 
vi. Measure of time; comparison of English 
and Frmch weights and measures — 2. Mensu- 
ration of superficies — S. Mensuration of solids. 

Chap. V. — ^Triqonomctky. 1. Definitions and 
trigonometrical formulfi)^2. Trigonometrical 
tables — S. General propositions— 4. Solution 
of the cases of plane triangles ; right-angled 
plane triangles — 5. On the application of trigo- 
nometnr to measuring heights and distances ; 
detormmation of heights and distances by 
approximate mechanical methods. 

Chap. VI.— CoNio Sections. 1. Definitions — 2. 
Properties of the ellipse ; problems relating to 
tho ellipse— 8. Properties of the hyperbola; 
problems relating to the hyperbola---4. Pro- 
perties of the parabola ; problems relating to 
th) parabola. 

Chap. VIL— PROPBBTiflB OF Curves. I. Defl- 
nitiona— 2. The conchoid— 3. The cisaoid— 4. 
Xhe cycloid and epicycloid — 6. The quadratrix 



—4i. The catenary ; tables of relatloDfl of cate- 
xuuian curves. 

PART II.— MIXED MATHEMATICS. 

Chapter I. — Mechanics in General. 

Chap. II. — Statics. 1. Statical equilibrium — 2. 
Centre of ffravity— 8. General application of 
the principles of statics to the oqtdlibrium of 
structures ; equilibrium of piers or abutments ; 
pressiiro of earth against walls ; thickness of 
walls ; equilibrium of polygons ; stability of 
arches ; eouilibrium of suspension bridges. 

Chap. III. — ^Dynamics. 1. General definitions — 
2. On the general laws of uniform and vari- 
able motion ; motion unlformlv accelerated ; 
motion over a fixed pulley ; motion on inclined 
planes ; motion of bodies under the action of 
gravity — 3. Motions about a fixed centre, or 
axis; centres of oscillation and percussion; 
simple and compound pendulums ; centre of 
gyration, and the principles of rotation : cen- 
tral forces ; inquiries connected with rotation 
and central forces— 4. Percussion or collision 
of bodies in motion-^. On the mechanical 
powers ; levers ; wheel and axle ; pulley ; 
inclined plane ; wedge and screw. 

Chap. IV.— Hydrostatics. 1. General defini- 
tions — 2. Pressure and eouilibrium of non- 
elastic fluidar-3. Floating Dodie»—l. Specific 
gravities — 6. On capillaiy attraction. 

Cmip. v.— Hydrodynamics. 1. Motion and efflu- 
ence of liquids — 2. Motion of water in conduit 
]>ipes and open canals, over weirs, Ac. ; veloci- 
ties of rivers — S. Contrivances to measure the 
velocity of running waters. 

Chap. VI.— Pneumatics. 1. Weight and equili- 
brium of air and elastic fluids — 2. Machines 
for raising water by the pressure of the 
atmosphere— 3. Force of the wind. 

Chap. VII. — Mechanical Agents. 1. Water as 
a mechanical agent — 2. Air as a mechanical 
M^ent; Coulomb's experiments— 3. Mecha- 
meal agents depending upon heat ; the steam 
engine ; table of pressure and temperature of 
steam; seneral description of the mode of 
action of the steam engine ; theory of tho 
steam engine ; description of the various 
kinds of engines, and the formules for calcu- 
lating their power; practical application of 
the loresoing formuue— 4. Animal strengtii 
as a mechanical agent. 

Chap. VIII. — Strength op Materials. 1. Re- 
smts of exxMriments andprinciplesupon which 
they should be practically applied — 2. Strength 
of materials to resist tenule and crushmg 
strains ; strength of columns — 3. Elasticity an3 
elonratlon of bodies subjected to a cruahmg or 
tensue strain — L On the strength of nuitmals 
subjected to a transvene strain ; longitudinal 
form of beam of uniform stit>ngth ; transverse 
strength of other materials tlum cast iron ; the 
strength of beams according to the manner in 
which the load is distributed— 6. Elasticity of 
bodies subjected to a transverse strain—^. 
Strength of materials to resist torsion. 



APPENDIX OF COPIOUS LOGARITHMIC AND OTHER TABLES, Ac. Ac 
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HASKOLL. W. D., Civil Engineer. 

EXAMPLES OF BEIDaE AND VIADUCT COKSTRUCTION OF 
MASONRY, TIMBER, AND IRON; from the Contract Drawings or Admea- 
Borementa of select Works. By W. Davis Haskoli^ C.E. With 40 Plates, 
imp. folio, price 21. 2s. in wrapper, olotil bade. 

HAWKINGS, JAMES. 

THE TRADESMAN'S GUIDE to SUPERFICIAL MEASUREMENT. 
Tables calculated from 1 to 200 inches in length, by 1 to 108 inches in 
breadth. For Architects, Snrreyors, Engineers, ^mber Merchants, Builders, 
Carpenters, Upholsterers, Coach Makers, Looking and Crown Glass Dealers, 
Painters, Stonemasons, &c By James Hawkinos. Fcp. 8«. 6^. cloth. 

HUDSON, R., Civil Engineer. 

THE LAND VALUER'S BEST ASSISTANT : being Tables, on a very much 
improved Plao, for Calculating the Value of Estates. To which are added, 
Tables for reducing Scotch, Irish, and Provincial Customary Acres to Statute 
Measure ; also, Tables of Square Measure, and of the vsaiious Dimensions of 
an Acre in Perches and Yards, by which the Contents of any Plot of Ground 
may be ascertained without the expense of a regular Survey ; Miscellaneous 
Tables, ^. By R. Hodbon, Civil Engineer. New Edition, with Additions 
and Corrections, price 4«., strongly bound. 



(« This now edition includes tables for asoertaining the value of leaaea for any term of yean ; and 
fbr showing how to lay out plote of ground of certain aorea in forms, square, round, Ac., with 
valuable rules for asoertaining the probable worth of standing timber to any amount ; and is of 
incalculable value to the country gentleman and profeaBlonal man."— /'af*»i«f'« Journal 

HUMBER, WM. 

A COMPLETE and PJIACTICAL TREATISE on CAST and WROUGHT 
IRON BRIDGE CONSTRUCTION, including Iron Foundations. In Three 
Parts — Theoretical, Practical, and Descriptive. By William Humbsb, Assoc. 
Inst. C.E., and M. Inst. M.E. Second Edition, in 2 Vols. imp. 4to, with 95 
Double Plates and 287 pages of Text, price 6/. IQt. 6d.f half-bound in morocco. 

" A very valuable contribution to the standard literature of civil onginoering. In addition to 
elevations, plans, and sections, largo scale details are given, which very much enhance the instruc- 
tive worth of these illustrations. No engineer would willingly bo without so valuable a fund of 
information." — Civil Enginter and ArdiiteeL » JoumaL 

"Mr. number's stately vcdumes lately issued — in which the most important bridges ereoted 
during the last five yearn, under the directions of the late Mr. Brunei, Sir W. Cubitt, Mr. Hawk- 
shaw, Mr. Page, Mr. Fowler, Mr. Hemans, and others among our mo»t eminent engiueen, are 
drawn and specified in great detail "—Jai^ncer, Nov. 29, 1861. 

HUMBER, WM. 

A RECORD OP THE PROGRESS OP MODERN ENGINEERING, 1868; 
comprising Civil, Mechanical, Marine, Hydraulic, Railway. Bridge, and other 
Engineering Works. With Essays and ReTiewa. Edited by William 
HuMBER, Assoc. Inst. C.E., and Memb. Inst. M.E., Author of "A Complete 
and Practical Treatise on Cast and Wrought Iron Bridge Construction." 
Imperial 4 to. Illustrated with 36 Double Plates, and a Photographic Portrait 
of John Hawkshaw, Esq., F.R.S., late President of the Institution of Civil 
Engineers. Price Zh 8«., half-bound in morocco. 

'*11ie large platea illustrating the works which have been selected by the Editor for the first 
examples of modem engineering progress are well executed, and the text is devoted to the specifi- 
cation* issued by the engineers, and upon which the tenders for the execution of the works vren 
based. A usefol selection of good examples wiU give a high character to the ' Record of the Pro- 
gress of Modem Engineering.^** — Artitan^ April, 1868. 

*' Mr. Humber has now completed his first Annual Volume. It consists of a goodly number of 
idstes of large sise, principally relating to railway bridges, roofh, station buildings, and works of a 
similar character. '*—iir<tMn, Feb. 1864. 

<• Handsomely lithogiHphed and printed, it will find fovour with many who desire to preserve in 
a permanent form copes of the plains and specifications prepared for the guidance of the contraetors 
for many important engineering works."— J5k|rin«rr. 

%* This WoriL will be continued annually. 
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INSTANT RECKONER, The, 

Showing thd Value of any Quantity of Gk>od8, inoluding Fractional Parts of a 
Pound Weighty at any pitoe from One Farthing to Twenty Shillingn : with an 
Introduotion, embracing copious Notes of Coins, Weights, Measures, and other 
Commeroial and Useful Information ; and an Appendix oontaining Tables of 
Interest^ Salaries, Commission, &c. 24mo, 1«. (5aE» cloth ; or 2t, leather. 

MURRAY, ANDREW and ROBERT. 

SHIP-BUlLDINa IN IRON AND W^OD. By Ain>RKW Mubbat, 11I.C.E., 
Chief Engineer and Inspector of liaohinery of H. M.*s Dockyard, Portsmouth ; 
and STEAM SHIPS, by Robbrt Mubrat, C.E., Engineer Surveyor to the 
Board of Trade. Second Edition, in 1 vol. 4 to, with 28 Plates and numerous 
Woodcuts, price lis. cloth. 

" Indispensable in the office of the naval architect."— Practical MedutnicB* Journal. 
"Ought to be in the handjB of every shipbuilder or shipwright." — Sunderland Herald, 

NOAD, HENRY M., Ph.D., F.C.S. 

A MANUAL OF ELECTRICITY; including QalTanism. Magnetism, Dia- 
magnetism, Electro-Dynamics, Magno-Electricity, and the Electric Telegraph. 
By Hknbt M. No ad, Ph.D., F.C.S., Lecturer on Chemistry at St. Geoi^e's 
HospitaL Fourth Edition, entirely re-written. Illustrated by 500 woodcuts. 
In two Parts. Part I. Elbotbicitt and Galyanism. Part II. Maonbtism 
and the Electbio Tblxgbaph. Complete in 1 vol., 8vo, II. 4s. cloth. 
N.B. — Thb Sbcond Pabt may be had separately, price 10«« 6d. doth. 

"lliis publication fully bears out its title of Manual.' It discusses in a satisfactory manner 
electricity, frictional ana voltaic, thermo-electricity, and electro-physiolc^. To diffuse con*ect 
views of electrical sdonce, to make known the laws by which this mysterious force is regulated, 
which is the intention of the author, is on important task." — Athenctum. 

"It is worthy of a place in the library of every public institution, and we have no doubt it wiU 
be deservedly patronised by the scientific oommumty." — Mining Journal. 

NEVILLE, JOHN. 

HYDRAULIC TABLES, CO-EFPICIENTS, and FORMULA for finding 
the Discharge of Water from Orifices, Notches, Weirs, Pipes, and Rivers, By 
John Neyille, Civil Engineer, M.R.I.A. Second Edition, with Extensive 
Additions, New Formulie, Tables, and General Information on Rain-fall, 
Catchment-Basins, Drainage, Sewerage, Water Supply for Towns and Mill 
Power. With numerous Woodcuts, 8vo. 16& cloth. 

NOEMANDY, A. 

THE COMMERCIAL HANDBOOK OF CHEMICAL ANALYSIS; or 
Practical Instructions for the determination of the Intrinsic or Commercial 




Analyai 
Second and cheaper Edition, post 8vo, 9s. doth. 

" We i-ecommend thia book to the careful perusal of every one ; it may be truly affirmed to be of 
universal interest." — Medical Tiin«9. 

** The author has produced a volume of suipassinfir interest, in which he describes the chaiacter 
and properties of 400 different articles of commerce, the subst'uices by which they are too frequently 
adulterated, and the means of their detection."— Jl^inin^r Journal. 

PYNE, GEORGE, 

PRACTICAL RULES ON DRAWING FOR THE OPERATIVE BUILDER 
AND YOUNG STUDENT IN ARCHITECTURE. By Qbobgb Ptnb, 
Author of a Rudimentary Treatise on PenpectiTe for Beginners. With 14 
plates, 4 to, 7«. 6d. boards. 

OOMTENTB, 



1. Practical Rules on Drawing,— Outlines. 

2. Ditto, — ^the Grecian and Roman Orders. 

3. Practical Rules on Drawing,— Ferspeotive. 



4. Practical Riiles on liffht and Shade. 

5. Practical Rulea on Colour. 

iio. 4c. 
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RYDE, EDWARD. 

A GENERAL TEXT BOOK FOR ARCHITECTS, ENGINEERS, SUR- 
VEYORS, SOLICITORS, AUCTION^RS, LAND AGENTS, AND 
STEWARDS^ in all their seyeral and yaried profesaional occupations; and for 
the aasistance and guidance of Country Gentlemen and others engaged in. the 
Transfer, Management, or Improrement of Landed Property. Together with 
examples of Villas and Country Houses. By Edward Rtde, Ciyil Engineer 
and .Land Surveyor. To which are added several chapters on A gri cultare 
and Landed Property, by Professor Dokaldson, Author of several Works on 
Agriculture. With numerous engravings, in 1 thick vol. 870, price 1^. 8«. cloth. 

CONTEITTS. 



Chap. I.— Arithmbtio. 

Chap. II. — Flake and Solid GEorETRV. 

Chap. III.— Mekburation. 

Chap. IV. — ^Trioomombtry. 

Chap. V. — Conic BEcrioNii. 

Chap. VI. — Land Measuring. Including Table 
of DecimaU of an Arc — ^Table of Land If ea- 
Bure, by dimonsionB taken in yards. 

Chap. VII. — Lavd Burvbyino. 1. Parish and 
Estate Surveying — 2. Trigonometrical Survey- 
ing — 3. Traverse Surveyuig — i. Field Instru- 
ments — the Prismatic Comx>ass; the Box 
Sextant ; the Theodolite. 

Chap. VIII. — ^Levelling. Levelling Instru- 
ments. The Spirit Level ; the Y Level ; 
Troughton's Level; Mr. Oravatt's Level; 
LevoUing Staves — ^Examples in Lavelling. 

Chap. IX. — Plottino. Embracing, the Circular 
Protractor— the T Square and Semiciruular 
Protractor — Plotting Sections. 

Chap. X. Computation of Areas. The Pedl- 
ometer— the Computing Scale — Computing 
Tables. 

Chap. XI.-~CoPYiNO Maps. Including a de- 
scription of the Pentagraph. 

Chap. XII.— Railway Survsyino. 1. Explora- 
tion and Trial Levels ; Standing Orders — 2. 
Proceedings subsequent to the Passing of the 
Act; Tables for Setting out Curves; Tables 
for Setting out Slopes ; Tables of Relative 
Gradients ; Specification of Worlcs to be ex- 
ecuted in the Construction of a Railway; 
Form of Tender, 

Cliap. XIII. —Colonial Survevino. 

Chap. XIV. — Hydraxtlics in connection with 
Drainage, Sewerage, and Water Supply — 
with Synopsis of Ryde's Hydraiillc Tables- 
Specifications, Iron Pipes and Cast-iron Pipes 
and Castings ; Stone Ware Drain Pipes ; Pipe 
Laying, Reservoir. 

Chap. XV.— Timber Measuring. Including 
Timber Tables, Solid Measure, Unequal Sided 
Timber ; Superficial Measure. 

Chap. XVI. — Artipicerb' Work. 1. Bricklayers' 
and Excavators' — 2. Slaters'— 3. Carpeutera' 
and Joiners' — i. Sawyers' — 5. Stonemasons' — 

6. Plasterers' — 7. Ironmongers' — 8. Painters' 
0. Qlasiers'— 10. Paper Hangers'. 

Chap. XVII.— Valuation of Estates. With 
'Aibles for the Purchasing of Freehold, Copy- 
hold, or Leasehold Estates, Annuities, and 
AdvowBons, and for renewing Leases for Terms 
of Years certain, and for lives. 

Chap. XVIII. — Valuation op Tillage and 
Tenant Right. With Tables for Measuring 
and Valuing Hay lUcks. 

Chap. XIX —Valuation or PARisHEa 

Chap. XX. — Builders' Prices. 1. Carpenters' 
and Joiners' — ^2. Masons' — 3. Bricldayers' — 
4. Plasterers'-^. Ironmongers'— €. Drainers' — 

7. FlumborB'— 8. Fainten'— 9. Paper Hangers' 



and Decorators'— 10. Glaziera'— 11. Zinc 
Workers* — 12. Coppersmiths' — 13. Wire 
Workers'. 

Chap. XXI. — ^Dilapidations and Nuisances. 
1. General Definitions — 2. Dilapidatioiis by 
Tenants for Life and Years— 3. Ditto by Mort- 
gagee or Mortgagor — i. Ditto of Party WaUs 
and Fences— 6. Ditto of Highways and 
Bridges — 6. Nuisances. 

Chap. XXII. — ^TheLaw relating to Appraiexss 
AND Auctioneers. 1. The Law Relating to 
Appraisements — 2. The Law of Auction. 

Chap. XXIII. — ^Landlord and Tenant. 1. 
Agreements and Leases— 2. Notice to Quit — 
S. Distress— 4. Recovery of Possession. 

Chap. XXIV.— Tables. Of Natural Sines and 
Cosines — For Reducing Links into Feet — 
Decimals of a Pound Sterling. 

Chap. XXV. — Stamp Laws.— Stamp Duties— 
Customs' Duties. 
Examples of Villas and Country Houses. 

ON LANDED PROPERTY. 
By Professor Donaldson. 

Chap. I.— Landlord and Tenant— Their Position 
and Connections. 

Chap. II.^Lease of Land, Conditions and Re- 
strictions ; Choice of Tenant, and Assignation 
of the Deed. 

Chap. III. — Cultivation of Land, and Rotation of 
Crops. 

Chap. IV. — Buildings necessary on Cultivated 
Lands — Dwelling Houses, Farmeries, and 
Cottages for Labourers. 

Chap. V. — Laying out Farms, Roads, Fences, 
and Gates. 

Chap. VI.— Plantations, Young uid Old Timber. 

Chap. VII. — Meadows and Embankments. Beds 
01 Rivers, Water Courses, and Flooded Grounds. 

Chap. VIII. — Land Draining, Opened and Co- 
vered — Plan, Execution, and Anangement 
between Landlord and Tenant. 

Chap. IX. — Minerals, Working and Value. 

Chap. X. — Expenses of an l^tatc — Regulations 
of Disbursements— and relation of the appro- 
priate Expenditures. 

Chap. XI.— valuation of Landed Property ; of 
the Soil, of Houses, of Woods, of Mineiuls, of 
Manorial Rights, of Royalties, and of Fee F^um 
Rents. 

Chap. XII.— Land Steward ond Farm Bailiff ; 
Qualifications and Duties. 

Chap. XIII.— Manor BaiUfT. Woodrievo, Gar- 
dener, and Gamekeei)er — ^Their Position and 
Duties. 

Chap. XIV.— Fixed Days of Audit— Half- Yearly 
Payments of Rents — Form of Notices. Re- 
ceipts, and of Cash Books, Goneral Map of 
Estates, and of each separate Farm — Con- 
duding Observations. 
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BICHARDSON, WM. 

PACKINaCASE TABLES; ehowing the number of Superficial Feet in Boxes 
or Packing-Cases, from six inches square and upwards. Compiled by Williax 
RiCHARDSOK, Accountant, Author of " The Calculator, or, Timber. Merchants' 
and Builders' Quide." Obloog iio, cloth, price 3». 6d. 

" Hakors and users of packing-cases will find theee labour-saying tables invaluable. By their 
id the number of superficial feet in a case of any dimemdons can bo ascertained in a moment.'*— 
The Ironnumger. 
" Will prove very usefid to the trade for which it is compiled.**— CWy Press. 

RITCHIE, ROBT., C.E. 

A TREATISE ON VENTILATION, NATURAL AND ARTIFICIAL. 
By RoBEBT RiTCHiB, C.B., Associate of the Institution of Civil Engineers, 
I^ndon ; Past Vice-President of the Royal Scottish Society of Arts ; Author 
of ** Railways, their Rise, Progress, and Construction;" <* The Farm Engi- 
neer, with Remarks on the Ventilation of Farm Buildings," and Tarious Prise 
Essays on the Ventilation of Factories, Ships, &a, &c. With numerous plates 
and woodcuts. 8vo, Bs, 6d, cloth. 

** An interesting and extremely useful volume, in which the subject of ventilation is completely 
and exhaustively treated."— mmn^ Journal. 

** This must continue to be for some time the text-book upon ono of the chief difficulties of 
domestic architectural constructian and of social hygienics." — LanceL 

*' A useful book on a most important and i>ractioaI subject. . . . The subjects treated of are 
illustrated bv numerous plates and woodcuts." — Builder. 

** Will bo found exoeeoingly usef\il as a book of reference by all those interested in the subject of 
ventilation, whether applied to public or private buildings, mines, or ships." — Arthan. 

SIMMS, F. W., on LEVELLING. 

A TREATISE on the PRINCIPLES and PRACTICE OF LEVELLING, 
showing its application to purposes of Railway and Civil Engineering, in the 
Construction of Roads, with Mr. TELPORD*a Rules for the same. By Fbederick 
W. SiHMB, F.Q.S., M. Inst. C.E. Fifth edition, revised and corrected with 
the addition of Mr. Law's Practical Examples for setting out Railway Curves, 
and Mr. Trautwike's Field Practice of Laying out Circular Curves. With 
7 plates and numerous woodcuts, 8vo, 8s. 6d. cloth. 
N.B. Trautwine on Laying out Circular Curves may be had separately, price 5«. 

SIMMS, F. W., ON TUNNELLING. 

PRACTICAL TUNNELLING ; Explaining in Detail the Setting Out of tho 
Works ; Sliaft Sinking and Heading Driving ; ranging the Lines and Levelling 
under Ground; Sub-Excavating, Timbering, and the Construction of the 
Brickwork of Tunnels ; with the amount of Labour required for, and the 
Cost of the Various Portions of the Work. By Fbedk. W. Simus, F.R.A.S.y 
F.G.S., M. Ins. C.E. Author of " A Treatise on the Principles and Praotice of 
Levelling," kc &c. Second edition, revised by W. Davis Haskoli^ Civil 
Eogineer, Author of " The Engineer's Field Book," &c. kc With 16 large 
folding plates, and numerous woodcuts, imperial Svo, II. \s. cloth. 

SPOONER, W. C. 

THE HISTORY, STRUCTURE, ECONOMY, and DISEASES of the SHEEP. 
By W. C. Spooher, V.S., Editor of White's " Cattle Medicine/' and White's 
" Compendium of tho Veterinary Art." Illustrated by Haryet. Second 
Edition. 12mo, 5a, cloth. 

" The name of Mr. Spooncr, who is a distinguished member of his Profession, is a sufficient 
guarantee for the accuracy and usefulness of its contents. Farmers' clubs ought to add this work 
to their libraries ; and, as a work of reference, it ought to bo in the possession of all Sheep 
Farmers." — Gajtienert' CTironicle, 

STEVENSON, THOS. 

THE DESIGN AND CONSTRUCTION OF HARBOURS. By Thomab 
Steveksow, F.R,S.E., M.I.C.E., reprinted and enlarged from the article "Har 
hours" in the Eighth Edition of "The Encydopwdia Britannica " Wifi. in 
Plates and numerous Cuts, 8vo, 10«. 6d. cloth. "wmmca. with 10 



» 

1 



I 



14 WORKS PUBLISHED BY LOCKWOOD ft CO. 



STEVENSON, DAVID. 

CANAL AND RIVER ENaiNEERINQ. By Da-vu) StEyXNSOK, F.RS.K., 
M. Inat. C.E. Small Svo, cloth, with plates and woodcuts, price 4«. 6d. 

STUDENT'S GUIDE, The, 

To the PRACTICE of DESIGNING, MEASURING, and VALUING ARTI- 
FICERS* WORKS; oontaiiitDg direotions for taking Dimensions, abetmtftiii^ 
the same, and bringing the Quantities into Bill ; with Tables of Constants, and 
oopious memoranda for the Valuation of Labour and IfateriaU in the reapee- 
tive trades of Bricklayer and Slater, Carpenter and Joiner, Sawyer, Stone- 
mason, Plasterer, Smith and Ironmonger, Plumber, Pkiinter and Qlasor, 
Paper-hanger. With 48 plates and woodcuts. The Measuring, Ac., edited by 
Edwabd Dobson, Architect and Surveyor. Second Edition, with the addi- 
. tions on Design by E. Laot Garbeti, Architect, togethef with TWbles for 
Squaring and Cubing. In 1 yoI., 8vo, is. extra cloth. 

TEMPLETON, w. 

the engineer's, millwright's, and machinist's practical 

ASSISTANT ; comprising a Collection of Useful Tabl.es, Rules, and Data, 

Compiled and Arranged, with Original Matter, by William Tempurov, 

Author of "The Operative Mechanic's Workshop Companion." Tliird 

Edition, ISmo, 2«. 6d. cloth. 

" A perfect Tade mecum for all engaged In mechAnioal pursuits." — Meehaniea* Magoame, 
" Every mechanic shoiiid become the poeiieasor of the volume, and a more suitaUe proseiit to an 
apprentice to any of the mechanical traaes could not possibly be made."— 'Jteitdin^ iVewt. 

TEMPLETON, W. 

THE OPERATIVE MECHANICS WORKSHOP COMPANION, and THE 
SCIENTIFIC GENTLEMAN'S PRACTICAL ASSISTANT ; comprising a 
great yariety of the most useful Rules in Mechanical Science, divested of 
mathematical complexity ; with numerous Tables of Practical Data and Calcu- 
lated Results, for facilitating Mechanical and Commercial Tnmaactaons. By- 
W. TsHFLsroN, Author of The Engineer's, Millwright's, and Machinist's 
I^ctical Assistant." Ninth edition, including the Author's latest correc- 
tions, with the addition of Mechanical Tables for the use of Operative Smiths, 
Millwrights, Engineers, &c., together with several useful and practical Rules 
in Hydraulics and Hydrodynamics, a variety of Experimental Results, and 
an Extensive Table of Powers and Roots. Eleven plates. 12mo, b$. bound. 

THOMAN. 

THEORY OP COMPOUND INTEREST AND ANNUITIES, WITH 
TABLES OF LOGARITHMS for the more difficult computations of Interest, 
Discount, Annuities, &c., in all their applications and uses for Mercantile and 
State purposes, with a full and elaborate introduction. By F6dor Thovak, 
of the Soci^t^ Credit Mobilier, Paris. 12mo, cloth, 5^. 

*' A very powerful work, and the author has a very remarkable command of his subject." — 
Prof**' or A. tU Morgan. 

** No banker, merchant, tradesman, or man of business, ought to be without Mr. Thomaa's truly 
* handy -book.'"— J?«:i*w. 

** The author of this * handy-book' deserves wa thanks."— i>iMraRC< Qatettt. 

" We recommend it to the notice of actuaries and accountants. "«-.<^fAciia«m» 

TIMES, JOHN, r.S.A. 

THE YEAR-BOOK OF FACTS IN SCIENCE AND ART. Exhibiting the 
most important Improvements and Discoveries of the Past Year in Mechanics 
and the Useful Arts, Natural Philosophy, Electricity, Chemistry, Zoology and 
Botany, Geology and Mineralogy, Meteorology and Astronomy. By John 
TiMBS, F.S.A., Author of * ' Curiositiei of Science," "Things Not Qenerally 
Known,** &c. With steel portrait and vignette, fcap., price 5«. cloth. 

1:9* This work, published annually, records the Proceedings of the Principal Scientific Societies, 
and is indispcoiaable to all who wish to possess a fiedthful picture of the latest novelties in Science 
nd the Arte. 

The Toliimes from 1861 to 1866, priced*, each, are all on sale. 
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TRAUTWINE, JOHN C. 

THE FIELD PRACTICE OP LATINO OUT CIROULAR CURVES FOR 
RAILROADS. By John C. TBAUTwnrB, C.E., of the United Sfcatw (eztraoted 
from Simms's Work on Levelling). 8to, 6«. sewed. 

TREDGOLD, THOS. 

A PRACTICAL ESSAY on the STRENGTH of CAST IRON and OTHER 
VBTALS; intended for the Aseistance of Engineers, Iron-liaeters, Mill- 
wrights, Architects, Founders, Smiths, and others engaged in the Construc- 
tion of Machines, Buildings, &o. ; containing Praoti^ Rules, Tables, and 
Examples, founded on a series of New Experiments; with an OSKtensiye 
Table of the Properties of Materials. By the late Thomas TbedgoiiD, Mem. 
lust. C.E., Author of *' Elementary Prinolples of Oarpentry," ''History of the 
Steam-Engine," &c. Illustrated by seyeial Engravings and Woodcuts. Fifth 
Edition, much improved, with Notes by Eaton Hodgkinbok, F.R.S.; to 
which are added EXPERIMENTAL RESEARCHES on the STRENGTH 
and OTHER PROPERTIES of CAST IRON; with the Development of New 
Principles, Calculations Deduced from them, and Inquiries Applicable to 
Rigid and Tenacious Bodies generally. By the Editor. With 9 Engravings 
and numerous Woodcuts. 8vo. 12f . cloth. 

*«* HODOKIlfSON'B EXPBBIMENTAL RbSBAROBKS ON THE StREKOTH AND OTHER 

Properties or Cast Iron may be had separately. With Engravings and 
Woodcuts. 8vo, price 69. cloth. 

TREDGOLD, THOS. 

THE ELEMENTARY PRINCIPLES OF CARPENTRY; a treatise on the 
pressure and equilibrium of timber framing, the resistance of timber, and the 
construction of floors, arches, bridges, roofs, uniting iron and stone with 
timber, &c., with practical rules and examples, to which is added an essay on 
the nature and properties of timber, including the method of seasoning, and 
the causes and prevention of decay, wilh descriptions of the kinds of wood 
used in building ; also numerous tables of the scantlings of timber for diffe- 
rent purposes, the specific gravities of materials, &c. By Thomas Trrdqold, 
Civil Engineer. With fifty-three Engravings, a portrait of the author, and 
• several woodcuts. Fourth edition, corrected, and considerably cnlaxged. 
Edited by Peter Barlow, F.R.S. In 1 large vol. 4to, iL 28., in extra cloth. 

WEALE'S BUILDEE'S AND CONTEACTOE'S PEICE 

BOOK (published annually). See psge 4. 

WEALE'S ENGINEEE'S, AECHITECT'S, AND CON- 
TRACTOR'S POCKET BOOK (published annually). See page 16. 

WEALE'S SEEIES OF EUDIMENTAEY SCIENTIFIC 

AND EDUCATIONAL WORKS. At prices varying from '!«. to 59. 

*^* This excellent and cheap series of books, comprising nearly 200 di0erent works 
in almost every department of Science, Art, and Education, is recommended 
to the notice of Mechanics' Institutions, Literary and Scientific AssociationB, 
Schools and Students generally, and also to Merchants, Shippers, &c. 

Lists may be had on application to Messrs. Lookwood & Co. 

WEBB, E. B. 

ON IRON BREAKWATERS AND PIERS. By E. B. Webb, C.E., M.I.G.E, 
kc, &c With Illustrations. 4to, 2s. sewed. 

WHEELEE, JOHN. 

THE APPRAISER, AUCTIONEER, HOUSE AGENT, AND HOUSE 
BROKER'S POCKET ASSISTANT, for the valuation, purohaae, and the 
renewing of Leases, Annuities, Reversions, and of Property generally ; prices 
for inventories, with a Quids to determine the value of the interiors, fittings, 
furniture, &c. By John Wrrblbr, Valuer. 24mo, cloth boards, 2$. (id. 
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WICKES, C. 

A HANDY BOOK OF VILLA ARCHITECTURE ; being a Series of De- 
Bigna for Villa ResidenceB in Various Styles. With Detailed Specifications and 
Estimates. By C. Wickbb, Architect, Author of ''The Spirea and Towen of 
the Medinyal Churches of England," &c. First series oonsiBting of 30 plates, 
second series, 31 plates. Complete in 1 vol., dto, price 21. IQs., half morocf ?. 

%* The second series may be bad separately, price 1^. 7*., half morooec 

WIGHTWICK, GEORGE, Architect. 

HINTS TO YOUNG ARCHITECTS: comprising advice to those who, while 
yet at school, are destined to the profession ; to such as, having passed their 
pupilage, are about to travel ; and to those who, having completed their 
education, are about to practise. By Qeorge Wightwick, Architect, author 
of " The Palace of Architecture," &c. &o. Second Edition, with numerouE 
woodcuts. 8vo, 78,, extra doth. 

WEALE'S ENGINEER'S POCKET BOOK. 

THE ENGINEER'S, ARCHITECT'S, AND CONTRACTOR'S POCKET 
BOOK (Lockwood ds Oo.*t, formerly WeM$\ published annually. With Diabt 
OF Eybkts and Data connected with Engineering, Architecture, and tho 
kindred Sciences. 10 copper plates, and numerous woodcuts. In roan tuck, 6j. 

PRIirOIFAL COMTENTB POR 1867. 



Principal Articles of the Calendar. — General 
Calendar. — Oas Engineers' Calendar. — Lati- 
tudes and Longitudes of Public and Private 
Observatories.— Mean Time of Hk;^h Water at 
London Bridge. — ^Tinie of High ?^ter on tho 
Full and Change of tho Moon at DifTerent 
Ports and Places. — ^The Atlantic Telegraph.— 
Ventilation ^ Friction of Air in Mines — 
Experiments on Wrought Iron Cf l^te and 
Ba^. — Wrought Iron Girders: Kiiles and 
Formulse for Strains and Sectional areas of 
Flanges and Webs — Construction of Wrought- 
Ir<m Girders illustrated.— Cast-Iron and Oak 
Columns and Pillars : Rules and Formulae— 
Tables of Dimensions for Solid and Hollow 
Columns. — Cast-Iron Girders : Rules and For- 
mulBB— Tables of Dimensions. — Iron Roofs : 
Details of Construction— Tables of Dimensions 
for Rafters and Struts— Illustrations of Roof- 
ing, with Dimensions and Scantlings.- Cor- 
rugated Iron Roofs. — ^Waterworks : Gathering 
Grounds — Rainfidl, Evaporation and Absorp- 
tion — Rain Gauges — Velocity and Discharge of 
Water through Pipes. — Reservoirs and niter 
Beds. — Sewers : Ventilation — lUustrations of 
Forms of Sowers— Gauging— Establishment of 
Overfalls — Quantities of Brickwork in Sew^, 
— Hydraulics : Discharge of Water over Weirs, 
through Rivers, Streams, Sluices — Mouth- 
pieces and Adjutages — Bonds and Curves. — 
Water Wheels.— "fturbine Water Wheels.— 
Pressure of Water — Pumping — Hydraulic 
Press. — Gas Works — Coal Distillation — Con- 
stituents and Qualities of Gas— Tests— Gas- 
holders — Retorts — Iron Cements. — Memo- 
randum Book of Mr. Telford : Power of Men, 
Horses, Machines, Wheels and Pinions— 
Friction — Water wheels— Hydraulic Memd- 
randa—Timber— Iron— Strength of Materials 
^t/^ — Epitome of Mensuration : Rules and 
FormuUB — Tables for Areas of Circular 



Segments, Length of Circular Arcs— Cireum- 
ferences and Areas of Circles — Squares, Cubes, 
and Roots— Fourth and Fifth Powers.— 
Quantities of MaterialB — Weight of Iron — Bar 
Iron — Birmingham Wire Gauge — Pipes — 
Castings— Laths — Heads and Nuts for Bolts- 
Tinned Iron Sheet— Balls— Hoop— Ang^le, Tee, 
and Sash Iron— Railroad Iron— Tin Plates- 
Copper and Lead Pipes— Earthwork — Sleepers 
— Barrel Drains and Culverts — BaUastiug, 
Timber, &c.— Retaining Walls. Rules and 
Formule.^Memoranda for Brickwork.— ^Ta- 
bles of Natural Sines, Cosines, Tangents, Co- 
tangents, Secants, Cosecants, with Trigono- 
metrical Notes.— Memoranda relalang to Steam 
and the Steam Engine— Proportions of Boilers 
--Engines. — ^TaUes of the Economic Value and 
Composition of Coals.— Fuel — Boilers — Fur- 
naces, he. — ^Table of the Elastic Properties of 
Steam. — Evaporative Power of C<Mds. — Con- 
sumption of Coal in Steamers. — Knot Tables. 
— Friction- Results of Experiments. — Spe- 
cific Gravity of Gases.— Dilatation of Solids- 
Effects of Heat.— Thermomot^: Tables for 
Fahrenheit, Reaumur, Centigrade. — Table of 
Specific Gravities. — Stone. — Current Coins of 
tho Principal Commercial Countries, and their 
Values in British Money. — Imperial Standard 
Measures of Great Britain. — Commercial 
Weights and Measures of Different Countries, 
and their Equivalent in :&1ti8h Weights and 
Measures. — Table for Converting British 
Weights and Measures into the Decimal 
Metric System.- Setting out Curves. — Table 
for Chaining on Sloping Ground.— Table for 
the Reduction of Feet, Links, and Inches.— 
Obituary for 1866.— List of Members of the 
Institution of Civil Engineers.- List of Mem- 
bers of the Royal Institute of British Archi- 
tects.— Index. 
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